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SECTION 1 -  EXECUTIVE SUMMARY 

The Coon Rapids water distribution system was analyzed with respect to pressures, available fire flows, 

treatment and storage.  In addition, long term operation and maintenance and energy use were analyzed.  

The recommended improvements are summarized and included in a 5 and 10 year Capital Improvement 

Plan. 

 

The existing computer model of the system was updated based on existing GIS system information and 

converted to new computer modeling software, Innovyze’s InfoWater v8.6. Elevations were updated 

based on GIS contour data and demands were updated based on average annual consumption water billing 

data. Once the updates were completed, the computer model was calibrated by comparing tower levels 

and pump run times for both an average day and maximum day demand.  To complete the calibration, a 

system specific di-urnal demand curve was created to simulate the daily water system demands.  The 

model was calibrated after the existing field data from system pumps and tower levels were simulated by 

the computer model. 

 

 System Pressure 

System pressure ranges from 57 pounds per square inch (psi) to 99 psi throughout the City during an 

average day (AD) demand. Industry standards recommend a maximum pressure of 100 psi in the water 

distribution system.  The system meets existing recommended standards for system pressure. 

 

 Available Fireflows 

The computer model also simulated available fireflows.  The system should provide a minimum available 

fireflow of 500 gallons per minute (gpm) throughout the system, with higher flows up to 3,500 gpm to 

larger customers.  Watermain should be looped when possible to improve available fireflow at dead ends 

in the system.  In addition to increasing fireflows, looping also increases the redundancy of the system so 

that less customers are impacted during water main breaks and repairs.  

 

 Water Treatment 

Several improvements are recommended at each of the water treatment plants (WTPs) to reduce 

operational costs through better use of the existing variable frequency drives (VFDs) on the high service 

pumps (HSPs) and the installation of variable frequency drives on pumps that currently do not have 

VFDs.  In addition, minor changes in system piping and/or valving will improve the operational 

redundancy at the facilities. 

 

If Wells 16 and 18 are planned to be routinely utilized, treatment is recommended to remove the high 

levels of radium, along with iron and manganese to provide water of a similar quality to the existing 

WTPs.  A Compliance Agreement from the Minnesota Department of Health is currently required to 

operate these two wells during peak demands.    However, based on the volume of available supply 

capacity, it appears that the City may not need to utilize these two wells and they should only be 

maintained for emergency use. 

 

  Water Storage 

Based on a storage analysis of the system, the current storage volume is below the recommended level of 

elevated water storage needed for the City.  To meet the recommended level, a new 1.5 MG elevated 

water tower is recommended to meet the long term needs of the City.  The East Tower, which is 

constructed at a different overflow elevation than the rest of the system, is undersized and located too 

close to the East WTP to efficiently operate within the distribution system.  The East Tower should be 
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demolished, with the lost storage volume included in the new tower design.  This demolition should be 

included as part of the new tower project. 

 

Major rehabilitation projects for the North Water Tower and East Reservoir should be planned in the near 

future.  The existing coatings are in various states of failure and should be rehabilitated to improve 

protection from corrosion. 

 

 Water Main Rehabilitation 

The existing water distribution system is approaching full build out.  Therefore, the City should focus on 

preservation and replacement of the existing system in comparison to many other metro communities that 

are still focusing on system expansion.  Several methods can be used to meet the long term needs of the 

City including replacement, pipe bursting, cement mortar lining and structural lining.  The method should 

be selected based on the ability to meet the following goals: 

 Increase capacity (increased size by replacement or pipe bursting) 

 Improve water quality (lining) 

 Reduce outages due to breaks or corroded mains (replacement or structural lining) 

 

 Capital Improvement Plan (CIP) 

Five (5) and ten (10) year CIP items are included in the report.  Major items in the CIP include the 

following improvements: 

 

 Technology improvements to the supervisory control system (SCADA) and building security 

systems 

 Installation of baffle wall for mixing in the West Ground Storage Reservoir 

 New 1.5 MG Elevated Water Tower 

 Installation of altitude valve on West Tower 

 Operational improvements at West WTP 

 Rehabilitation of North Water Tower 

 Rehabilitation of East Ground Storage Reservoir 

 Standby power improvements at the East WTP and Wellhouses 

 Trunk water main looping 

 Conduct water main evaluations to understand and prioritize replacement 

 Implement an annual water main and valve replacement program with an annual budget 

 When feasible, implement operational improvements to water system to conserve energy 
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SECTION 2 -  INTRODUCTION 

The purpose of the Comprehensive Water Plan is to examine the City’s water system to assess the 

capability of the system to provide reliable and safe drinking water to meet existing and future demands. 

By analyzing the supply, treatment, distribution, and storage components of Coon Rapids’ water system, 

this report makes capital improvement recommendations to meet the on-going needs of the City of Coon 

Rapids. 

 

Future capital improvements in this report are based on an analysis of the existing water system, along 

with projected water demands to meet future conditions.  Water demand planning is based upon projected 

population over the next 20 years, along with planned land use changes for proposed development and re-

development projects. 

 

A hydraulic analysis of the water distribution system was also used to analyze system operations. The 

existing computer model of the water distribution system was updated with Infowater Version 8.6 

software. The model is a tool that can be used for hydraulic analysis of the water system for a variety of 

scenarios and conditions. The new software includes advanced capabilities.  These include:  interactive 

software with existing GIS software, capabilities for unidirectional flushing analysis, asset management 

analysis, water quality analysis, as well as many other functions.  Specifically for the City of Coon 

Rapids, the water model was used for the following: 

 

 Analyze the existing system to identify deficiencies in the water system, along with 

corresponding improvements to reduce or eliminate these deficiencies. 

 Evaluate operations of the system to determine if modifications to operations can result in 

reduced energy cost/demand. 

 Identify future locations of critical storage facilities to improve system operations/emergency 

response. 

 Provide a long range plan for water system upgrades/expansion so that proposed construction 

projects include properly sized water mains to allow for future development needs. 

 Provide recommendation for future system maintenance requirements to improve or maintain 

system performance. 
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SECTION 3 -  EXISTING FACILITIES 

 Service Area 

The City is served by one pressure zone as shown in Figure 3-1.  The hydraulic grade line, range of 

elevations served, and static water pressure are shown in Table 3-1 for the Coon Rapids water system.  

The hydraulic grade line is the maximum elevation that water can be pumped before the tower overflows 

are reached. 

 

Table 3-1   

Existing Pressure Zone 

Pressure Zone Overflow 

(HGL) 

Elevations Served* 
 

Static Pressure Range 

(psi)* 

Normal Zone 

 

1056.3 

 

824-919 59 - 101 

*Static Pressure is based on water level at overflow elevation in storage tank. 

 

The Coon Rapids water system is composed of a network of supply, treatment, storage and distribution 

components as described in the following sections.  By operating as a single pressure zone, the City is 

able to maximize the redundancy of the existing facilities.  

 

 Supply 

The City utilizes groundwater as its source of drinking water.  Raw water is supplied from 24 wells.  A 

combination of aquifers including the Jordan, Wonewoc-Tunnel City, Mount Simon and glacial drift are 

utilized by the City.  The total supply capacity of the Coon Rapids water supply system is approximately 

26,575 gpm or 38.27 million gallons per day (MGD). The firm capacity is 24,925 gpm (35.89 MGD). 

Firm capacity is that which can be supplied reliably, even during maintenance activity or an emergency 

situation with the largest well pump (Well 14) out of service. 

 

Wells that are treated are connected by separate raw water transmission mains that are pumped directly to 

the water treatment plants.  These wells are automatically controlled based on the water level in the 

ground storage reservoirs at each of the WTPs. Currently, only 15 wells are filtered to reduce iron and 

manganese levels.  The other nine (9) wells are connected directly to the distribution system and provide 

water during peak demand periods, which reduces the cost of water treatment during periods when the 

majority of water is used for irrigation or other outside watering.  These wells include equipment to 

fluoridate and disinfect the water at the source before entering the distribution system.  The wells are 

automatically controlled based on the level of water in the West Tower. 

 

In addition, two (2) wells (Wells 16 and 18) are used to meet seasonal peak demands only, and are limited 

to annual withdrawal limits based on a Compliance Agreement with the Minnesota Department of Health 

due to elevated levels of radium.  These wells are also automatically controlled based on the level of 

water in the West Tower.  Wells 16 and 18 should only be used in emergency situations where all other 

wells are not capable of meeting the required demands. 

 

Figure 3-2 shows existing wells, along with pertinent design information. 
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Figure 3-1, Existing Water Service Area 
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Figure 3-2, Existing Sources of Supply 
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Table 3-2   

Existing Groundwater Supply Facilities   

System Pumps 

Well Number Aquifer Formation Pump Discharge 

Location 

Design Pumping 

Capacity (gpm) 

Design 

Pumping 

Capacity 

(MGD) 

Year 

Constructed 

1 Wonewoc - Tunnel 

City System 750 1.08 1958 

2 Wonewoc System 575 0.83 1959 

3 (Abandoned)      

4 Wonewoc - Tunnel 

City System 1000 1.44 1960 

5 Wonewoc-Tunnel 

City-Mount Simon System 900 1.30 1961 

6 Jordan System 1250 1.80 1961 

7 Wonewoc - Tunnel 

City System 1600 2.30 1964 

8 Wonewoc-Tunnel 

City-Mount Simon East WTP 1000 1.44 1965 

9 Wonewoc - Tunnel 

City East WTP 1000 1.44 1969 

10 Wonewoc-Tunnel 

City-Mount Simon East WTP 1000 1.44 1971 

11 Wonewoc-Tunnel 

City-Mount Simon West WTP 1200 1.73 1973 

12 Wonewoc-Tunnel 

City-Mount Simon System 850 1.22 1975 

13 Wonewoc-Tunnel 

City-Mount Simon East WTP 850 1.22 1977 

14 Wonewoc-Tunnel 

City-Mount Simon West WTP 1650 2.38 1977 

15 Wonewoc-Tunnel 

City-Mount Simon West WTP 1400 2.02 1977 

16 Mount Simon System 1500 2.16 1981 

17 Drift West WTP 1450 2.09 1981 

18 Mount Simon System 1200 1.73 1986 

19 Drift West WTP 1100 1.58 1987 

20 Drift West WTP 1100 1.58 1988 

21 Drift East WTP 1200 1.73 1990 

22 Drift West WTP 500 0.72 1990 

23 Drift West WTP 500 0.72 1992 

24 Wonewoc - Tunnel 

City West WTP 1500 2.16 2003 

25 Wonewoc - Tunnel 

City West WTP 1500 2.16 2003 

      

Total Well 

Capacity   26575 38.27  

Total Firm Well 

Capacity   24925 35.892  
* Firm capacity is defined as the pumping capacity excluding the largest pump.  Therefore, Well No. 14 is not included in well firm capacity. 
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 Treatment 

The East and West WTPs treat 15 of the City’s supply wells.  Water is treated and filtered to remove iron 

and manganese from the raw water, disinfect the water, and add fluoride. The following processes are 

utilized: 

 

 Chemical oxidation of iron and manganese 

 Reactors provide contact time for oxidation 

 Pressure filtration through Electromedia filters 

 Hydrofluosilicic acid (fluoride) feed 

 Sulfur dioxide feed for chlorine reduction 

 

The City of Coon Rapids does not currently soften its water supply.  Customers can install individual 

point of use softeners to provide softened water for their use. 

 

High service pumps (HSPs) deliver water from two ground storage reservoirs (located at each of the 

WTPs) to the water distribution system. The capacity of the WTPs and associated HSPs are shown in 

Table 3-3. 

 

Table 3-3   

Existing High Service Pumping Facilities  

System Pumps 

Facility Name Pumping Capacity (gpm) Pumping Capacity (MGD) 

High Service Pump No. 1, West WTP 2500 3.6 

High Service Pump No. 2, West WTP 2500 3.6 

High Service Pump No. 3, West WTP 5000 7.2 

High Service Pump No. 4, West WTP 5000 7.2 

High Service Pump No. 5, West WTP 5000 7.2 

High Service Pump No. 6, West WTP 5000 7.2 

   

High Service Pump No. 1, East WTP 2500 3.6 

High Service Pump No. 2, East WTP 5000 7.2 

High Service Pump No. 3, East WTP 5000 7.2 

   

Total Capacity 37500 54 

Firm Capacity 32500 46.8 
* Firm capacity is defined as the pumping capacity excluding the largest pump.  Therefore, one (1) 5,000 gpm pump has been removed for the firm capacity. 

 

The total capacity of the HSPs is 37,500 gpm (54 MGD). The firm capacity of the high service pumping 

station is 32,500 gpm (46.8 MGD).  The pumps are controlled automatically based on water levels in the 

West Tower. 

 

 Storage 

Storage facilities on a water system allow a more constant supply during variable demand conditions. 

During high demands, when water customers are using a greater volume of water, part of that demand can 

be met by storage reserves in addition to direct pumping from wells. During low demand conditions, or 

when electricity rates are lower during lower energy demand use (night), the storage facilities can be 

filled for later withdrawal. 

 

In addition to this operational function, storage tanks can serve as an emergency water source in the case 

of a supply failure (i.e. power outage, well maintenance, etc.). They also increase the amount of water 
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available during a fire. An emergency generator at the West water treatment plant provides back-up 

power for three of the high service pumps.  

 

The distribution system is operated as a single pressure zone system. Three (3) elevated water storage 

towers serve the water distribution system, while two (2) ground storage reservoirs are filled with filtered 

water prior to being pumped to the water distribution system by HSPs. 

 

The levels of the water towers control the hydraulic grade line (pressures) of the system. The location, 

capacity and hydraulic grade line of the towers and reservoirs are shown in Table 3-4. 

 

Table 3-4   

Storage 

Facility Name Location Overflow Elevation Style of Storage Capacity (MG) 

West Tower 

115th Ln and 

Eidelweiss St 1056.3 

Elevated (Multi 

Legged) 1.0 

North Tower 13101 Hanson Blvd 1056.3 Elevated (Hydropillar) 2.5 

East Tower 11316 Foley Blvd 1071.0 

Elevated (Multi 

Legged) 0.5 

West Reservoir 2241 105th Avenue 876.7 Ground (Concrete) 5.0 

East Reservoir 

Dogwood St & 

Northdale Blvd. 928.5 Ground (Steel) 5.5 

 

 Distribution System 

The Coon Rapids water distribution system is comprised of water mains ranging in size from 4 inches to 

30 inches in diameter.   A network of larger trunk watermains move the majority of water between the 

pumping and storage facilities.  During high demand periods or in the event of emergencies, this network 

of trunk watermains is critical to meet these critical periods.   

 

Mains that are 10 inches and larger are considered trunk mains for this size of a distribution system. 

When possible, all mains should be built in loops. A dead end main without enough connected demand 

will require frequent flushing to reduce water stagnation problems. This problem is especially true for 

trunk mains because of the larger volume of water stored. The existing system has several dead end pipe 

segments in cul-de-sacs and other areas where street access or other features limit looping. Looping of 

watermains also helps provide for uninterrupted service to most of the system customers when one pipe 

segment is shut down for repairs. With a looped system only an isolated section of the system will be out 

of service instead of an entire neighborhood or commercial area. Looping also provides for substantial 

flow increases during a fire demand as the demand at the location of the fire can be met from more than 

one direction in the system. The existing watermain size and layout is shown in Figure 3-3.
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Figure 3-3, Existing Distribution System 
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SECTION 4 -  EXISTING WATER DEMANDS 

 Peaking Demand Factors 

Peaking factors are ratios to the average day (AD) demand rate that are used for computer modeling and 

for future demand projection.  AD demand is calculated by dividing the total water pumped throughout 

the year by the number of days (365) in the year.  The AD is used as a baseline to calculate other peaking 

factors that represent the highest demand conditions a system may experience (with the exception of 

emergency flows such as those during a fire event or a water main break). 

 

Typical maximum day (MD) peaking factors for metro suburbs range from 2.0 to 3.0. Larger systems, or 

those with lower residential sprinkling demands, generally have lower maximum day peaking factors.  

Predominantly residential municipalities with new lawns or sandy soils generally have a higher peaking 

factor due to sprinkling demands to maintain turf areas. 

 

For Coon Rapids, MD demand is assumed to be approximately 2.85 based on the highest MDs 

experienced in the last 5 years.  While this is on the higher side of the expected range, it is fairly typical 

due to the sandy soil conditions that are common to Coon Rapids, which require more irrigation than 

some other soil types. 

 

Another demand rate used for analysis purposes is the peak hour. Typical peak hour (PH) peaking factors 

range from 3.2 to nearly 7.0   Peaking factors used in the model are listed in Table 4-1 and Monthly 

Water Demands are shown in Table 4-2. A PH factor of 4.56 was used for this study, which is a 60% 

increase over maximum day demands. This PH factor was calculated specifically for the City of Coon 

Rapids.  Historical water system operational data including pump run times and tower water levels were 

used to create a diurnal, or demand throughout a 24 hour day,  graph for August 20, 2013, which had the 

maximum day demand in 2013.  The diurnal demand graph is shown in Figure 4-1. 

 

Table 4-1   

Peaking Factors Used for Computer Modeling 

Demand Condition Peaking Factor Water Demand (MGD) 
Average Day (AD) 1.00 7.86 

Maximum Day (MD) 2.85 22.41 

Peak Hour (PH) 4.56 35.86 
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Figure 4-1, 24 Hour DI-Urnal Demand Distribution Curve 

 

 

Table 4-2   

Monthly Water Pumped 2006-2013 

Year 

Annual 

Pumped 

Water in 

2006 

(Gallons) 

Annual 

Pumped 

Water in 

2007 

(Gallons) 

Annual 

Pumped 

Water in 

2008 

(Gallons) 

Annual 

Pumped 

Water in 

2009 

(Gallons) 

Annual 

Pumped 

Water in 

2010 

(Gallons) 

Annual 

Pumped 

Water in 

2011 

(Gallons) 

Annual 

Pumped 

Water in 

2012 

(Gallons) 

Annual 

Pumped 

Water in 

2013 

(Gallons) 

January 179,081,000 171,565,000 167,830,000 162,301,000 161,753,000 169,113,000 149,607,000 155,401,000 

February 136,844,000 150,546,000 153,816,000 168,048,000 141,982,000 150,540,000 129,461,000 136,121,000 

March 190,339,000 165,189,000 156,038,000 148,401,000 161,734,000 162,335,000 140,505,000 145,671,000 

April 215,744,000 178,550,000 157,137,000 167,668,000 215,705,000 165,408,000 165,566,000 141,845,000 

May 292,279,000 353,362,000 244,981,000 382,341,000 319,426,000 206,998,000 252,201,000 198,601,000 

June 451,909,000 457,677,000 331,386,273 411,919,000 321,877,000 317,774,000 349,324,000 234,225,000 

July 637,973,000 590,474,000 442,488,304 429,424,067 392,110,000 355,159,000 425,734,000 389,288,000 

August 420,406,000 396,924,000 516,680,000 346,701,000 380,271,000 347,267,000 420,276,000 448,358,000 

September 282,095,000 303,037,000 304,695,000 358,818,000 254,479,000 343,464,000 407,387,000 352,862,000 

October 199,629,000 182,000,000 189,413,000 177,830,940 209,040,000 249,171,000 236,807,000 180,472,000 

November 168,252,000 157,752,000 150,287,000 150,755,000 151,624,000 149,597,000 132,494,000 139,436,000 

December 171,756,000 160,811,000 153,821,000 154,378,000 167,893,000 143,717,000 149,791,000 140,236,000 

Total 3,346,307,000 3,267,887,000 2,968,572,577 3,058,585,007 2,877,894,000 2,760,543,000 2,959,153,000 2,662,516,000 
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 Water Use Trends 

Water use has been relatively stable for Coon Rapids for several years since it is approaching its full build 

out. It is normal for annual water use to vary on a year by year basis as annual weather patterns can vary 

from year to year.  For example, during years where more precipitation occurs generally result in less 

water use as summer irrigation water use is reduced.  Over the past ten years in Coon Rapids, the general 

trend in water use has declined from the highest years in 2006 and 2007. Annual water demands for the 

past ten years are shown in Table 4-3. 

 

Table 4-3   

Water Demands 2004-2013 

Year Population 

Annual 

Water Billed 

(MG) 

Annual 

Water 

Pumped 

(MG) 

Unaccounted 

for Water 

(MG) 

Average 

Daily 

Demand 

(MGD) 

Maximum 

Daily 

Demand 

(MGD) 

Date of 

Maximum 

Day 

Max Day 

Peaking 

Factor 

Per 

Capita 

Water 

Usage 

Percent 

Unaccounted 

for Water 

2004* 62295 2407.5 3029.7 622.2 8.30 23.1  2.78 133.25 20.5% 

2005* 62243 2645.0 2834.2 189.2 7.76 23.07  2.97 124.75 6.7% 

2006* 63480 2956.7 3346.3 389.6 9.17 34.22  3.73 144.42 11.6% 

2007 62525  3267.9  8.95    143.19  

2008 62448  2968.6  8.13    130.24  

2009 62602 2744.2 3058.6 314.3 8.38 20.93 3-Jun 2.50 133.86 10.3% 

2010 61117 2591.6 2877.9 286.3 7.88 21.41 30-Aug 2.72 129.01 9.9% 

2011 61358 2341.0 2760.5 419.5 7.56 16.61 9-Jul 2.20 123.26 15.2% 

2012 61434 2603.8 2959.2 355.3 8.11 20.51 30-Aug 2.53 131.97 12.0% 

2013 61434 2400.4 2662.5 262.1 7.29 20.81 27-Aug 2.85 118.74 9.8% 

* From Water Emergency and Conservation Plan 

 

Unaccounted for water is the amount of water that is pumped into the system, but is not billed.  Examples 

of unaccounted for water include leaks in water mains, water lost during water main breaks, water used to 

suppress fires, errant meter readings and water used at City facilities (currently unmetered).  While some 

unaccounted for water is common for most systems, an industry standard is to limit unaccounted for water 

to below ten percent.  The Minnesota Department of Natural Resources typically monitors unaccounted 

for water during water appropriation permitting.  While Coon Rapids average of 12 percent exceeds the 

industry standard of ten percent, this percent can be reduced below acceptable industry standards by 

metering city owned facilities and estimating and accounting for water used for hydrant flushing and fire 

suppression on the annual DNR submittal of water use. 
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SECTION 5 -  DRINKING WATER STANDARDS 

 General 

Drinking water quality is regulated by numerous Federal and State regulations.  In addition, the treated 

drinking water quality must meet local expectations for taste, odor, hardness, and general quality.  The 

ability to test for water contaminants has evolved to parts per billion and less; however, the understanding 

of the health effects of some of these contaminants is still evolving.  The U.S. Environmental Protection 

Agency (USEPA) provides guidelines for producing safe drinking water.  This section will provide an 

overview of drinking water regulations and a summary of existing water system quality data.  Water 

quality design goals will be established based on regulatory requirements and public expectations. 

 

 Drinking Water Regulations 

5.2.1 Safe Drinking Water Act (SDWA) Regulations 
 

Through the passage of the Safe Drinking Water Act (SDWA) in 1974, the U.S. Congress authorized the 

USEPA to establish drinking water regulations that apply to all public water systems in the United States. 

State governments, through their health departments and environmental agencies, are responsible for 

implementation and enforcement of the provisions of the Act.  

 

Under the SDWA, the USEPA initially proposed National Interim Primary Drinking Water Regulations 

(NIPDWR). Upon further research and special studies, and with the passage of the 1986 Amendments to 

the SDWA, the interim regulations were adopted as National Primary Drinking Water Regulations 

(NPDWRs) and 83 contaminants were required to be regulated.  

 

Further changes were made to the SDWA with the 1996 Amendments. These amendments retained most 

of the NPDWRs previously enacted, but did change the process for selecting contaminants to be regulated 

and did mandate new rules regarding arsenic, uranium, radon, and groundwater disinfection. The 1996 

Amendments place increasing emphasis on ensuring that all new and existing water systems have the 

technical, managerial, and financial capacity to comply with NPDWRs. Systems which do not commit the 

resources required to comply with the new rules may not be eligible for Drinking Water State Revolving 

Fund (DWSRF) loans and may be vulnerable to enforcement actions.  

 

The major components of the SDWA of interest to the City of Coon Rapids are: 

 

 National Primary Drinking Water Regulations (NPDWRs) 

 Microbial and Disinfection By-Products Rule (M-DBP) 

 Total Coliform Rule 

 Ground Water Rule 

 Inorganic Contaminants Regulated by Primary Drinking Water Regulations (including arsenic) 

 Radionuclides  

 Drinking Water Contaminant Candidate List (DWCCL) 

 

5.2.2 National Primary Drinking Water Regulations (NPDWRs) 
 

National Primary Drinking Water Regulations are the enforceable standards with which water suppliers 

must comply. Currently, there are standards for 92 contaminants including turbidity, 8 microorganism 

indicators, 4 radionuclides, 19 inorganic contaminants, and 60 organic contaminants. The USEPA is 

required to review and revise, as appropriate, each NPDWR every six years. The most recent review was 

completed in May 2009. The USEPA revised the Total Coliform Rule (TCR) on February 13, 2013 with 
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new requirements for ensuring the integrity of the distribution systems. A list of the USEPA Drinking 

Water Standards for Regulated Contaminants is located in Appendix A. 

 
5.2.3 Microbial and Disinfection By-Products Rules (M-DBP) 
 

Disinfection of drinking water was one of the major public health advances in the 20th century, and has 

been identified as the primary reason for the increasing life span of humans. Common epidemics such as 

typhoid and cholera have been reduced, if not eliminated, through disinfection of water supplies. 

However, chemical disinfectants such as chlorine, chlorine dioxide, and ozone can react with naturally 

occurring materials in the water to form unintended organic and inorganic by-products which may pose 

health risks. A major challenge is to balance the risks from microbial pathogens and disinfection by-

products.  The USEPA has some existing and is developing future rules to address these concerns. Some 

of the rules apply only to surface water (lakes and rivers), some apply only to ground water (wells) and 

others apply to both surface and ground waters. Since the City of Coon Rapids only uses water from 

ground sources, this report will only discuss those that apply to ground water. They are as follows: 

 

Total Coliform Rule – The Total Coliform Rule, published in 1989, applies to all public water systems 

and establishes a maximum contaminant level (MCL) for total coliforms. As mentioned above, the 

USEPA made revisions to this rule based upon a 2009 review. 

 

Interim Trihalomethane Rule – In 1979, USEPA set an interim MCL for total trihalomethanes of 0.10 

mg/L as an annual average. This applies to any community water system serving at least 10,000 people 

that adds a disinfectant to the drinking water during any part of the treatment process. 

 

Stage 1 Disinfectants and Disinfection By-Products Rule – The final Stage 1 Disinfectants and 

Disinfection By-Products Rule applies to community water systems, non-transient non-community 

systems and transient non-community water systems.  The final Rule includes the following key 

provisions: 

 

 Maximum residual disinfectant level goals (MRDLGs) for chlorine (4 mg/L), chloramines (4 

mg/L), and chlorine dioxide (0.8 mg/L). 

 

 Maximum contaminant level goals (MCLGs) for three trihalomethanes (bromodichloromethane 

(zero), dibromochloromethane (0.06 mg/L), and bromoform (zero)), two haloacetic acids 

(dichloroacetic acid (zero) and trichloroacetic acid (0.3 mg/L), bromated (zero), and chlorite (0.8 

mg/L). 

 

 Maximum residual disinfection levels for three disinfectants (chlorine (4.0 mg/L), chloramines 

(4.0 mg/L), and chlorine dioxide (0.8 mg/L)).  

 

 Maximum contaminant levels for total trihalomethanes (0.080 mg/L) – a sum of the three listed 

above plus chloroform; haloacetic acids (HAA5) (0.060 mg/L) – a sum of the two listed above 

plus monochloroacetic acid and mono- and dibromoacetic acids; and two inorganic disinfection 

by-products (chlorite (1.0 mg/L) and bromate (0.010 mg/L)). 

 

 A treatment method for removal of DBP precursor material, such as total organic carbon (TOC).  

 

Stage 2 Disinfectants and Disinfection By-Product Rule – The EPA published the Disinfectants and 

Disinfection By-Product Rule on January 4, 2006.  The rule contains maximum contaminant level goals 

for chloroform, monochloroacetic acid and trichloroacetic acid; National Primary Drinking Water 

Regulations, which consist of maximum contaminant levels (MCLs) and monitoring, reporting, and 
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public notification requirements for total trihalomethanes (TTHM) and haloacetic acids (HAA5); and 

revisions to the reduced monitoring requirements for bromate. 

 

Ground Water Rule - The EPA published the Ground Water rule on November 8, 2006, which specifies 

the appropriate use of disinfection and, just as importantly, addresses other components of ground water 

systems to ensure public health protection.  

 

5.2.4 Inorganic Contaminants 
 

Twenty inorganic contaminants are regulated by the National Primary Drinking Water Standards. They 

include arsenic, copper, fluoride, lead, mercury, nitrate, and nitrites. Although Well No. 4 had an elevated 

reading of arsenic in 2012, it appears to be an isolated reading.  The City of Coon Rapids currently is not 

impacted by this rule, as the quarterly average level of these contaminants in the raw water are below the 

MCLs.    

 

5.2.5 Radionuclides 
 

The final revised radionuclides rule went into effect December 7, 2000.  The rule regulates MCLs for 

combined Radium 226 & 228, gross alpha particles, beta/photon emitters and uranium.  The City of Coon 

Rapids currently operates Wells 16 and 18 under a Compliance Agreement with MDH due to high 

concentration of radionuclides. The City of Coon Rapids currently only uses Wells 16 and 18 as peaking 

wells during the summer to meet maximum day demands.  The City can only pump a limited amount of 

water from each well during the calendar year to reduce the public’s exposure to these contaminants.   

 

5.2.6 Drinking Water Contaminant Candidate List (DWCCL) 
 

The USEPA has drinking water regulations for more than 90 contaminants and the complete list is 

presented in Appendix A. The SDWA includes a process that the agency follows to identify new 

contaminants which may require regulation in the future. USEPA periodically releases a Contaminant 

Candidate List (CCL). The first list was published in March 1998 and had 60 unregulated contaminants. 

The second list published in February 2005 carries forward 51 of the original contaminants.  The third and 

most recent list published July 25, 2012 includes 116 contaminants and is presented in Appendix B.  

 

5.2.7 Secondary Drinking Water Standards 
 

In addition to the NPDWRs, which cover the contaminants that affect public health, the EPA recommends 

Secondary Drinking Water Standards (SDWS) with limits on those contaminants that affect the aesthetic 

qualities of drinking water.  The secondary regulations are intended to serve as guidelines and are not 

federally enforceable.  Although the water utilities are not required to treat to SDWSs, they should be 

aware that keeping the quality of drinking water within these guidelines makes it more acceptable to 

consumers, thereby decreasing complaints to the utilities.  Table 5.1 lists the secondary standards. 
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Table 5-1   

EPA National Secondary Drinking Water Contaminant Standards 

Contaminant Effects SMCL – mg/L 

Aluminum Colored Water 0.05 to 0.2 

Chloride Salty Taste 250 

Color Visible Tint 15 color units 

Copper Metallic Taste, blue-green stain 1 

Corrosivity Metallic Taste, corrosion, fixture stains Non-corrosive 

Fluoride Tooth discoloration 2 

Foaming Agent Frothy, cloudy, bitter taste, odor 0.5 

Iron Red or rusty color and staining 0.3 

Manganese Black or brown color and staining, bitter or 

metallic taste 

0.05 

Odor “rotten egg” or musty or chemical smell 3 TON 

PH Low pH – bitter metallic, corrosion 6.5 to 8.5 

 High pH – slippery feel, soda taste, deposits  

Silver Skin discoloration, graying of the whites of the 

eye 

0.1 

Sulfate Salty taste 250 

TDS Hardness, deposits, colored water, staining, 

salty taste 

500 

 

 

5.2.8 Summary of Water Quality Issues 
 

The City of Coon Rapids currently exceeds the primary drinking water standards related to Combined 

Radium 226&228 in Wells 16 and 18.  These two wells are operated and monitored through a 

Compliance Agreement with MDH to limit their use.  In addition to radium in these two wells, the City 

should also continue to monitor their source water for both primary and secondary drinking water 

standards and modify treatment as necessary. 
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SECTION 6 -  ANALYSIS OF EXISTING DISTRIBUTION SYSTEMS 

 Existing Water Pressure 

Average Day (AD) pressures are depicted by pressure districts in Figure 6-1.  The existing system 

pressures for an AD demand scenario range from 57 to 99 psi.   AD pressures were calculated in the 

system with the elevated water storage towers 2 feet below overflow and all high service pumps and wells 

in the system turned off.  These pressures meet industry standards for a municipal water distribution 

system. 

 

According to Ten States Standards for Water Works (2012), an industry standard that the Minnesota 

Department of Health has adopted, pressures in the system should meet the following: 

 

 The minimum working pressure in the distribution system should be 35 psi (240 kPa) and the 

normal working pressure should be approximately 60 to 80 psi (410 - 550 kPa). When static 

pressures exceed 100 psi (690 kPa), pressure reducing devices shall be provided on mains or as 

part of the meter setting on individual service lines in the distribution system.  

 

This industry standard is generally used as a guide in the design of drinking water systems, but is not 

required per MDH.  However, the Minnesota State Plumbing Code states the following: 

 

 When street main pressure exceeds 80 psi, an approved pressure reducing valve shall be installed 

in the water service pipe near its entrance to the building to reduce water pressure to 80 psi or 

lower. Where street water main pressures fluctuate significantly, the building water distribution 

system shall be so designed for the minimum pressure available. 

 

According to this code, there are a significant number of customers that are affected by this code.  The 

requirement of the State Plumbing Code for maximum  pressure reduction is required by the end user.  

Since all three of the existing water towers are built to the same HGL, there would be many modifications 

required to reduce all system pressures to 80 psi or below.  While this could be accomplished through the 

use of system pressure reducing valves and providing additional water main looping, these improvements 

are not recommended due to the significant cost for a slight reduction in pressure.  For new services or 

meter change outs, the city should investigate the potential for the building department to notify 

customers with a home at or below elevation 871.5.  Homes at or below this level may receive pressure 

above 80 psi and should install individual pressure reducing valves.  Average day pressures for the City of 

Coon Rapids are shown in Figure 6-1 

 

Peak hour (PH) pressures for the system range from 55 to 95 psi.  These pressures are typically the lowest 

the system may experience during normal operating demands with the exceptions of emergency 

conditions such as a fire flow or watermain break.  PH pressures for the Coon Rapids system are shown in 

Figure 6-2. 
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Figure 6-1, Existing Average Day Pressure 
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Figure 6-2, Peak Hour Pressure 
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 Existing Available Fire Flow 

The modeled fire flows were run up to a maximum rate of 3,500 gpm as recommended by the American 

Water Works Association (AWWA). The computer model indicates that higher flows are available in 

some areas, but at some point they become unrealistic because there are not enough hydrants or fire 

equipment to deliver such high rates. The minimum fire flow available at any given point in a system 

should not be less than 500 gpm at a residual pressure of 20 psi. This represents the amount of water 

required to provide for two standard hose streams on a fire in a typical residential area for residential 

dwellings with spacing between 31 to 100 feet. The distance between buildings and the corresponding fire 

flow is summarized in Table 6-1. 

 

Table 6-1   

Recommended Residential Fire Flows 

Distance Between Buildings (Feet) Needed Fire Flow (gpm) 

More than 100 500 

31-100 750 

11-30 1000 

Less than 11 1500 

 

 

The computed fire flows for the current distribution system are represented in Figure 6-3. They are 

represented by fire flow districts in gallons per minute.  Modeled available fire flows were compared to 

Insurance Services Office (ISO) test data to verify that available fire flows measured by the last ISO test 

(conducted in March, 2012) were accurate.  The only location measured by ISO that had an available flow 

below the needed flow was at the following: 

 University Avenue & Entrance to Woodland Apartments 
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Figure 6-3, Maximum Day Available Fireflows 
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 ISO Report Review 

The ISO report, previously discussed, was last completed in 2012.  The purpose of ISO is to review fire 

protection systems for various municipalities to assist insurance companies in setting rates for various 

commercial customers.  The rating is based on a scale of one through ten with a rating of one being the 

best. 

 

The ISO rating is comprised of three categories for which individual scores are assigned.  The following 

categories, with assigned scores to Coon Rapids are as follows: 

 

 Receiving and Handling Alarms: CLASS 1 

 Fire Department: CLASS 6 

 Water Supply: CLASS 1 

 

Overall, the City of Coon Rapids ranked a CLASS 4 which is a very good score for most communities.  

While there are improvements that could be made to the overall system, the water supply system currently 

maximizes its score class.  This class represents an excellent system as far as water supply, hydrant 

spacing and location and good maintenance of the system.  Minimal changes should be made to the 

system from an ISO standpoint. 

 

 Extended Period Simulation 

An extended period simulation (EPS) was setup in the model to check the system operation during several 

days of maximum day demands. The primary purpose of this simulation was to check for cumulative 

system imbalances that are not evident in standard simulations. Tower and system supply placement and 

the sizes of distribution system pipe may contribute to imbalances. They also contribute to a reduced 

storage replenishment rate and the ability to refill the towers at night during low demand periods. 

 

Based on the layout of the Coon Rapids system, there are several system imbalances present in the current 

system.  Evaluations of several system facilities are shown below: 

 

 Trunk Watermain – While there are some areas of watermain that experience high velocities and 

friction losses, their impacts on the operation between storage and supply sources are minimal.  

No significant changes in watermain layout is recommended at this time. 

 

 North Tower – The North Tower is located at a greater distance to supply sources than either the 

West or East Towers.  Due to this distance, there is a hydraulic imbalance between the three 

towers.  In addition to this distance, the size of the North Tower takes longer to fill and drain than 

the other two elevated water storage towers.  The result of this imbalance is that the North Tower 

generally does not fluctuate as much as the other two towers.  At its high operating level, the 

North tower is nearly 10 feet below its overflow, compared to the West Tower which fills within 

two feet of its overflow.  Therefore, nearly the top 8 feet of the North Tower is unusable. 

 

 East Tower – The opposite effect occurs with the East Tower.  Its small size and close proximity 

to the East WTP result in very quick filling of the tower.  Therefore, it has very dramatic fill and 

drain cycles which may change up to 16 feet (7 psi) during a cycle.  The East Tower was built 

nearly 15 feet taller than the other two elevated towers which allows this tower to operate without 

an altitude valve. 
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 Pipe Velocities and Friction Losses 

Pipe segments are considered potentially deficient, or most-limiting, if they have the following 

conditions: 

 

 Velocities greater than 5 ft/s; and 

 Head losses greater than 10 ft/1000 ft of pipe. 

 

Velocities in pipe segments are acceptable up to about 10 ft/s during emergency or extreme demand 

conditions of short duration. As velocities increase, pipe friction increases and problems with water 

hammer occur. This is especially true in systems with higher pressures. We have checked the system for 

locations where velocities and head losses meet the above stated conditions. There are several locations 

where pipe velocities exceed 5 ft/s. The majority of these locations are near the wells or WTPs as the 

pumps are operating near peak capacity. In addition, several locations throughout the distribution system 

where inconsistent sizing and/or looping create bottlenecks were also apparent. These bottlenecks can 

also result in head losses greater than 10 ft/1000 ft.  While evident in the system, there are no major 

deficiencies that require modifications. Examples of areas include: 

 

 Well No 5 Connecting Piping (8.67 ft/s) 

 Well No. 6 Connecting Piping (7.23 ft/s)) 

 West WTP Connecting Piping (5.81 ft/s) 

 Coon Rapids Blvd – West WTP to Hanson Blvd (5.5 ft/s) 
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SECTION 7 -  FUTURE WATER DEMANDS 

 Proposed Land Use Changes 

City staff provided information on proposed expansion and/or redevelopment areas.  Since the majority of 

Coon Rapids is built out, the majority of these areas consist of redevelopment opportunities, while some 

undeveloped land in the north central portion of the community remains. 

 

There are 12 areas of proposed development as shown in Figure 7-1.   Water demand projections are 

based on proposed land use and densities of development.  Table 7-1 shows proposed land use and 

projected water demands.  Assumptions used to project water demands are as follows: 

 

 Commercial, Industrial, Institutional (Sq. Ft.):  0.1 gallons per square foot 

 Residential (Senior):  1.5 person per unit, 75 gallons per capita day (gpcd) 

 Residential (Unit):  2.5 person per unit, 100 gpcd 

 Commercial (Acre):  1,000 gallons per acre per day 

 Industrial(Acre):  1,500 gallons per acre per day 

 Residential High Density (Acre): 12 units/acre, 2.25 persons per unit, 75 gpcd 

 Residential Low Density (Acre): 3 units/acre, 2.5 persons per unit, 100 gpcd 

 

Table 7-1   

Projected Land Use 

Planning 

Area 

Development 

Name 

Estimated 

Years Until 

Developed 

Proposed 

Land Use 

No. of 

Units 

Type of 

Unit 

Gallons 

per Unit 

per Day 

Projected 

Average 

Day 

Demand 

(gallons) 

1A Port Wellness 2 

Institutional 

(Hospital) 50000 Square Feet 0.1 5000 

1B Port Wellness 0 

Commercial 

(Medical 

Office) 125000 Square Feet 0.1 12500 

1C Port Wellness 0 

Commercial 

(Medical 

Office) 32000 Square Feet 0.1 3200 

1D Port Wellness 1 

Residential 

(Senior) 100 

Dwelling 

Unit 112.5 11250 

2A 

Port Campus 

Square 10 Residential 1200 

Dwelling 

Unit 250 300000 

2B 

Port Campus 

Square 10 Commercial 150000 Square Feet 0.1 15000 

2C 

Port Campus 

Square 10 Institutional 150000 Square Feet 0.1 15000 

3A Port Riverwalk 5 Residential 450 

Dwelling 

Unit 250 112500 

3B Port Riverwalk 10  Commercial 5000 Square Feet 0.1 500 

4A 

Foley Blvd 

TOD 15 Residential 1200 

Dwelling 

Unit 250 300000 

4B 

Foley Blvd 

TOD 15 Commercial 20000 Square Feet 0.1 2000 

5A Port Evergreen 10 Industrial 400000 Square Feet 0.1 40000 

5B Port Evergreen 10 Residential 750 

Dwelling 

Unit 250 187500 

5C Port Evergreen 10 Commercial 50000 Square Feet 0.1 5000 

6A Northdale/Foley 15 Residential 300 

Dwelling 

Unit 250 75000 

6B Northdale/Foley 15 Commercial 25000 Square Feet 0.1 2500 
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7A 

Riverdale 

Station 5 Residential 400 

Dwelling 

Unit 250 100000 

7B 

Riverdale 

Station 5 Commercial 15000 Square Feet 0.10 1500 

8A Pederson Floral 10 Commercial 4 Acres 1000 4000 

9 

VFW Area 

Sites 20 

Residential 

(High 

Density) 13 Acres 2025 26325 

10 

DOT Mini 

Storage 20 Industrial 12 Acres 1500 18000 

11 East Sod Farm Ultimate Residential 77 Acres 750 57750 

12 West Sod Farm Ultimate Residential 90 Acres 750 67500 

Total 

Gallons       1,294,525 

 

 

 Projected Water Demands 

Estimated population growth and water demand have been estimated for design years of 5,10,15,20 and 

ultimate build out.  Two methods have been used to project future water demand:  

 

 Met Council population estimates multiplied by the historical 10 year average per capita water 

demand. 

 2013 population multiplied by the historical 10 year average of per capita water demand, plus 

projected water demand of proposed development based on land use and density    

 

Table 7-2 shows the projected design year water demands based on the two different methodologies: 

 

Table 7-2   

Projected Water Demands 

Planning 

Year 

Metropolitan 

Council 

Population 

Estimate 

Per Capita 

Water 

Demand 

(gpcd) 

Average 

Day 

Demand - 

Met Council 

Population 

(MGD) 

Average 

Day 

Demand - 

Proposed 

Land Use 

Max Day 

Peaking 

Factor 

Maximum 

Day 

Demand - 

Met Council 

Population 

(MGD) 

Maximum 

Day 

Demand - 

Proposed 

Land Use 

5 Year 

(2019)* 65,970 128 8.44 8.11 2.85 24.07 23.11 

10 Year 

(2024)* 65,600 128 8.40 8.67 2.85 23.93 24.71 

15 Year 

(2029)* 65,100 128 8.33 9.05 2.85 23.75 25.80 

20 Year 

(2034)** 65,000 128 8.32 9.10 2.85 23.71 25.92 

Ultimate    9.22 2.85  26.28 
* Population Based on Interpolation of Metropolitan Population Data 

** Metropolitan Population unavailable beyond 2030 

 

 Water Conservation 

Water conservation plays a critical role in ensuring we maintain a sustainable water resource.  The 

Minnesota Department of Natural Resources requires public water suppliers to demand water reduction 

measures by January 1, 2015.  In addition, these demand reduction measures will be required to be 

outlined in an upcoming update of the Water Supply Plan in 2015.  No additional demand reduction 

measures should be required from the City of Coon Rapids to comply with these mandates.  Currently, the 

City of Coon Rapids includes the following ordinances and rate structure that promotes water 

conservation: 
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 An on-going meter repair and replacement program has been established throughout the City 

 The City uses leak detection surveys as needed to reduce leaking water mains 

 An even/odd sprinkling restrictions have been imposed during June 1 and August 31 of each year 

 A time of day or complete ban of outdoor water use can be imposed in an emergency 

 An inclining block rate structure is currently used for water billing which imposes a higher unit 

rate for higher volumes of water used 

 Educational materials on water conservation are available during Consumer Confidence Reports, 

public buildings, City website and as utility billing mailers 
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Figure 7-1, Potential Development Areas 
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SECTION 8 -  PROPOSED WATER SYSTEM IMPROVEMENTS 

 Supply 

Based on projected maximum day demands, as compared to the existing firm supply pumping capacity, 

the City of Coon Rapids is able to meet its future projected demands.  No additional supply wells are 

needed to meet the future projections.  The City currently has an on-going schedule for well rehabilitation 

which should be continued to maintain reliable sources of supply.  The following items are recommended 

for each of the water supply wells: 

 

 Maintain wellhouses including exterior, electrical and chemical feed systems as required 

 Investigate replacement of the electrical unit heaters with gas fired units in the pump rooms at 

each wellhouse.  Maintain electric unit heaters in chemical feed areas. 

 Inspect well pumps and motors every 6 years depending on pump performance.  Provide service 

as required. 

 Plan for well rehabilitation on a repeating 6 year cycle depending on water quality and well 

efficiencies (4 wells per year) 

 

 Water Treatment 

The City has made significant investments to the expansion of their two main WTPs in the last decade.  

Improvements primarily included expanded capacity at each facility to meet the long term water demands 

of the City.  In addition to expanded capacity, an emergency back-up generator was added to serve the 

West WTP and a portion of the wells located near this WTP.   

 

During a visit to each of the primary WTPs, the following items were identified for improved operations: 

 

 Remove existing flow control valves on high service pumps (HSPs) 1, 2, 3, and 6 at the West 

WTP and HSP 3 at the East WTP.  The existing flow control valves are expensive to maintain 

and are no longer required to reduce water hammer since the pumps are operated from variable 

frequency drives.  The existing control valves should be replaced with air cushioned swing check 

valves. 

 

 Consider converting high service pumps (HSPs) 4 and 5 at the West WTP from constant-speed 

operation to variable-speed by installing variable frequency drives (VFDs).  The existing flow 

control valves would be removed from these pumps as described above.  The two pump motors 

are medium-voltage (4160V) units, and the costs for medium-voltage VFDs or converting to a 

480V installation is estimated to range from $400k to $500k. 

 

 The discharge piping from HSP 6 should have an isolation valve installed to allow service of the 

pump without impacting the shutdown of the WTP.  A butterfly valve should be installed on the 

north discharge piping in the lower pipe gallery. 

 

 Install a fiberglass baffle wall system inside the West Ground Storage Reservoir to reduce short 

circuiting in the reservoir.  A baffle wall will help provide consistent water quality and should 

reduce the City’s effluent chlorine dosages. 
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If Wells 16 and 18 are planned to be routinely utilized, treatment is recommended to remove the high 

levels of radium, along with iron and manganese to provide water of a similar quality to the existing 

WTPs.  A Compliance Agreement from the Minnesota Department of Health is currently required to 

operate these two wells during peak demands.    However, based on the volume of available supply 

capacity, it appears that the City may not need to utilize these two wells and they should only be 

maintained for emergency use. 

 

 Storage 

8.3.1  Additional Elevated Water Storage 
 

An analysis of the storage capacity is shown in Table 8-1.  To meet peak demands and provide an 

available fire flow of 3,500 gpm for 3 hours as recommended by AWWA, analysis indicates that the 

system is 1,342,000 gallons below the recommended standards for emergency storage capacity.  This 

analysis is based upon the following future conditions: 

 

 Average day demand of 9,100,000 gallons 

 Max day peaking factor of 2.85 

 3,500 gpm available fire flow for 3 hours 

 East Water Tower out of service 

 Backup power generation at both East and West WTPs 

 Backup power generation at all remote system wells 

 

If backup power is not included at the remote system wells, the additional storage needed increases to 3.0 

MG.  A 1.5 MG elevated water tower is recommended since the cost, combined with the cost of adding 

back up power generation, is lower than the cost of a new elevated 3.0 MG elevated water tower. 

 

In addition, it is recommended that the East Tower be removed from the system once the new tower is 

completed.  In addition to being built at a different hydraulic grade line than the other two elevated 

towers, the cost of the maintenance of a fourth water tank would be greater than adding storage capacity 

to a new tower.   

 

A comparison of potential tower sites has been conducted.  Table 8-1 shows our comparison based on 

four key criteria:  impact on future development, watermain connection cost, ground elevation (height of 

tower) and impact on system operations.  Sites that are considered better alternatives than other sites are 

assigned more points, with 3 assigned the best alternative.  A description of each of the site locations is 

discussed below: 

 

Site No. 1:  Located on land adjacent to Coon Rapids Boulevard and Crane Street.  This could be 

potential development property as part of the Port Riverwalk project.  Ground Elevation is approximately 

860 resulting in a tower approximately 196 feet tall.  The site requires approximately 300 feet of 

connecting trunk water main and there is an existing 24 inch trunk water main along Coon Rapids 

Boulevard.  The site performs the best out of the five sites compared from a hydraulic operations 

perspective. 

 

Site No. 2:  The site is located on the DOT Mini Storage Site located between Coon Rapids Boulevard 

and Vale Street.  This is also identified as potential future development property although access and size 

of parcel may limit the use.  Ground Elevation is approximately 875 resulting in a tower approximately 

181 feet tall.  The site requires approximately 500 feet of connecting trunk water main to the existing 24 

inch trunk water main along Coon Rapids Boulevard.  In addition, it will require a crossing underneath 

Coon Rapids Boulevard which is more expensive than other comparable sites.  The site performs 

adequately from a hydraulic operations perspective. 



 

 

Prepared by: Bolton & Menk, Inc. PROPOSED WATER SYSTEM IMPROVEMENTS 
Comprehensive Water System Plan  Page 31 

Site No. 3:  Located on land adjacent to Foley Boulevard just north of an existing railroad line.  This 

property is shown to be potential development property as part of the Foley Boulevard TOD project.  

Ground Elevation is approximately 886 resulting in a tower approximately 170 feet tall.  The site requires 

approximately 700 feet of connecting trunk water main and there is an existing 24 inch trunk water main 

along Foley Boulevard.  The site performs adequately from a hydraulic operations perspective. 

 

Site No. 4:  Located on land adjacent to Holly Street between Springbrook Drive and 93rd Avenue NW.  

This could be potential development property as part of the Port Evergreen project.  Ground Elevation is 

approximately 882 resulting in a tower approximately 174 feet tall.  The site requires an extensive trunk 

water main extension of approximately 3500 feet, which will also include street restoration and a crossing 

of Highway 610.  This site does not perform as well from an operational standpoint as compared to the 

previous three sites. 

 

Site No. 5:  Located in Kennedy Park, adjacent to East River Road and 85th Avenue NW.  This is an 

existing park and has not been identified as potential developable land.  Ground Elevation is 

approximately 874 resulting in a tower approximately 174 feet tall.  The site requires a relatively short 

water main extension of approximately 300 feet to connect to the 24 inch trunk water main in East River 

Road.  Due to its location on the south end of the system, the site is considered the least desirable from an 

operational standpoint.  A tower located at this location will not fill to the desired level as well as other 

tower locations. 

 

 

Table 8-1   

Comparison of Future 1.5 MG Water Tower Sites 

 

Site No. Impact on 

Development 

Watermain 

Connection Cost 

Elevation  

(Height of 

Tower) 

Impact on System 

Operations 

Total Score 

1 ● ●●● ● ●●● 8 
2 ●● ● ●● ●● 7 
3 ●● ●●● ●●● ●● 10 
4 ●  ●●● ● 5 
5 ●●● ●●● ●●  8 

 

Based on Table 8-1, Site Number 3 appears to rank the highest in the site comparison.  The proposed 

location for the tower is near an existing trunk water main and will allow improved operations in both the 

North and West towers.  Prior to beginning design, we recommend a geotechnical analysis be conducted 

to verify that adequate soils exist at the proposed location to support a water tower of the style and size 

recommended in this report.  As an additional benefit, the increased elevated storage capacity would 

slightly reduce pumping costs by reducing the peak energy consumption as discussed further in Section 

8.5. 
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Table 8-2   

Storage Requirement Calculation with Ground and Elevated Storage 

Scenario With Backup Power at Remote 

Wells 

W/Out Backup Power at 

Remote Wells 

Estimated Population 65,000 65,000 

Per Capita Water Use (gpd/capita) 128 128 

   

Average Day Water Use (gpd) 9,100,000 9,100,000 

Average Day Water Use (gpm) 7,580 7,580 

   

Max/Avg Day Ratio 2.85 2.85 

Maximum Day Water Use (gpd) 25,935,000 25,935,000 

Maximum Day Water Use (gpm) 21,610 21,610 

   

Design "Basic" Fire Fighting Rate (gpm) 3,500 3,500 

Basic Fire Fighting Duration (hours) 3 3 

Design Fire Fighting Volume (gal) 630,000 630,000 

   

TOTAL Coincident Demand (gpm) 25,110 25,110 

   

Equalization Storage Total (gallons) 6,483,800 6,483,800 

   

Clearwell Storage Volume (gallons) - Useable 10,500,000 10,500,000 

Equalization Storage from Ground (gallons) 1,296,800 1,296,800 

   

Well Supply Pumps (gpm) - Firm Capacity 15,300 15,300 

Ground Storage Discharge Pumps (gpm) 20,000 20,000 

Time to Drain Ground Storage (hours) 32.6 32.6 

Maximum Draw Rate from Ground Storage 

(gpm) #N/A #N/A 

   

Supply to System from Other Source (gpm) 7,025 0 

   

Required Draft From Elevated Storage (gpm) -1,915 5,110 

   

Adjusted Fire Fighting Storage (gallons) -345,000 1,001,000 

Equalization Storage from Elevated (gallons) 5,187,000 5,187,000 

TOTAL Elevated Storage Need (gallons) 4,842,000 6,107,000 

   

Existing Elevated Storage (gallons) 3,500,000 3,500,000 

   

Additional Elevated Storage Need (gallons) 1,342,000 2,607,000 

 

8.3.2 Water Storage Tank Rehabilitation 
 

The protective coatings on the North Tower and East Ground Storage Reservoir are in need of 

replacement.  Evaluations were conducted by a NACE International Certified Coatings Inspector on both 

storage facilities.  The inspection reports are included in the Appendix.  We recommend replacement of 

the protective coatings within the next couple of years to protect these steel structures from further 

corrosion. 

 

8.3.3 Altitude Valves 
 

To improve the filling operation of the North Tower, a new altitude valve should be installed at the West 

Tower and pumps should be controlled by the North Tower.  An altitude will allow the West Tower to 

stop filling while the North Tower continues to fill.  As the water level increases to a pre-set level, the 
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altitude valve will close, allowing pumps to continue to run and fill the North Tower.  An altitude valve 

should also be added to the new proposed tower. 

 

 Distribution System Improvements 

The majority of the overall water distribution system functions well during most demand scenarios.  The 

performance of the system may be improved by completing the following capital projects: 

 

 12 inch water main loop parallel to Main Street NW between Thrush Street NW and Coon Creek 

Blvd. NW 

 Upgrade theexisting6 inch water main to new 12 inch main from the intersection of 97th Avenue 

NW and University Avenue NE to the intersection of 101st Avenue NW and Foley Blvd. NW 

 Replacement of 8 inch connecting water main from Well No. 5 & Well No. 6 with 10 inch water 

main to reduce velocity and head loss 

 

 Energy Conservation or Consumption Reductions 

The great majority of energy consumed by the Coon Rapids municipal water system is attributable to 

pumping.  Methods to reduce pumping energy consumption fall under two categories: 

 

 Changes in operations (i.e. process changes) 

 Improving equipment efficiency 

 

The City currently operates the facilities in a cost-efficient manner by pumping water during the 

nighttime hours when the cost of electricity is potentially lower.  The available “Time-of-Day” rate 

options should be discussed with the serving electric utilities to determine if there is potential for further 

rate savings by using alternative rate structures. 

 

Increasing the City’s elevated storage capacity can potentially reduce electric costs by pumping more 

water to elevated storage during nighttime hours when off peak electric rates are in place.  Electric 

charges are comprised of two major items:  the demand charge (based on the maximum kilowatt (kW) 

usage during the highest 15 minute interval of the billing period) and the demand rate, based on total kW 

usage during the billing period.   

 

The high service pumps are operated with VFDs which already minimizes the monthly demand charge.  

Based on EPS modeling, it appears that further reduction in the demand charge is unlikely. Pumping 

water during the off-peak period (estimated at 9 PM to 9 AM) was also analyzed for potential savings.  

For average day demands, the maximum amount of potential savings would occur when the existing 

elevated storage level is at the lowest permissible point (2,180,000 gallons for existing system, 3,180,000  

gallons with additional elevated storage) when the off-peak rates begin (9 PM).  During off-peak rates, the 

storage should be filled completely by the time that the electric utility switches back to peak rates (9 AM).  

The electric costs were analyzed under the following conditions and compared in Table 8-2: 

 

 Three demand conditions assuming 30%, 40% and 50% of average daily water use occurs during 

the Off-Peak Rates 

 No Peak Shaving – Pumping to meet demand during each rate period 

 Peak Shaving Existing Elevated Storage with 2,180,000 gallons of available elevated storage 

 Peak Shaving Existing Elevated Storage with 3,180,000 gallons of available elevated storage 
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Table 8-3   

Average Daily Power Cost for High Service Pumping 

Scenario 

No Peak Shaving 

Peak Shaving 

Existing Elevated 

Storage 

Peak Shaving 

Proposed Elevated 

Storage 

30/70 Off Peak/Peak Split Use  $212.53   $186.04   $173.89  

40/60 Off Peak/Peak Split Use  $201.47   $174.99   $162.84  

50/50 Off Peak/Peak Split Use  $190.42   $163.93   $151.78  
* Charges Only Include kwH Charges based on $0.04 / kwH for peak, $0.022 / kwH for off-peak 

 

Based on these calculations an average of approximately $38.64 per day ($14,103.60 per year) could be 

saved.  Current operation staff are manually filling elevated storage tanks at night so not all of these cost 

savings may be realized.  Improved automation may allow the City to realize additional power cost 

savings.  Due to other needs of the system, such as keeping turnover of the towers to eliminate freezing 

further savings may not be feasible.  An alternative to using pumps to provide adequate turnover and 

mixing in the towers is to install a mixing system at the tower. 

 

Pumping efficiency can be improved by selecting pumps, motors and drives with highest efficiency.  

Most of the existing pumps and motors have high efficiency values already, so the potential savings from 

equipment replacement is marginal and not cost-justified.  However, whenever the City must replace 

equipment due to failure or wear, new equipment should be selected for highest efficiency. 

 

 SCADA and Security System Improvements 

The City’s supervisory control and data acquisition (SCADA) system is approximately 15 years old.  The 

system is based on Allen-Bradley programmable logic controllers (PLCs) that are still reliable and 

serviceable.  However, Allen-Bradley has discontinued further development of the product line, and will 

discontinue support of the existing product in the next 5-10 years. 

 

The SCADA system uses radio communication between water sites.  Some of the radio paths have had 

communication issues. 

 

System operation could be improved by giving staff better access to historical data (process trending).  

Operator response to alarms and overall monitoring can also be improved by providing better remote 

access to the SCADA system.  The remote access can include providing complete remote SCADA 

interface to on-call staff, and providing operational data to on-duty staff using portable devices such as 

smart-phones or tablets. 

 

A SCADA system upgrade is recommended, including: 

 

 Replace PLCs at remote sites with new Allen-Bradley (Rockwell Automation) product suitable 

for Ethernet communication 

 Replace personal computers with new units running the current Windows operating system 

 Upgrade computer HMI software to latest version 

 Evaluate radio paths, radios and antennas for improved radio communication 

 Add remote access features 

 

Building security systems currently include door access control systems at the two WTPs, cameras and 

video recording at the West WTP, and an older “key switch” intrusion monitoring system at the well 

houses.  Additional security system features are recommended: 

 

 Install cameras and video recording equipment at the East WTP 
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 Enhance the existing camera and video recording installation at the West WTP 

 Install network communications to all well houses and water towers.  The network would consist 

of radio communication (combined with the SCADA improvements recommended above).  Fiber 

optic communication should also be considered at locations where the City’s existing fiber optic 

network can be extended to the water sites. 

 Add door access control at well houses and water towers.  These can include separate access for 

outside staff such as telecommunications service technicians. 

 

 Standby Power Improvements at East Water Treatment Plant and Wells 

The East WTP has a small engine-generator that provides backup power to building emergency systems 

(ventilation, chlorine scrubber and controls).  The unit is not large enough to power the water treatment 

and pumping systems.  During a City-wide power outage, only the West WTP and selected wells serving 

the West WTP will be operational. 

 

The following improvements are recommended: 

 

 Replace the small engine-generator at the East WTP with a larger outdoor diesel unit.  The unit 

will be sized to operate the entire WTP and two high service pumps. 

 Modify the East WTP electrical service to include a larger automatic transfer switch. 

 Install outdoor diesel engine-generators and automatic transfer switches at selected wells serving 

the East WTP.  This includes installations at five wells serving the East WTP. 
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SECTION 9 -  CAPITAL IMPROVEMENT PLAN AND FINANCIAL 
CONSIDERATIONS 

 Capital Improvement Plan 

The recommended 10 year capital improvement projects are shown in Table 9-1.  Total project cost is 

presented in 2014 dollars.  While these projects are recommended with the following schedule, specific 

timing shall be based on system needs.  Individual projects shall be re-evaluated prior to authorization for 

design by City Council.  The recommended year of completion and estimated cost are shown below: 

 

Table 9-1   

1-5 year Capital Improvement Plan 

Proposed Improvements Approximate Year of Completion Total Project Cost 

2014 Main Replacement – 101st 

Avenue NW & Foley Blvd. NW 

2014 $10,000 

SCADA and Security System 

Upgrades 

2015 $950,000 

Install Baffle Wall to West 

Reservoir 

2016 $275,000 

New 1.5 MG Elevated Water 

Storage Tower – Phase 1 

2016 $500,000 

West Tower Altitude Valve 2016 $35,000 

Valve/Pipe Modifications at WTPs 2016 $240,000 

New 1.5 MG Elevated Water 

Storage Tower – Phase 2 

2017 $3,575,000 

North Elevated Water Storage 

Tower Rehabilitation 

2018 $1,560,000 

East Ground Storage Reservoir 

Rehabilitation 

2018 $700,000 

Backup Power at East WTP and 

Wells 

2019 $1,200,000 

VFDs for West HSPs 4 and 5 2020 $500,000 

 TOTAL $9,545,000 

 

 

Table 9-2   

6-10 year Capital Improvement Plan 

Proposed Improvements Approximate Year of Completion Total Project Cost 

Trunk Water Main Looping – Main 

Street NW 

2025 $280,000 

Replace Water Main Connections to 

Well 5 and 6 

2025 $50,000 

Hanson Blvd 30 inch Main 

Reconstruction 

2034 $1,360,000 

 TOTAL $3,445,000 

 

Table 9-3   

On-Going Annual Maintenance Costs 

Proposed Improvements Total Project Cost 

Well Rehabilitation $250,000 

Water main replacement $2,000,000 

TOTAL $2,250,000 
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 Replacement Costs 

As part of this study, the present worth of the existing water distribution system was estimated to 

determine an annual amount that the City can plan for annual system replacements or rehabilitations.  The 

goal of this annual estimate is to provide a proactive approach to system maintenance before major 

emergency repairs are required. 

 

Based on the value of the existing system (including water mains, hydrants and valves, the estimated 

value of the system is $83,526,907.  The life expectancy of the water distribution system is approximately 

50 years.  Annualized construction cost based on a 50 year life expectancy is $1,670,538 and total 

annualized project cost (including 15% engineering, administrative and legal) is $1,921,119. 

 

Proposed replacements should be evaluated annually with the City’s reconstruction program.  

Replacements should be consistent with criteria established in Section 1.5. 

 

 Impact of System Operation on User Rates 

The cost to operate a water system are categorized primarily into two categories:  fixed costs and variable 

costs.  Fixed costs are those that do not change with respect to the amount of water used.  Examples of 

fixed costs include: 

 

 Employee salaries 

 Debt repayment 

 Billing and customer service  

 Utility costs of building operation (not including pumping) 

 System maintenance 

 

Variable costs are proportionate to how much water is being used.  During high demand periods such as 

summer, variable costs can increase significantly.  Examples of variable costs include: 

 

 Electricity for pumping 

 Chemical feed costs 

 

Water rate structures developed by communities often include fixed and variable components.  The most 

common types of rate structures include a fixed charge, or service charge that is charged on a monthly or 

quarterly basis and does not change between billing cycles.  Variable charges are often tied to the amount 

of water that is metered and is charged on a unit costs basis, most commonly per 100 cubic feet or 1,000 

gallon units. 

 

In 2008, the State of Minnesota imposed strict requirements on water systems serving greater than 1,000 

persons to include conservation measures in their water rate structures.  This requirement was commonly 

included through the use of an inclining block rate structure, similar to the rate structure that Coon Rapids 

currently uses.  The theory on inclining block rates is that it promotes conservation through the increased 

cost of a unit of water per customer at predetermined levels.  In 2012, the State of Minnesota amended the 

State statute to no longer require conservation rate structures, although demand reduction measures shall 

still be met. 

 

The rate structure implemented should be carefully considered prior to implementation as each 

component of the rate structure may have beneficial or adverse effects, depending on which customers are 

impacted.  Examples of cause and effect relationships include the following: 
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 Fixed Charge:  High fixed charges will provide a more stable revenue source in comparison to 

variable charges.  Higher fixed charges may impact low water users adversely as compared to 

large water users.  These may include elderly residents that do not use a significant amount of 

water.  Higher fixed charges are also not considered to promote conservation as effectively. 

 Variable Charge: High variable charges will provide a more erratic revenue stream and may 

require the City to maintain a larger cash balance to cover costs during low demand periods.  

Variable costs are considered to promote conservation, although too high of rates may reduce 

water sales to a level that lowers revenue too significantly. 

 Inclining Block Rates:  Encourages conservation, although the tier level and cost increase should 

be carefully analyzed to ensure the correct impact of the structure is applied.  Inclining block 

rates can be effective at reducing peak demands to limit capital expenditures needed to meet these 

relatively short, high peak demands. 

 

Peaking factors discussed in Section 4.1 can be effectively used to assist in setting goals of a water rate 

structure.  A maximum day peaking factor of 2.85 in Coon Rapids requires a much larger water supply 

and WTPs to meet this demand.  Apportioning the variable charges, along with a higher portion of the 

fixed capital costs may be an equitable solution to capturing the costs to meet this high demand.  In 

addition to the maximum day peaking factor, the peak hour peaking factor of 4.56 requires much larger 

water storage and transmission mains to meet this water demand. 

 

The majority of peaking factors are a result of irrigation during the summer months.  The majority of this 

peak water demand is from residential customers, who use the majority of water in Coon Rapids. 

Irrigation systems set for the early morning and washing laundry in the evening are examples of these 

peak demands. Commercial and institutional water users typically have smaller peaking demands as their 

business is generally spread out evenly throughout the day, although some commercial customers may 

have high irrigation demands.  Lastly, industrial customers are generally assumed to have the lowest 

peaking factors as they may operate three shifts throughout a 24 hour period with very little water use 

variation. 
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SECTION 10 -  ANALYSIS OF WATER SYSTEM IMPROVEMENTS 

 Proposed Water Pressure 

The future average day pressures are very similar to the peak hour pressures.  There will be very little 

change to system pressure with the proposed improvements.  The system will continue to meet existing 

recommended standards for system pressure.  The attached Figure 10-1, shows the proposed AD pressure 

for the City of Coon Rapids. 

 

 Proposed Available Fire Flows 

The future available fire flows are represented in Figure 10-2. These flows represent the future expected 

available fire flows after the recommended system improvements are implemented.  The recommended 

improvements to the trunk water main looping show localized increases to available fire flow.  The 

proposed new elevated water tower also shows localized increases in available fire flow.  Water main 

dead ends continue to show small areas of low available fire flow.  These dead ends could show 

significant localized improvements if looped.  However, the difficulty of completing these loops through 

side and backyards may not be feasible. 

 

 

 



 

 

 

 

Figure 10-1, Proposed Peak Hour Pressure 



 

 

 

 

Figure 10-2, Proposed Max Day Available Fireflow 
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PIPE MODEL DATA 

  



Coon Rapids MN 2014 Water Distribution Model Data

ID From Node To Node Length
(ft)

Diameter
(in) Roughness Flow

(gpm)
Velocity

(ft/s)
Headloss

(ft)
HL/1000

(ft/kft) Status Flow Reversal Count

1 1543_D 1543 1543-B 0.06 99.00 150.00 2,422.23 0.10 0.00 0.00 Open 0
2 1543_U 1543-A 1543 0.06 99.00 150.00 2,422.23 0.10 0.00 0.00 Open 0
3 1544_D 1544 1544-B 0.40 99.00 150.00 2,427.73 0.10 0.00 0.00 Open 0
4 1544_U 1544-A 1544 0.31 99.00 150.00 2,427.73 0.10 0.00 0.00 Open 0
5 1545_D 1545 1545-B 0.03 99.00 150.00 0.00 0.00 0.00 0.00 Open 0
6 1545_U 1545-A 1545 0.03 99.00 150.00 0.00 0.00 0.00 0.00 Open 0
7 1546_D 1546 1546-B 0.73 99.00 150.00 0.00 0.00 0.00 0.00 Open 0
8 1546_U 1546-A 1546 0.58 99.00 150.00 0.00 0.00 0.00 0.00 Open 0
9 1547_D 1547 1547-B 0.43 99.00 150.00 2,448.59 0.10 0.00 0.00 Open 0
10 1547_U 1547-A 1547 0.25 99.00 150.00 2,448.59 0.10 0.00 0.00 Open 0
11 1548_D 1548 1548-B 0.20 99.00 150.00 4,927.42 0.21 0.00 0.00 Open 0
12 1548_U 1548-A 1548 0.23 99.00 150.00 4,927.42 0.21 0.00 0.00 Open 0
13 1549_D 1549 1549-B 1.28 99.00 150.00 0.00 0.00 0.00 0.00 Open 0
14 1549_U 1549-A 1549 0.86 99.00 150.00 0.00 0.00 0.00 0.00 Open 0
15 1550_D 1550 1550-B 0.49 99.00 150.00 0.00 0.00 0.00 0.00 Open 0
16 1550_U 1550-A 1550 0.45 99.00 150.00 0.00 0.00 0.00 0.00 Open 0
17 1551_D 1551 1551-B 6.08 99.00 150.00 0.00 0.00 0.00 0.00 Open 0
18 1551_U 1551-A 1551 4.77 99.00 150.00 0.00 0.00 0.00 0.00 Open 0
19 1552_D 1552 1552-B 5.47 99.00 150.00 0.00 0.00 0.00 0.00 Open 0
20 1552_U 1552-A 1552 4.17 99.00 150.00 0.00 0.00 0.00 0.00 Open 0
21 1553_D 1553 1553-B 2.78 99.00 150.00 928.79 0.04 0.00 0.00 Open 0
22 1553_U 1553-A 1553 3.05 99.00 150.00 928.79 0.04 0.00 0.00 Open 0
23 1554_D 1554 1554-B 1.35 99.00 150.00 1,031.53 0.04 0.00 0.00 Open 0
24 1554_U 1554-A 1554 1.26 99.00 150.00 1,031.53 0.04 0.00 0.00 Open 0
25 1555_D 1555 1555-B 4.56 99.00 150.00 1,535.56 0.06 0.00 0.00 Open 0
26 1555_U 1555-A 1555 2.60 99.00 150.00 1,535.56 0.06 0.00 0.00 Open 0
27 1556_D 1556 1556-B 0.37 99.00 150.00 1,406.28 0.06 0.00 0.00 Open 0
28 1556_U 1556-A 1556 0.39 99.00 150.00 1,406.28 0.06 0.00 0.00 Open 0
29 1557_D 1557 1557-B 0.41 99.00 150.00 829.36 0.03 0.00 0.00 Open 0
30 1557_U 1557-A 1557 0.28 99.00 150.00 829.36 0.03 0.00 0.00 Open 0
31 1558_D 1558 1558-B 4.35 99.00 150.00 677.94 0.03 0.00 0.00 Open 0
32 1558_U 1558-A 1558 3.91 99.00 150.00 677.94 0.03 0.00 0.00 Open 0
33 1559_D 1559 1559-B 0.13 99.00 150.00 1,345.04 0.06 0.00 0.00 Open 0
34 1559_U 1559-A 1559 0.17 99.00 150.00 1,345.04 0.06 0.00 0.00 Open 0
35 1560 143 144 182.48 24.00 130.00 2,407.31 1.71 0.08 0.44 Open 0
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Coon Rapids MN 2014 Water Distribution Model Data

ID From Node To Node Length
(ft)

Diameter
(in) Roughness Flow

(gpm)
Velocity

(ft/s)
Headloss

(ft)
HL/1000

(ft/kft) Status Flow Reversal Count

36 1561 145 146 121.10 30.00 130.00 4,689.61 2.13 0.06 0.51 Open 0
37 1562 146 147 388.41 30.00 130.00 4,479.68 2.03 0.18 0.47 Open 0
38 1563 147 148 477.53 30.00 130.00 4,497.84 2.04 0.23 0.47 Open 0
39 1564 148 149 303.59 30.00 130.00 4,572.76 2.08 0.15 0.49 Open 0
40 1565 150 151 317.59 30.00 130.00 4,616.54 2.10 0.16 0.50 Open 0
41 1566 151 152 424.96 30.00 130.00 4,626.67 2.10 0.21 0.50 Open 0
42 1567 152 153 187.94 30.00 130.00 4,620.36 2.10 0.09 0.50 Open 0
43 1568 153 154 590.31 30.00 130.00 4,557.00 2.07 0.29 0.48 Open 0
44 1569 154 155 304.39 30.00 130.00 4,449.08 2.02 0.14 0.46 Open 0
45 1570 155 156 344.09 24.00 130.00 3,903.29 2.77 0.37 1.08 Open 0
46 1571 156 157 399.83 24.00 130.00 3,503.33 2.48 0.35 0.88 Open 0
47 1572 158 159 180.11 30.00 130.00 -4,313.78 1.96 0.08 0.44 Open 0
48 1573 159 160 230.95 30.00 130.00 -4,824.72 2.19 0.12 0.54 Open 0
49 1575 163 162 855.49 24.00 130.00 3,927.80 2.79 0.93 1.09 Open 0
50 1576 164 163 602.50 24.00 130.00 4,615.45 3.27 0.89 1.47 Open 0
51 1577 164 165 219.06 24.00 130.00 -4,841.58 3.43 0.35 1.61 Open 0
52 1578 166 165 1,838.18 24.00 130.00 4,978.72 3.53 3.11 1.69 Open 0
53 1579 166 167 768.55 24.00 130.00 7,397.47 5.25 2.71 3.52 Open 0
54 1580 167 143 1,053.60 24.00 130.00 7,195.29 5.10 3.53 3.35 Open 0
55 1581 144 168 882.96 24.00 130.00 2,506.96 1.78 0.42 0.48 Open 0
56 1582 168 169 1,245.41 24.00 130.00 2,500.65 1.77 0.59 0.47 Open 0
57 1583 169 170 838.25 24.00 130.00 2,592.60 1.84 0.42 0.51 Open 0
58 1584 170 171 698.51 24.00 130.00 2,735.38 1.94 0.39 0.56 Open 0
59 1585 171 172 251.12 24.00 130.00 -471.59 0.33 0.01 0.02 Open 0
60 1586 172 173 432.85 24.00 130.00 -585.24 0.42 0.01 0.03 Open 0
61 1587 174 175 94.32 24.00 130.00 3,015.80 2.14 0.06 0.67 Open 0
62 1588 177 178 373.90 24.00 130.00 3,155.80 2.24 0.27 0.73 Open 0
63 1589 180 181 361.02 24.00 130.00 3,044.38 2.16 0.25 0.68 Open 0
64 1590 181 182 249.24 24.00 130.00 3,054.42 2.17 0.17 0.69 Open 0
65 1591 157 183 589.72 24.00 130.00 3,376.22 2.39 0.49 0.82 Open 0
66 1592 183 184 1,314.68 24.00 130.00 3,041.85 2.16 0.89 0.68 Open 0
67 1593 184 185 469.69 24.00 130.00 1,883.86 1.34 0.13 0.28 Open 0
68 1595 187 188 545.97 24.00 130.00 2,048.21 1.45 0.18 0.33 Open 0
69 1596 188 189 338.08 24.00 130.00 -289.39 0.21 0.00 0.01 Open 0
70 1597 189 190 205.26 24.00 130.00 -295.70 0.21 0.00 0.01 Open 0
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Coon Rapids MN 2014 Water Distribution Model Data

ID From Node To Node Length
(ft)

Diameter
(in) Roughness Flow

(gpm)
Velocity

(ft/s)
Headloss

(ft)
HL/1000

(ft/kft) Status Flow Reversal Count

71 1598 191 192 544.74 24.00 130.00 2,463.81 1.75 0.25 0.46 Open 0
72 1599 192 193 2,036.56 24.00 130.00 2,457.50 1.74 0.93 0.46 Open 0
73 1600 193 194 127.08 24.00 130.00 2,454.92 1.74 0.06 0.46 Open 0
74 1601 194 195 537.77 24.00 130.00 2,448.61 1.74 0.24 0.45 Open 0
75 1602 195 196 193.36 24.00 130.00 2,442.29 1.73 0.09 0.45 Open 0
76 1603 196 197 381.86 24.00 130.00 2,414.91 1.71 0.17 0.44 Open 0
77 1604 197 198 151.72 24.00 130.00 2,408.60 1.71 0.07 0.44 Open 0
78 1605 198 199 39.13 24.00 130.00 894.56 0.63 0.00 0.07 Open 0
79 1606 158 200 225.39 30.00 130.00 4,129.35 1.87 0.09 0.40 Open 0
80 1607 201 202 339.43 24.00 130.00 -1,563.36 1.11 0.07 0.20 Open 0
81 1608 202 203 353.56 24.00 130.00 -1,717.09 1.22 0.08 0.24 Open 0
82 1609 203 204 235.63 24.00 130.00 -1,723.40 1.22 0.06 0.24 Open 0
83 1610 204 J130 87.44 24.00 130.00 -1,759.61 1.25 0.02 0.25 Open 0
84 1611 205 206 339.81 24.00 130.00 -1,827.17 1.30 0.09 0.26 Open 0
85 1612 206 207 131.80 24.00 130.00 -1,833.48 1.30 0.04 0.27 Open 0
86 1613 207 208 1,851.71 24.00 130.00 -1,678.02 1.19 0.42 0.23 Open 0
87 1614 209 210 259.21 18.00 130.00 -330.22 0.42 0.01 0.05 Open 0
88 1615 210 211 147.80 18.00 130.00 -345.82 0.44 0.01 0.05 Open 0
89 1616 211 212 425.63 18.00 130.00 -387.79 0.49 0.03 0.06 Open 0
90 1617 212 213 330.44 18.00 130.00 -395.03 0.50 0.02 0.06 Open 0
91 1618 213 214 553.14 18.00 130.00 -384.19 0.48 0.03 0.06 Open 0
92 1619 214 215 28.55 18.00 130.00 -426.56 0.54 0.00 0.07 Open 0
93 1620 215 216 210.67 18.00 130.00 -442.95 0.56 0.02 0.08 Open 0
94 1621 216 217 327.42 18.00 130.00 -482.38 0.61 0.03 0.09 Open 0
95 1622 217 218 291.65 18.00 130.00 -516.69 0.65 0.03 0.10 Open 0
96 1623 218 219 872.52 18.00 130.00 -566.90 0.71 0.11 0.12 Open 0
97 1624 219 220 1,336.21 18.00 130.00 -579.52 0.73 0.17 0.13 Open 0
98 1626 174 221 667.44 18.00 130.00 -2,867.73 3.62 1.65 2.47 Open 0
99 1627 221 222 273.82 18.00 130.00 -2,836.09 3.58 0.66 2.42 Open 0

100 1628 222 223 724.63 18.00 130.00 -3,040.61 3.83 2.00 2.76 Open 0
101 1629 223 224 338.60 18.00 130.00 -2,873.59 3.62 0.84 2.48 Open 0
102 1630 224 171 441.04 18.00 130.00 -2,772.56 3.50 1.03 2.32 Open 0
103 1631 182 225 1,419.26 18.00 130.00 2,449.79 3.09 2.62 1.85 Open 0
104 1632 225 226 531.27 18.00 130.00 -2,129.53 2.68 0.76 1.43 Open 0
105 1633 226 227 526.93 18.00 130.00 -2,148.47 2.71 0.76 1.45 Open 0
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Coon Rapids MN 2014 Water Distribution Model Data

ID From Node To Node Length
(ft)

Diameter
(in) Roughness Flow

(gpm)
Velocity

(ft/s)
Headloss

(ft)
HL/1000

(ft/kft) Status Flow Reversal Count

106 1634 227 228 697.39 18.00 130.00 -2,161.09 2.72 1.02 1.47 Open 0
107 1635 228 229 499.50 18.00 130.00 -2,252.01 2.84 0.79 1.58 Open 0
108 1636 229 230 302.51 18.00 130.00 -2,294.08 2.89 0.50 1.64 Open 0
109 1637 230 231 1,043.60 18.00 130.00 -2,474.62 3.12 1.97 1.88 Open 0
110 1638 231 232 367.71 18.00 130.00 -2,305.11 2.91 0.61 1.65 Open 0
111 1639 232 233 157.70 18.00 130.00 -1,167.45 1.47 0.07 0.47 Open 0
112 1641 234 235 1,112.92 18.00 130.00 -1,117.85 1.41 0.48 0.43 Open 0
113 1642 235 236 526.03 18.00 130.00 -1,416.86 1.79 0.35 0.67 Open 0
114 1643 236 237 546.74 18.00 130.00 -1,333.03 1.68 0.33 0.60 Open 0
115 1644 237 238 315.41 18.00 130.00 -1,551.88 1.96 0.25 0.79 Open 0
116 1645 238 239 333.69 18.00 130.00 -1,562.35 1.97 0.27 0.80 Open 0
117 1646 239 240 317.29 18.00 130.00 -1,619.03 2.04 0.27 0.86 Open 0
118 1647 240 241 404.84 18.00 130.00 -1,546.31 1.95 0.32 0.79 Open 0
119 1648 241 242 386.24 18.00 130.00 -1,572.19 1.98 0.31 0.81 Open 0
120 1649 242 243 435.32 18.00 130.00 -1,546.59 1.95 0.34 0.79 Open 0
121 1650 243 244 408.96 18.00 130.00 -1,458.55 1.84 0.29 0.71 Open 0
122 1651 244 245 192.24 18.00 130.00 -1,428.72 1.80 0.13 0.68 Open 0
123 1652 245 246 246.38 18.00 130.00 -1,438.81 1.81 0.17 0.69 Open 0
124 1653 246 247 39.88 18.00 130.00 -1,413.43 1.78 0.03 0.67 Open 0
125 1654 247 248 168.98 18.00 130.00 -1,375.77 1.73 0.11 0.63 Open 0
126 1655 248 249 179.77 18.00 130.00 -1,413.77 1.78 0.12 0.67 Open 0
127 1656 249 250 166.30 18.00 130.00 -1,389.84 1.75 0.11 0.65 Open 0
128 1657 250 251 324.52 18.00 130.00 -1,297.27 1.64 0.18 0.57 Open 0
129 1658 251 252 347.84 18.00 130.00 -1,200.02 1.51 0.17 0.49 Open 0
130 1659 252 253 313.80 18.00 130.00 -1,212.68 1.53 0.16 0.50 Open 0
131 1660 253 254 169.05 18.00 130.00 -1,249.09 1.57 0.09 0.53 Open 0
132 1661 254 255 168.98 18.00 130.00 -1,204.88 1.52 0.08 0.50 Open 0
133 1662 255 256 320.93 18.00 130.00 -1,178.93 1.49 0.15 0.48 Open 0
134 1663 256 257 327.21 18.00 130.00 -1,139.83 1.44 0.15 0.45 Open 0
135 1664 257 258 417.43 18.00 130.00 -1,138.27 1.44 0.19 0.45 Open 0
136 1665 258 259 351.33 18.00 130.00 -1,139.50 1.44 0.16 0.45 Open 0
137 1666 259 260 503.30 18.00 130.00 -1,075.67 1.36 0.20 0.40 Open 0
138 1667 260 200 235.76 18.00 130.00 -1,124.80 1.42 0.10 0.44 Open 0
139 1668 200 J124 141.88 18.00 130.00 2,998.23 3.78 0.38 2.69 Open 0
140 1669 261 262 661.68 18.00 130.00 1,164.68 1.47 0.31 0.47 Open 0
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Coon Rapids MN 2014 Water Distribution Model Data

ID From Node To Node Length
(ft)

Diameter
(in) Roughness Flow

(gpm)
Velocity

(ft/s)
Headloss

(ft)
HL/1000

(ft/kft) Status Flow Reversal Count

141 1670 262 263 1,251.81 18.00 130.00 1,185.60 1.49 0.60 0.48 Open 0
142 1671 263 264 42.44 18.00 130.00 1,474.25 1.86 0.03 0.72 Open 0
143 1672 264 265 681.97 18.00 130.00 1,216.24 1.53 0.34 0.51 Open 0
144 1673 265 266 35.99 18.00 130.00 -220.49 0.28 0.00 0.02 Open 0
145 1674 265 267 486.17 18.00 130.00 1,430.42 1.80 0.33 0.68 Open 0
146 1676 268 269 212.75 18.00 130.00 935.66 1.18 0.07 0.31 Open 0
147 1677 269 270 847.51 18.00 130.00 716.57 0.90 0.16 0.19 Open 0
148 1678 270 271 420.37 18.00 130.00 593.53 0.75 0.06 0.13 Open 0
149 1680 272 190 297.48 18.00 130.00 302.01 0.38 0.01 0.04 Open 0
150 1681 261 273 304.74 18.00 130.00 1,464.14 1.85 0.22 0.71 Open 0
151 1682 273 274 1,868.01 18.00 130.00 1,490.61 1.88 1.38 0.74 Open 0
152 1683 274 275 324.66 18.00 130.00 1,466.68 1.85 0.23 0.71 Open 0
153 1684 275 276 411.93 18.00 130.00 1,396.87 1.76 0.27 0.65 Open 0
154 1685 276 277 572.60 18.00 130.00 1,387.78 1.75 0.37 0.65 Open 0
155 1686 278 279 278.12 18.00 130.00 1,445.21 1.82 0.19 0.70 Open 0
156 1687 279 280 415.19 18.00 130.00 1,345.67 1.70 0.25 0.61 Open 0
157 1688 280 281 137.94 18.00 130.00 1,385.92 1.75 0.09 0.64 Open 0
158 1689 281 282 268.14 18.00 130.00 1,357.56 1.71 0.17 0.62 Open 0
159 1690 282 283 306.05 18.00 130.00 1,409.22 1.78 0.20 0.66 Open 0
160 1691 283 284 355.15 18.00 130.00 1,213.56 1.53 0.18 0.50 Open 0
161 1692 284 285 817.15 18.00 130.00 1,239.12 1.56 0.43 0.52 Open 0
162 1693 285 286 458.53 18.00 130.00 1,206.10 1.52 0.23 0.50 Open 0
163 1694 286 287 641.72 18.00 130.00 1,175.65 1.48 0.30 0.47 Open 0
164 1695 287 288 50.25 18.00 130.00 1,068.21 1.35 0.02 0.40 Open 0
165 1696 289 290 199.86 18.00 130.00 1,627.83 2.05 0.17 0.87 Open 0
166 1697 291 292 287.42 18.00 130.00 1,621.12 2.04 0.25 0.86 Open 0
167 1698 292 293 492.49 18.00 130.00 1,696.96 2.14 0.46 0.94 Open 0
168 1699 293 208 239.98 18.00 130.00 1,684.33 2.12 0.22 0.92 Open 0
169 1700 294 201 323.27 18.00 130.00 -1,694.49 2.14 0.30 0.93 Open 0
170 1701 201 295 149.86 18.00 130.00 -137.44 0.17 0.00 0.01 Open 0
171 1702 295 296 747.33 18.00 130.00 -197.29 0.25 0.01 0.02 Open 0
172 1703 297 298 429.74 18.00 130.00 -276.44 0.35 0.01 0.03 Open 0
173 1704 298 299 360.01 18.00 130.00 -233.01 0.29 0.01 0.02 Open 0
174 1705 299 300 1,019.65 18.00 130.00 1,161.09 1.46 0.47 0.46 Open 0
175 1706 300 301 689.84 18.00 130.00 1,043.95 1.32 0.26 0.38 Open 0
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Coon Rapids MN 2014 Water Distribution Model Data

ID From Node To Node Length
(ft)

Diameter
(in) Roughness Flow

(gpm)
Velocity

(ft/s)
Headloss

(ft)
HL/1000

(ft/kft) Status Flow Reversal Count

176 1707 301 302 669.01 18.00 130.00 1,037.64 1.31 0.25 0.38 Open 0
177 1708 302 303 345.13 18.00 130.00 1,094.70 1.38 0.14 0.42 Open 0
178 1709 303 304 314.63 18.00 130.00 1,044.25 1.32 0.12 0.38 Open 0
179 1710 304 305 543.55 18.00 130.00 959.39 1.21 0.18 0.33 Open 0
180 1711 305 306 740.21 18.00 130.00 942.22 1.19 0.23 0.31 Open 0
181 1712 306 307 273.62 18.00 130.00 913.45 1.15 0.08 0.30 Open 0
182 1713 307 308 324.95 18.00 130.00 916.42 1.16 0.10 0.30 Open 0
183 1714 308 309 987.09 18.00 130.00 1,326.90 1.67 0.59 0.59 Open 0
184 1715 309 310 813.03 18.00 130.00 1,206.95 1.52 0.41 0.50 Open 0
185 1716 310 311 571.16 18.00 130.00 1,107.45 1.40 0.24 0.42 Open 0
186 1717 311 312 1,117.34 18.00 130.00 1,278.55 1.61 0.62 0.55 Open 0
187 1718 308 313 837.98 18.00 130.00 -424.03 0.53 0.06 0.07 Open 0
188 1719 313 314 635.12 18.00 130.00 -401.03 0.51 0.04 0.06 Open 0
189 1720 314 315 681.28 18.00 130.00 -402.74 0.51 0.04 0.07 Open 0
190 1721 315 316 527.90 18.00 130.00 -428.67 0.54 0.04 0.07 Open 0
191 1722 316 317 516.48 18.00 130.00 -426.47 0.54 0.04 0.07 Open 0
192 1723 317 318 135.54 18.00 130.00 -484.23 0.61 0.01 0.09 Open 0
193 1724 318 319 232.25 18.00 130.00 -549.54 0.69 0.03 0.12 Open 0
194 1725 319 320 209.06 18.00 130.00 -579.20 0.73 0.03 0.13 Open 0
195 1726 320 321 513.74 18.00 130.00 -591.82 0.75 0.07 0.13 Open 0
196 1727 321 322 574.37 18.00 130.00 -610.15 0.77 0.08 0.14 Open 0
197 1728 322 323 830.67 18.00 130.00 -673.85 0.85 0.14 0.17 Open 0
198 1729 323 324 573.69 18.00 130.00 -660.03 0.83 0.09 0.16 Open 0
199 1730 324 325 709.01 18.00 130.00 -692.78 0.87 0.13 0.18 Open 0
200 1731 325 326 278.24 18.00 130.00 -705.41 0.89 0.05 0.18 Open 0
201 1733 327 328 734.82 18.00 130.00 -913.17 1.15 0.22 0.30 Open 0
202 1734 328 329 255.87 8.00 130.00 12.62 0.08 0.00 0.01 Open 0
203 1735 328 330 325.15 18.00 130.00 -932.11 1.18 0.10 0.31 Open 0
204 1736 330 331 1,037.09 18.00 130.00 -377.65 0.48 0.06 0.06 Open 0
205 1737 331 332 1,102.69 18.00 130.00 -345.54 0.44 0.05 0.05 Open 0
206 1738 333 334 322.54 18.00 130.00 -32.30 0.04 0.00 0.00 Open 0
207 1739 334 335 1,123.17 18.00 130.00 11.90 0.02 0.00 0.00 Open 0
208 1740 335 336 135.81 18.00 130.00 7.63 0.01 0.00 0.00 Open 0
209 1741 336 337 67.97 6.00 130.00 -67.51 0.77 0.03 0.50 Open 0
210 1742 336 338 225.51 18.00 130.00 68.83 0.09 0.00 0.00 Open 0
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Coon Rapids MN 2014 Water Distribution Model Data

ID From Node To Node Length
(ft)

Diameter
(in) Roughness Flow

(gpm)
Velocity

(ft/s)
Headloss

(ft)
HL/1000

(ft/kft) Status Flow Reversal Count

211 1743 338 339 183.68 18.00 130.00 65.07 0.08 0.00 0.00 Open 0
212 1744 339 340 766.14 18.00 130.00 38.08 0.05 0.00 0.00 Open 0
213 1745 342 341 185.53 18.00 130.00 3,772.84 4.76 0.76 4.11 Open 0
214 1746 343 342 1,134.20 18.00 130.00 3,282.11 4.14 3.60 3.18 Open 0
215 1747 345 344 288.68 18.00 130.00 3,504.66 4.42 1.04 3.59 Open 0
216 1748 346 345 285.85 18.00 130.00 3,596.53 4.53 1.08 3.76 Open 0
217 1749 161 346 116.24 18.00 130.00 3,602.84 4.54 0.44 3.78 Open 0
218 1750 199 347 246.29 18.00 130.00 875.62 1.10 0.07 0.28 Open 0
219 1751 347 348 467.70 18.00 130.00 869.31 1.10 0.13 0.27 Open 0
220 1752 348 349 469.13 18.00 130.00 761.48 0.96 0.10 0.21 Open 0
221 1753 349 350 681.50 18.00 130.00 666.27 0.84 0.11 0.17 Open 0
222 1754 350 351 490.28 18.00 130.00 659.96 0.83 0.08 0.16 Open 0
223 1755 351 352 528.07 18.00 130.00 578.17 0.73 0.07 0.13 Open 0
224 1756 352 353 352.74 18.00 130.00 568.16 0.72 0.04 0.12 Open 0
225 1757 353 354 790.67 18.00 130.00 522.75 0.66 0.08 0.11 Open 0
226 1758 354 355 282.92 18.00 130.00 469.80 0.59 0.02 0.09 Open 0
227 1759 355 356 456.89 18.00 130.00 463.48 0.58 0.04 0.08 Open 0
228 1760 356 357 330.62 18.00 130.00 457.17 0.58 0.03 0.08 Open 0
229 1761 357 358 378.98 18.00 130.00 355.54 0.45 0.02 0.05 Open 0
230 1762 358 359 366.82 18.00 130.00 424.70 0.54 0.03 0.07 Open 0
231 1763 359 360 326.63 18.00 130.00 418.39 0.53 0.02 0.07 Open 0
232 1764 198 361 423.08 18.00 130.00 1,507.73 1.90 0.32 0.75 Open 0
233 1765 361 362 133.19 18.00 130.00 1,447.57 1.83 0.09 0.70 Open 0
234 1766 362 363 275.52 18.00 130.00 1,357.34 1.71 0.17 0.62 Open 0
235 1767 363 364 386.74 18.00 130.00 1,351.03 1.70 0.24 0.61 Open 0
236 1768 364 365 162.34 18.00 130.00 1,468.54 1.85 0.12 0.72 Open 0
237 1769 365 366 425.87 18.00 130.00 1,462.23 1.84 0.30 0.71 Open 0
238 1770 366 367 306.98 18.00 130.00 1,455.48 1.84 0.22 0.71 Open 0
239 1771 368 369 936.16 18.00 130.00 1,501.98 1.89 0.70 0.75 Open 0
240 1772 369 299 904.43 18.00 130.00 1,400.41 1.77 0.59 0.66 Open 0
241 1773 209 370 715.33 16.00 130.00 260.46 0.42 0.04 0.05 Open 0
242 1774 370 371 1,328.36 16.00 130.00 283.20 0.45 0.08 0.06 Open 0
243 1775 371 372 1,000.44 16.00 130.00 208.45 0.33 0.03 0.03 Open 0
244 1776 373 374 168.09 16.00 130.00 -97.59 0.16 0.00 0.01 Open 0
245 1777 374 375 327.12 16.00 130.00 -117.43 0.19 0.00 0.01 Open 0
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(ft)
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246 1778 375 376 972.85 16.00 130.00 -75.15 0.12 0.01 0.01 Open 0
247 1779 376 377 556.03 16.00 130.00 -85.51 0.14 0.00 0.01 Open 0
248 1780 377 144 633.85 16.00 130.00 105.96 0.17 0.01 0.01 Open 0
249 1781 378 379 215.93 14.00 130.00 -648.93 1.35 0.12 0.54 Open 0
250 1782 381 382 313.29 16.00 130.00 -187.01 0.30 0.01 0.03 Open 0
251 1783 385 386 568.33 16.00 130.00 -218.10 0.35 0.02 0.04 Open 0
252 1784 387 388 500.43 16.00 130.00 -275.62 0.44 0.03 0.06 Open 0
253 1785 388 389 274.61 16.00 130.00 -440.26 0.70 0.04 0.14 Open 0
254 1786 389 390 1,719.10 16.00 130.00 -526.85 0.84 0.33 0.19 Open 0
255 1787 390 155 1,466.71 16.00 130.00 -539.48 0.86 0.29 0.20 Open 0
256 1788 161 J84 447.62 16.00 130.00 800.06 1.28 0.18 0.41 Open 0
257 1789 391 392 1,504.75 16.00 130.00 998.51 1.59 0.94 0.62 Open 0
258 1790 392 393 1,746.76 16.00 130.00 1,218.68 1.94 1.57 0.90 Open 0
259 1791 394 J72 410.53 16.00 130.00 1,264.04 2.02 0.40 0.96 Open 0
260 1792 395 396 273.27 16.00 130.00 1,252.18 2.00 0.26 0.95 Open 0
261 1793 396 397 895.23 16.00 130.00 1,159.56 1.85 0.74 0.82 Open 0
262 1794 397 398 780.37 16.00 130.00 1,188.23 1.90 0.67 0.86 Open 0
263 1795 399 400 920.25 16.00 130.00 1,195.75 1.91 0.80 0.87 Open 0
264 1796 400 J42 1,360.13 16.00 130.00 1,324.32 2.11 1.43 1.05 Open 0
265 1797 401 402 375.41 16.00 130.00 1,119.20 1.79 0.29 0.77 Open 0
266 1798 402 403 677.32 16.00 130.00 990.32 1.58 0.42 0.61 Open 0
267 1800 327 J14 2,272.63 16.00 130.00 113.11 0.18 0.03 0.01 Open 0
268 1801 406 407 347.16 16.00 130.00 22.48 0.04 0.00 0.00 Open 0
269 1802 407 408 349.72 16.00 130.00 14.99 0.02 0.00 0.00 Open 0
270 1803 408 409 342.10 16.00 130.00 -3.24 0.01 0.00 0.00 Open 0
271 1804 171 413 114.14 14.00 130.00 428.10 0.89 0.03 0.25 Open 0
272 1805 413 414 535.42 14.00 130.00 459.23 0.96 0.15 0.28 Open 0
273 1806 414 415 778.72 14.00 130.00 566.66 1.18 0.33 0.42 Open 0
274 1807 415 416 1,232.92 14.00 130.00 446.84 0.93 0.33 0.27 Open 0
275 1808 416 380 338.63 14.00 130.00 459.47 0.96 0.10 0.28 Open 0
276 1809 380 379 544.08 14.00 130.00 655.24 1.37 0.30 0.55 Open 0
277 1810 378 417 1,093.41 14.00 130.00 561.96 1.17 0.45 0.41 Open 0
278 1811 417 418 799.28 14.00 130.00 300.87 0.63 0.10 0.13 Open 0
279 1812 418 419 1,645.54 12.00 130.00 26.45 0.08 0.01 0.00 Open 0
280 1813 419 420 332.77 14.00 130.00 -5.39 0.01 0.00 0.00 Open 0
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Coon Rapids MN 2014 Water Distribution Model Data

ID From Node To Node Length
(ft)

Diameter
(in) Roughness Flow

(gpm)
Velocity

(ft/s)
Headloss

(ft)
HL/1000

(ft/kft) Status Flow Reversal Count

281 1814 420 421 613.34 14.00 130.00 145.55 0.30 0.02 0.03 Open 0
282 1815 421 422 351.76 14.00 130.00 94.76 0.20 0.01 0.02 Open 0
283 1816 422 244 358.18 14.00 130.00 36.14 0.08 0.00 0.00 Open 0
284 1817 184 423 124.06 14.00 130.00 841.04 1.75 0.11 0.87 Open 0
285 1818 423 424 295.98 14.00 130.00 646.74 1.35 0.16 0.53 Open 0
286 1819 424 425 370.13 14.00 130.00 701.86 1.46 0.23 0.62 Open 0
287 1820 425 426 190.85 14.00 130.00 716.08 1.49 0.12 0.64 Open 0
288 1821 426 427 151.92 14.00 130.00 598.50 1.25 0.07 0.46 Open 0
289 1822 427 428 1,084.55 14.00 130.00 590.07 1.23 0.49 0.45 Open 0
290 1823 428 429 447.57 14.00 130.00 467.81 0.97 0.13 0.29 Open 0
291 1824 429 430 1,077.19 14.00 130.00 918.59 1.91 1.10 1.02 Open 0
292 1825 431 432 330.13 14.00 130.00 1,024.56 2.14 0.41 1.25 Open 0
293 1826 432 433 329.99 14.00 130.00 1,079.67 2.25 0.45 1.38 Open 0
294 1827 433 434 347.66 14.00 130.00 1,087.15 2.27 0.49 1.40 Open 0
295 1828 434 435 773.68 14.00 130.00 1,121.61 2.34 1.14 1.48 Open 0
296 1829 435 436 325.64 14.00 130.00 1,036.20 2.16 0.42 1.28 Open 0
297 1830 437 438 623.95 12.00 130.00 233.21 0.66 0.11 0.17 Open 0
298 1831 438 439 494.57 12.00 130.00 207.29 0.59 0.07 0.14 Open 0
299 1832 439 440 657.48 12.00 130.00 187.36 0.53 0.07 0.11 Open 0
300 1833 440 441 250.33 12.00 130.00 174.74 0.50 0.03 0.10 Open 0
301 1834 441 442 895.27 12.00 130.00 127.57 0.36 0.05 0.06 Open 0
302 1835 442 443 639.41 12.00 130.00 170.97 0.48 0.06 0.10 Open 0
303 1836 443 444 317.33 12.00 130.00 158.35 0.45 0.03 0.08 Open 0
304 1837 444 445 185.53 12.00 130.00 145.72 0.41 0.01 0.07 Open 0
305 1838 445 446 579.57 12.00 130.00 139.41 0.40 0.04 0.07 Open 0
306 1839 446 447 895.94 12.00 130.00 304.14 0.86 0.25 0.28 Open 0
307 1840 447 225 2,332.25 12.00 130.00 392.99 1.11 1.05 0.45 Open 0
308 1841 446 448 550.83 12.00 130.00 -177.35 0.50 0.06 0.10 Open 0
309 1842 448 449 151.54 12.00 130.00 -183.66 0.52 0.02 0.11 Open 0
310 1843 449 450 814.07 12.00 130.00 -161.88 0.46 0.07 0.09 Open 0
311 1844 451 452 641.15 12.00 130.00 120.39 0.34 0.03 0.05 Open 0
312 1845 227 453 466.47 12.00 130.00 6.31 0.02 0.00 0.00 Open 0
313 1846 226 454 362.86 12.00 130.00 12.62 0.04 0.00 0.00 Open 0
314 1847 234 455 902.54 12.00 130.00 -23.91 0.07 0.00 0.00 Open 0
315 1848 455 456 211.08 12.00 130.00 297.04 0.84 0.06 0.27 Open 0
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Coon Rapids MN 2014 Water Distribution Model Data

ID From Node To Node Length
(ft)

Diameter
(in) Roughness Flow

(gpm)
Velocity

(ft/s)
Headloss

(ft)
HL/1000

(ft/kft) Status Flow Reversal Count

316 1849 457 458 605.57 12.00 130.00 6.31 0.02 0.00 0.00 Open 0
317 1850 459 460 533.36 12.00 130.00 21.34 0.06 0.00 0.00 Open 0
318 1851 460 461 443.87 12.00 130.00 -106.55 0.30 0.02 0.04 Open 0
319 1852 399 462 385.43 12.00 130.00 -17.39 0.05 0.00 0.00 Open 0
320 1853 462 463 452.78 12.00 130.00 46.75 0.13 0.00 0.01 Open 0
321 1854 464 465 299.39 12.00 130.00 138.46 0.39 0.02 0.07 Open 0
322 1855 465 466 367.27 12.00 130.00 -25.72 0.07 0.00 0.00 Open 0
323 1856 466 467 160.74 12.00 130.00 18.93 0.05 0.00 0.00 Open 0
324 1857 467 468 493.35 12.00 130.00 12.62 0.04 0.00 0.00 Open 0
325 1858 469 470 1,671.46 12.00 130.00 159.31 0.45 0.14 0.08 Open 0
326 1859 470 471 373.64 12.00 130.00 289.83 0.82 0.10 0.26 Open 0
327 1860 471 472 229.80 12.00 130.00 -213.95 0.61 0.03 0.15 Open 0
328 1861 473 474 631.25 12.00 130.00 -99.07 0.28 0.02 0.04 Open 0
329 1862 474 475 472.92 12.00 130.00 -105.38 0.30 0.02 0.04 Open 0
330 1863 475 471 667.39 12.00 130.00 -497.47 1.41 0.46 0.70 Open 0
331 1864 476 477 1,658.41 12.00 130.00 273.82 0.78 0.38 0.23 Open 0
332 1865 477 478 1,077.93 10.00 130.00 102.35 0.42 0.10 0.09 Open 0
333 1866 477 479 391.54 12.00 130.00 165.16 0.47 0.04 0.09 Open 0
334 1867 479 478 1,802.58 12.00 130.00 98.21 0.28 0.06 0.03 Open 0
335 1868 478 480 564.70 12.00 130.00 -22.78 0.06 0.00 0.00 Open 0
336 1869 481 482 437.95 12.00 130.00 -32.52 0.09 0.00 0.00 Open 0
337 1870 360 483 621.42 12.00 130.00 399.46 1.13 0.29 0.46 Open 0
338 1872 484 485 143.37 12.00 130.00 -151.96 0.43 0.01 0.08 Open 0
339 1873 485 486 358.18 12.00 130.00 -112.55 0.32 0.02 0.04 Open 0
340 1874 486 487 322.31 12.00 130.00 -82.67 0.23 0.01 0.02 Open 0
341 1875 487 488 348.34 12.00 130.00 -60.44 0.17 0.00 0.01 Open 0
342 1876 488 489 257.14 12.00 130.00 -194.31 0.55 0.03 0.12 Open 0
343 1877 489 490 1,146.11 12.00 130.00 -206.93 0.59 0.16 0.14 Open 0
344 1878 490 491 869.29 12.00 130.00 -66.57 0.19 0.01 0.02 Open 0
345 1879 491 492 377.70 12.00 130.00 -73.61 0.21 0.01 0.02 Open 0
346 1880 492 493 332.02 12.00 130.00 -61.33 0.17 0.00 0.01 Open 0
347 1881 493 494 131.33 12.00 130.00 -76.39 0.22 0.00 0.02 Open 0
348 1882 493 495 157.44 12.00 130.00 388.52 1.10 0.07 0.44 Open 0
349 1883 495 496 340.48 12.00 130.00 361.42 1.03 0.13 0.39 Open 0
350 1884 496 497 517.48 12.00 130.00 335.51 0.95 0.17 0.34 Open 0
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Coon Rapids MN 2014 Water Distribution Model Data

ID From Node To Node Length
(ft)

Diameter
(in) Roughness Flow
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(ft/s)
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(ft)
HL/1000

(ft/kft) Status Flow Reversal Count

351 1885 497 289 625.02 12.00 130.00 386.73 1.10 0.27 0.44 Open 0
352 1886 493 498 673.47 12.00 130.00 -379.77 1.08 0.28 0.42 Open 0
353 1887 498 499 709.81 12.00 130.00 -386.08 1.10 0.31 0.43 Open 0
354 1888 500 501 743.24 12.00 130.00 -481.71 1.37 0.49 0.66 Open 0
355 1889 501 502 482.51 12.00 130.00 -437.96 1.24 0.27 0.55 Open 0
356 1890 502 503 282.55 12.00 130.00 -444.27 1.26 0.16 0.56 Open 0
357 1891 503 267 482.32 12.00 130.00 -456.89 1.30 0.29 0.59 Open 0
358 1892 504 268 247.70 12.00 130.00 23.20 0.07 0.00 0.00 Open 0
359 1893 269 505 520.76 12.00 130.00 212.78 0.60 0.08 0.14 Open 0
360 1894 505 506 374.00 12.00 130.00 122.24 0.35 0.02 0.05 Open 0
361 1896 507 508 747.67 12.00 130.00 21.41 0.06 0.00 0.00 Open 0
362 1897 431 430 411.60 12.00 130.00 -912.28 2.59 0.88 2.14 Open 0
363 1898 429 509 873.50 12.00 130.00 -463.41 1.31 0.53 0.61 Open 0
364 1899 509 510 180.15 12.00 130.00 -240.55 0.68 0.03 0.18 Open 0
365 1900 426 511 266.97 12.00 130.00 111.27 0.32 0.01 0.04 Open 0
366 1901 512 513 349.96 12.00 130.00 5.84 0.02 0.00 0.00 Open 0
367 1902 513 514 336.21 12.00 130.00 0.45 0.00 0.00 0.00 Open 0
368 1903 514 515 517.25 12.00 130.00 -6.78 0.02 0.00 0.00 Open 0
369 1904 515 516 319.30 12.00 130.00 79.59 0.23 0.01 0.02 Open 0
370 1905 517 518 514.29 12.00 130.00 98.04 0.28 0.02 0.03 Open 0
371 1906 518 519 186.37 12.00 130.00 151.19 0.43 0.01 0.08 Open 0
372 1907 519 520 163.71 12.00 130.00 144.88 0.41 0.01 0.07 Open 0
373 1908 520 521 321.77 12.00 130.00 138.57 0.39 0.02 0.07 Open 0
374 1909 521 522 344.53 12.00 130.00 118.40 0.34 0.02 0.05 Open 0
375 1910 522 523 378.60 12.00 130.00 102.56 0.29 0.01 0.04 Open 0
376 1911 524 525 851.92 12.00 130.00 12.62 0.04 0.00 0.00 Open 0
377 1912 159 526 484.85 12.00 130.00 504.63 1.43 0.35 0.71 Open 0
378 1913 527 528 254.80 12.00 130.00 381.43 1.08 0.11 0.42 Open 0
379 1914 529 530 864.35 12.00 130.00 283.00 0.80 0.21 0.24 Open 0
380 1915 530 531 287.24 12.00 130.00 302.51 0.86 0.08 0.28 Open 0
381 1916 531 532 674.36 12.00 130.00 296.20 0.84 0.18 0.27 Open 0
382 1917 532 533 339.92 6.00 130.00 6.31 0.07 0.00 0.01 Open 0
383 1918 534 535 325.33 12.00 130.00 275.47 0.78 0.08 0.23 Open 0
384 1919 535 536 295.21 12.00 130.00 225.18 0.64 0.05 0.16 Open 0
385 1921 537 538 1,054.75 10.00 130.00 16.83 0.07 0.00 0.00 Open 0
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Coon Rapids MN 2014 Water Distribution Model Data

ID From Node To Node Length
(ft)

Diameter
(in) Roughness Flow

(gpm)
Velocity

(ft/s)
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(ft)
HL/1000

(ft/kft) Status Flow Reversal Count

386 1922 438 540 861.29 10.00 130.00 19.61 0.08 0.00 0.00 Open 0
387 1923 439 541 661.25 10.00 130.00 13.61 0.06 0.00 0.00 Open 0
388 1924 542 543 571.23 10.00 130.00 63.10 0.26 0.02 0.04 Open 0
389 1925 543 544 683.50 10.00 130.00 41.88 0.17 0.01 0.02 Open 0
390 1926 544 545 418.52 10.00 130.00 28.84 0.12 0.00 0.01 Open 0
391 1927 545 546 189.92 10.00 130.00 16.63 0.07 0.00 0.00 Open 0
392 1928 442 547 596.68 10.00 130.00 -23.29 0.10 0.00 0.01 Open 0
393 1929 547 548 370.06 10.00 130.00 -31.36 0.13 0.00 0.01 Open 0
394 1930 442 549 1,043.71 10.00 130.00 -26.42 0.11 0.01 0.01 Open 0
395 1931 549 550 273.25 10.00 130.00 -5.13 0.02 0.00 0.00 Open 0
396 1932 550 551 854.94 10.00 130.00 -16.97 0.07 0.00 0.00 Open 0
397 1933 549 452 524.55 10.00 130.00 -22.07 0.09 0.00 0.01 Open 0
398 1934 452 449 1,031.74 10.00 130.00 92.01 0.38 0.08 0.07 Open 0
399 1935 552 553 182.50 10.00 130.00 -258.21 1.05 0.09 0.50 Open 0
400 1937 554 555 2,002.60 10.00 130.00 -357.99 1.46 1.84 0.92 Open 0
401 1938 556 557 281.58 10.00 130.00 6.31 0.03 0.00 0.00 Open 0
402 1939 456 558 370.89 10.00 130.00 239.24 0.98 0.16 0.44 Open 0
403 1940 558 559 363.57 10.00 130.00 194.25 0.79 0.11 0.30 Open 0
404 1941 559 560 355.66 10.00 130.00 159.13 0.65 0.07 0.20 Open 0
405 1942 560 561 359.42 10.00 130.00 132.92 0.54 0.05 0.15 Open 0
406 1943 561 562 375.51 10.00 130.00 88.14 0.36 0.03 0.07 Open 0
407 1944 562 563 359.36 10.00 130.00 69.30 0.28 0.02 0.04 Open 0
408 1945 561 564 1,319.06 10.00 130.00 26.41 0.11 0.01 0.01 Open 0
409 1946 565 566 1,874.32 10.00 130.00 -352.50 1.44 1.67 0.89 Open 0
410 1947 566 567 210.74 10.00 130.00 -279.56 1.14 0.12 0.58 Open 0
411 1948 567 568 216.96 10.00 130.00 -255.17 1.04 0.11 0.49 Open 0
412 1949 568 418 363.48 10.00 130.00 -292.18 1.19 0.23 0.63 Open 0
413 1950 270 569 629.85 10.00 130.00 -79.78 0.33 0.04 0.06 Open 0
414 1951 569 570 348.99 10.00 130.00 -27.97 0.11 0.00 0.01 Open 0
415 1952 570 571 421.79 10.00 130.00 -3.69 0.02 0.00 0.00 Open 0
416 1954 516 572 495.58 10.00 130.00 13.82 0.06 0.00 0.00 Open 0
417 1955 523 573 833.04 10.00 130.00 38.48 0.16 0.01 0.01 Open 0
418 1956 574 575 312.35 10.00 130.00 25.73 0.11 0.00 0.01 Open 0
419 1957 575 576 555.31 10.00 130.00 12.13 0.05 0.00 0.00 Open 0
420 1958 285 577 882.49 10.00 130.00 84.46 0.35 0.06 0.06 Open 0
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(ft)
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421 1959 577 578 915.62 10.00 130.00 29.96 0.12 0.01 0.01 Open 0
422 1960 579 580 1,813.09 10.00 130.00 12.62 0.05 0.00 0.00 Open 0
423 1961 510 581 309.42 10.00 130.00 -111.78 0.46 0.03 0.11 Open 0
424 1962 510 582 593.50 10.00 130.00 -153.80 0.63 0.11 0.19 Open 0
425 1963 582 511 321.79 10.00 130.00 19.44 0.08 0.00 0.00 Open 0
426 1964 511 583 282.86 10.00 130.00 124.40 0.51 0.04 0.13 Open 0
427 1965 582 584 249.48 10.00 130.00 -179.55 0.73 0.06 0.26 Open 0
428 1966 584 585 487.19 10.00 130.00 2.13 0.01 0.00 0.00 Open 0
429 1967 585 509 453.77 10.00 130.00 247.52 1.01 0.21 0.46 Open 0
430 1968 585 586 526.20 10.00 130.00 -251.70 1.03 0.25 0.48 Open 0
431 1969 157 587 608.40 10.00 130.00 25.24 0.10 0.00 0.01 Open 0
432 1970 587 588 316.34 8.00 130.00 12.62 0.08 0.00 0.01 Open 0
433 1971 588 589 298.60 8.00 130.00 6.31 0.04 0.00 0.00 Open 0
434 1972 587 590 303.98 6.00 130.00 6.31 0.07 0.00 0.01 Open 0
435 1973 591 592 354.48 10.00 130.00 489.20 2.00 0.58 1.64 Open 0
436 1974 592 593 460.14 10.00 130.00 452.24 1.85 0.65 1.42 Open 0
437 1975 593 594 171.03 10.00 130.00 309.97 1.27 0.12 0.70 Open 0
438 1976 595 596 332.37 10.00 130.00 116.42 0.48 0.04 0.11 Open 0
439 1977 596 597 326.83 10.00 130.00 -281.96 1.15 0.19 0.59 Open 0
440 1978 597 598 361.58 10.00 130.00 -322.86 1.32 0.27 0.76 Open 0
441 1979 596 600 988.45 10.00 130.00 193.11 0.79 0.29 0.29 Open 0
442 1980 600 601 369.51 10.00 130.00 186.32 0.76 0.10 0.27 Open 0
443 1981 601 431 1,116.15 10.00 130.00 118.59 0.48 0.13 0.12 Open 0
444 1982 335 602 410.05 10.00 130.00 -2.04 0.01 0.00 0.00 Open 0
445 1983 602 603 1,050.42 10.00 130.00 -10.88 0.04 0.00 0.00 Open 0
446 1984 603 604 360.32 10.00 130.00 -22.77 0.09 0.00 0.01 Open 0
447 1985 604 605 351.47 10.00 130.00 -33.12 0.14 0.00 0.01 Open 0
448 1986 605 606 326.21 10.00 130.00 -50.26 0.21 0.01 0.02 Open 0
449 1987 606 607 1,179.04 10.00 130.00 -80.14 0.33 0.07 0.06 Open 0
450 1988 607 608 349.86 10.00 130.00 -86.45 0.35 0.02 0.07 Open 0
451 1989 482 609 537.01 10.00 130.00 31.55 0.13 0.01 0.01 Open 0
452 1990 609 610 349.34 10.00 130.00 25.24 0.10 0.00 0.01 Open 0
453 1991 393 611 243.71 10.00 130.00 512.21 2.09 0.43 1.78 Open 0
454 1992 611 J78 39.41 10.00 130.00 443.58 1.81 0.05 1.37 Open 0
455 1993 612 613 420.70 10.00 130.00 408.00 1.67 0.49 1.17 Open 0
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456 1994 613 614 370.82 10.00 130.00 399.90 1.63 0.42 1.13 Open 0
457 1995 614 615 394.72 10.00 130.00 285.98 1.17 0.24 0.61 Open 0
458 1996 615 616 642.47 10.00 130.00 247.55 1.01 0.30 0.46 Open 0
459 1997 616 617 336.53 10.00 130.00 197.13 0.81 0.10 0.30 Open 0
460 1998 617 618 558.96 10.00 130.00 145.72 0.60 0.10 0.17 Open 0
461 1999 618 619 335.27 10.00 130.00 183.52 0.75 0.09 0.27 Open 0
462 2000 619 620 638.14 10.00 130.00 142.90 0.58 0.11 0.17 Open 0
463 2001 394 J66 34.42 10.00 130.00 -930.98 3.80 0.19 5.39 Open 0
464 2002 621 622 1,796.37 10.00 130.00 318.99 1.30 1.33 0.74 Open 0
465 2003 622 623 542.21 10.00 130.00 243.88 1.00 0.24 0.45 Open 0
466 2004 392 625 849.12 10.00 130.00 -226.49 0.93 0.33 0.39 Open 0
467 2005 161 626 871.03 10.00 130.00 -466.57 1.91 1.31 1.50 Open 0
468 2006 626 627 349.88 10.00 130.00 -558.28 2.28 0.73 2.09 Open 0
469 2007 627 628 290.59 10.00 130.00 -555.10 2.27 0.60 2.07 Open 0
470 2008 628 629 1,193.89 10.00 130.00 -562.10 2.30 2.53 2.12 Open 0
471 2009 629 631 425.59 10.00 130.00 436.61 1.78 0.56 1.33 Open 0
472 2010 631 632 325.76 10.00 130.00 153.63 0.63 0.06 0.19 Open 0
473 2011 164 633 316.13 10.00 130.00 219.83 0.90 0.12 0.37 Open 0
474 2012 634 635 327.81 10.00 130.00 38.78 0.16 0.01 0.02 Open 0
475 2013 635 636 332.53 10.00 130.00 81.95 0.33 0.02 0.06 Open 0
476 2014 636 637 336.88 10.00 130.00 121.24 0.50 0.04 0.12 Open 0
477 2015 637 638 326.66 10.00 130.00 165.50 0.68 0.07 0.22 Open 0
478 2016 638 639 330.31 10.00 130.00 170.96 0.70 0.08 0.23 Open 0
479 2017 639 640 654.58 10.00 130.00 140.72 0.57 0.11 0.16 Open 0
480 2018 640 641 671.72 10.00 130.00 67.76 0.28 0.03 0.04 Open 0
481 2019 641 642 348.42 8.00 130.00 48.38 0.31 0.02 0.07 Open 0
482 2020 173 643 767.78 10.00 130.00 433.67 1.77 1.01 1.31 Open 0
483 2021 643 644 610.07 10.00 130.00 235.09 0.96 0.26 0.42 Open 0
484 2022 479 645 1,988.20 10.00 130.00 54.33 0.22 0.06 0.03 Open 0
485 2023 645 646 153.84 10.00 130.00 38.67 0.16 0.00 0.02 Open 0
486 2024 647 648 340.99 8.00 130.00 2.40 0.02 0.00 0.00 Open 0
487 2025 648 649 679.84 8.00 130.00 -3.91 0.02 0.00 0.00 Open 0
488 2026 649 650 481.90 8.00 130.00 -10.22 0.07 0.00 0.00 Open 0
489 2027 650 651 298.72 8.00 130.00 -12.12 0.08 0.00 0.01 Open 0
490 2028 651 647 1,314.26 8.00 130.00 8.71 0.06 0.00 0.00 Open 0
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491 2029 538 652 823.72 8.00 130.00 10.52 0.07 0.00 0.00 Open 0
492 2030 652 653 303.88 8.00 130.00 6.00 0.04 0.00 0.00 Open 0
493 2031 651 654 296.19 8.00 130.00 -10.48 0.07 0.00 0.00 Open 0
494 2032 654 370 433.53 8.00 130.00 -21.20 0.14 0.01 0.01 Open 0
495 2033 370 655 208.34 8.00 130.00 -50.25 0.32 0.01 0.07 Open 0
496 2034 655 656 571.42 8.00 130.00 -38.87 0.25 0.03 0.04 Open 0
497 2035 656 657 869.21 8.00 130.00 -11.66 0.07 0.00 0.00 Open 0
498 2036 657 655 703.97 6.00 130.00 17.69 0.20 0.03 0.04 Open 0
499 2037 657 211 297.45 8.00 130.00 -35.66 0.23 0.01 0.04 Open 0
500 2038 656 658 1,413.23 8.00 130.00 -33.53 0.21 0.05 0.03 Open 0
501 2039 658 659 94.98 8.00 130.00 18.72 0.12 0.00 0.01 Open 0
502 2040 659 212 1,016.89 8.00 130.00 12.41 0.08 0.01 0.01 Open 0
503 2041 658 660 346.13 8.00 130.00 -58.56 0.37 0.03 0.10 Open 0
504 2042 660 661 183.23 8.00 130.00 -29.17 0.19 0.00 0.03 Open 0
505 2043 661 662 254.72 8.00 130.00 -42.19 0.27 0.01 0.05 Open 0
506 2044 662 663 283.96 8.00 130.00 -26.81 0.17 0.01 0.02 Open 0
507 2045 663 216 252.48 8.00 130.00 -33.13 0.21 0.01 0.03 Open 0
508 2046 662 664 392.51 8.00 130.00 -16.11 0.10 0.00 0.01 Open 0
509 2047 219 665 316.99 8.00 130.00 6.31 0.04 0.00 0.00 Open 0
510 2048 541 666 751.07 8.00 130.00 6.31 0.04 0.00 0.00 Open 0
511 2049 541 667 836.06 8.00 130.00 0.99 0.01 0.00 0.00 Open 0
512 2050 667 548 2,100.95 8.00 130.00 48.53 0.31 0.14 0.07 Open 0
513 2051 548 668 581.44 8.00 130.00 10.86 0.07 0.00 0.00 Open 0
514 2052 547 669 622.18 8.00 130.00 1.76 0.01 0.00 0.00 Open 0
515 2053 670 443 593.16 8.00 130.00 -6.31 0.04 0.00 0.00 Open 0
516 2054 444 671 617.94 8.00 130.00 6.31 0.04 0.00 0.00 Open 0
517 2055 549 550 558.52 8.00 130.00 -5.53 0.04 0.00 0.00 Open 0
518 2056 441 672 100.10 8.00 130.00 40.86 0.26 0.00 0.05 Open 0
519 2057 672 551 967.17 8.00 130.00 34.55 0.22 0.03 0.04 Open 0
520 2058 440 673 836.25 8.00 130.00 6.31 0.04 0.00 0.00 Open 0
521 2059 667 371 2,515.34 8.00 130.00 -68.44 0.44 0.32 0.13 Open 0
522 2060 539 674 1,652.51 8.00 130.00 -24.70 0.16 0.03 0.02 Open 0
523 2061 674 675 194.09 8.00 130.00 -31.01 0.20 0.01 0.03 Open 0
524 2062 675 676 448.04 8.00 130.00 -62.62 0.40 0.05 0.11 Open 0
525 2063 676 677 373.85 8.00 130.00 6.31 0.04 0.00 0.00 Open 0
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Coon Rapids MN 2014 Water Distribution Model Data

ID From Node To Node Length
(ft)

Diameter
(in) Roughness Flow

(gpm)
Velocity

(ft/s)
Headloss

(ft)
HL/1000

(ft/kft) Status Flow Reversal Count

526 2064 676 678 448.05 8.00 130.00 -75.24 0.48 0.07 0.15 Open 0
527 2065 678 679 1,579.96 8.00 130.00 -40.79 0.26 0.08 0.05 Open 0
528 2066 679 678 1,581.60 8.00 130.00 40.76 0.26 0.08 0.05 Open 0
529 2067 679 680 576.62 8.00 130.00 -87.86 0.56 0.12 0.20 Open 0
530 2068 680 552 263.37 8.00 130.00 -100.48 0.64 0.07 0.26 Open 0
531 2069 680 681 319.24 8.00 130.00 6.31 0.04 0.00 0.00 Open 0
532 2070 451 682 963.32 8.00 130.00 -8.43 0.05 0.00 0.00 Open 0
533 2071 683 450 66.84 8.00 130.00 91.04 0.58 0.01 0.22 Open 0
534 2072 450 684 989.54 8.00 130.00 -77.15 0.49 0.16 0.16 Open 0
535 2073 683 685 389.44 8.00 130.00 -64.20 0.41 0.04 0.11 Open 0
536 2074 685 686 650.06 6.00 130.00 -85.25 0.97 0.50 0.78 Open 0
537 2075 449 687 707.65 8.00 130.00 63.92 0.41 0.08 0.11 Open 0
538 2077 687 688 434.80 8.00 130.00 -62.79 0.40 0.05 0.11 Open 0
539 2080 690 691 123.39 8.00 130.00 -75.41 0.48 0.02 0.15 Open 0
540 2081 690 688 863.18 8.00 130.00 69.10 0.44 0.11 0.13 Open 0
541 2082 554 692 386.67 8.00 130.00 6.31 0.04 0.00 0.00 Open 0
542 2083 229 693 445.19 6.00 130.00 29.45 0.33 0.05 0.11 Open 0
543 2084 230 694 396.10 8.00 130.00 174.23 1.11 0.28 0.72 Open 0
544 2085 694 695 405.19 8.00 130.00 104.18 0.66 0.11 0.28 Open 0
545 2086 454 697 414.00 8.00 130.00 6.31 0.04 0.00 0.00 Open 0
546 2088 233 699 528.89 8.00 130.00 -79.99 0.51 0.09 0.17 Open 0
547 2089 700 701 370.06 8.00 130.00 -7.89 0.05 0.00 0.00 Open 0
548 2090 701 702 367.59 8.00 130.00 24.48 0.16 0.01 0.02 Open 0
549 2091 702 703 359.41 8.00 130.00 17.56 0.11 0.00 0.01 Open 0
550 2092 703 704 370.70 8.00 130.00 31.15 0.20 0.01 0.03 Open 0
551 2093 704 705 364.36 8.00 130.00 36.90 0.24 0.01 0.04 Open 0
552 2094 705 706 231.55 8.00 130.00 39.66 0.25 0.01 0.05 Open 0
553 2095 706 707 404.42 8.00 130.00 26.35 0.17 0.01 0.02 Open 0
554 2097 709 J110 1,576.62 8.00 130.00 4.51 0.03 0.00 0.00 Open 0
555 2098 709 J112 813.88 8.00 130.00 -3.41 0.02 0.00 0.00 Open 0
556 2099 712 711 311.62 8.00 130.00 -1.99 0.01 0.00 0.00 Open 0
557 2100 713 714 386.10 8.00 130.00 -21.57 0.14 0.01 0.02 Open 0
558 2101 714 563 351.31 8.00 130.00 -31.74 0.20 0.01 0.03 Open 0
559 2103 565 716 606.76 8.00 130.00 75.80 0.48 0.09 0.15 Open 0
560 2104 566 717 304.84 8.00 130.00 -79.25 0.51 0.05 0.17 Open 0
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Coon Rapids MN 2014 Water Distribution Model Data

ID From Node To Node Length
(ft)

Diameter
(in) Roughness Flow

(gpm)
Velocity

(ft/s)
Headloss

(ft)
HL/1000

(ft/kft) Status Flow Reversal Count

561 2105 717 718 355.63 8.00 130.00 -36.74 0.23 0.01 0.04 Open 0
562 2106 717 719 259.86 8.00 130.00 -48.83 0.31 0.02 0.07 Open 0
563 2107 719 720 293.17 8.00 130.00 -33.03 0.21 0.01 0.03 Open 0
564 2108 720 721 266.36 8.00 130.00 -57.70 0.37 0.02 0.09 Open 0
565 2109 721 722 692.25 8.00 130.00 -86.12 0.55 0.13 0.19 Open 0
566 2110 722 723 237.30 8.00 130.00 -117.12 0.75 0.08 0.34 Open 0
567 2111 723 724 192.62 8.00 130.00 -88.64 0.57 0.04 0.21 Open 0
568 2112 724 725 265.20 8.00 130.00 -113.89 0.73 0.09 0.33 Open 0
569 2113 725 417 200.82 8.00 130.00 -154.98 0.99 0.12 0.58 Open 0
570 2114 724 726 170.44 8.00 130.00 18.93 0.12 0.00 0.01 Open 0
571 2115 726 727 162.65 8.00 130.00 12.62 0.08 0.00 0.01 Open 0
572 2116 727 728 221.17 8.00 130.00 6.31 0.04 0.00 0.00 Open 0
573 2117 417 729 246.07 8.00 130.00 99.79 0.64 0.06 0.26 Open 0
574 2118 729 730 435.52 8.00 130.00 55.53 0.35 0.04 0.09 Open 0
575 2119 730 731 321.03 8.00 130.00 34.96 0.22 0.01 0.04 Open 0
576 2120 731 732 72.63 8.00 130.00 31.77 0.20 0.00 0.03 Open 0
577 2121 732 733 89.33 8.00 130.00 16.66 0.11 0.00 0.01 Open 0
578 2122 733 734 222.26 8.00 130.00 10.14 0.06 0.00 0.00 Open 0
579 2123 734 735 296.23 8.00 130.00 4.99 0.03 0.00 0.00 Open 0
580 2124 735 736 910.89 8.00 130.00 -1.32 0.01 0.00 0.00 Open 0
581 2125 736 734 265.20 8.00 130.00 1.17 0.01 0.00 0.00 Open 0
582 2126 736 732 591.91 8.00 130.00 -8.79 0.06 0.00 0.00 Open 0
583 2127 733 737 232.98 8.00 130.00 0.22 0.00 0.00 0.00 Open 0
584 2128 730 738 136.89 8.00 130.00 14.25 0.09 0.00 0.01 Open 0
585 2129 739 418 272.14 8.00 130.00 24.07 0.15 0.01 0.02 Open 0
586 2131 180 J106 999.59 8.00 130.00 -38.10 0.24 0.04 0.04 Open 0
587 2132 178 742 848.51 8.00 130.00 6.31 0.04 0.00 0.00 Open 0
588 2133 174 744 646.46 8.00 130.00 -154.37 0.99 0.37 0.57 Open 0
589 2134 744 745 327.62 8.00 130.00 -240.97 1.54 0.43 1.31 Open 0
590 2135 745 746 327.71 8.00 130.00 -274.57 1.75 0.55 1.67 Open 0
591 2136 746 747 730.40 8.00 130.00 -137.47 0.88 0.34 0.46 Open 0
592 2137 747 748 162.02 8.00 130.00 -222.47 1.42 0.18 1.13 Open 0
593 2138 746 749 578.06 8.00 130.00 -153.94 0.98 0.33 0.57 Open 0
594 2139 749 221 579.38 8.00 130.00 37.95 0.24 0.02 0.04 Open 0
595 2140 749 222 700.91 8.00 130.00 -198.21 1.27 0.64 0.91 Open 0
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Coon Rapids MN 2014 Water Distribution Model Data

ID From Node To Node Length
(ft)

Diameter
(in) Roughness Flow

(gpm)
Velocity

(ft/s)
Headloss

(ft)
HL/1000

(ft/kft) Status Flow Reversal Count

596 2141 643 750 460.44 8.00 130.00 192.27 1.23 0.40 0.86 Open 0
597 2142 750 751 277.56 8.00 130.00 148.30 0.95 0.15 0.53 Open 0
598 2143 751 223 470.14 8.00 130.00 173.34 1.11 0.33 0.71 Open 0
599 2144 751 752 681.26 8.00 130.00 -31.34 0.20 0.02 0.03 Open 0
600 2145 413 753 2,545.86 8.00 130.00 6.31 0.04 0.00 0.00 Open 0
601 2146 754 755 782.03 8.00 130.00 -44.60 0.28 0.04 0.06 Open 0
602 2147 755 756 644.61 8.00 130.00 -86.93 0.55 0.13 0.20 Open 0
603 2148 756 757 394.95 8.00 130.00 -93.24 0.60 0.09 0.23 Open 0
604 2149 757 373 1,815.15 8.00 130.00 -91.28 0.58 0.39 0.22 Open 0
605 2150 374 758 681.37 8.00 130.00 152.32 0.97 0.38 0.56 Open 0
606 2151 758 457 747.87 8.00 130.00 132.75 0.85 0.32 0.43 Open 0
607 2152 457 759 325.26 8.00 130.00 120.13 0.77 0.12 0.36 Open 0
608 2153 759 760 286.00 8.00 130.00 117.10 0.75 0.10 0.34 Open 0
609 2154 760 170 936.92 8.00 130.00 149.09 0.95 0.50 0.54 Open 0
610 2155 374 761 1,179.75 8.00 130.00 -138.80 0.89 0.56 0.47 Open 0
611 2156 761 762 364.88 8.00 130.00 -195.51 1.25 0.32 0.89 Open 0
612 2157 762 763 345.81 8.00 130.00 -182.38 1.16 0.27 0.78 Open 0
613 2158 764 642 817.38 8.00 130.00 -145.92 0.93 0.42 0.52 Open 0
614 2159 642 765 1,504.83 8.00 130.00 -103.84 0.66 0.41 0.28 Open 0
615 2160 765 766 249.64 6.00 130.00 -69.48 0.79 0.13 0.53 Open 0
616 2161 765 767 1,631.25 8.00 130.00 -46.98 0.30 0.10 0.06 Open 0
617 2162 767 768 870.95 8.00 130.00 40.25 0.26 0.04 0.05 Open 0
618 2163 768 769 2,490.03 8.00 130.00 183.08 1.17 1.96 0.79 Open 0
619 2164 769 770 1,042.39 8.00 130.00 279.45 1.78 1.80 1.72 Open 0
620 2165 771 625 678.42 8.00 130.00 -16.14 0.10 0.01 0.01 Open 0
621 2166 769 772 409.60 8.00 130.00 -102.68 0.66 0.11 0.27 Open 0
622 2167 772 773 360.50 8.00 130.00 6.08 0.04 0.00 0.00 Open 0
623 2168 773 J86 631.49 8.00 130.00 120.41 0.77 0.23 0.36 Open 0
624 2169 631 775 508.95 8.00 130.00 276.67 1.77 0.86 1.69 Open 0
625 2170 775 776 329.33 8.00 130.00 194.50 1.24 0.29 0.88 Open 0
626 2171 776 777 315.29 8.00 130.00 138.72 0.89 0.15 0.47 Open 0
627 2172 777 778 288.35 8.00 130.00 86.80 0.55 0.06 0.20 Open 0
628 2173 781 782 335.47 8.00 130.00 119.23 0.76 0.12 0.36 Open 0
629 2174 782 783 267.82 8.00 130.00 94.60 0.60 0.06 0.23 Open 0
630 2175 783 784 109.13 8.00 130.00 186.68 1.19 0.09 0.82 Open 0

Date: Tuesday, July 08, 2014, Time: 14:15:53, Page 18

You created this PDF from an application that is not licensed to print to novaPDF printer (http://www.novapdf.com)

http://www.novapdf.com


Coon Rapids MN 2014 Water Distribution Model Data

ID From Node To Node Length
(ft)
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631 2176 785 786 322.19 8.00 130.00 149.91 0.96 0.18 0.54 Open 0
632 2177 786 787 109.52 8.00 130.00 137.93 0.88 0.05 0.47 Open 0
633 2178 787 788 287.00 8.00 130.00 222.79 1.42 0.32 1.13 Open 0
634 2179 788 377 320.10 8.00 130.00 197.78 1.26 0.29 0.91 Open 0
635 2180 789 415 703.20 6.00 130.00 -52.29 0.59 0.22 0.31 Open 0
636 2181 414 790 987.69 8.00 130.00 -113.74 0.73 0.32 0.33 Open 0
637 2182 790 791 363.88 8.00 130.00 -91.15 0.58 0.08 0.22 Open 0
638 2183 791 792 334.12 8.00 130.00 -78.00 0.50 0.05 0.16 Open 0
639 2184 792 793 69.38 8.00 130.00 -14.31 0.09 0.00 0.01 Open 0
640 2185 792 794 749.35 8.00 130.00 -69.99 0.45 0.10 0.13 Open 0
641 2186 794 795 336.99 8.00 130.00 -101.54 0.65 0.09 0.26 Open 0
642 2187 795 796 324.35 8.00 130.00 -105.43 0.67 0.09 0.28 Open 0
643 2188 796 797 327.76 6.00 130.00 -20.90 0.24 0.02 0.06 Open 0
644 2189 796 798 828.56 8.00 130.00 -90.84 0.58 0.18 0.22 Open 0
645 2190 798 799 353.51 8.00 130.00 68.24 0.44 0.04 0.13 Open 0
646 2191 799 800 412.30 6.00 130.00 61.93 0.70 0.18 0.43 Open 0
647 2192 800 801 437.84 6.00 130.00 35.75 0.41 0.07 0.16 Open 0
648 2193 798 802 949.41 8.00 130.00 -165.39 1.06 0.62 0.65 Open 0
649 2194 802 803 333.07 8.00 130.00 -197.31 1.26 0.30 0.90 Open 0
650 2195 416 804 718.81 8.00 130.00 -39.67 0.25 0.03 0.05 Open 0
651 2196 805 382 361.90 6.00 130.00 -6.31 0.07 0.00 0.01 Open 0
652 2197 806 807 988.85 8.00 130.00 0.23 0.00 0.00 0.00 Open 0
653 2198 807 808 750.12 8.00 130.00 -29.01 0.19 0.02 0.03 Open 0
654 2199 808 809 383.85 8.00 130.00 13.28 0.08 0.00 0.01 Open 0
655 2200 807 810 447.06 8.00 130.00 20.78 0.13 0.01 0.01 Open 0
656 2201 810 811 469.09 8.00 130.00 10.34 0.07 0.00 0.00 Open 0
657 2202 811 812 191.51 8.00 130.00 4.11 0.03 0.00 0.00 Open 0
658 2203 812 813 834.47 8.00 130.00 -2.20 0.01 0.00 0.00 Open 0
659 2204 813 814 376.81 8.00 130.00 -10.78 0.07 0.00 0.00 Open 0
660 2205 815 816 856.46 8.00 130.00 -13.78 0.09 0.01 0.01 Open 0
661 2206 816 817 404.62 8.00 130.00 -27.55 0.18 0.01 0.02 Open 0
662 2207 818 819 1,125.43 8.00 130.00 -21.21 0.14 0.02 0.01 Open 0
663 2208 819 820 1,114.11 8.00 130.00 -27.52 0.18 0.03 0.02 Open 0
664 2209 388 821 515.94 8.00 130.00 124.50 0.79 0.20 0.39 Open 0
665 2210 822 823 236.16 8.00 130.00 117.91 0.75 0.08 0.35 Open 0
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(ft)
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666 2211 823 824 635.91 8.00 130.00 160.61 1.03 0.39 0.62 Open 0
667 2212 824 825 1,277.79 8.00 130.00 115.04 0.73 0.43 0.33 Open 0
668 2213 825 186 422.01 8.00 130.00 180.88 1.15 0.32 0.77 Open 0
669 2214 824 826 677.96 6.00 130.00 6.31 0.07 0.00 0.01 Open 0
670 2215 823 827 279.50 8.00 130.00 -49.01 0.31 0.02 0.07 Open 0
671 2216 827 828 367.07 8.00 130.00 -55.32 0.35 0.03 0.09 Open 0
672 2217 828 822 251.90 8.00 130.00 -67.95 0.43 0.03 0.13 Open 0
673 2218 828 829 482.56 8.00 130.00 6.31 0.04 0.00 0.00 Open 0
674 2219 389 830 390.91 8.00 130.00 80.28 0.51 0.07 0.17 Open 0
675 2220 824 831 1,324.13 8.00 130.00 32.95 0.21 0.04 0.03 Open 0
676 2221 831 832 1,077.05 8.00 130.00 -64.72 0.41 0.12 0.11 Open 0
677 2222 832 183 468.31 8.00 130.00 -209.85 1.34 0.47 1.01 Open 0
678 2223 832 833 430.39 8.00 130.00 138.82 0.89 0.20 0.47 Open 0
679 2224 150 834 537.31 8.00 130.00 6.31 0.04 0.00 0.00 Open 0
680 2225 835 836 542.14 8.00 130.00 6.31 0.04 0.00 0.00 Open 0
681 2226 594 599 164.66 8.00 130.00 430.37 2.75 0.63 3.83 Open 0
682 2227 837 838 393.44 8.00 130.00 89.19 0.57 0.08 0.21 Open 0
683 2228 838 839 184.52 8.00 130.00 -103.33 0.66 0.05 0.27 Open 0
684 2229 838 840 520.14 8.00 130.00 186.21 1.19 0.42 0.81 Open 0
685 2230 840 600 321.19 8.00 130.00 214.49 1.37 0.34 1.06 Open 0
686 2231 600 841 331.91 8.00 130.00 214.96 1.37 0.35 1.06 Open 0
687 2232 841 842 336.53 8.00 130.00 213.63 1.36 0.35 1.05 Open 0
688 2233 842 843 117.43 8.00 130.00 231.47 1.48 0.14 1.22 Open 0
689 2234 843 844 517.04 8.00 130.00 69.29 0.44 0.07 0.13 Open 0
690 2235 844 845 438.18 8.00 130.00 -157.22 1.00 0.26 0.59 Open 0
691 2236 845 846 371.64 8.00 130.00 -187.68 1.20 0.31 0.82 Open 0
692 2237 846 596 694.18 8.00 130.00 -198.97 1.27 0.64 0.92 Open 0
693 2238 843 847 423.68 8.00 130.00 155.87 0.99 0.25 0.58 Open 0
694 2239 847 848 245.50 6.00 130.00 135.77 1.54 0.45 1.84 Open 0
695 2240 847 433 1,127.07 8.00 130.00 13.79 0.09 0.01 0.01 Open 0
696 2241 436 844 2,016.10 8.00 130.00 -220.20 1.41 2.23 1.11 Open 0
697 2242 163 849 124.44 10.00 130.00 643.88 2.63 0.34 2.73 Open 0
698 2243 850 851 149.44 8.00 130.00 381.47 2.43 0.46 3.07 Open 0
699 2244 851 852 672.52 8.00 130.00 236.10 1.51 0.85 1.26 Open 0
700 2245 852 853 474.07 8.00 130.00 268.94 1.72 0.76 1.60 Open 0
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701 2246 853 854 309.25 8.00 130.00 120.87 0.77 0.11 0.36 Open 0
702 2247 855 854 539.27 8.00 130.00 74.67 0.48 0.08 0.15 Open 0
703 2248 854 856 870.72 8.00 130.00 189.23 1.21 0.73 0.84 Open 0
704 2249 856 857 633.99 8.00 130.00 272.48 1.74 1.04 1.64 Open 0
705 2250 344 858 568.86 8.00 130.00 129.95 0.83 0.24 0.42 Open 0
706 2251 858 859 329.72 8.00 130.00 -34.01 0.22 0.01 0.03 Open 0
707 2252 859 860 324.84 8.00 130.00 -105.22 0.67 0.09 0.28 Open 0
708 2253 860 861 321.99 8.00 130.00 -139.12 0.89 0.15 0.47 Open 0
709 2254 861 853 494.41 8.00 130.00 -141.76 0.90 0.24 0.49 Open 0
710 2255 162 862 142.74 8.00 130.00 52.86 0.34 0.01 0.08 Open 0
711 2256 862 863 210.47 6.00 130.00 127.84 1.45 0.35 1.64 Open 0
712 2257 864 865 130.99 6.00 130.00 115.22 1.31 0.18 1.36 Open 0
713 2258 865 866 186.89 8.00 130.00 108.91 0.70 0.06 0.30 Open 0
714 2259 770 625 493.08 8.00 130.00 248.94 1.59 0.69 1.39 Open 0
715 2260 867 391 484.84 8.00 130.00 17.89 0.11 0.01 0.01 Open 0
716 2261 868 869 571.20 8.00 130.00 176.08 1.12 0.42 0.73 Open 0
717 2262 869 870 771.10 8.00 130.00 52.53 0.34 0.06 0.08 Open 0
718 2263 870 871 981.52 8.00 130.00 201.06 1.28 0.92 0.94 Open 0
719 2264 871 341 322.71 8.00 130.00 419.27 2.68 1.18 3.65 Open 0
720 2265 870 872 439.59 8.00 130.00 -104.47 0.67 0.12 0.28 Open 0
721 2266 872 873 204.91 8.00 130.00 -87.39 0.56 0.04 0.20 Open 0
722 2267 873 874 185.86 8.00 130.00 -66.17 0.42 0.02 0.12 Open 0
723 2268 874 875 176.53 8.00 130.00 -48.26 0.31 0.01 0.07 Open 0
724 2269 875 876 133.48 8.00 130.00 -47.80 0.31 0.01 0.07 Open 0
725 2270 876 877 157.22 8.00 130.00 -2.96 0.02 0.00 0.00 Open 0
726 2271 870 878 346.41 8.00 130.00 -50.38 0.32 0.03 0.07 Open 0
727 2272 878 879 456.41 8.00 130.00 -113.98 0.73 0.15 0.33 Open 0
728 2273 879 880 345.22 8.00 130.00 -140.57 0.90 0.17 0.48 Open 0
729 2274 880 J80 246.35 8.00 130.00 -71.87 0.46 0.03 0.14 Open 0
730 2275 881 882 18.23 8.00 130.00 42.59 0.27 0.00 0.05 Open 0
731 2276 881 883 847.46 8.00 130.00 -149.77 0.96 0.46 0.54 Open 0
732 2277 393 886 595.82 8.00 130.00 43.77 0.28 0.03 0.06 Open 0
733 2278 886 887 2,744.41 8.00 130.00 15.52 0.10 0.02 0.01 Open 0
734 2279 887 888 353.46 8.00 130.00 9.21 0.06 0.00 0.00 Open 0
735 2280 888 889 446.85 8.00 130.00 -0.41 0.00 0.00 0.00 Open 0

Date: Tuesday, July 08, 2014, Time: 14:15:53, Page 21

You created this PDF from an application that is not licensed to print to novaPDF printer (http://www.novapdf.com)

http://www.novapdf.com


Coon Rapids MN 2014 Water Distribution Model Data

ID From Node To Node Length
(ft)

Diameter
(in) Roughness Flow

(gpm)
Velocity

(ft/s)
Headloss

(ft)
HL/1000

(ft/kft) Status Flow Reversal Count

736 2281 J66 889 582.70 8.00 130.00 -148.38 0.95 0.31 0.53 Open 0
737 2282 891 892 520.36 8.00 130.00 115.67 0.74 0.18 0.34 Open 0
738 2283 892 893 258.84 8.00 130.00 109.36 0.70 0.08 0.30 Open 0
739 2284 893 894 727.04 8.00 130.00 31.88 0.20 0.02 0.03 Open 0
740 2285 894 895 640.90 8.00 130.00 90.96 0.58 0.14 0.22 Open 0
741 2286 895 397 401.60 8.00 130.00 155.81 0.99 0.23 0.58 Open 0
742 2287 895 893 1,174.05 8.00 130.00 -71.16 0.45 0.16 0.14 Open 0
743 2288 894 896 267.48 8.00 130.00 -65.38 0.42 0.03 0.12 Open 0
744 2289 896 897 338.89 8.00 130.00 -209.23 1.34 0.34 1.01 Open 0
745 2290 897 898 974.85 8.00 130.00 -164.42 1.05 0.63 0.65 Open 0
746 2291 622 899 784.98 8.00 130.00 68.80 0.44 0.10 0.13 Open 0
747 2292 459 900 463.00 8.00 130.00 52.34 0.33 0.04 0.08 Open 0
748 2293 900 901 342.02 8.00 130.00 46.03 0.29 0.02 0.06 Open 0
749 2294 901 902 707.10 8.00 130.00 39.72 0.25 0.03 0.05 Open 0
750 2295 902 460 239.95 8.00 130.00 -121.58 0.78 0.09 0.37 Open 0
751 2296 435 903 676.09 8.00 130.00 167.79 1.07 0.45 0.67 Open 0
752 2297 903 904 665.63 6.00 130.00 47.69 0.54 0.18 0.26 Open 0
753 2298 904 905 517.96 6.00 130.00 17.33 0.20 0.02 0.04 Open 0
754 2299 905 906 332.16 6.00 130.00 4.66 0.05 0.00 0.00 Open 0
755 2300 903 907 572.56 8.00 130.00 113.79 0.73 0.19 0.33 Open 0
756 2301 907 904 581.24 8.00 130.00 -24.05 0.15 0.01 0.02 Open 0
757 2302 907 908 780.18 8.00 130.00 20.53 0.13 0.01 0.01 Open 0
758 2303 908 909 321.23 6.00 130.00 6.27 0.07 0.00 0.01 Open 0
759 2304 909 910 303.16 6.00 130.00 6.31 0.07 0.00 0.01 Open 0
760 2305 909 905 362.79 6.00 130.00 -6.35 0.07 0.00 0.01 Open 0
761 2306 906 911 697.96 8.00 130.00 -1.65 0.01 0.00 0.00 Open 0
762 2307 911 908 330.93 8.00 130.00 -7.96 0.05 0.00 0.00 Open 0
763 2308 913 914 305.11 6.00 130.00 26.79 0.30 0.03 0.09 Open 0
764 2309 914 333 742.15 6.00 130.00 20.48 0.23 0.04 0.06 Open 0
765 2310 913 334 1,000.51 8.00 130.00 49.02 0.31 0.07 0.07 Open 0
766 2311 334 915 399.66 8.00 130.00 -1.50 0.01 0.00 0.00 Open 0
767 2312 915 605 1,752.61 8.00 130.00 -10.83 0.07 0.01 0.00 Open 0
768 2313 466 916 698.86 8.00 130.00 -50.96 0.33 0.05 0.07 Open 0
769 2314 916 917 607.50 8.00 130.00 -91.84 0.59 0.13 0.22 Open 0
770 2315 917 918 952.50 8.00 130.00 -98.15 0.63 0.24 0.25 Open 0
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Coon Rapids MN 2014 Water Distribution Model Data

ID From Node To Node Length
(ft)

Diameter
(in) Roughness Flow

(gpm)
Velocity

(ft/s)
Headloss

(ft)
HL/1000

(ft/kft) Status Flow Reversal Count

771 2316 918 919 1,082.10 8.00 130.00 -104.46 0.67 0.30 0.28 Open 0
772 2317 919 920 348.20 8.00 130.00 -93.77 0.60 0.08 0.23 Open 0
773 2318 465 921 397.21 8.00 130.00 157.87 1.01 0.24 0.60 Open 0
774 2319 921 922 286.15 8.00 130.00 151.56 0.97 0.16 0.55 Open 0
775 2320 922 923 324.05 8.00 130.00 145.25 0.93 0.17 0.51 Open 0
776 2321 923 924 749.19 8.00 130.00 77.48 0.49 0.12 0.16 Open 0
777 2322 924 400 142.06 8.00 130.00 113.69 0.73 0.05 0.33 Open 0
778 2323 398 925 1,117.51 8.00 130.00 -112.29 0.72 0.36 0.32 Open 0
779 2324 925 926 461.23 8.00 130.00 6.31 0.04 0.00 0.00 Open 0
780 2325 925 927 330.96 8.00 130.00 -124.91 0.80 0.13 0.39 Open 0
781 2326 927 928 577.72 8.00 130.00 6.31 0.04 0.00 0.00 Open 0
782 2327 927 896 1,273.66 8.00 130.00 -137.53 0.88 0.59 0.46 Open 0
783 2328 399 398 542.89 16.00 130.00 -1,294.21 2.07 0.55 1.01 Open 0
784 2329 481 930 1,014.77 8.00 130.00 5.01 0.03 0.00 0.00 Open 0
785 2330 930 931 714.21 8.00 130.00 -1.30 0.01 0.00 0.00 Open 0
786 2331 931 932 316.71 8.00 130.00 -7.61 0.05 0.00 0.00 Open 0
787 2332 932 482 166.92 8.00 130.00 -20.23 0.13 0.00 0.01 Open 0
788 2333 932 933 556.56 8.00 130.00 6.31 0.04 0.00 0.00 Open 0
789 2334 934 935 274.69 8.00 130.00 -4.70 0.03 0.00 0.00 Open 0
790 2335 936 610 327.55 10.00 130.00 -6.31 0.03 0.00 0.00 Open 0
791 2336 401 937 626.81 8.00 130.00 192.51 1.23 0.54 0.86 Open 0
792 2337 937 469 649.65 8.00 130.00 165.62 1.06 0.42 0.65 Open 0
793 2338 937 938 360.09 8.00 130.00 20.58 0.13 0.01 0.01 Open 0
794 2339 938 402 688.45 8.00 130.00 -122.57 0.78 0.26 0.37 Open 0
795 2340 938 470 1,221.83 8.00 130.00 136.83 0.87 0.56 0.46 Open 0
796 2341 472 3834 727.87 8.00 130.00 165.54 1.06 0.48 0.65 Open 0
797 2342 329 940 459.18 8.00 130.00 6.31 0.04 0.00 0.00 Open 0
798 2343 475 J32 168.27 8.00 130.00 94.07 0.60 0.04 0.23 Open 0
799 2344 941 942 327.14 8.00 130.00 57.11 0.36 0.03 0.09 Open 0
800 2345 325 943 1,939.23 8.00 130.00 6.31 0.04 0.00 0.00 Open 0
801 2346 944 945 624.19 8.00 130.00 32.85 0.21 0.02 0.03 Open 0
802 2347 945 946 141.65 8.00 130.00 13.31 0.08 0.00 0.01 Open 0
803 2348 406 405 77.74 16.00 130.00 -28.79 0.05 0.00 0.00 Open 0
804 2349 405 947 497.22 8.00 130.00 65.39 0.42 0.06 0.12 Open 0
805 2350 947 948 313.11 8.00 130.00 49.90 0.32 0.02 0.07 Open 0
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Coon Rapids MN 2014 Water Distribution Model Data

ID From Node To Node Length
(ft)

Diameter
(in) Roughness Flow

(gpm)
Velocity

(ft/s)
Headloss

(ft)
HL/1000

(ft/kft) Status Flow Reversal Count

806 2351 948 949 675.60 8.00 130.00 29.21 0.19 0.02 0.03 Open 0
807 2352 949 950 752.25 8.00 130.00 15.58 0.10 0.01 0.01 Open 0
808 2353 950 951 606.22 8.00 130.00 6.31 0.04 0.00 0.00 Open 0
809 2354 950 952 416.29 8.00 130.00 8.57 0.05 0.00 0.00 Open 0
810 2355 952 953 370.29 8.00 130.00 22.46 0.14 0.01 0.02 Open 0
811 2356 952 954 529.29 8.00 130.00 -20.20 0.13 0.01 0.01 Open 0
812 2357 954 949 536.26 8.00 130.00 -3.47 0.02 0.00 0.00 Open 0
813 2358 949 955 363.62 8.00 130.00 3.86 0.02 0.00 0.00 Open 0
814 2359 947 956 305.46 6.00 130.00 6.31 0.07 0.00 0.01 Open 0
815 2360 407 957 835.21 8.00 130.00 1.18 0.01 0.00 0.00 Open 0
816 2361 957 409 503.38 8.00 130.00 2.19 0.01 0.00 0.00 Open 0
817 2362 409 958 196.41 8.00 130.00 57.39 0.37 0.02 0.09 Open 0
818 2363 958 959 381.44 8.00 130.00 63.00 0.40 0.04 0.11 Open 0
819 2364 959 960 334.09 8.00 130.00 59.56 0.38 0.03 0.10 Open 0
820 2365 960 954 323.64 8.00 130.00 23.05 0.15 0.01 0.02 Open 0
821 2366 960 961 343.66 8.00 130.00 30.20 0.19 0.01 0.03 Open 0
822 2367 961 962 377.44 6.00 130.00 6.31 0.07 0.00 0.01 Open 0
823 2368 961 963 321.28 8.00 130.00 17.58 0.11 0.00 0.01 Open 0
824 2369 963 964 318.87 8.00 130.00 4.96 0.03 0.00 0.00 Open 0
825 2370 964 965 66.39 8.00 130.00 -4.81 0.03 0.00 0.00 Open 0
826 2371 964 966 193.86 8.00 130.00 3.46 0.02 0.00 0.00 Open 0
827 2372 966 967 361.89 8.00 130.00 7.06 0.05 0.00 0.00 Open 0
828 2373 967 968 382.77 6.00 130.00 9.09 0.10 0.00 0.01 Open 0
829 2374 969 970 323.50 8.00 130.00 -24.56 0.16 0.01 0.02 Open 0
830 2375 971 972 512.68 8.00 130.00 -16.41 0.10 0.00 0.01 Open 0
831 2376 973 974 58.49 8.00 130.00 -49.80 0.32 0.00 0.07 Open 0
832 2377 974 975 50.46 8.00 130.00 30.06 0.19 0.00 0.03 Open 0
833 2378 974 411 405.67 8.00 130.00 -86.17 0.55 0.08 0.19 Open 0
834 2379 411 976 290.00 8.00 130.00 19.94 0.13 0.00 0.01 Open 0
835 2380 976 957 853.98 8.00 130.00 7.32 0.05 0.00 0.00 Open 0
836 2381 410 977 406.73 8.00 130.00 12.62 0.08 0.00 0.01 Open 0
837 2382 645 978 818.71 8.00 130.00 9.35 0.06 0.00 0.00 Open 0
838 2383 978 646 696.56 8.00 130.00 -3.27 0.02 0.00 0.00 Open 0
839 2384 978 979 1,488.45 8.00 130.00 6.31 0.04 0.00 0.00 Open 0
840 2385 318 980 411.34 8.00 130.00 58.99 0.38 0.04 0.10 Open 0
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Coon Rapids MN 2014 Water Distribution Model Data

ID From Node To Node Length
(ft)

Diameter
(in) Roughness Flow

(gpm)
Velocity

(ft/s)
Headloss

(ft)
HL/1000

(ft/kft) Status Flow Reversal Count

841 2386 980 981 188.31 8.00 130.00 29.79 0.19 0.01 0.03 Open 0
842 2387 981 982 548.93 8.00 130.00 12.62 0.08 0.00 0.01 Open 0
843 2388 981 983 476.46 8.00 130.00 10.86 0.07 0.00 0.00 Open 0
844 2389 983 984 498.32 8.00 130.00 6.31 0.04 0.00 0.00 Open 0
845 2390 980 985 404.13 8.00 130.00 22.89 0.15 0.01 0.02 Open 0
846 2391 985 986 323.15 8.00 130.00 14.82 0.09 0.00 0.01 Open 0
847 2392 317 987 1,087.55 8.00 130.00 51.45 0.33 0.08 0.08 Open 0
848 2393 987 988 767.99 8.00 130.00 49.56 0.32 0.05 0.07 Open 0
849 2394 988 989 848.96 8.00 130.00 43.25 0.28 0.05 0.05 Open 0
850 2395 989 990 1,280.49 8.00 130.00 30.63 0.20 0.04 0.03 Open 0
851 2396 990 991 412.42 8.00 130.00 18.01 0.11 0.00 0.01 Open 0
852 2397 991 992 600.54 8.00 130.00 5.39 0.03 0.00 0.00 Open 0
853 2398 993 994 349.93 8.00 130.00 -3.91 0.02 0.00 0.00 Open 0
854 2399 994 995 330.03 8.00 130.00 -18.75 0.12 0.00 0.01 Open 0
855 2400 995 996 745.85 8.00 130.00 -23.49 0.15 0.01 0.02 Open 0
856 2401 996 997 888.50 8.00 130.00 -25.84 0.16 0.02 0.02 Open 0
857 2402 996 998 300.48 8.00 130.00 -3.95 0.03 0.00 0.00 Open 0
858 2403 998 999 565.00 8.00 130.00 1.62 0.01 0.00 0.00 Open 0
859 2404 999 1000 673.16 8.00 130.00 -11.00 0.07 0.00 0.00 Open 0
860 2405 1000 1001 2,196.36 8.00 130.00 -17.31 0.11 0.02 0.01 Open 0
861 2406 1001 1002 338.96 8.00 130.00 -35.51 0.23 0.01 0.04 Open 0
862 2407 1001 998 1,226.82 6.00 130.00 11.88 0.13 0.02 0.02 Open 0
863 2408 310 1003 330.00 8.00 130.00 93.19 0.59 0.07 0.23 Open 0
864 2409 1003 1004 321.68 8.00 130.00 43.85 0.28 0.02 0.06 Open 0
865 2410 1004 1005 733.90 8.00 130.00 1.21 0.01 0.00 0.00 Open 0
866 2411 1005 1006 691.07 8.00 130.00 58.06 0.37 0.06 0.09 Open 0
867 2412 1006 1007 520.37 8.00 130.00 29.94 0.19 0.01 0.03 Open 0
868 2413 1007 J136 600.31 8.00 130.00 23.63 0.15 0.01 0.02 Open 0
869 2414 1008 1009 156.94 8.00 130.00 -2.87 0.02 0.00 0.00 Open 0
870 2415 1008 1010 120.20 8.00 130.00 3.19 0.02 0.00 0.00 Open 0
871 2416 1010 1011 338.71 8.00 130.00 33.20 0.21 0.01 0.03 Open 0
872 2417 1011 311 326.98 8.00 130.00 74.31 0.47 0.05 0.15 Open 0
873 2418 309 1012 322.73 8.00 130.00 113.64 0.73 0.10 0.33 Open 0
874 2419 1012 1013 343.42 8.00 130.00 101.02 0.64 0.09 0.26 Open 0
875 2420 1013 1014 532.18 8.00 130.00 60.56 0.39 0.05 0.10 Open 0

Date: Tuesday, July 08, 2014, Time: 14:15:53, Page 25

You created this PDF from an application that is not licensed to print to novaPDF printer (http://www.novapdf.com)

http://www.novapdf.com


Coon Rapids MN 2014 Water Distribution Model Data

ID From Node To Node Length
(ft)

Diameter
(in) Roughness Flow

(gpm)
Velocity

(ft/s)
Headloss

(ft)
HL/1000

(ft/kft) Status Flow Reversal Count

876 2421 1014 1015 219.93 8.00 130.00 47.94 0.31 0.01 0.07 Open 0
877 2422 1015 1016 275.61 8.00 130.00 6.31 0.04 0.00 0.00 Open 0
878 2423 294 1017 357.31 18.00 130.00 1,690.99 2.13 0.33 0.93 Open 0
879 2424 202 1018 155.71 8.00 130.00 -3.42 0.02 0.00 0.00 Open 0
880 2425 483 1019 338.55 8.00 130.00 -82.71 0.53 0.06 0.18 Open 0
881 2426 1019 1020 300.39 8.00 130.00 -89.02 0.57 0.06 0.21 Open 0
882 2427 1020 357 244.59 6.00 130.00 -95.33 1.08 0.23 0.95 Open 0
883 2428 1021 360 809.29 8.00 130.00 -6.31 0.04 0.00 0.00 Open 0
884 2429 360 1022 1,927.38 8.00 130.00 6.31 0.04 0.00 0.00 Open 0
885 2430 358 351 1,997.72 8.00 130.00 -75.47 0.48 0.30 0.15 Open 0
886 2431 1023 1024 858.33 8.00 130.00 -134.18 0.86 0.38 0.44 Open 0
887 2432 1024 1025 501.91 8.00 130.00 -140.49 0.90 0.24 0.48 Open 0
888 2433 1025 1026 726.30 8.00 130.00 -100.16 0.64 0.19 0.26 Open 0
889 2434 1026 1027 298.06 8.00 130.00 -106.47 0.68 0.09 0.29 Open 0
890 2435 1027 353 316.71 8.00 130.00 -39.10 0.25 0.01 0.05 Open 0
891 2436 1027 1028 386.22 8.00 130.00 -73.68 0.47 0.06 0.15 Open 0
892 2437 1028 1029 602.10 8.00 130.00 -76.28 0.49 0.09 0.16 Open 0
893 2438 1029 1030 347.90 8.00 130.00 -82.59 0.53 0.06 0.18 Open 0
894 2439 1030 349 509.76 8.00 130.00 -88.91 0.57 0.11 0.21 Open 0
895 2440 348 1031 187.63 8.00 130.00 101.52 0.65 0.05 0.26 Open 0
896 2441 1031 1032 205.16 8.00 130.00 95.21 0.61 0.05 0.23 Open 0
897 2442 1032 1033 534.41 8.00 130.00 88.90 0.57 0.11 0.21 Open 0
898 2443 1033 1034 579.57 8.00 130.00 136.44 0.87 0.26 0.46 Open 0
899 2444 1034 1035 395.62 6.00 130.00 6.31 0.07 0.00 0.01 Open 0
900 2445 1034 364 391.17 8.00 130.00 123.82 0.79 0.15 0.38 Open 0
901 2446 1036 1037 228.77 8.00 130.00 6.31 0.04 0.00 0.00 Open 0
902 2447 193 1038 291.49 8.00 130.00 -3.73 0.02 0.00 0.00 Open 0
903 2448 1038 1039 270.49 8.00 130.00 -34.91 0.22 0.01 0.04 Open 0
904 2449 1039 1040 81.72 8.00 130.00 -69.68 0.44 0.01 0.13 Open 0
905 2450 1040 1041 421.16 8.00 130.00 -75.99 0.49 0.06 0.15 Open 0
906 2451 1041 1042 405.65 8.00 130.00 63.76 0.41 0.05 0.11 Open 0
907 2452 1042 1043 1,109.15 8.00 130.00 12.14 0.08 0.01 0.01 Open 0
908 2453 1043 1044 428.17 8.00 130.00 -50.15 0.32 0.03 0.07 Open 0
909 2454 1044 1045 687.58 8.00 130.00 -56.46 0.36 0.06 0.09 Open 0
910 2455 1045 1046 379.69 8.00 130.00 -90.59 0.58 0.08 0.21 Open 0
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ID From Node To Node Length
(ft)

Diameter
(in) Roughness Flow

(gpm)
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(ft/s)
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(ft)
HL/1000

(ft/kft) Status Flow Reversal Count

911 2456 1046 1047 582.30 8.00 130.00 -241.00 1.54 0.76 1.31 Open 0
912 2457 1049 1050 411.77 8.00 130.00 6.31 0.04 0.00 0.00 Open 0
913 2458 1049 1051 241.65 8.00 130.00 -88.66 0.57 0.05 0.21 Open 0
914 2459 1051 1052 1,302.49 8.00 130.00 165.00 1.05 0.85 0.65 Open 0
915 2460 1052 1053 133.37 8.00 130.00 152.37 0.97 0.07 0.56 Open 0
916 2461 270 1054 205.14 8.00 130.00 196.51 1.25 0.18 0.90 Open 0
917 2462 1054 1055 998.89 8.00 130.00 183.89 1.17 0.79 0.79 Open 0
918 2463 1055 1047 344.45 8.00 130.00 163.65 1.04 0.22 0.64 Open 0
919 2464 581 583 365.81 10.00 130.00 -118.09 0.48 0.04 0.12 Open 0
920 2465 191 187 2,043.20 8.00 130.00 -138.84 0.89 0.96 0.47 Open 0
921 2467 569 1056 1,689.36 8.00 130.00 -5.93 0.04 0.00 0.00 Open 0
922 2468 1056 571 582.84 8.00 130.00 -5.50 0.04 0.00 0.00 Open 0
923 2470 1056 1058 2,143.89 8.00 130.00 -6.74 0.04 0.00 0.00 Open 0
924 2471 1058 1057 165.17 8.00 130.00 -4.26 0.03 0.00 0.00 Open 0
925 2472 1058 1059 584.95 8.00 130.00 -8.79 0.06 0.00 0.00 Open 0
926 2473 1059 508 579.69 8.00 130.00 -15.10 0.10 0.00 0.01 Open 0
927 2474 490 1060 390.64 8.00 130.00 -146.68 0.94 0.20 0.52 Open 0
928 2475 1060 1046 592.88 8.00 130.00 -104.82 0.67 0.17 0.28 Open 0
929 2476 1061 1062 443.10 8.00 130.00 -6.80 0.04 0.00 0.00 Open 0
930 2477 1062 575 221.72 8.00 130.00 -7.29 0.05 0.00 0.00 Open 0
931 2478 576 1063 229.48 8.00 130.00 5.82 0.04 0.00 0.00 Open 0
932 2479 573 1064 183.83 8.00 130.00 -3.31 0.02 0.00 0.00 Open 0
933 2480 579 1066 655.15 8.00 130.00 -30.02 0.19 0.02 0.03 Open 0
934 2481 1066 578 599.22 8.00 130.00 -34.36 0.22 0.02 0.04 Open 0
935 2482 1067 1068 253.11 8.00 130.00 -6.31 0.04 0.00 0.00 Open 0
936 2483 1068 1069 156.26 8.00 130.00 -63.49 0.41 0.02 0.11 Open 0
937 2484 1069 1070 475.04 8.00 130.00 -125.92 0.80 0.19 0.39 Open 0
938 2485 1070 1071 353.14 8.00 130.00 -83.26 0.53 0.06 0.18 Open 0
939 2486 1071 288 37.50 8.00 130.00 11.56 0.07 0.00 0.01 Open 0
940 2487 1071 287 75.49 8.00 130.00 -101.13 0.65 0.02 0.26 Open 0
941 2489 1072 1073 204.06 8.00 130.00 -172.36 1.10 0.14 0.70 Open 0
942 2490 1073 1074 599.95 8.00 130.00 -261.36 1.67 0.91 1.52 Open 0
943 2491 1074 1075 190.38 8.00 130.00 15.10 0.10 0.00 0.01 Open 0
944 2492 1074 1076 470.12 8.00 130.00 -165.10 1.05 0.31 0.65 Open 0
945 2493 1076 1077 337.51 8.00 130.00 -121.77 0.78 0.12 0.37 Open 0
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(ft/kft) Status Flow Reversal Count

946 2494 1077 1078 403.85 8.00 130.00 -81.30 0.52 0.07 0.18 Open 0
947 2495 1078 1079 382.90 8.00 130.00 16.71 0.11 0.00 0.01 Open 0
948 2496 1079 1080 329.24 8.00 130.00 62.39 0.40 0.04 0.11 Open 0
949 2497 1080 277 333.03 8.00 130.00 120.92 0.77 0.12 0.37 Open 0
950 2498 1072 1081 341.71 8.00 130.00 -20.62 0.13 0.00 0.01 Open 0
951 2499 1081 1082 361.21 8.00 130.00 -20.04 0.13 0.00 0.01 Open 0
952 2500 1082 1083 193.06 8.00 130.00 -58.22 0.37 0.02 0.09 Open 0
953 2501 1083 283 334.06 8.00 130.00 -77.73 0.50 0.05 0.16 Open 0
954 2502 1084 1085 312.55 8.00 130.00 52.90 0.34 0.02 0.08 Open 0
955 2503 1085 1086 355.68 8.00 130.00 -6.82 0.04 0.00 0.00 Open 0
956 2504 1086 572 328.42 8.00 130.00 -14.61 0.09 0.00 0.01 Open 0
957 2505 1087 1088 203.32 8.00 130.00 -11.65 0.07 0.00 0.00 Open 0
958 2506 1088 1089 133.26 8.00 130.00 -59.47 0.38 0.01 0.10 Open 0
959 2507 1089 1090 224.92 8.00 130.00 -10.90 0.07 0.00 0.00 Open 0
960 2508 1090 517 440.97 8.00 130.00 -17.21 0.11 0.00 0.01 Open 0
961 2509 517 572 694.00 8.00 130.00 -121.56 0.78 0.26 0.37 Open 0
962 2510 572 1091 782.47 8.00 130.00 -128.66 0.82 0.32 0.41 Open 0
963 2511 1091 1092 253.25 8.00 130.00 -52.69 0.34 0.02 0.08 Open 0
964 2512 1092 1093 276.56 8.00 130.00 -69.02 0.44 0.04 0.13 Open 0
965 2513 1093 1094 275.48 8.00 130.00 -75.33 0.48 0.04 0.15 Open 0
966 2514 1094 1095 220.98 8.00 130.00 -197.97 1.26 0.20 0.91 Open 0
967 2515 1095 1096 194.79 8.00 130.00 -129.62 0.83 0.08 0.41 Open 0
968 2516 1096 1097 227.98 8.00 130.00 -196.45 1.25 0.20 0.90 Open 0
969 2517 1097 1098 241.81 8.00 130.00 -14.07 0.09 0.00 0.01 Open 0
970 2518 1098 1099 354.41 8.00 130.00 -15.45 0.10 0.00 0.01 Open 0
971 2519 1099 279 313.27 8.00 130.00 -93.23 0.60 0.07 0.23 Open 0
972 2520 1100 512 278.51 8.00 130.00 -6.31 0.04 0.00 0.00 Open 0
973 2521 515 1101 461.52 8.00 130.00 -92.68 0.59 0.10 0.22 Open 0
974 2522 1101 1102 495.15 8.00 130.00 -98.99 0.63 0.12 0.25 Open 0
975 2523 1102 1092 773.04 8.00 130.00 -70.53 0.45 0.10 0.13 Open 0
976 2524 1103 1104 361.82 8.00 130.00 75.26 0.48 0.05 0.15 Open 0
977 2525 1104 1105 413.24 8.00 130.00 55.25 0.35 0.04 0.09 Open 0
978 2526 1105 1106 1,322.79 8.00 130.00 62.64 0.40 0.14 0.11 Open 0
979 2527 1106 1107 358.32 8.00 130.00 17.31 0.11 0.00 0.01 Open 0
980 2528 1107 1108 365.40 8.00 130.00 3.35 0.02 0.00 0.00 Open 0
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Coon Rapids MN 2014 Water Distribution Model Data

ID From Node To Node Length
(ft)

Diameter
(in) Roughness Flow

(gpm)
Velocity

(ft/s)
Headloss

(ft)
HL/1000

(ft/kft) Status Flow Reversal Count

981 2529 1108 1109 564.13 8.00 130.00 6.31 0.04 0.00 0.00 Open 0
982 2530 1106 1110 292.63 8.00 130.00 15.58 0.10 0.00 0.01 Open 0
983 2531 1110 1108 427.73 8.00 130.00 9.27 0.06 0.00 0.00 Open 0
984 2532 1106 1111 504.21 8.00 130.00 23.44 0.15 0.01 0.02 Open 0
985 2533 1074 1112 1,640.46 8.00 130.00 -117.67 0.75 0.57 0.35 Open 0
986 2534 1112 1113 419.65 8.00 130.00 -174.04 1.11 0.30 0.72 Open 0
987 2535 1113 1114 848.45 8.00 130.00 -169.19 1.08 0.58 0.68 Open 0
988 2536 1114 264 291.93 8.00 130.00 -251.70 1.61 0.41 1.42 Open 0
989 2537 1114 1115 317.52 8.00 130.00 76.20 0.49 0.05 0.15 Open 0
990 2538 1115 1116 316.27 8.00 130.00 5.95 0.04 0.00 0.00 Open 0
991 2539 1116 1117 323.25 8.00 130.00 -56.36 0.36 0.03 0.09 Open 0
992 2540 1117 1118 324.63 8.00 130.00 -175.78 1.12 0.24 0.73 Open 0
993 2541 1118 262 295.97 6.00 130.00 -170.87 1.94 0.83 2.81 Open 0
994 2542 1117 1119 870.85 8.00 130.00 113.10 0.72 0.28 0.32 Open 0
995 2543 1119 1120 863.54 8.00 130.00 110.90 0.71 0.27 0.31 Open 0
996 2544 503 1121 492.68 8.00 130.00 6.31 0.04 0.00 0.00 Open 0
997 2545 1122 1123 852.92 8.00 130.00 -269.67 1.72 1.38 1.61 Open 0
998 2546 1124 1125 367.63 8.00 130.00 -48.06 0.31 0.02 0.07 Open 0
999 2547 1125 1127 437.78 8.00 130.00 -48.34 0.31 0.03 0.07 Open 0
1000 2548 1127 1128 341.13 8.00 130.00 18.65 0.12 0.00 0.01 Open 0
1001 2549 158 1130 559.53 8.00 130.00 178.12 1.14 0.42 0.75 Open 0
1002 2550 527 1131 172.49 8.00 130.00 48.58 0.31 0.01 0.07 Open 0
1003 2551 1131 257 1,164.93 8.00 130.00 -10.69 0.07 0.00 0.00 Open 0
1004 2552 1132 528 723.62 8.00 130.00 -68.26 0.44 0.09 0.13 Open 0
1005 2553 525 1133 1,172.98 8.00 130.00 6.31 0.04 0.00 0.00 Open 0
1006 2554 1134 529 220.32 8.00 130.00 55.64 0.36 0.02 0.09 Open 0
1007 2555 1135 1136 233.04 8.00 130.00 -103.83 0.66 0.06 0.28 Open 0
1008 2556 1136 1137 382.23 8.00 130.00 -223.08 1.42 0.43 1.14 Open 0
1009 2557 1137 1138 1,252.14 6.00 130.00 -125.19 1.42 1.98 1.58 Open 0
1010 2558 1138 1139 401.73 6.00 130.00 -160.41 1.82 1.01 2.50 Open 0
1011 2559 1139 1140 827.84 6.00 130.00 -168.34 1.91 2.26 2.74 Open 0
1012 2560 968 1141 326.44 6.00 130.00 2.78 0.03 0.00 0.00 Open 0
1013 2561 1141 953 301.11 6.00 130.00 -3.53 0.04 0.00 0.00 Open 0
1014 2562 953 1142 461.85 6.00 130.00 6.31 0.07 0.00 0.01 Open 0
1015 2563 953 1143 327.83 6.00 130.00 6.31 0.07 0.00 0.01 Open 0

Date: Tuesday, July 08, 2014, Time: 14:15:54, Page 29

You created this PDF from an application that is not licensed to print to novaPDF printer (http://www.novapdf.com)

http://www.novapdf.com


Coon Rapids MN 2014 Water Distribution Model Data

ID From Node To Node Length
(ft)

Diameter
(in) Roughness Flow

(gpm)
Velocity

(ft/s)
Headloss

(ft)
HL/1000

(ft/kft) Status Flow Reversal Count

1016 2564 963 1144 308.47 6.00 130.00 6.31 0.07 0.00 0.01 Open 0
1017 2565 1145 1146 235.45 6.00 130.00 6.31 0.07 0.00 0.01 Open 0
1018 2566 1145 975 239.58 6.00 130.00 -23.75 0.27 0.02 0.07 Open 0
1019 2567 973 970 668.01 6.00 130.00 14.22 0.16 0.02 0.03 Open 0
1020 2568 970 971 52.13 8.00 130.00 -16.65 0.11 0.00 0.01 Open 0
1021 2569 972 973 127.59 6.00 130.00 -29.27 0.33 0.01 0.11 Open 0
1022 2570 977 1147 286.42 6.00 130.00 6.31 0.07 0.00 0.01 Open 0
1023 2571 958 408 891.78 6.00 130.00 -11.93 0.14 0.02 0.02 Open 0
1024 2572 959 947 1,296.44 6.00 130.00 -2.87 0.03 0.00 0.00 Open 0
1025 2573 955 1148 692.35 6.00 130.00 -8.06 0.09 0.01 0.01 Open 0
1026 2574 1148 948 389.13 6.00 130.00 -14.38 0.16 0.01 0.03 Open 0
1027 2575 955 950 1,181.22 6.00 130.00 5.62 0.06 0.01 0.01 Open 0
1028 2576 976 1149 588.96 6.00 130.00 6.31 0.07 0.00 0.01 Open 0
1029 2577 946 1150 814.67 6.00 130.00 7.00 0.08 0.01 0.01 Open 0
1030 2578 1150 1151 213.94 6.00 130.00 12.62 0.14 0.00 0.02 Open 0
1031 2579 1151 1152 527.70 6.00 130.00 3.39 0.04 0.00 0.00 Open 0
1032 2580 1152 1151 693.53 6.00 130.00 -2.92 0.03 0.00 0.00 Open 0
1033 2581 1150 1153 311.25 6.00 130.00 -11.93 0.14 0.01 0.02 Open 0
1034 2582 945 1154 321.03 6.00 130.00 13.22 0.15 0.01 0.02 Open 0
1035 2583 1154 1155 396.45 6.00 130.00 4.13 0.05 0.00 0.00 Open 0
1036 2584 1155 1156 927.95 6.00 130.00 -2.18 0.02 0.00 0.00 Open 0
1037 2585 1156 1157 313.71 6.00 130.00 3.53 0.04 0.00 0.00 Open 0
1038 2586 1157 1154 906.86 6.00 130.00 -2.78 0.03 0.00 0.00 Open 0
1039 2587 320 1158 496.43 6.00 130.00 6.31 0.07 0.00 0.01 Open 0
1040 2588 319 1159 1,593.39 6.00 130.00 23.35 0.26 0.11 0.07 Open 0
1041 2589 1159 1160 340.99 6.00 130.00 6.31 0.07 0.00 0.01 Open 0
1042 2590 1159 1161 417.85 6.00 130.00 10.73 0.12 0.01 0.02 Open 0
1043 2591 1161 987 521.61 6.00 130.00 4.42 0.05 0.00 0.00 Open 0
1044 2592 1162 989 555.67 6.00 130.00 -6.31 0.07 0.00 0.01 Open 0
1045 2593 315 993 310.33 6.00 130.00 19.62 0.22 0.02 0.05 Open 0
1046 2594 993 1163 686.42 6.00 130.00 17.22 0.20 0.03 0.04 Open 0
1047 2595 1163 314 313.14 6.00 130.00 4.59 0.05 0.00 0.00 Open 0
1048 2596 1163 1164 333.77 6.00 130.00 6.31 0.07 0.00 0.01 Open 0
1049 2597 994 1165 1,299.68 6.00 130.00 8.53 0.10 0.01 0.01 Open 0
1050 2598 1165 1166 322.32 6.00 130.00 22.13 0.25 0.02 0.06 Open 0
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Coon Rapids MN 2014 Water Distribution Model Data

ID From Node To Node Length
(ft)

Diameter
(in) Roughness Flow

(gpm)
Velocity

(ft/s)
Headloss

(ft)
HL/1000

(ft/kft) Status Flow Reversal Count

1051 2599 1166 313 327.44 6.00 130.00 29.31 0.33 0.04 0.11 Open 0
1052 2600 1166 1167 326.13 6.00 130.00 -13.49 0.15 0.01 0.03 Open 0
1053 2601 1167 1168 350.11 6.00 130.00 -29.09 0.33 0.04 0.11 Open 0
1054 2602 1167 307 506.00 6.00 130.00 9.29 0.11 0.01 0.01 Open 0
1055 2603 991 1169 374.39 6.00 130.00 6.31 0.07 0.00 0.01 Open 0
1056 2604 308 992 183.38 6.00 130.00 7.24 0.08 0.00 0.01 Open 0
1057 2605 992 1170 1,276.99 6.00 130.00 6.31 0.07 0.01 0.01 Open 0
1058 2607 990 1171 479.48 6.00 130.00 6.31 0.07 0.00 0.01 Open 0
1059 2608 1015 1172 561.31 6.00 130.00 35.32 0.40 0.09 0.15 Open 0
1060 2609 1172 1005 334.48 6.00 130.00 63.15 0.72 0.15 0.45 Open 0
1061 2610 1014 1173 207.41 6.00 130.00 6.31 0.07 0.00 0.01 Open 0
1062 2611 1013 1172 1,078.34 6.00 130.00 34.14 0.39 0.15 0.14 Open 0
1063 2612 1006 1174 371.11 6.00 130.00 21.80 0.25 0.02 0.06 Open 0
1064 2613 1174 1009 204.81 6.00 130.00 9.18 0.10 0.00 0.01 Open 0
1065 2614 1174 1175 325.01 6.00 130.00 6.31 0.07 0.00 0.01 Open 0
1066 2615 1004 1010 566.87 6.00 130.00 36.32 0.41 0.09 0.16 Open 0
1067 2616 1003 1011 547.77 6.00 130.00 43.03 0.49 0.12 0.22 Open 0
1068 2617 1011 1176 354.11 6.00 130.00 -4.38 0.05 0.00 0.00 Open 0
1069 2618 1012 1177 527.72 6.00 130.00 6.31 0.07 0.00 0.01 Open 0
1070 2619 311 1178 500.71 6.00 130.00 -103.10 1.17 0.55 1.10 Open 0
1071 2620 1178 1179 335.37 6.00 130.00 -109.41 1.24 0.41 1.23 Open 0
1072 2621 1179 1180 519.47 6.00 130.00 -50.75 0.58 0.15 0.30 Open 0
1073 2622 1180 1181 489.73 6.00 130.00 6.31 0.07 0.00 0.01 Open 0
1074 2623 1179 1182 351.11 6.00 130.00 -64.97 0.74 0.16 0.47 Open 0
1075 2624 1182 1183 615.59 6.00 130.00 6.31 0.07 0.00 0.01 Open 0
1076 2625 1180 1184 791.53 6.00 130.00 -63.38 0.72 0.35 0.45 Open 0
1077 2626 1184 1185 655.67 6.00 130.00 41.13 0.47 0.13 0.20 Open 0
1078 2627 1185 1182 325.68 6.00 130.00 77.59 0.88 0.21 0.65 Open 0
1079 2628 1185 1186 283.07 6.00 130.00 -42.76 0.49 0.06 0.22 Open 0
1080 2629 1186 1187 608.15 6.00 130.00 6.31 0.07 0.00 0.01 Open 0
1081 2630 1186 1188 298.71 6.00 130.00 -55.39 0.63 0.10 0.35 Open 0
1082 2631 1188 1189 503.10 6.00 130.00 -16.97 0.19 0.02 0.04 Open 0
1083 2632 1189 1190 312.09 6.00 130.00 -23.28 0.26 0.02 0.07 Open 0
1084 2633 1190 1191 824.82 6.00 130.00 -29.59 0.34 0.09 0.11 Open 0
1085 2634 1191 305 338.89 6.00 130.00 -10.86 0.12 0.01 0.02 Open 0
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Coon Rapids MN 2014 Water Distribution Model Data

ID From Node To Node Length
(ft)

Diameter
(in) Roughness Flow

(gpm)
Velocity

(ft/s)
Headloss

(ft)
HL/1000

(ft/kft) Status Flow Reversal Count

1086 2635 1191 1192 466.41 6.00 130.00 -25.04 0.28 0.04 0.08 Open 0
1087 2636 1192 1193 395.83 6.00 130.00 51.04 0.58 0.12 0.30 Open 0
1088 2637 1193 1188 214.21 6.00 130.00 44.73 0.51 0.05 0.23 Open 0
1089 2638 1192 303 364.16 6.00 130.00 -82.39 0.93 0.27 0.73 Open 0
1090 2639 303 1194 796.37 6.00 130.00 -38.25 0.43 0.14 0.18 Open 0
1091 2640 1194 1195 983.89 6.00 130.00 74.01 0.84 0.59 0.60 Open 0
1092 2641 1195 1196 319.49 6.00 130.00 25.88 0.29 0.03 0.09 Open 0
1093 2642 1196 997 320.48 6.00 130.00 42.39 0.48 0.07 0.21 Open 0
1094 2643 997 1197 319.36 6.00 130.00 27.79 0.32 0.03 0.10 Open 0
1095 2644 1197 1165 355.09 6.00 130.00 19.91 0.23 0.02 0.05 Open 0
1096 2645 1168 1198 310.68 6.00 130.00 -12.93 0.15 0.01 0.02 Open 0
1097 2646 1198 1199 610.19 6.00 130.00 -19.24 0.22 0.03 0.05 Open 0
1098 2647 1199 1200 327.55 6.00 130.00 -25.55 0.29 0.03 0.08 Open 0
1099 2648 1200 997 957.19 6.00 130.00 17.56 0.20 0.04 0.04 Open 0
1100 2649 1200 1201 336.63 6.00 130.00 -49.42 0.56 0.10 0.28 Open 0
1101 2650 1201 1196 988.60 6.00 130.00 22.82 0.26 0.07 0.07 Open 0
1102 2651 1201 304 432.14 6.00 130.00 -78.55 0.89 0.29 0.67 Open 0
1103 2652 995 1197 1,302.72 6.00 130.00 -1.58 0.02 0.00 0.00 Open 0
1104 2653 1184 300 892.80 6.00 130.00 -110.82 1.26 1.13 1.26 Open 0
1105 2654 1194 1202 366.84 6.00 130.00 -118.57 1.35 0.52 1.43 Open 0
1106 2655 1202 1203 318.00 6.00 130.00 -194.56 2.21 1.14 3.58 Open 0
1107 2656 302 1204 346.58 6.00 130.00 -63.37 0.72 0.16 0.45 Open 0
1108 2657 1204 1202 684.58 6.00 130.00 -69.68 0.79 0.37 0.53 Open 0
1109 2658 1195 1002 367.88 6.00 130.00 41.82 0.47 0.08 0.21 Open 0
1110 2659 1205 999 538.56 6.00 130.00 -6.31 0.07 0.00 0.01 Open 0
1111 2660 983 985 641.58 6.00 130.00 -1.76 0.02 0.00 0.00 Open 0
1112 2661 982 1206 445.81 6.00 130.00 6.31 0.07 0.00 0.01 Open 0
1113 2662 323 1207 833.94 6.00 130.00 -20.14 0.23 0.04 0.05 Open 0
1114 2663 295 1018 345.52 6.00 130.00 -39.99 0.45 0.07 0.19 Open 0
1115 2664 1018 1208 242.74 6.00 130.00 -49.72 0.56 0.07 0.29 Open 0
1116 2665 1208 204 626.17 6.00 130.00 -29.90 0.34 0.07 0.11 Open 0
1117 2666 205 1209 900.30 6.00 130.00 24.38 0.28 0.07 0.08 Open 0
1118 2667 1209 1210 286.53 6.00 130.00 18.07 0.21 0.01 0.04 Open 0
1119 2668 1210 297 896.15 6.00 130.00 42.77 0.49 0.19 0.22 Open 0
1120 2669 297 296 77.44 18.00 130.00 312.90 0.39 0.00 0.04 Open 0
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Coon Rapids MN 2014 Water Distribution Model Data

ID From Node To Node Length
(ft)

Diameter
(in) Roughness Flow
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HL/1000

(ft/kft) Status Flow Reversal Count

1121 2670 298 1211 898.12 6.00 130.00 -49.74 0.56 0.26 0.29 Open 0
1122 2671 1211 369 362.04 6.00 130.00 -95.26 1.08 0.35 0.95 Open 0
1123 2672 1211 1210 418.56 6.00 130.00 39.21 0.44 0.08 0.18 Open 0
1124 2673 1210 J132 263.35 6.00 130.00 8.20 0.09 0.00 0.01 Open 0
1125 2674 1212 1208 254.35 6.00 130.00 26.13 0.30 0.02 0.09 Open 0
1126 2675 1061 1063 729.14 6.00 130.00 0.49 0.01 0.00 0.00 Open 0
1127 2676 1213 574 143.92 6.00 130.00 -3.44 0.04 0.00 0.00 Open 0
1128 2677 1065 1214 611.51 6.00 130.00 22.44 0.25 0.04 0.07 Open 0
1129 2678 1214 1215 641.17 6.00 130.00 14.15 0.16 0.02 0.03 Open 0
1130 2679 1215 1216 516.64 6.00 130.00 7.84 0.09 0.00 0.01 Open 0
1131 2680 1216 1217 561.08 6.00 130.00 -2.11 0.02 0.00 0.00 Open 0
1132 2681 1217 579 188.88 6.00 130.00 -11.09 0.13 0.00 0.02 Open 0
1133 2682 1217 1218 1,003.01 6.00 130.00 2.67 0.03 0.00 0.00 Open 0
1134 2683 1218 1216 367.75 6.00 130.00 -3.64 0.04 0.00 0.00 Open 0
1135 2684 1066 1214 1,225.32 6.00 130.00 -1.97 0.02 0.00 0.00 Open 0
1136 2685 578 1065 1,180.35 6.00 130.00 -10.71 0.12 0.02 0.02 Open 0
1137 2686 522 1219 642.64 6.00 130.00 9.52 0.11 0.01 0.01 Open 0
1138 2687 1219 1220 310.78 6.00 130.00 17.07 0.19 0.01 0.04 Open 0
1139 2688 1220 1221 351.97 6.00 130.00 10.76 0.12 0.01 0.02 Open 0
1140 2689 1221 1222 322.89 6.00 130.00 16.20 0.18 0.01 0.04 Open 0
1141 2690 1222 1223 508.38 6.00 130.00 12.98 0.15 0.01 0.02 Open 0
1142 2691 1223 1224 483.91 6.00 130.00 -7.74 0.09 0.00 0.01 Open 0
1143 2692 1224 1225 318.88 6.00 130.00 -14.05 0.16 0.01 0.03 Open 0
1144 2693 1225 1226 330.96 6.00 130.00 -23.46 0.27 0.02 0.07 Open 0
1145 2694 1226 1088 374.41 6.00 130.00 -41.52 0.47 0.08 0.20 Open 0
1146 2695 1222 1225 661.34 6.00 130.00 -3.09 0.04 0.00 0.00 Open 0
1147 2696 1221 1226 661.34 6.00 130.00 -11.75 0.13 0.01 0.02 Open 0
1148 2697 1219 521 946.20 6.00 130.00 -13.86 0.16 0.03 0.03 Open 0
1149 2698 1223 577 212.25 6.00 130.00 14.41 0.16 0.01 0.03 Open 0
1150 2699 577 1227 172.69 6.00 130.00 62.60 0.71 0.08 0.44 Open 0
1151 2700 1227 1228 584.82 6.00 130.00 6.31 0.07 0.00 0.01 Open 0
1152 2701 1227 1229 400.22 6.00 130.00 49.98 0.57 0.12 0.29 Open 0
1153 2702 1229 286 980.15 6.00 130.00 -11.60 0.13 0.02 0.02 Open 0
1154 2703 1229 1230 400.00 6.00 130.00 55.28 0.63 0.14 0.35 Open 0
1155 2704 1230 1070 830.70 6.00 130.00 48.97 0.56 0.23 0.28 Open 0
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1156 2705 1232 291 142.23 6.00 130.00 5.91 0.07 0.00 0.01 Open 0
1157 2706 497 1233 385.94 6.00 130.00 -57.54 0.65 0.14 0.37 Open 0
1158 2707 1233 496 576.13 6.00 130.00 -19.60 0.22 0.03 0.05 Open 0
1159 2708 1233 1234 242.67 6.00 130.00 -44.24 0.50 0.06 0.23 Open 0
1160 2709 1234 1235 234.30 6.00 130.00 -50.55 0.57 0.07 0.29 Open 0
1161 2710 1235 1236 248.19 6.00 130.00 -36.08 0.41 0.04 0.16 Open 0
1162 2711 1235 495 618.30 6.00 130.00 -20.79 0.24 0.04 0.06 Open 0
1163 2712 1236 491 248.46 6.00 130.00 -42.39 0.48 0.05 0.21 Open 0
1164 2713 491 1237 224.31 6.00 130.00 -41.66 0.47 0.05 0.21 Open 0
1165 2714 1237 1238 360.44 6.00 130.00 24.90 0.28 0.03 0.08 Open 0
1166 2715 1238 492 215.51 6.00 130.00 18.59 0.21 0.01 0.05 Open 0
1167 2716 494 1073 1,101.21 6.00 130.00 -82.70 0.94 0.81 0.73 Open 0
1168 2717 1237 1239 339.00 6.00 130.00 -72.87 0.83 0.20 0.58 Open 0
1169 2718 1239 1240 396.62 6.00 130.00 -48.57 0.55 0.11 0.27 Open 0
1170 2719 1240 499 285.10 6.00 130.00 -91.80 1.04 0.25 0.89 Open 0
1171 2720 1240 1241 369.05 6.00 130.00 36.92 0.42 0.06 0.16 Open 0
1172 2721 1239 1241 410.29 6.00 130.00 -30.61 0.35 0.05 0.12 Open 0
1173 2722 1242 1060 359.95 6.00 130.00 21.51 0.24 0.02 0.06 Open 0
1174 2723 1060 1243 282.60 6.00 130.00 -26.67 0.30 0.03 0.09 Open 0
1175 2724 1243 1244 643.46 6.00 130.00 -32.98 0.37 0.09 0.13 Open 0
1176 2725 1244 1046 295.70 6.00 130.00 -39.29 0.45 0.05 0.18 Open 0
1177 2726 1242 1045 647.37 6.00 130.00 -27.82 0.32 0.06 0.10 Open 0
1178 2727 1043 1245 813.93 6.00 130.00 55.98 0.64 0.29 0.36 Open 0
1179 2728 1245 1246 333.04 6.00 130.00 8.51 0.10 0.00 0.01 Open 0
1180 2729 1246 1247 342.26 6.00 130.00 -33.98 0.39 0.05 0.14 Open 0
1181 2730 1247 1248 192.37 6.00 130.00 -86.02 0.98 0.15 0.79 Open 0
1182 2731 1248 1039 674.02 6.00 130.00 -28.46 0.32 0.07 0.10 Open 0
1183 2732 1038 1249 392.86 6.00 130.00 24.87 0.28 0.03 0.08 Open 0
1184 2733 1249 1248 597.51 6.00 130.00 18.56 0.21 0.03 0.05 Open 0
1185 2734 1248 1042 411.78 6.00 130.00 -45.31 0.51 0.10 0.24 Open 0
1186 2735 1247 485 690.76 6.00 130.00 45.72 0.52 0.17 0.24 Open 0
1187 2736 486 1246 660.45 6.00 130.00 -36.19 0.41 0.10 0.16 Open 0
1188 2737 487 1250 337.53 6.00 130.00 -28.54 0.32 0.03 0.10 Open 0
1189 2738 1250 1245 326.92 6.00 130.00 -41.16 0.47 0.07 0.20 Open 0
1190 2739 1250 1251 356.03 6.00 130.00 6.31 0.07 0.00 0.01 Open 0
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Coon Rapids MN 2014 Water Distribution Model Data

ID From Node To Node Length
(ft)

Diameter
(in) Roughness Flow

(gpm)
Velocity

(ft/s)
Headloss

(ft)
HL/1000

(ft/kft) Status Flow Reversal Count

1191 2740 489 1252 772.26 6.00 130.00 6.31 0.07 0.00 0.01 Open 0
1192 2741 488 1253 613.31 6.00 130.00 127.56 1.45 1.00 1.64 Open 0
1193 2742 1253 1254 635.33 6.00 130.00 19.62 0.22 0.03 0.05 Open 0
1194 2743 1254 1255 612.08 6.00 130.00 69.32 0.79 0.32 0.53 Open 0
1195 2744 1255 1256 133.45 6.00 130.00 110.61 1.26 0.17 1.26 Open 0
1196 2745 1256 1257 297.43 6.00 130.00 104.30 1.18 0.34 1.13 Open 0
1197 2746 1257 1258 216.63 6.00 130.00 8.29 0.09 0.00 0.01 Open 0
1198 2747 1258 1253 801.77 6.00 130.00 -101.63 1.15 0.86 1.07 Open 0
1199 2748 1258 1259 496.59 6.00 130.00 103.61 1.18 0.55 1.11 Open 0
1200 2749 1260 1257 678.71 6.00 130.00 -89.71 1.02 0.58 0.85 Open 0
1201 2750 1261 1255 343.14 6.00 130.00 47.61 0.54 0.09 0.26 Open 0
1202 2751 1261 1262 351.40 6.00 130.00 -53.92 0.61 0.12 0.33 Open 0
1203 2752 1262 1263 597.70 6.00 130.00 -60.23 0.68 0.24 0.41 Open 0
1204 2753 1263 1254 356.80 6.00 130.00 56.01 0.64 0.13 0.36 Open 0
1205 2754 1263 1264 173.86 6.00 130.00 -122.55 1.39 0.26 1.52 Open 0
1206 2755 1264 1265 210.24 6.00 130.00 -92.92 1.05 0.19 0.91 Open 0
1207 2756 1265 484 192.43 6.00 130.00 -147.79 1.68 0.41 2.15 Open 0
1208 2757 1264 1266 219.07 6.00 130.00 -35.94 0.41 0.03 0.16 Open 0
1209 2758 1266 1267 366.89 6.00 130.00 -42.25 0.48 0.08 0.21 Open 0
1210 2759 1267 1265 290.48 6.00 130.00 -48.56 0.55 0.08 0.27 Open 0
1211 2760 1033 361 262.90 6.00 130.00 -53.85 0.61 0.09 0.33 Open 0
1212 2761 1269 366 1,009.63 6.00 130.00 -0.43 0.00 0.00 0.00 Open 0
1213 2762 1270 1268 608.15 6.00 130.00 -6.31 0.07 0.00 0.01 Open 0
1214 2763 1271 368 243.83 6.00 130.00 59.12 0.67 0.10 0.39 Open 0
1215 2764 199 1036 69.64 6.00 130.00 12.62 0.14 0.00 0.02 Open 0
1216 2765 1041 1053 512.19 8.00 130.00 -146.06 0.93 0.27 0.52 Open 0
1217 2766 1052 1272 454.63 6.00 130.00 6.31 0.07 0.00 0.01 Open 0
1218 2767 1048 1055 1,285.88 6.00 130.00 -13.93 0.16 0.03 0.03 Open 0
1219 2768 352 1028 638.59 6.00 130.00 3.71 0.04 0.00 0.00 Open 0
1220 2769 354 1025 801.88 6.00 130.00 46.64 0.53 0.20 0.25 Open 0
1221 2770 941 1273 1,141.38 6.00 130.00 18.02 0.20 0.05 0.04 Open 0
1222 2771 1273 1274 333.67 6.00 130.00 24.90 0.28 0.03 0.08 Open 0
1223 2772 1274 1275 825.83 6.00 130.00 8.00 0.09 0.01 0.01 Open 0
1224 2773 1275 942 320.09 6.00 130.00 -37.61 0.43 0.05 0.17 Open 0
1225 2774 942 1273 819.55 6.00 130.00 13.19 0.15 0.02 0.02 Open 0
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Coon Rapids MN 2014 Water Distribution Model Data

ID From Node To Node Length
(ft)

Diameter
(in) Roughness Flow

(gpm)
Velocity

(ft/s)
Headloss

(ft)
HL/1000

(ft/kft) Status Flow Reversal Count

1226 2775 331 1276 280.26 6.00 130.00 -38.41 0.44 0.05 0.18 Open 0
1227 2776 1276 1275 92.96 6.00 130.00 -39.30 0.45 0.02 0.18 Open 0
1228 2777 1276 1277 927.09 6.00 130.00 -5.43 0.06 0.00 0.00 Open 0
1229 2778 1277 332 450.82 6.00 130.00 -1.14 0.01 0.00 0.00 Open 0
1230 2779 1278 1279 640.93 6.00 130.00 6.31 0.07 0.00 0.01 Open 0
1231 2780 1278 1280 345.97 6.00 130.00 -4.64 0.05 0.00 0.00 Open 0
1232 2781 1280 1281 322.94 6.00 130.00 -10.95 0.12 0.01 0.02 Open 0
1233 2782 1281 606 315.44 6.00 130.00 -23.57 0.27 0.02 0.07 Open 0
1234 2783 1282 1281 622.61 6.00 130.00 -6.31 0.07 0.00 0.01 Open 0
1235 2784 915 1283 369.16 6.00 130.00 3.02 0.03 0.00 0.00 Open 0
1236 2785 1283 1284 353.08 6.00 130.00 0.75 0.01 0.00 0.00 Open 0
1237 2786 1284 603 1,177.55 6.00 130.00 -3.04 0.03 0.00 0.00 Open 0
1238 2787 1284 602 405.72 6.00 130.00 -2.53 0.03 0.00 0.00 Open 0
1239 2788 604 1283 1,471.44 6.00 130.00 4.04 0.05 0.00 0.00 Open 0
1240 2789 603 338 1,920.88 6.00 130.00 2.55 0.03 0.00 0.00 Open 0
1241 2790 884 1285 288.63 6.00 130.00 -8.73 0.10 0.00 0.01 Open 0
1242 2791 1285 339 74.29 6.00 130.00 -20.68 0.23 0.00 0.06 Open 0
1243 2792 1285 J90 358.10 6.00 130.00 5.64 0.06 0.00 0.01 Open 0
1244 2793 1286 885 678.95 6.00 130.00 3.89 0.04 0.00 0.00 Open 0
1245 2794 1286 340 312.57 6.00 130.00 -10.87 0.12 0.01 0.02 Open 0
1246 2795 436 1287 773.18 6.00 130.00 70.18 0.80 0.42 0.54 Open 0
1247 2796 337 1288 657.26 6.00 130.00 -73.82 0.84 0.39 0.59 Open 0
1248 2797 1288 1287 445.81 6.00 130.00 -63.87 0.72 0.20 0.45 Open 0
1249 2798 1288 912 796.64 6.00 130.00 -16.26 0.18 0.03 0.04 Open 0
1250 2799 934 935 559.42 6.00 130.00 -1.61 0.02 0.00 0.00 Open 0
1251 2800 929 1289 292.82 6.00 130.00 12.62 0.14 0.01 0.02 Open 0
1252 2801 1289 1290 322.85 6.00 130.00 3.87 0.04 0.00 0.00 Open 0
1253 2802 1290 1289 1,026.99 6.00 130.00 -2.44 0.03 0.00 0.00 Open 0
1254 2803 924 1291 680.73 6.00 130.00 -23.01 0.26 0.05 0.07 Open 0
1255 2804 1291 923 681.36 6.00 130.00 -29.32 0.33 0.07 0.11 Open 0
1256 2805 397 1292 385.21 6.00 130.00 112.16 1.27 0.50 1.29 Open 0
1257 2806 1292 1293 365.49 6.00 130.00 35.40 0.40 0.06 0.15 Open 0
1258 2807 1293 1294 365.54 6.00 130.00 -40.67 0.46 0.07 0.20 Open 0
1259 2808 1294 920 366.49 6.00 130.00 9.10 0.10 0.00 0.01 Open 0
1260 2809 920 1295 367.96 6.00 130.00 -45.21 0.51 0.09 0.24 Open 0

Date: Tuesday, July 08, 2014, Time: 14:15:54, Page 36

You created this PDF from an application that is not licensed to print to novaPDF printer (http://www.novapdf.com)

http://www.novapdf.com


Coon Rapids MN 2014 Water Distribution Model Data

ID From Node To Node Length
(ft)

Diameter
(in) Roughness Flow

(gpm)
Velocity

(ft/s)
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(ft)
HL/1000

(ft/kft) Status Flow Reversal Count

1261 2810 462 1292 1,319.51 6.00 130.00 -70.45 0.80 0.72 0.55 Open 0
1262 2811 463 1293 1,247.27 6.00 130.00 -69.76 0.79 0.67 0.54 Open 0
1263 2812 1294 1296 1,002.49 6.00 130.00 23.31 0.26 0.07 0.07 Open 0
1264 2813 1296 919 342.90 6.00 130.00 17.00 0.19 0.01 0.04 Open 0
1265 2814 1294 1297 679.11 6.00 130.00 -79.39 0.90 0.46 0.68 Open 0
1266 2815 1297 902 280.04 6.00 130.00 -154.99 1.76 0.66 2.35 Open 0
1267 2816 1297 1298 653.69 6.00 130.00 69.29 0.79 0.35 0.53 Open 0
1268 2817 1298 920 492.82 6.00 130.00 45.77 0.52 0.12 0.25 Open 0
1269 2818 617 1299 358.33 6.00 130.00 44.73 0.51 0.08 0.24 Open 0
1270 2819 1299 620 1,181.20 6.00 130.00 38.42 0.44 0.21 0.18 Open 0
1271 2820 1300 620 319.08 6.00 130.00 -175.01 1.99 0.94 2.94 Open 0
1272 2821 1300 1301 328.58 6.00 130.00 80.06 0.91 0.23 0.69 Open 0
1273 2822 1301 1302 778.39 6.00 130.00 73.75 0.84 0.46 0.59 Open 0
1274 2823 1302 883 332.28 6.00 130.00 67.43 0.77 0.17 0.50 Open 0
1275 2824 898 1303 665.92 6.00 130.00 70.05 0.79 0.36 0.54 Open 0
1276 2825 1303 1304 1,325.04 6.00 130.00 27.90 0.32 0.13 0.10 Open 0
1277 2826 1304 1305 669.20 6.00 130.00 21.59 0.24 0.04 0.06 Open 0
1278 2827 1305 897 328.83 6.00 130.00 51.12 0.58 0.10 0.30 Open 0
1279 2828 623 1306 649.89 6.00 130.00 -15.83 0.18 0.02 0.03 Open 0
1280 2829 1306 1307 1,377.40 6.00 130.00 -22.14 0.25 0.09 0.06 Open 0
1281 2830 1307 1308 349.64 6.00 130.00 -28.45 0.32 0.04 0.10 Open 0
1282 2831 1308 899 943.49 8.00 130.00 7.34 0.05 0.00 0.00 Open 0
1283 2832 1309 890 902.02 6.00 130.00 -118.10 1.34 1.28 1.42 Open 0
1284 2833 890 1310 549.05 6.00 130.00 155.04 1.76 1.29 2.35 Open 0
1285 2834 1310 889 410.16 6.00 130.00 155.09 1.76 0.96 2.35 Open 0
1286 2835 1309 1310 1,537.51 6.00 130.00 6.36 0.07 0.01 0.01 Open 0
1287 2836 888 1311 997.51 6.00 130.00 3.31 0.04 0.00 0.00 Open 0
1288 2837 1311 1312 336.45 6.00 130.00 3.17 0.04 0.00 0.00 Open 0
1289 2838 1312 1313 1,034.49 6.00 130.00 -3.14 0.04 0.00 0.00 Open 0
1290 2839 1313 1314 401.88 6.00 130.00 -9.45 0.11 0.01 0.01 Open 0
1291 2840 1314 1311 1,080.13 6.00 130.00 6.17 0.07 0.01 0.01 Open 0
1292 2841 1314 886 300.87 6.00 130.00 -21.93 0.25 0.02 0.06 Open 0
1293 2842 461 1315 374.46 6.00 130.00 -112.86 1.28 0.49 1.30 Open 0
1294 2843 1315 1316 1,106.55 6.00 130.00 -38.02 0.43 0.19 0.17 Open 0
1295 2846 613 1317 2,077.42 6.00 130.00 86.45 0.98 1.65 0.80 Open 0
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ID From Node To Node Length
(ft)
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Headloss

(ft)
HL/1000

(ft/kft) Status Flow Reversal Count

1296 2847 1317 1318 364.51 6.00 130.00 -127.47 1.45 0.60 1.63 Open 0
1297 2848 1318 615 725.55 6.00 130.00 -70.94 0.81 0.40 0.55 Open 0
1298 2849 615 614 1,323.73 6.00 130.00 -38.82 0.44 0.24 0.18 Open 0
1299 2850 614 1319 922.49 6.00 130.00 68.78 0.78 0.48 0.52 Open 0
1300 2851 1319 1318 364.19 6.00 130.00 62.47 0.71 0.16 0.44 Open 0
1301 2852 1318 617 321.41 6.00 130.00 -0.37 0.00 0.00 0.00 Open 0
1302 2853 1317 1320 333.53 6.00 130.00 207.61 2.36 1.35 4.03 Open 0
1303 2854 1320 880 1,112.63 6.00 130.00 75.01 0.85 0.68 0.61 Open 0
1304 2855 1320 1321 370.30 6.00 130.00 126.29 1.43 0.59 1.61 Open 0
1305 2856 1321 876 733.46 6.00 130.00 51.15 0.58 0.22 0.30 Open 0
1306 2857 1321 1322 347.74 6.00 130.00 68.83 0.78 0.18 0.52 Open 0
1307 2858 1322 874 794.78 6.00 130.00 24.21 0.27 0.06 0.08 Open 0
1308 2859 1322 1323 380.57 6.00 130.00 38.31 0.43 0.07 0.18 Open 0
1309 2860 1323 879 370.69 6.00 130.00 8.60 0.10 0.00 0.01 Open 0
1310 2861 879 1324 454.88 6.00 130.00 28.88 0.33 0.05 0.10 Open 0
1311 2862 1324 J82 711.14 6.00 130.00 -52.65 0.60 0.23 0.32 Open 0
1312 2863 872 1323 792.03 6.00 130.00 -23.39 0.27 0.06 0.07 Open 0
1313 2864 878 1325 1,116.41 6.00 130.00 57.29 0.65 0.42 0.37 Open 0
1314 2865 1325 1324 839.59 6.00 130.00 -75.23 0.85 0.52 0.62 Open 0
1315 2866 873 1326 329.59 6.00 130.00 -27.53 0.31 0.03 0.10 Open 0
1316 2867 1326 1327 705.08 6.00 130.00 -10.81 0.12 0.01 0.02 Open 0
1317 2868 1327 875 1,334.90 6.00 130.00 6.78 0.08 0.01 0.01 Open 0
1318 2869 1325 871 329.63 6.00 130.00 126.21 1.43 0.53 1.60 Open 0
1319 2870 871 1328 286.74 6.00 130.00 -98.31 1.12 0.29 1.01 Open 0
1320 2871 1328 1329 397.96 6.00 130.00 -57.38 0.65 0.15 0.37 Open 0
1321 2872 1329 1330 1,285.61 6.00 130.00 -25.96 0.29 0.11 0.09 Open 0
1322 2873 1330 869 307.60 6.00 130.00 -117.24 1.33 0.43 1.40 Open 0
1323 2874 1330 1328 994.70 6.00 130.00 47.24 0.54 0.26 0.26 Open 0
1324 2875 1329 1330 643.42 6.00 130.00 -37.73 0.43 0.11 0.17 Open 0
1325 2876 877 1331 1,966.74 6.00 130.00 -9.27 0.11 0.02 0.01 Open 0
1326 2877 1331 1327 329.81 6.00 130.00 23.90 0.27 0.02 0.07 Open 0
1327 2878 1326 1332 1,338.23 6.00 130.00 -23.03 0.26 0.09 0.07 Open 0
1328 2879 1332 1331 298.86 6.00 130.00 39.48 0.45 0.06 0.19 Open 0
1329 2880 1332 868 366.79 6.00 130.00 -68.82 0.78 0.19 0.52 Open 0
1330 2881 435 848 1,420.97 6.00 130.00 -88.69 1.01 1.19 0.84 Open 0
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1331 2882 434 848 856.58 8.00 130.00 -40.78 0.26 0.04 0.05 Open 0
1332 2883 432 601 1,290.25 6.00 130.00 -61.42 0.70 0.55 0.42 Open 0
1333 2884 428 1333 582.35 6.00 130.00 115.95 1.32 0.80 1.37 Open 0
1334 2885 1333 839 878.94 8.00 130.00 109.64 0.70 0.27 0.30 Open 0
1335 2886 594 1334 347.55 6.00 130.00 -126.72 1.44 0.56 1.62 Open 0
1336 2887 1334 1335 366.63 6.00 130.00 -82.57 0.94 0.27 0.73 Open 0
1337 2888 1335 1336 369.94 6.00 130.00 -139.73 1.59 0.72 1.94 Open 0
1338 2889 1336 183 420.96 6.00 130.00 -118.22 1.34 0.60 1.42 Open 0
1339 2890 427 1334 1,328.50 6.00 130.00 2.12 0.02 0.00 0.00 Open 0
1340 2891 425 1335 1,328.09 6.00 130.00 -20.54 0.23 0.07 0.06 Open 0
1341 2892 424 1336 1,325.97 6.00 130.00 -61.43 0.70 0.56 0.42 Open 0
1342 2893 592 1337 347.32 6.00 130.00 30.65 0.35 0.04 0.12 Open 0
1343 2894 1337 1334 626.17 6.00 130.00 48.33 0.55 0.17 0.27 Open 0
1344 2895 1335 1338 619.81 6.00 130.00 30.31 0.34 0.07 0.11 Open 0
1345 2896 1338 1337 369.88 6.00 130.00 24.00 0.27 0.03 0.07 Open 0
1346 2897 1336 1339 218.46 6.00 130.00 -89.25 1.01 0.18 0.84 Open 0
1347 2898 1339 157 938.93 6.00 130.00 -95.56 1.08 0.90 0.96 Open 0
1348 2899 845 842 667.62 6.00 130.00 24.15 0.27 0.05 0.08 Open 0
1349 2900 841 846 954.66 6.00 130.00 -4.98 0.06 0.00 0.00 Open 0
1350 2901 840 597 984.49 6.00 130.00 -34.59 0.39 0.14 0.15 Open 0
1351 2902 598 837 659.93 6.00 130.00 -32.54 0.37 0.09 0.13 Open 0
1352 2903 595 1340 682.99 6.00 130.00 -76.09 0.86 0.43 0.63 Open 0
1353 2904 1340 598 343.95 6.00 130.00 0.61 0.01 0.00 0.00 Open 0
1354 2905 595 1341 667.36 6.00 130.00 -46.64 0.53 0.17 0.25 Open 0
1355 2906 1341 1340 808.90 6.00 130.00 -52.95 0.60 0.26 0.32 Open 0
1356 2907 1340 593 633.44 6.00 130.00 -135.96 1.54 1.17 1.84 Open 0
1357 2908 591 1342 1,063.00 6.00 130.00 -101.86 1.16 1.15 1.08 Open 0
1358 2909 1342 1343 516.59 6.00 130.00 -48.95 0.56 0.14 0.28 Open 0
1359 2910 1343 1344 295.26 6.00 130.00 -21.71 0.25 0.02 0.06 Open 0
1360 2911 1344 835 522.94 6.00 130.00 -28.02 0.32 0.05 0.10 Open 0
1361 2912 835 1345 319.95 6.00 130.00 -40.65 0.46 0.06 0.20 Open 0
1362 2913 1345 1346 325.70 6.00 130.00 -80.51 0.91 0.23 0.70 Open 0
1363 2914 1346 1342 1,274.67 6.00 130.00 59.22 0.67 0.50 0.40 Open 0
1364 2915 1343 1345 963.01 6.00 130.00 -33.55 0.38 0.13 0.14 Open 0
1365 2916 1346 1347 160.21 6.00 130.00 -146.03 1.66 0.34 2.10 Open 0
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1366 2917 1347 154 145.40 6.00 130.00 -101.61 1.15 0.16 1.07 Open 0
1367 2918 1347 1348 631.41 6.00 130.00 -50.74 0.58 0.19 0.30 Open 0
1368 2919 153 1348 691.14 6.00 130.00 57.05 0.65 0.25 0.37 Open 0
1369 2920 342 1349 589.73 8.00 130.00 -497.04 3.17 2.95 5.00 Open 0
1370 2921 1349 857 859.44 8.00 130.00 -375.39 2.40 2.56 2.98 Open 0
1371 2922 1349 1350 845.39 6.00 130.00 -127.97 1.45 1.39 1.65 Open 0
1372 2923 1350 1351 315.95 6.00 130.00 19.88 0.23 0.02 0.05 Open 0
1373 2924 1351 343 256.02 6.00 130.00 171.23 1.94 0.72 2.82 Open 0
1374 2925 1351 858 1,059.68 6.00 130.00 -157.66 1.79 2.57 2.42 Open 0
1375 2926 1350 859 1,102.45 6.00 130.00 -154.16 1.75 2.56 2.32 Open 0
1376 2927 857 860 1,212.78 6.00 130.00 -109.21 1.24 1.49 1.23 Open 0
1377 2928 856 861 704.60 6.00 130.00 -89.56 1.02 0.60 0.85 Open 0
1378 2929 345 1352 795.57 6.00 130.00 85.56 0.97 0.62 0.78 Open 0
1379 2930 1352 859 757.54 6.00 130.00 89.26 1.01 0.64 0.85 Open 0
1380 2931 1352 1353 468.94 6.00 130.00 -10.02 0.11 0.01 0.01 Open 0
1381 2932 1353 860 775.71 6.00 130.00 81.62 0.93 0.56 0.72 Open 0
1382 2933 861 1354 793.97 6.00 130.00 -93.24 1.06 0.73 0.92 Open 0
1383 2934 1354 1353 323.20 6.00 130.00 97.95 1.11 0.32 1.00 Open 0
1384 2935 1354 866 318.87 6.00 130.00 -197.50 2.24 1.17 3.68 Open 0
1385 2936 864 863 929.11 6.00 130.00 -121.53 1.38 1.39 1.50 Open 0
1386 2938 935 610 57.54 8.00 130.00 -12.62 0.08 0.00 0.01 Open 0
1387 2939 1278 333 1,451.45 6.00 130.00 -7.98 0.09 0.01 0.01 Open 0
1388 2940 1168 306 576.62 6.00 130.00 -22.47 0.25 0.04 0.07 Open 0
1389 2941 1156 321 335.76 6.00 130.00 -12.02 0.14 0.01 0.02 Open 0
1390 2942 944 1153 473.12 6.00 130.00 18.24 0.21 0.02 0.04 Open 0
1391 2943 1207 324 549.25 6.00 130.00 -26.45 0.30 0.05 0.09 Open 0
1392 2944 459 396 281.17 12.00 130.00 -79.99 0.23 0.01 0.02 Open 0
1393 2945 623 624 51.45 6.00 130.00 253.40 2.88 0.30 5.83 Open 0
1394 2946 770 867 1,036.95 6.00 130.00 24.20 0.27 0.08 0.08 Open 0
1395 2947 862 849 852.33 6.00 130.00 -81.29 0.92 0.61 0.71 Open 0
1396 2948 866 850 432.02 6.00 130.00 -94.90 1.08 0.41 0.95 Open 0
1397 2949 850 J92 389.44 8.00 130.00 -482.68 3.08 1.85 4.74 Open 0
1398 2950 849 1355 606.36 6.00 130.00 67.28 0.76 0.30 0.50 Open 0
1399 2951 1355 1356 864.93 6.00 130.00 60.97 0.69 0.36 0.42 Open 0
1400 2952 1356 1357 2,360.20 6.00 130.00 21.02 0.24 0.14 0.06 Open 0
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Coon Rapids MN 2014 Water Distribution Model Data

ID From Node To Node Length
(ft)

Diameter
(in) Roughness Flow

(gpm)
Velocity

(ft/s)
Headloss

(ft)
HL/1000

(ft/kft) Status Flow Reversal Count

1401 2953 1357 1356 987.49 6.00 130.00 -33.64 0.38 0.14 0.14 Open 0
1402 2954 165 1358 1,351.77 6.00 130.00 130.82 1.48 2.32 1.72 Open 0
1403 2955 1358 1357 364.07 6.00 130.00 37.11 0.42 0.06 0.17 Open 0
1404 2956 1357 149 1,899.52 6.00 130.00 85.46 0.97 1.48 0.78 Open 0
1405 2957 1358 1359 1,145.12 6.00 130.00 87.41 0.99 0.93 0.81 Open 0
1406 2958 1359 1360 199.88 6.00 130.00 86.40 0.98 0.16 0.80 Open 0
1407 2959 1360 148 862.77 6.00 130.00 55.62 0.63 0.30 0.35 Open 0
1408 2960 1360 147 1,009.65 6.00 130.00 24.48 0.28 0.08 0.08 Open 0
1409 2961 1359 145 1,662.27 6.00 130.00 -5.31 0.06 0.01 0.00 Open 0
1410 2962 145 797 1,738.87 6.00 130.00 80.44 0.91 1.21 0.70 Open 0
1411 2963 797 1361 414.12 6.00 130.00 53.24 0.60 0.13 0.32 Open 0
1412 2964 1361 795 575.51 6.00 130.00 -17.45 0.20 0.02 0.04 Open 0
1413 2965 795 800 922.17 6.00 130.00 -19.87 0.23 0.05 0.05 Open 0
1414 2966 801 794 640.38 6.00 130.00 29.44 0.33 0.07 0.11 Open 0
1415 2967 794 1362 342.43 6.00 130.00 54.67 0.62 0.12 0.34 Open 0
1416 2968 1362 791 731.93 6.00 130.00 19.47 0.22 0.04 0.05 Open 0
1417 2969 1361 793 356.14 6.00 130.00 64.38 0.73 0.16 0.46 Open 0
1418 2970 1362 790 1,104.50 6.00 130.00 28.90 0.33 0.12 0.10 Open 0
1419 2971 793 413 1,346.46 6.00 130.00 43.75 0.50 0.30 0.23 Open 0
1420 2972 J150 759 1,311.93 6.00 130.00 -32.74 0.37 0.17 0.13 Open 0
1421 2973 169 J150 23.19 8.00 130.00 -98.27 0.63 0.01 0.25 Open 0
1422 2974 1363 758 1,332.03 6.00 130.00 -4.99 0.06 0.01 0.00 Open 0
1423 2975 758 757 1,319.43 6.00 130.00 8.27 0.09 0.01 0.01 Open 0
1424 2976 755 759 1,343.57 6.00 130.00 36.02 0.41 0.21 0.16 Open 0
1425 2977 1363 376 676.99 6.00 130.00 -73.16 0.83 0.40 0.58 Open 0
1426 2978 376 1364 457.59 6.00 130.00 -69.12 0.78 0.24 0.53 Open 0
1427 2979 1364 1365 1,063.25 6.00 130.00 -15.94 0.18 0.04 0.03 Open 0
1428 2980 1365 1366 283.80 6.00 130.00 -70.84 0.80 0.16 0.55 Open 0
1429 2981 1366 1367 333.84 6.00 130.00 -26.74 0.30 0.03 0.09 Open 0
1430 2982 1367 1368 335.67 6.00 130.00 -73.84 0.84 0.20 0.59 Open 0
1431 2983 1368 1369 330.79 6.00 130.00 -74.48 0.85 0.20 0.60 Open 0
1432 2984 1369 1370 210.88 6.00 130.00 -56.64 0.64 0.08 0.36 Open 0
1433 2985 1370 1371 235.75 6.00 130.00 -82.39 0.93 0.17 0.73 Open 0
1434 2986 1371 1372 312.64 6.00 130.00 -70.39 0.80 0.17 0.54 Open 0
1435 2987 1373 1374 240.16 6.00 130.00 -47.07 0.53 0.06 0.26 Open 0
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Coon Rapids MN 2014 Water Distribution Model Data

ID From Node To Node Length
(ft)

Diameter
(in) Roughness Flow

(gpm)
Velocity

(ft/s)
Headloss

(ft)
HL/1000

(ft/kft) Status Flow Reversal Count

1436 2988 1374 764 372.77 6.00 130.00 18.27 0.21 0.02 0.04 Open 0
1437 2989 1374 641 763.35 6.00 130.00 -71.65 0.81 0.43 0.56 Open 0
1438 2990 641 1375 317.48 6.00 130.00 -58.58 0.66 0.12 0.39 Open 0
1439 2991 1375 1376 330.77 6.00 130.00 -57.29 0.65 0.12 0.37 Open 0
1440 2992 1376 1377 333.38 6.00 130.00 -75.38 0.86 0.21 0.62 Open 0
1441 2993 1377 1378 328.04 6.00 130.00 -51.77 0.59 0.10 0.31 Open 0
1442 2994 1378 766 323.28 6.00 130.00 26.70 0.30 0.03 0.09 Open 0
1443 2995 763 1372 1,192.73 6.00 130.00 -30.82 0.35 0.14 0.12 Open 0
1444 2996 1372 781 1,568.50 6.00 130.00 -0.12 0.00 0.00 0.00 Open 0
1445 2997 1371 782 1,130.23 6.00 130.00 -18.31 0.21 0.05 0.04 Open 0
1446 2998 1369 784 959.60 6.00 130.00 -35.66 0.40 0.15 0.15 Open 0
1447 2999 1369 785 963.72 6.00 130.00 11.51 0.13 0.02 0.02 Open 0
1448 3000 786 1368 1,249.61 6.00 130.00 5.67 0.06 0.01 0.01 Open 0
1449 3001 640 1373 1,056.49 6.00 130.00 66.64 0.76 0.52 0.49 Open 0
1450 3002 1370 762 1,373.19 6.00 130.00 19.45 0.22 0.07 0.05 Open 0
1451 3003 761 1366 385.72 6.00 130.00 50.41 0.57 0.11 0.29 Open 0
1452 3004 1365 375 1,032.42 6.00 130.00 48.58 0.55 0.28 0.27 Open 0
1453 3005 1367 1364 1,128.45 6.00 130.00 40.79 0.46 0.22 0.20 Open 0
1454 3006 788 1364 1,146.70 6.00 130.00 18.70 0.21 0.05 0.05 Open 0
1455 3007 852 1379 940.28 6.00 130.00 -39.15 0.44 0.17 0.18 Open 0
1456 3008 1379 851 351.54 6.00 130.00 -139.06 1.58 0.68 1.92 Open 0
1457 3009 1379 1380 331.31 6.00 130.00 93.60 1.06 0.31 0.92 Open 0
1458 3010 1380 855 935.11 6.00 130.00 80.98 0.92 0.66 0.71 Open 0
1459 3011 772 J88 994.93 6.00 130.00 -115.07 1.31 1.35 1.35 Open 0
1460 3012 1381 768 420.82 6.00 130.00 149.15 1.69 0.92 2.19 Open 0
1461 3013 1381 630 567.99 6.00 130.00 -194.85 2.21 2.04 3.59 Open 0
1462 3014 630 1382 1,357.39 6.00 130.00 161.64 1.83 3.44 2.54 Open 0
1463 3015 1382 1383 315.52 6.00 130.00 136.44 1.55 0.59 1.85 Open 0
1464 3016 1383 773 527.21 6.00 130.00 120.64 1.37 0.78 1.48 Open 0
1465 3017 1383 627 1,254.92 6.00 130.00 9.49 0.11 0.02 0.01 Open 0
1466 3018 774 626 194.26 6.00 130.00 -85.40 0.97 0.15 0.78 Open 0
1467 3019 1382 628 1,071.14 6.00 130.00 -0.70 0.01 0.00 0.00 Open 0
1468 3020 163 1386 272.54 6.00 130.00 27.39 0.31 0.03 0.09 Open 0
1469 3022 1385 1386 1,359.46 6.00 130.00 -59.58 0.68 0.54 0.40 Open 0
1470 3023 775 1387 1,277.33 6.00 130.00 75.86 0.86 0.80 0.63 Open 0
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ID From Node To Node Length
(ft)

Diameter
(in) Roughness Flow
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(ft/s)
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(ft)
HL/1000

(ft/kft) Status Flow Reversal Count

1471 3024 1387 1384 487.94 6.00 130.00 103.41 1.17 0.54 1.11 Open 0
1472 3025 1387 634 555.88 6.00 130.00 -33.86 0.38 0.08 0.14 Open 0
1473 3026 776 635 1,537.17 6.00 130.00 49.47 0.56 0.44 0.28 Open 0
1474 3027 777 636 1,259.96 6.00 130.00 45.60 0.52 0.31 0.24 Open 0
1475 3028 778 637 988.62 6.00 130.00 50.57 0.57 0.29 0.29 Open 0
1476 3029 778 1377 1,109.92 6.00 130.00 29.92 0.34 0.12 0.11 Open 0
1477 3030 1381 1388 830.98 6.00 130.00 -62.40 0.71 0.36 0.44 Open 0
1478 3031 1388 632 307.18 6.00 130.00 -62.55 0.71 0.13 0.44 Open 0
1479 3032 632 1378 1,714.20 6.00 130.00 84.77 0.96 1.32 0.77 Open 0
1480 3033 630 1388 712.72 6.00 130.00 155.11 1.76 1.68 2.35 Open 0
1481 3034 1388 1389 368.81 6.00 130.00 148.95 1.69 0.80 2.18 Open 0
1482 3035 1389 767 473.27 6.00 130.00 93.54 1.06 0.44 0.92 Open 0
1483 3036 1389 766 1,457.08 6.00 130.00 49.09 0.56 0.41 0.28 Open 0
1484 3038 1390 825 558.52 6.00 130.00 72.15 0.82 0.32 0.57 Open 0
1485 3039 586 184 442.89 10.00 130.00 -310.64 1.27 0.31 0.71 Open 0
1486 3040 586 186 1,254.91 8.00 130.00 52.63 0.34 0.10 0.08 Open 0
1487 3041 150 149 717.31 30.00 130.00 -4,651.91 2.11 0.36 0.50 Open 0
1488 3042 821 830 284.12 6.00 130.00 -73.97 0.84 0.17 0.60 Open 0
1489 3043 695 696 555.51 8.00 130.00 97.87 0.62 0.14 0.25 Open 0
1490 3044 748 644 635.41 6.00 130.00 -228.78 2.60 3.07 4.83 Open 0
1491 3045 750 752 746.32 6.00 130.00 37.65 0.43 0.13 0.17 Open 0
1492 3046 760 754 1,502.46 6.00 130.00 -38.29 0.43 0.26 0.18 Open 0
1493 3047 633 1391 649.38 10.00 130.00 134.56 0.55 0.10 0.15 Open 0
1494 3048 1391 1392 1,080.18 10.00 130.00 106.29 0.43 0.10 0.10 Open 0
1495 3049 1392 779 343.36 10.00 130.00 121.94 0.50 0.04 0.12 Open 0
1496 3050 1391 1392 1,665.02 6.00 130.00 21.96 0.25 0.10 0.06 Open 0
1497 3051 779 780 576.48 6.00 130.00 131.97 1.50 1.00 1.74 Open 0
1498 3052 638 1376 1,695.76 6.00 130.00 -11.77 0.13 0.03 0.02 Open 0
1499 3053 639 1375 1,370.47 6.00 130.00 7.59 0.09 0.01 0.01 Open 0
1500 3054 744 1393 617.62 8.00 130.00 80.29 0.51 0.11 0.17 Open 0
1501 3055 1393 743 397.76 6.00 130.00 103.71 1.18 0.44 1.12 Open 0
1502 3056 747 1394 528.65 6.00 130.00 78.68 0.89 0.35 0.67 Open 0
1503 3057 1394 746 955.06 6.00 130.00 -10.54 0.12 0.02 0.02 Open 0
1504 3058 745 1395 919.28 6.00 130.00 27.29 0.31 0.09 0.09 Open 0
1505 3059 1395 1394 837.72 6.00 130.00 -82.91 0.94 0.62 0.74 Open 0
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1506 3060 1395 1396 392.84 6.00 130.00 103.89 1.18 0.44 1.12 Open 0
1507 3061 1396 1393 309.18 8.00 130.00 29.74 0.19 0.01 0.03 Open 0
1508 3062 1396 743 889.45 6.00 130.00 67.84 0.77 0.45 0.51 Open 0
1509 3063 709 708 476.64 8.00 130.00 -0.74 0.00 0.00 0.00 Open 0
1510 3064 709 707 577.45 6.00 130.00 -6.68 0.08 0.00 0.01 Open 0
1511 3065 231 556 950.51 6.00 130.00 -175.82 2.00 2.82 2.97 Open 0
1512 3066 1136 1398 1,162.85 6.00 130.00 37.82 0.43 0.20 0.17 Open 0
1513 3067 1398 259 276.95 6.00 130.00 29.05 0.33 0.03 0.11 Open 0
1514 3068 259 526 643.69 6.00 130.00 -41.09 0.47 0.13 0.20 Open 0
1515 3069 1136 1399 328.23 6.00 130.00 75.11 0.85 0.20 0.61 Open 0
1516 3070 1399 1398 1,087.96 6.00 130.00 -2.46 0.03 0.00 0.00 Open 0
1517 3071 1399 1400 323.03 6.00 130.00 71.26 0.81 0.18 0.56 Open 0
1518 3072 1400 258 1,334.53 6.00 130.00 5.08 0.06 0.01 0.00 Open 0
1519 3073 262 1401 338.82 6.00 130.00 -198.09 2.25 1.25 3.70 Open 0
1520 3074 1401 1135 637.52 6.00 130.00 -68.23 0.77 0.33 0.51 Open 0
1521 3075 1401 1397 804.33 6.00 130.00 -59.49 0.68 0.32 0.40 Open 0
1522 3076 1137 1401 1,294.63 6.00 130.00 76.67 0.87 0.83 0.64 Open 0
1523 3077 1213 1062 435.03 6.00 130.00 5.82 0.07 0.00 0.01 Open 0
1524 3078 1065 523 681.88 8.00 130.00 -39.46 0.25 0.03 0.05 Open 0
1525 3079 523 1064 1,103.28 8.00 130.00 18.32 0.12 0.01 0.01 Open 0
1526 3080 573 574 956.43 10.00 130.00 35.48 0.14 0.01 0.01 Open 0
1527 3081 518 516 689.73 6.00 130.00 -59.46 0.67 0.27 0.40 Open 0
1528 3082 1087 1084 941.86 6.00 130.00 -52.42 0.59 0.30 0.32 Open 0
1529 3083 1089 1085 752.03 6.00 130.00 -54.89 0.62 0.26 0.34 Open 0
1530 3084 1085 1086 1,139.45 6.00 130.00 -1.48 0.02 0.00 0.00 Open 0
1531 3085 281 1402 974.38 6.00 130.00 22.05 0.25 0.06 0.06 Open 0
1532 3086 1402 1091 351.53 6.00 130.00 82.27 0.93 0.26 0.73 Open 0
1533 3087 1402 1099 678.99 6.00 130.00 -66.54 0.76 0.33 0.49 Open 0
1534 3088 1092 1096 873.87 6.00 130.00 -60.52 0.69 0.36 0.41 Open 0
1535 3089 1094 1103 468.73 8.00 130.00 116.33 0.74 0.16 0.34 Open 0
1536 3090 1103 1102 614.76 8.00 130.00 34.76 0.22 0.02 0.04 Open 0
1537 3091 1097 1122 613.82 8.00 130.00 -188.69 1.20 0.51 0.83 Open 0
1538 3092 278 277 511.84 18.00 130.00 -1,562.36 1.97 0.41 0.80 Open 0
1539 3093 1075 500 979.44 6.00 130.00 8.79 0.10 0.01 0.01 Open 0
1540 3094 501 1112 329.05 6.00 130.00 -50.06 0.57 0.10 0.29 Open 0
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1541 3095 499 500 1,690.09 12.00 130.00 -484.19 1.37 1.12 0.66 Open 0
1542 3096 1049 1048 426.18 8.00 130.00 76.04 0.49 0.07 0.15 Open 0
1543 3097 1051 272 473.15 8.00 130.00 -259.97 1.66 0.71 1.51 Open 0
1544 3098 1130 1403 328.68 6.00 130.00 161.17 1.83 0.83 2.52 Open 0
1545 3099 1403 1129 808.59 6.00 130.00 79.61 0.90 0.55 0.68 Open 0
1546 3100 1403 1404 1,249.47 6.00 130.00 75.25 0.85 0.77 0.62 Open 0
1547 3101 1404 1124 842.73 6.00 130.00 9.63 0.11 0.01 0.01 Open 0
1548 3102 817 1405 244.75 6.00 130.00 -33.86 0.38 0.03 0.14 Open 0
1549 3103 1405 386 671.23 6.00 130.00 -18.34 0.21 0.03 0.05 Open 0
1550 3104 386 818 574.30 6.00 130.00 4.73 0.05 0.00 0.00 Open 0
1551 3105 818 385 372.52 6.00 130.00 19.62 0.22 0.02 0.05 Open 0
1552 3106 387 1405 1,268.31 6.00 130.00 21.83 0.25 0.08 0.06 Open 0
1553 3107 814 815 421.71 6.00 130.00 -9.63 0.11 0.01 0.01 Open 0
1554 3108 815 807 1,024.02 6.00 130.00 -2.16 0.02 0.00 0.00 Open 0
1555 3109 809 1406 210.03 6.00 130.00 6.97 0.08 0.00 0.01 Open 0
1556 3110 1406 381 416.13 6.00 130.00 21.39 0.24 0.02 0.06 Open 0
1557 3111 1406 416 783.73 6.00 130.00 -20.73 0.24 0.04 0.06 Open 0
1558 3112 808 J148 696.29 6.00 130.00 -48.60 0.55 0.19 0.27 Open 0
1559 3113 789 804 1,061.90 6.00 130.00 23.83 0.27 0.08 0.07 Open 0
1560 3114 249 534 1,321.37 6.00 130.00 -30.24 0.34 0.15 0.11 Open 0
1561 3115 741 235 504.32 12.00 130.00 -292.70 0.83 0.13 0.26 Open 0
1562 3116 455 J114 676.62 10.00 130.00 -327.26 1.34 0.53 0.78 Open 0
1563 3117 437 372 610.64 12.00 130.00 -239.52 0.68 0.11 0.18 Open 0
1564 3119 1407 210 1,868.00 6.00 130.00 -9.30 0.11 0.02 0.01 Open 0
1565 3120 1407 212 2,283.23 6.00 130.00 -13.34 0.15 0.06 0.03 Open 0
1566 3121 537 651 719.37 6.00 130.00 16.66 0.19 0.03 0.04 Open 0
1567 3122 696 686 1,455.40 6.00 130.00 91.56 1.04 1.29 0.89 Open 0
1568 3123 693 694 571.83 6.00 130.00 -63.74 0.72 0.26 0.45 Open 0
1569 3124 228 J108 180.02 8.00 130.00 84.61 0.54 0.03 0.19 Open 0
1570 3125 691 684 180.63 6.00 130.00 -81.72 0.93 0.13 0.72 Open 0
1571 3126 685 682 594.85 6.00 130.00 14.74 0.17 0.02 0.03 Open 0
1572 3127 740 698 647.77 6.00 130.00 63.14 0.72 0.29 0.45 Open 0
1573 3128 534 532 744.64 12.00 130.00 -312.02 0.89 0.22 0.29 Open 0
1574 3130 1408 524 1,195.24 8.00 130.00 76.47 0.49 0.19 0.16 Open 0
1575 3131 1408 526 295.35 6.00 130.00 -72.13 0.82 0.17 0.57 Open 0
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1576 3132 1130 1408 1,035.43 6.00 130.00 10.64 0.12 0.02 0.02 Open 0
1577 3133 1539 1409-A 109.06 30.00 130.00 4,849.96 2.20 0.06 0.54 Open 0
1578 3134 1409-A 1543-A 170.63 14.00 130.00 2,422.23 5.05 1.05 6.16 Open 0
1579 3136 1409-A 1544-A 148.72 14.00 130.00 2,427.73 5.06 0.92 6.18 Open 0
1580 3138 1409-A 1545-A 190.60 16.00 130.00 0.00 0.00 0.00 0.00 Open 0
1581 3140 263 1410 361.15 6.00 130.00 -294.97 3.35 2.79 7.73 Open 0
1582 3141 1411 J152 312.35 6.00 130.00 147.22 1.67 0.67 2.13 Open 0
1583 3142 1411 1137 636.68 6.00 130.00 180.87 2.05 1.99 3.13 Open 0
1584 3143 1113 1412 331.56 6.00 130.00 -11.16 0.13 0.01 0.02 Open 0
1585 3144 1412 1413 313.01 6.00 130.00 -3.17 0.04 0.00 0.00 Open 0
1586 3145 1413 1120 315.23 6.00 130.00 -0.27 0.00 0.00 0.00 Open 0
1587 3146 1120 1078 1,352.59 8.00 130.00 104.32 0.67 0.38 0.28 Open 0
1588 3147 1118 1414 1,039.70 6.00 130.00 67.04 0.76 0.52 0.50 Open 0
1589 3148 1414 1119 308.53 6.00 130.00 4.11 0.05 0.00 0.00 Open 0
1590 3149 1414 1415 856.04 6.00 130.00 56.62 0.64 0.31 0.36 Open 0
1591 3150 1415 1079 1,086.48 6.00 130.00 51.99 0.59 0.34 0.31 Open 0
1592 3151 1118 1416 328.26 6.00 130.00 -78.26 0.89 0.22 0.66 Open 0
1593 3152 1416 273 335.74 6.00 130.00 -146.09 1.66 0.71 2.10 Open 0
1594 3153 1416 1417 1,610.87 6.00 130.00 61.52 0.70 0.68 0.42 Open 0
1595 3154 1417 274 327.77 6.00 130.00 -17.62 0.20 0.01 0.04 Open 0
1596 3155 142 166 773.80 30.00 130.00 12,382.50 5.62 2.39 3.09 Open 0
1597 3156 1373 1372 490.00 6.00 130.00 107.40 1.22 0.58 1.19 Open 0
1598 3157 633 634 448.21 10.00 130.00 78.96 0.32 0.03 0.06 Open 0
1599 3158 639 779 493.02 8.00 130.00 16.34 0.10 0.00 0.01 Open 0
1600 3159 780 781 511.02 8.00 130.00 125.66 0.80 0.20 0.39 Open 0
1601 3160 803 146 73.40 8.00 130.00 -203.62 1.30 0.07 0.96 Open 0
1602 3161 145 143 220.63 30.00 130.00 -4,781.67 2.17 0.12 0.53 Open 0
1603 3162 764 763 1,285.79 8.00 130.00 157.87 1.01 0.77 0.60 Open 0
1604 3163 785 784 327.00 8.00 130.00 -144.72 0.92 0.17 0.51 Open 0
1605 3164 142 1418 271.25 30.00 130.00 -5,031.73 2.28 0.16 0.58 Open 0
1606 3166 1546-A 1540 183.06 12.00 130.00 0.00 0.00 0.00 0.00 Open 0
1607 3168 1547-A 1540 175.73 14.00 130.00 -2,448.58 5.10 1.10 6.28 Open 0
1608 3170 1548-A 1540 231.16 16.00 130.00 -4,927.42 7.86 2.77 11.97 Open 0
1609 3172 1549-A 1540 201.92 24.00 130.00 0.00 0.00 0.00 0.00 Open 0
1610 3174 1550-A 1540 163.48 24.00 130.00 0.00 0.00 0.00 0.00 Open 0
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Coon Rapids MN 2014 Water Distribution Model Data

ID From Node To Node Length
(ft)

Diameter
(in) Roughness Flow

(gpm)
Velocity

(ft/s)
Headloss

(ft)
HL/1000

(ft/kft) Status Flow Reversal Count

1611 3175 944 322 643.19 8.00 130.00 -57.40 0.37 0.06 0.09 Open 0
1612 3176 971 972 691.79 6.00 130.00 -6.55 0.07 0.00 0.01 Open 0
1613 3177 646 480 328.82 10.00 130.00 29.09 0.12 0.00 0.01 Open 0
1614 3178 478 412 556.11 12.00 130.00 217.03 0.62 0.08 0.15 Open 0
1615 3179 1145 965 748.18 6.00 130.00 11.12 0.13 0.01 0.02 Open 0
1616 3180 403 472 1,071.58 12.00 130.00 385.80 1.09 0.47 0.43 Open 0
1617 3181 473 608 369.73 10.00 130.00 92.76 0.38 0.03 0.08 Open 0
1618 3182 916 464 920.71 8.00 130.00 34.57 0.22 0.03 0.04 Open 0
1619 3183 464 463 1,130.89 12.00 130.00 -110.20 0.31 0.05 0.04 Open 0
1620 3184 1295 1298 816.03 6.00 130.00 -17.20 0.20 0.03 0.04 Open 0
1621 3185 1295 619 1,682.35 6.00 130.00 -34.31 0.39 0.24 0.14 Open 0
1622 3186 816 814 1,335.65 6.00 130.00 7.46 0.08 0.01 0.01 Open 0
1623 3187 813 1419 335.70 6.00 130.00 2.26 0.03 0.00 0.00 Open 0
1624 3188 1419 811 613.79 6.00 130.00 0.08 0.00 0.00 0.00 Open 0
1625 3189 1419 810 717.15 6.00 130.00 -4.13 0.05 0.00 0.00 Open 0
1626 3190 1140 1420 165.65 6.00 130.00 411.08 4.66 2.37 14.30 Open 0
1627 3191 1420 1421 1,100.27 6.00 130.00 184.23 2.09 3.56 3.23 Open 0
1628 3192 1421 1422 354.10 6.00 130.00 121.86 1.38 0.53 1.50 Open 0
1629 3193 1422 251 1,021.72 6.00 130.00 73.42 0.83 0.60 0.59 Open 0
1630 3194 251 1423 1,451.06 6.00 130.00 -30.15 0.34 0.16 0.11 Open 0
1631 3195 1423 252 1,147.35 6.00 130.00 -6.35 0.07 0.01 0.01 Open 0
1632 3197 1424 254 1,346.92 6.00 130.00 50.53 0.57 0.40 0.29 Open 0
1633 3198 1425 1424 501.93 6.00 130.00 -2.34 0.03 0.00 0.00 Open 0
1634 3199 1425 256 1,333.85 6.00 130.00 31.02 0.35 0.16 0.12 Open 0
1635 3200 256 1426 1,161.64 6.00 130.00 -14.39 0.16 0.03 0.03 Open 0
1636 3201 1426 1131 337.69 6.00 130.00 -52.96 0.60 0.11 0.32 Open 0
1637 3202 529 1427 304.66 6.00 130.00 73.19 0.83 0.18 0.59 Open 0
1638 3203 1427 530 391.37 6.00 130.00 25.82 0.29 0.03 0.08 Open 0
1639 3205 1400 1428 324.41 6.00 130.00 59.87 0.68 0.13 0.40 Open 0
1640 3206 1428 1425 327.33 6.00 130.00 35.00 0.40 0.05 0.15 Open 0
1641 3207 257 1428 1,331.61 6.00 130.00 -18.56 0.21 0.06 0.05 Open 0
1642 3208 1426 255 1,453.64 6.00 130.00 32.26 0.37 0.19 0.13 Open 0
1643 3209 253 1423 1,461.43 6.00 130.00 30.11 0.34 0.17 0.11 Open 0
1644 3210 1134 1132 426.08 6.00 130.00 -28.54 0.32 0.04 0.10 Open 0
1645 3211 1123 1429 431.44 6.00 130.00 -104.37 1.18 0.49 1.13 Open 0
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ID From Node To Node Length
(ft)

Diameter
(in) Roughness Flow

(gpm)
Velocity

(ft/s)
Headloss

(ft)
HL/1000

(ft/kft) Status Flow Reversal Count

1646 3212 1429 1124 804.61 6.00 130.00 -51.38 0.58 0.24 0.30 Open 0
1647 3213 1429 1404 646.09 6.00 130.00 -59.30 0.67 0.26 0.40 Open 0
1648 3214 1126 1128 1,092.78 6.00 130.00 -12.34 0.14 0.02 0.02 Open 0
1649 3215 1077 1413 1,747.49 6.00 130.00 -46.79 0.53 0.45 0.26 Open 0
1650 3216 1413 1116 1,461.62 6.00 130.00 -56.00 0.64 0.52 0.36 Open 0
1651 3217 1076 1412 2,001.96 6.00 130.00 -49.64 0.56 0.57 0.29 Open 0
1652 3218 1412 1115 1,145.60 6.00 130.00 -63.94 0.73 0.52 0.46 Open 0
1653 3219 512 1430 618.85 8.00 130.00 -18.46 0.12 0.01 0.01 Open 0
1654 3220 1430 1111 126.87 8.00 130.00 -17.13 0.11 0.00 0.01 Open 0
1655 3221 1430 1107 726.42 6.00 130.00 -7.65 0.09 0.01 0.01 Open 0
1656 3222 1415 1431 335.26 6.00 130.00 -1.67 0.02 0.00 0.00 Open 0
1657 3223 1431 1417 625.32 6.00 130.00 -72.82 0.83 0.36 0.58 Open 0
1658 3224 1080 1431 797.57 6.00 130.00 -64.84 0.74 0.37 0.47 Open 0
1659 3225 555 1432 1,307.50 12.00 130.00 -304.05 0.86 0.37 0.28 Open 0
1660 3226 1432 1433 328.35 12.00 130.00 -327.65 0.93 0.11 0.32 Open 0
1661 3227 1433 698 346.60 6.00 130.00 -56.83 0.64 0.13 0.37 Open 0
1662 3228 555 1434 833.69 6.00 130.00 -60.26 0.68 0.34 0.41 Open 0
1663 3229 1434 1435 444.79 6.00 130.00 -49.28 0.56 0.13 0.28 Open 0
1664 3230 1435 1436 222.50 6.00 130.00 -48.15 0.55 0.06 0.27 Open 0
1665 3231 1436 1437 2,166.94 6.00 130.00 -36.62 0.42 0.35 0.16 Open 0
1666 3232 1437 1438 1,131.53 12.00 130.00 308.72 0.88 0.33 0.29 Open 0
1667 3233 1438 1433 327.30 12.00 130.00 284.57 0.81 0.08 0.25 Open 0
1668 3234 1439 1440 171.91 12.00 130.00 286.53 0.81 0.04 0.25 Open 0
1669 3235 1440 1437 187.08 12.00 130.00 351.65 1.00 0.07 0.37 Open 0
1670 3236 1439 740 816.84 6.00 130.00 31.87 0.36 0.10 0.13 Open 0
1671 3237 1438 1436 617.05 6.00 130.00 17.84 0.20 0.03 0.04 Open 0
1672 3238 1433 1435 642.86 6.00 130.00 7.44 0.08 0.01 0.01 Open 0
1673 3239 1432 1434 621.91 6.00 130.00 17.29 0.20 0.03 0.04 Open 0
1674 3240 239 1441 707.28 6.00 130.00 50.38 0.57 0.21 0.29 Open 0
1675 3241 1441 1442 1,180.16 6.00 130.00 3.72 0.04 0.00 0.00 Open 0
1676 3242 1442 1443 605.20 6.00 130.00 68.78 0.78 0.32 0.52 Open 0
1677 3243 1443 1444 303.13 6.00 130.00 100.66 1.14 0.32 1.06 Open 0
1678 3244 1444 1445 353.60 6.00 130.00 53.53 0.61 0.12 0.33 Open 0
1679 3245 1445 1446 859.79 6.00 130.00 47.22 0.54 0.22 0.26 Open 0
1680 3246 1446 1440 503.58 6.00 130.00 71.43 0.81 0.28 0.56 Open 0
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(ft)

Diameter
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HL/1000

(ft/kft) Status Flow Reversal Count

1681 3247 1442 1447 905.07 6.00 130.00 -71.37 0.81 0.51 0.56 Open 0
1682 3248 1447 1448 358.69 6.00 130.00 -54.66 0.62 0.12 0.34 Open 0
1683 3249 1448 1449 627.50 6.00 130.00 -87.71 1.00 0.51 0.82 Open 0
1684 3250 1449 1450 394.02 6.00 130.00 -103.06 1.17 0.43 1.10 Open 0
1685 3251 1450 536 1,609.85 6.00 130.00 -64.96 0.74 0.76 0.47 Open 0
1686 3252 536 1451 585.82 6.00 130.00 90.24 1.02 0.51 0.86 Open 0
1687 3253 1451 1452 1,001.15 6.00 130.00 39.51 0.45 0.19 0.19 Open 0
1688 3254 1452 243 191.73 6.00 130.00 94.35 1.07 0.18 0.94 Open 0
1689 3255 420 1453 285.42 6.00 130.00 38.33 0.43 0.05 0.18 Open 0
1690 3256 1453 1454 242.47 6.00 130.00 57.55 0.65 0.09 0.38 Open 0
1691 3257 1454 1455 1,688.60 6.00 130.00 52.70 0.60 0.54 0.32 Open 0
1692 3258 1455 1456 126.29 6.00 130.00 -53.53 0.61 0.04 0.33 Open 0
1693 3259 1456 242 325.84 6.00 130.00 22.87 0.26 0.02 0.07 Open 0
1694 3260 385 384 512.76 16.00 130.00 231.42 0.37 0.02 0.04 Open 0
1695 3261 384 383 613.30 16.00 130.00 208.01 0.33 0.02 0.03 Open 0
1696 3262 806 382 363.43 8.00 130.00 6.71 0.04 0.00 0.00 Open 0
1697 3263 383 382 548.27 16.00 130.00 192.92 0.31 0.02 0.03 Open 0
1698 3264 381 380 826.32 16.00 130.00 202.09 0.32 0.03 0.03 Open 0
1699 3265 783 1457 598.28 6.00 130.00 -98.39 1.12 0.61 1.01 Open 0
1700 3266 1457 167 524.38 6.00 130.00 -195.87 2.22 1.90 3.62 Open 0
1701 3267 1457 787 1,237.08 6.00 130.00 91.17 1.03 1.09 0.88 Open 0
1702 3268 344 343 1,058.23 18.00 130.00 3,368.40 4.25 3.53 3.33 Open 0
1703 3269 343 868 1,266.48 8.00 130.00 251.21 1.60 1.79 1.41 Open 0
1704 3270 612 611 1,671.35 8.00 130.00 -62.31 0.40 0.18 0.11 Open 0
1705 3271 1309 J70 847.47 6.00 130.00 105.43 1.20 0.97 1.15 Open 0
1706 3272 898 624 543.98 10.00 130.00 -240.78 0.98 0.24 0.44 Open 0
1707 3273 1303 1305 1,094.66 6.00 130.00 35.84 0.41 0.17 0.16 Open 0
1708 3274 482 929 2,143.72 8.00 130.00 -90.61 0.58 0.46 0.21 Open 0
1709 3275 929 399 1,112.29 8.00 130.00 -109.54 0.70 0.34 0.30 Open 0
1710 3276 481 400 543.34 12.00 130.00 21.19 0.06 0.00 0.00 Open 0
1711 3277 475 J34 633.90 12.00 130.00 291.71 0.83 0.16 0.26 Open 0
1712 3278 412 411 447.81 16.00 130.00 210.72 0.34 0.02 0.03 Open 0
1713 3279 411 410 414.20 16.00 130.00 98.29 0.16 0.00 0.01 Open 0
1714 3280 410 409 522.79 16.00 130.00 64.75 0.10 0.00 0.00 Open 0
1715 3281 967 969 1,546.03 8.00 130.00 -8.35 0.05 0.00 0.00 Open 0
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(ft/kft) Status Flow Reversal Count

1716 3282 969 966 921.71 8.00 130.00 9.90 0.06 0.00 0.00 Open 0
1717 3283 1411 1458 1,139.44 6.00 130.00 10.60 0.12 0.02 0.02 Open 0
1718 3284 1458 1138 335.77 8.00 130.00 -28.90 0.18 0.01 0.03 Open 0
1719 3285 1458 J154 322.23 6.00 130.00 33.20 0.38 0.04 0.14 Open 0
1720 3286 1459 1460 424.88 6.00 130.00 -51.40 0.58 0.13 0.30 Open 0
1721 3287 1460 1461 661.64 6.00 130.00 -42.79 0.49 0.14 0.22 Open 0
1722 3288 1461 1462 344.67 6.00 130.00 -69.70 0.79 0.18 0.53 Open 0
1723 3289 1462 1139 302.52 6.00 130.00 -1.62 0.02 0.00 0.00 Open 0
1724 3290 1461 1463 641.30 6.00 130.00 20.60 0.23 0.04 0.06 Open 0
1725 3291 1463 1464 327.92 6.00 130.00 -16.25 0.18 0.01 0.04 Open 0
1726 3292 1464 1465 316.63 6.00 130.00 -156.62 1.78 0.76 2.39 Open 0
1727 3293 1465 1140 331.90 6.00 130.00 -237.32 2.69 1.72 5.17 Open 0
1728 3294 1462 1465 911.77 6.00 130.00 -74.39 0.84 0.55 0.60 Open 0
1729 3295 1459 1466 1,012.95 6.00 130.00 -32.74 0.37 0.13 0.13 Open 0
1730 3296 1466 1464 1,039.66 6.00 130.00 -29.74 0.34 0.11 0.11 Open 0
1731 3297 1464 1467 663.91 6.00 130.00 104.32 1.18 0.75 1.13 Open 0
1732 3298 1467 1468 336.01 6.00 130.00 -39.07 0.44 0.06 0.18 Open 0
1733 3299 1468 1420 175.61 6.00 130.00 -220.54 2.50 0.79 4.51 Open 0
1734 3300 1460 1469 342.12 6.00 130.00 -14.92 0.17 0.01 0.03 Open 0
1735 3301 1469 1466 474.38 6.00 130.00 9.31 0.11 0.01 0.01 Open 0
1736 3302 1469 1463 835.90 6.00 130.00 -30.54 0.35 0.10 0.12 Open 0
1737 3303 1467 1470 729.12 6.00 130.00 137.08 1.56 1.36 1.87 Open 0
1738 3304 1470 1471 330.22 6.00 130.00 183.08 2.08 1.06 3.20 Open 0
1739 3305 1472 420 300.91 6.00 130.00 195.58 2.22 1.09 3.61 Open 0
1740 3306 1471 1472 975.34 6.00 130.00 106.95 1.21 1.15 1.18 Open 0
1741 3307 1473 1472 590.23 6.00 130.00 94.94 1.08 0.56 0.95 Open 0
1742 3308 1471 1473 1,105.88 6.00 130.00 69.82 0.79 0.59 0.54 Open 0
1743 3309 1473 1474 817.92 6.00 130.00 63.06 0.72 0.36 0.44 Open 0
1744 3310 1474 1422 659.30 6.00 130.00 -42.13 0.48 0.14 0.21 Open 0
1745 3311 1468 1475 446.99 6.00 130.00 175.16 1.99 1.32 2.94 Open 0
1746 3312 1475 1470 346.67 6.00 130.00 52.31 0.59 0.11 0.31 Open 0
1747 3313 1421 1476 312.53 6.00 130.00 -15.73 0.18 0.01 0.03 Open 0
1748 3314 1476 1473 339.46 6.00 130.00 94.49 1.07 0.32 0.94 Open 0
1749 3315 1475 1476 1,039.05 6.00 130.00 116.53 1.32 1.44 1.38 Open 0
1750 3316 822 821 504.47 8.00 130.00 -192.16 1.23 0.43 0.86 Open 0
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(ft/kft) Status Flow Reversal Count

1751 3317 293 1551-B 151.87 12.00 130.00 6.31 0.02 0.00 0.00 Open 0
1752 3318 1551-A 1530 59.95 12.00 130.00 0.00 0.00 0.00 0.00 Open 0
1753 3319 292 1232 342.40 6.00 130.00 -82.15 0.93 0.25 0.72 Open 0
1754 3320 291 290 1,369.16 18.00 130.00 -1,621.52 2.04 1.18 0.86 Open 0
1755 3321 288 1477 76.57 18.00 130.00 1,260.04 1.59 0.04 0.54 Open 0
1756 3322 1477 289 367.73 18.00 130.00 1,247.41 1.57 0.19 0.53 Open 0
1757 3323 1477 1552-B 69.96 10.00 130.00 6.31 0.03 0.00 0.00 Open 0
1758 3324 1552-A 1531 77.08 10.00 130.00 0.00 0.00 0.00 0.00 Open 0
1759 3325 436 1478 217.02 14.00 130.00 1,179.90 2.46 0.35 1.62 Open 0
1760 3326 1478 340 147.57 14.00 130.00 2,096.07 4.37 0.70 4.71 Open 0
1761 3327 1478 1553-B 77.04 8.00 130.00 -922.48 5.89 1.21 15.73 Open 0
1762 3328 1553-A 1532 74.01 8.00 130.00 -928.79 5.93 1.18 15.93 Open 0
1763 3329 173 1554-B 108.67 12.00 130.00 -1,025.22 2.91 0.29 2.65 Open 0
1764 3330 1554-A 1533 93.77 12.00 130.00 -1,031.53 2.93 0.25 2.68 Open 0
1765 3331 629 1479 204.47 10.00 130.00 -1,005.03 4.11 1.27 6.22 Open 0
1766 3332 1479 630 196.24 10.00 130.00 517.91 2.12 0.36 1.82 Open 0
1767 3333 1479 1555-B 21.98 12.00 130.00 -1,529.25 4.34 0.12 5.57 Open 0
1768 3334 1555-A 1534 43.21 12.00 130.00 -1,535.56 4.36 0.24 5.61 Open 0
1769 3335 621 1480 54.31 8.00 130.00 -1,114.21 7.11 1.21 22.32 Open 0
1770 3336 1480 890 180.42 8.00 130.00 279.45 1.78 0.31 1.72 Open 0
1771 3337 1480 1556-B 66.78 8.00 130.00 -1,399.97 8.94 2.27 34.06 Open 0
1772 3338 1556-A 1535 95.47 8.00 130.00 -1,406.28 8.98 3.28 34.35 Open 0
1773 3339 332 J38 613.80 18.00 130.00 -352.99 0.45 0.03 0.05 Open 0
1774 3340 1277 1274 1,275.47 6.00 130.00 -10.59 0.12 0.02 0.02 Open 0
1775 3341 1259 1260 448.88 6.00 130.00 19.92 0.23 0.02 0.05 Open 0
1776 3343 1271 1269 1,275.06 6.00 130.00 -65.43 0.74 0.61 0.48 Open 0
1777 3344 368 367 694.91 18.00 130.00 -1,449.17 1.83 0.49 0.70 Open 0
1778 3345 1268 1269 942.21 6.00 130.00 71.30 0.81 0.53 0.56 Open 0
1779 3346 362 1268 400.57 6.00 130.00 83.92 0.95 0.30 0.75 Open 0
1780 3347 282 1481 988.82 6.00 130.00 -57.97 0.66 0.38 0.38 Open 0
1781 3348 1481 278 258.27 6.00 130.00 -110.84 1.26 0.33 1.26 Open 0
1782 3349 280 1481 476.57 6.00 130.00 -46.56 0.53 0.12 0.25 Open 0
1783 3350 1140 1557-B 147.11 6.00 130.00 -823.05 9.34 7.61 51.71 Open 0
1784 3351 1557-A 1536 155.39 6.00 130.00 -829.36 9.41 8.15 52.45 Open 0
1785 3352 1410 1482 871.89 6.00 130.00 -320.32 3.63 7.85 9.01 Open 0
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1786 3353 1482 1411 577.98 6.00 130.00 345.00 3.91 5.97 10.33 Open 0
1787 3354 1482 1558-B 161.21 6.00 130.00 -671.63 7.62 5.72 35.49 Open 0
1788 3355 1558-A 1537 167.95 6.00 130.00 -677.94 7.69 6.06 36.11 Open 0
1789 3356 232 1483 286.90 10.00 130.00 -1,143.98 4.67 2.27 7.90 Open 0
1790 3357 1483 556 199.75 10.00 130.00 188.44 0.77 0.06 0.28 Open 0
1791 3358 1483 1559-B 90.94 8.00 130.00 -1,338.73 8.54 2.85 31.35 Open 0
1792 3359 1559-A 1538 93.14 8.00 130.00 -1,345.04 8.59 2.95 31.63 Open 0
1793 3360 456 700 1,315.38 6.00 130.00 51.49 0.58 0.40 0.31 Open 0
1794 3361 558 701 1,329.81 6.00 130.00 38.68 0.44 0.24 0.18 Open 0
1795 3362 559 702 1,327.31 6.00 130.00 28.80 0.33 0.14 0.10 Open 0
1796 3363 560 703 1,314.36 6.00 130.00 19.90 0.23 0.07 0.05 Open 0
1797 3364 561 704 1,309.46 6.00 130.00 12.06 0.14 0.03 0.02 Open 0
1798 3365 562 705 1,323.20 6.00 130.00 9.07 0.10 0.02 0.01 Open 0
1799 3366 714 711 740.61 6.00 130.00 8.22 0.09 0.01 0.01 Open 0
1800 3367 713 712 588.42 6.00 130.00 4.33 0.05 0.00 0.00 Open 0
1801 3368 715 1484 369.37 6.00 130.00 -17.24 0.20 0.01 0.04 Open 0
1802 3369 1484 562 1,320.00 6.00 130.00 -3.45 0.04 0.00 0.00 Open 0
1803 3370 1484 564 349.23 6.00 130.00 -20.10 0.23 0.02 0.05 Open 0
1804 3371 238 1485 614.43 6.00 130.00 4.16 0.05 0.00 0.00 Open 0
1805 3372 1485 1443 1,457.00 6.00 130.00 38.19 0.43 0.26 0.18 Open 0
1806 3373 1485 1441 323.26 6.00 130.00 -40.34 0.46 0.06 0.19 Open 0
1807 3374 237 1486 512.30 6.00 130.00 97.15 1.10 0.51 0.99 Open 0
1808 3375 1486 1487 183.30 6.00 130.00 46.67 0.53 0.05 0.25 Open 0
1809 3376 1487 1488 147.10 6.00 130.00 -3.99 0.05 0.00 0.00 Open 0
1810 3377 1488 1444 1,136.84 6.00 130.00 -40.82 0.46 0.23 0.20 Open 0
1811 3378 1486 741 1,328.61 6.00 130.00 44.17 0.50 0.31 0.23 Open 0
1812 3379 741 1489 185.21 12.00 130.00 286.68 0.81 0.05 0.25 Open 0
1813 3380 1489 1439 148.80 12.00 130.00 324.71 0.92 0.05 0.32 Open 0
1814 3381 1487 1489 1,318.54 6.00 130.00 44.34 0.50 0.30 0.23 Open 0
1815 3382 1488 1446 981.37 6.00 130.00 30.53 0.35 0.11 0.12 Open 0
1816 3383 1135 1397 263.58 8.00 130.00 29.29 0.19 0.01 0.03 Open 0
1817 3384 1397 1490 1,110.55 8.00 130.00 -36.51 0.23 0.04 0.04 Open 0
1818 3385 260 1490 30.88 18.00 130.00 42.83 0.05 0.00 0.00 Open 0
1819 3386 1490 1541 165.91 18.00 130.00 0.00 0.00 0.00 0.00 Closed 0
1820 3387 340 1491 969.51 18.00 130.00 2,116.96 2.67 1.37 1.41 Open 0
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ID From Node To Node Length
(ft)

Diameter
(in) Roughness Flow

(gpm)
Velocity

(ft/s)
Headloss

(ft)
HL/1000

(ft/kft) Status Flow Reversal Count

1821 3388 341 1491 374.60 18.00 130.00 4,185.80 5.28 1.87 4.99 Open 0
1822 3389 1542 1491 121.54 16.00 130.00 -6,296.46 10.05 2.29 18.85 Open 0
1823 3390 1300 883 1,025.93 6.00 130.00 88.64 1.01 0.86 0.83 Open 0
1824 3391 618 616 871.61 6.00 130.00 -44.12 0.50 0.20 0.23 Open 0
1825 3392 884 885 907.01 8.00 130.00 2.42 0.02 0.00 0.00 Open 0
1826 3393 912 907 1,184.00 8.00 130.00 -111.00 0.71 0.37 0.31 Open 0
1827 3394 913 J62 336.42 6.00 130.00 -82.12 0.93 0.24 0.72 Open 0
1828 3395 653 1492 1,531.02 6.00 130.00 -2.91 0.03 0.00 0.00 Open 0
1829 3396 1492 652 1,020.49 6.00 130.00 1.79 0.02 0.00 0.00 Open 0
1830 3397 1492 537 367.80 6.00 130.00 -11.02 0.13 0.01 0.02 Open 0
1831 3398 650 654 902.79 6.00 130.00 -4.40 0.05 0.00 0.00 Open 0
1832 3399 546 1493 490.27 6.00 130.00 10.32 0.12 0.01 0.02 Open 0
1833 3400 1493 1494 394.16 6.00 130.00 6.97 0.08 0.00 0.01 Open 0
1834 3401 1494 1495 388.98 6.00 130.00 0.03 0.00 0.00 0.00 Open 0
1835 3402 1495 1496 884.06 6.00 130.00 -5.65 0.06 0.00 0.01 Open 0
1836 3403 1496 1493 998.64 6.00 130.00 2.95 0.03 0.00 0.00 Open 0
1837 3404 1496 543 719.44 6.00 130.00 -14.92 0.17 0.02 0.03 Open 0
1838 3405 1494 1495 1,103.15 6.00 130.00 0.63 0.01 0.00 0.00 Open 0
1839 3406 217 664 417.13 6.00 130.00 28.00 0.32 0.04 0.10 Open 0
1840 3407 664 662 690.87 6.00 130.00 5.57 0.06 0.00 0.00 Open 0
1841 3408 218 542 46.19 10.00 130.00 37.58 0.15 0.00 0.02 Open 0
1842 3409 220 542 2,228.88 6.00 130.00 31.83 0.36 0.28 0.13 Open 0
1843 3410 1474 250 633.81 6.00 130.00 98.88 1.12 0.65 1.02 Open 0
1844 3411 1454 1497 655.19 6.00 130.00 -1.46 0.02 0.00 0.00 Open 0
1845 3412 1497 1498 296.85 6.00 130.00 36.71 0.42 0.05 0.16 Open 0
1846 3413 1498 1456 610.76 6.00 130.00 82.71 0.94 0.45 0.73 Open 0
1847 3414 421 1497 517.23 6.00 130.00 44.48 0.50 0.12 0.23 Open 0
1848 3415 422 1498 520.31 6.00 130.00 52.30 0.59 0.16 0.31 Open 0
1849 3416 419 1453 605.52 6.00 130.00 25.53 0.29 0.05 0.08 Open 0
1850 3417 245 1499 323.36 6.00 130.00 3.78 0.04 0.00 0.00 Open 0
1851 3418 1499 536 1,000.16 6.00 130.00 -63.68 0.72 0.45 0.45 Open 0
1852 3419 1452 1499 572.19 6.00 130.00 -61.15 0.69 0.24 0.42 Open 0
1853 3420 247 535 1,326.23 6.00 130.00 -43.97 0.50 0.30 0.23 Open 0
1854 3421 1451 1450 1,077.47 6.00 130.00 44.42 0.50 0.25 0.23 Open 0
1855 3422 248 246 1,078.55 6.00 130.00 31.69 0.36 0.13 0.12 Open 0
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ID From Node To Node Length
(ft)

Diameter
(in) Roughness Flow
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(ft/s)
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(ft)
HL/1000

(ft/kft) Status Flow Reversal Count

1856 3423 242 1449 2,077.77 6.00 130.00 -9.05 0.10 0.03 0.01 Open 0
1857 3424 241 1500 888.29 6.00 130.00 45.78 0.52 0.22 0.25 Open 0
1858 3425 1500 1501 768.03 6.00 130.00 7.44 0.08 0.01 0.01 Open 0
1859 3426 1501 1448 557.01 6.00 130.00 -26.73 0.30 0.05 0.09 Open 0
1860 3427 683 451 710.01 8.00 130.00 -33.15 0.21 0.02 0.03 Open 0
1861 3428 451 552 1,483.52 8.00 130.00 -151.42 0.97 0.82 0.55 Open 0
1862 3429 669 668 407.13 6.00 130.00 -4.55 0.05 0.00 0.00 Open 0
1863 3430 372 539 1,003.09 10.00 130.00 -37.37 0.15 0.01 0.01 Open 0
1864 3431 1455 J120 245.53 6.00 130.00 99.92 1.13 0.26 1.04 Open 0
1865 3432 240 1503 809.66 6.00 130.00 -24.25 0.28 0.06 0.08 Open 0
1866 3433 1503 1504 762.67 6.00 130.00 1.46 0.02 0.00 0.00 Open 0
1867 3434 1504 1447 552.88 6.00 130.00 23.01 0.26 0.04 0.07 Open 0
1868 3435 1503 1500 315.97 6.00 130.00 -32.03 0.36 0.04 0.13 Open 0
1869 3436 1504 1501 345.79 6.00 130.00 -27.86 0.32 0.03 0.10 Open 0
1870 3437 741 J102 798.95 6.00 130.00 43.89 0.50 0.18 0.23 Open 0
1871 3438 700 699 574.19 8.00 130.00 53.07 0.34 0.05 0.08 Open 0
1872 3439 729 739 829.78 8.00 130.00 37.96 0.24 0.04 0.04 Open 0
1873 3440 738 739 1,455.12 8.00 130.00 -7.58 0.05 0.00 0.00 Open 0
1874 3441 1127 1129 1,209.04 8.00 130.00 -73.30 0.47 0.17 0.14 Open 0
1875 3442 1126 1125 1,192.21 8.00 130.00 6.03 0.04 0.00 0.00 Open 0
1876 3443 1084 283 783.54 8.00 130.00 -111.62 0.71 0.25 0.31 Open 0
1877 3444 285 1087 673.96 8.00 130.00 -57.75 0.37 0.06 0.09 Open 0
1878 3445 1064 1213 1,107.63 6.00 130.00 8.69 0.10 0.01 0.01 Open 0
1879 3446 1232 1231 1,115.39 6.00 130.00 -100.68 1.14 1.18 1.06 Open 0
1880 3447 1231 1069 442.39 6.00 130.00 -56.11 0.64 0.16 0.36 Open 0
1881 3448 284 1082 850.94 6.00 130.00 -31.87 0.36 0.11 0.13 Open 0
1882 3449 1095 1122 1,311.57 6.00 130.00 -74.67 0.85 0.80 0.61 Open 0
1883 3450 277 1505 911.75 6.00 130.00 -59.97 0.68 0.37 0.40 Open 0
1884 3451 1505 275 599.67 6.00 130.00 -63.50 0.72 0.27 0.45 Open 0
1885 3452 276 1505 490.83 6.00 130.00 2.78 0.03 0.00 0.00 Open 0
1886 3453 1104 1105 1,347.77 6.00 130.00 13.69 0.16 0.04 0.03 Open 0
1887 3454 1502 1506 351.85 6.00 130.00 42.95 0.49 0.08 0.22 Open 0
1888 3455 1506 240 546.92 6.00 130.00 54.78 0.62 0.19 0.34 Open 0
1889 3456 1502 1506 1,737.47 6.00 130.00 18.13 0.21 0.08 0.04 Open 0
1890 3457 702 1507 207.62 6.00 130.00 29.42 0.33 0.02 0.11 Open 0
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1891 3458 1507 1508 1,629.50 6.00 130.00 7.47 0.08 0.01 0.01 Open 0
1892 3459 1508 699 1,080.53 6.00 130.00 4.18 0.05 0.00 0.00 Open 0
1893 3460 720 718 289.41 6.00 130.00 18.36 0.21 0.01 0.05 Open 0
1894 3461 718 722 2,207.44 6.00 130.00 -24.69 0.28 0.17 0.08 Open 0
1895 3462 719 721 539.42 6.00 130.00 -22.11 0.25 0.03 0.06 Open 0
1896 3463 725 723 855.71 6.00 130.00 34.78 0.39 0.13 0.15 Open 0
1897 3464 711 1509 639.04 8.00 130.00 -17.89 0.11 0.01 0.01 Open 0
1898 3465 1509 706 218.33 8.00 130.00 -7.00 0.04 0.00 0.00 Open 0
1899 3466 563 1509 1,171.93 8.00 130.00 17.20 0.11 0.01 0.01 Open 0
1900 3467 1132 1134 1,292.43 8.00 130.00 33.41 0.21 0.04 0.03 Open 0
1901 3468 528 529 542.82 12.00 130.00 306.86 0.87 0.15 0.28 Open 0
1902 3469 526 527 1,077.38 12.00 130.00 385.09 1.09 0.47 0.43 Open 0
1903 3470 215 213 2,362.46 6.00 130.00 10.08 0.11 0.04 0.01 Open 0
1904 3471 214 660 552.18 8.00 130.00 28.99 0.19 0.01 0.03 Open 0
1905 3472 661 660 684.85 6.00 130.00 6.72 0.08 0.00 0.01 Open 0
1906 3474 1081 1083 936.17 6.00 130.00 -13.19 0.15 0.02 0.02 Open 0
1907 3475 1099 1098 723.16 6.00 130.00 4.93 0.06 0.00 0.00 Open 0
1908 3476 514 513 1,043.07 6.00 130.00 0.92 0.01 0.00 0.00 Open 0
1909 3477 172 224 866.85 6.00 130.00 107.34 1.22 1.03 1.19 Open 0
1910 3478 804 789 1,216.59 6.00 130.00 -22.14 0.25 0.08 0.06 Open 0
1911 3479 390 1510 998.22 10.00 130.00 6.31 0.03 0.00 0.00 Open 0
1912 3480 387 386 1,036.13 16.00 130.00 247.48 0.39 0.05 0.05 Open 0
1913 3481 388 820 1,070.46 8.00 130.00 33.83 0.22 0.04 0.03 Open 0
1914 3483 187 J142 107.88 24.00 130.00 -2,193.35 1.56 0.04 0.37 Open 0
1915 3485 1390 831 868.55 10.00 130.00 -91.36 0.37 0.06 0.07 Open 0
1916 3486 584 423 552.97 8.00 130.00 -187.99 1.20 0.46 0.83 Open 0
1917 3487 837 599 811.43 8.00 130.00 -128.04 0.82 0.33 0.41 Open 0
1918 3488 598 599 642.66 10.00 130.00 -296.03 1.21 0.42 0.65 Open 0
1919 3489 151 1511 1,704.99 6.00 130.00 -16.44 0.19 0.06 0.04 Open 0
1920 3490 1511 150 1,411.80 6.00 130.00 -22.75 0.26 0.09 0.07 Open 0
1921 3491 384 1512 524.66 8.00 130.00 17.09 0.11 0.01 0.01 Open 0
1922 3492 1512 383 936.27 6.00 130.00 10.78 0.12 0.02 0.02 Open 0
1923 3493 383 J144 596.40 8.00 130.00 19.56 0.12 0.01 0.01 Open 0
1924 3495 1513 1514 644.59 6.00 130.00 2.03 0.02 0.00 0.00 Open 0
1925 3496 1514 713 686.50 6.00 130.00 -4.63 0.05 0.00 0.00 Open 0
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1926 3497 1514 1513 2,248.65 6.00 130.00 0.34 0.00 0.00 0.00 Open 0
1927 3498 182 1515 1,640.82 6.00 130.00 -31.96 0.36 0.21 0.13 Open 0
1928 3499 1515 181 988.74 6.00 130.00 16.35 0.19 0.04 0.04 Open 0
1929 3500 1515 1516 301.67 6.00 130.00 -54.63 0.62 0.10 0.34 Open 0
1930 3501 1516 1517 642.91 6.00 130.00 -34.11 0.39 0.09 0.14 Open 0
1931 3503 179 1518 202.32 24.00 130.00 3,086.15 2.19 0.14 0.70 Open 0
1932 3504 1518 180 73.89 24.00 130.00 3,012.59 2.14 0.05 0.67 Open 0
1933 3505 1517 1518 130.04 6.00 130.00 -67.25 0.76 0.06 0.50 Open 0
1934 3506 1517 1516 1,002.52 6.00 130.00 26.83 0.30 0.09 0.09 Open 0
1935 3507 175 176 1,757.74 24.00 130.00 3,009.49 2.13 1.17 0.67 Open 0
1936 3508 176 177 903.09 24.00 130.00 3,003.18 2.13 0.60 0.66 Open 0
1937 3509 743 1519 1,524.55 8.00 130.00 165.25 1.05 0.99 0.65 Open 0
1938 3510 1519 177 1,094.62 8.00 130.00 158.94 1.01 0.66 0.61 Open 0
1939 3511 1520 1507 284.54 6.00 130.00 -15.64 0.18 0.01 0.03 Open 0
1940 3512 1508 1521 288.62 6.00 130.00 -3.02 0.03 0.00 0.00 Open 0
1941 3513 1521 1520 962.31 6.00 130.00 -5.04 0.06 0.00 0.00 Open 0
1942 3514 1520 1521 1,283.25 6.00 130.00 4.29 0.05 0.00 0.00 Open 0
1943 3515 266 1522 314.11 6.00 130.00 -226.80 2.57 1.49 4.75 Open 0
1944 3516 1522 1523 1,595.88 4.00 130.00 -39.72 1.01 2.17 1.36 Open 0
1945 3517 1048 1047 1,004.87 8.00 130.00 83.66 0.53 0.19 0.18 Open 0
1946 3518 1522 1524 339.58 6.00 130.00 -193.39 2.19 1.20 3.54 Open 0
1947 3519 1524 1410 343.98 6.00 130.00 -116.06 1.32 0.47 1.37 Open 0
1948 3520 1524 1525 1,407.30 6.00 130.00 -83.64 0.95 1.05 0.75 Open 0
1949 3521 737 1526 571.76 6.00 130.00 -6.10 0.07 0.00 0.01 Open 0
1950 3522 1526 731 145.52 6.00 130.00 3.11 0.04 0.00 0.00 Open 0
1951 3523 1526 738 319.80 6.00 130.00 -15.52 0.18 0.01 0.03 Open 0
1952 3524 218 1527 434.26 8.00 130.00 6.31 0.04 0.00 0.00 Open 0
1953 3525 1231 1068 472.75 6.00 130.00 -50.87 0.58 0.14 0.30 Open 0
1954 3526 191 188 1,890.49 24.00 130.00 -2,331.28 1.65 0.79 0.42 Open 0
1955 3527 591 156 1,488.84 10.00 130.00 -393.65 1.61 1.63 1.10 Open 0
1956 3528 1384 1528 1,131.88 6.00 130.00 52.29 0.59 0.36 0.31 Open 0
1957 3529 1528 1385 1,367.23 6.00 130.00 45.98 0.52 0.34 0.25 Open 0
1958 3530 675 1529 1,332.77 8.00 130.00 25.29 0.16 0.03 0.02 Open 0
1959 3531 1529 539 904.89 8.00 130.00 18.98 0.12 0.01 0.01 Open 0
1960 3534 479 3533 1,249.79 12.00 130.00 6.31 0.02 0.00 0.00 Open 0
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1961 3536 580 3535 513.69 6.00 130.00 6.31 0.07 0.00 0.01 Open 0
1962 3538 1232 3537 611.76 8.00 130.00 6.31 0.04 0.00 0.00 Open 0
1963 3544 286 3543 411.83 6.00 130.00 12.54 0.14 0.01 0.02 Open 0
1964 3546 288 3545 381.61 8.00 130.00 -186.58 1.19 0.31 0.82 Open 0
1965 3547 3545 1072 939.29 8.00 130.00 -186.66 1.19 0.77 0.82 Open 0
1966 3548 3543 3545 696.00 6.00 130.00 6.23 0.07 0.00 0.01 Open 0
1967 3551 1081 3550 505.91 6.00 130.00 6.31 0.07 0.00 0.01 Open 0
1968 3553 524 3552 658.79 8.00 130.00 57.54 0.37 0.06 0.09 Open 0
1969 3554 3552 527 680.48 8.00 130.00 51.22 0.33 0.05 0.07 Open 0
1970 3556 1427 3555 623.10 6.00 130.00 41.06 0.47 0.12 0.20 Open 0
1971 3557 3555 532 1,647.49 6.00 130.00 28.44 0.32 0.17 0.10 Open 0
1972 3559 3555 3558 642.21 6.00 130.00 6.31 0.07 0.00 0.01 Open 0
1973 3561 1424 3560 319.97 6.00 130.00 -59.17 0.67 0.13 0.39 Open 0
1974 3562 3560 1421 339.83 6.00 130.00 -71.79 0.81 0.19 0.56 Open 0
1975 3564 3560 3563 879.34 8.00 130.00 6.31 0.04 0.00 0.00 Open 0
1976 3570 713 3569 540.83 6.00 130.00 6.31 0.07 0.00 0.01 Open 0
1977 3572 714 3571 663.05 6.00 130.00 -4.37 0.05 0.00 0.00 Open 0
1978 3573 3571 1513 1,019.56 6.00 130.00 7.99 0.09 0.01 0.01 Open 0
1979 3576 563 3575 669.36 8.00 130.00 14.05 0.09 0.00 0.01 Open 0
1980 3577 3575 715 668.10 8.00 130.00 -10.93 0.07 0.00 0.00 Open 0
1981 3578 3571 3575 363.70 8.00 130.00 -18.67 0.12 0.00 0.01 Open 0
1982 3580 707 3579 546.39 8.00 130.00 13.36 0.09 0.00 0.01 Open 0
1983 3581 3579 708 333.09 8.00 130.00 7.05 0.04 0.00 0.00 Open 0
1984 3587 178 3586 599.61 24.00 130.00 3,143.18 2.23 0.43 0.72 Open 0
1985 3588 3586 179 368.75 24.00 130.00 3,136.87 2.22 0.27 0.72 Open 0
1986 3594 220 3593 146.38 18.00 130.00 -617.66 0.78 0.02 0.14 Open 0
1987 3595 3593 182 820.36 18.00 130.00 -630.28 0.79 0.12 0.15 Open 0
1988 3598 544 3597 895.90 6.00 130.00 6.73 0.08 0.01 0.01 Open 0
1989 3599 3597 545 487.76 6.00 130.00 -5.89 0.07 0.00 0.01 Open 0
1990 3601 3597 3600 404.59 6.00 130.00 6.31 0.07 0.00 0.01 Open 0
1991 3602 213 214 596.04 4.00 130.00 -7.06 0.18 0.03 0.06 Open 0
1992 3604 653 3603 2,041.56 6.00 130.00 2.61 0.03 0.00 0.00 Open 0
1993 3605 3603 1407 399.07 6.00 130.00 -16.33 0.19 0.01 0.04 Open 0
1994 3607 3603 3606 352.09 8.00 130.00 12.62 0.08 0.00 0.01 Open 0
1995 3609 3606 3608 406.25 6.00 130.00 6.31 0.07 0.00 0.01 Open 0
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1996 3611 553 3610 494.21 10.00 130.00 -296.07 1.21 0.32 0.65 Open 0
1997 3612 3610 554 2,069.68 10.00 130.00 -345.37 1.41 1.78 0.86 Open 0
1998 3616 3613 3615 309.11 8.00 130.00 -3.45 0.02 0.00 0.00 Open 0
1999 3618 3615 3617 148.08 8.00 130.00 6.31 0.04 0.00 0.00 Open 0
2000 3619 3615 J100 166.24 8.00 130.00 -16.07 0.10 0.00 0.01 Open 0
2001 3621 446 3620 376.94 6.00 130.00 6.31 0.07 0.00 0.01 Open 0
2002 3623 447 3622 341.26 8.00 130.00 6.31 0.04 0.00 0.00 Open 0
2003 3625 687 3624 404.09 8.00 130.00 120.40 0.77 0.15 0.36 Open 0
2004 3626 3624 447 372.07 8.00 130.00 101.47 0.65 0.10 0.26 Open 0
2005 3630 3624 J104 60.85 12.00 130.00 12.62 0.04 0.00 0.00 Open 0
2006 3632 229 3631 511.23 8.00 130.00 6.31 0.04 0.00 0.00 Open 0
2007 3634 233 3633 485.35 18.00 130.00 -1,093.76 1.38 0.20 0.42 Open 0
2008 3635 3633 234 875.18 18.00 130.00 -1,135.45 1.43 0.39 0.44 Open 0
2009 3637 3633 3636 618.12 6.00 130.00 6.31 0.07 0.00 0.01 Open 0
2010 3639 699 3633 1,055.96 6.00 130.00 -29.06 0.33 0.11 0.11 Open 0
2011 3644 3642 236 542.16 8.00 130.00 90.14 0.58 0.11 0.21 Open 0
2012 3646 237 3645 436.40 8.00 130.00 78.53 0.50 0.07 0.16 Open 0
2013 3647 3645 3642 521.72 8.00 130.00 102.76 0.66 0.14 0.27 Open 0
2014 3648 3645 237 436.40 6.00 130.00 -36.85 0.42 0.07 0.16 Open 0
2015 3652 3642 3651 267.68 8.00 130.00 6.31 0.04 0.00 0.00 Open 0
2016 3654 3645 3653 405.61 8.00 130.00 6.31 0.04 0.00 0.00 Open 0
2017 3656 209 3655 280.82 10.00 130.00 63.44 0.26 0.01 0.04 Open 0
2018 3657 3655 537 274.12 10.00 130.00 50.82 0.21 0.01 0.02 Open 0
2019 3660 3655 3659 337.71 8.00 130.00 6.31 0.04 0.00 0.00 Open 0
2020 3662 765 3661 282.40 8.00 130.00 6.31 0.04 0.00 0.00 Open 0
2021 3665 1386 3664 373.28 6.00 130.00 -38.50 0.44 0.07 0.18 Open 0
2022 3666 3664 1384 354.03 6.00 130.00 -44.81 0.51 0.08 0.24 Open 0
2023 3669 1380 3668 459.24 6.00 130.00 6.31 0.07 0.00 0.01 Open 0
2024 3671 161 3670 569.23 24.00 130.00 -3,942.64 2.80 0.63 1.10 Open 0
2025 3672 162 3670 681.64 24.00 130.00 3,868.63 2.74 0.72 1.06 Open 0
2026 3674 3670 3673 398.59 8.00 130.00 -80.32 0.51 0.07 0.17 Open 0
2027 3675 1385 J94 875.60 6.00 130.00 99.25 1.13 0.90 1.03 Open 0
2028 3677 3673 3676 397.50 6.00 130.00 -32.58 0.37 0.05 0.13 Open 0
2029 3680 429 3679 955.91 10.00 130.00 6.31 0.03 0.00 0.00 Open 0
2030 3682 3681 J142 715.24 8.00 130.00 49.32 0.31 0.05 0.07 Open 0
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Coon Rapids MN 2014 Water Distribution Model Data

ID From Node To Node Length
(ft)

Diameter
(in) Roughness Flow

(gpm)
Velocity

(ft/s)
Headloss

(ft)
HL/1000

(ft/kft) Status Flow Reversal Count

2031 3684 3683 3681 707.99 8.00 130.00 -6.31 0.04 0.00 0.00 Open 0
2032 3686 833 3685 268.86 6.00 130.00 -6.59 0.07 0.00 0.01 Open 0
2033 3687 3685 1390 590.85 6.00 130.00 -12.90 0.15 0.01 0.02 Open 0
2034 3689 185 3688 269.05 24.00 130.00 1,997.71 1.42 0.08 0.31 Open 0
2035 3690 3688 186 631.12 24.00 130.00 1,991.40 1.41 0.20 0.31 Open 0
2036 3693 833 3692 196.07 8.00 130.00 6.31 0.04 0.00 0.00 Open 0
2037 3695 185 3694 447.97 8.00 130.00 -120.17 0.77 0.16 0.36 Open 0
2038 3696 3694 833 428.14 8.00 130.00 -132.79 0.85 0.19 0.43 Open 0
2039 3698 3694 3697 235.51 8.00 130.00 6.31 0.04 0.00 0.00 Open 0
2040 3701 394 3700 270.96 16.00 130.00 -339.37 0.54 0.02 0.08 Open 0
2041 3703 3700 J74 456.55 16.00 130.00 -351.99 0.56 0.04 0.09 Open 0
2042 3706 3700 3705 121.14 6.00 130.00 6.31 0.07 0.00 0.01 Open 0
2043 3708 3702 3707 364.68 8.00 130.00 6.31 0.04 0.00 0.00 Open 0
2044 3711 3702 3710 394.44 16.00 130.00 -506.29 0.81 0.07 0.18 Open 0
2045 3712 3710 393 1,340.06 16.00 130.00 -656.40 1.05 0.38 0.29 Open 0
2046 3717 J78 3716 777.98 8.00 130.00 85.27 0.54 0.15 0.19 Open 0
2047 3719 1316 3718 355.60 6.00 130.00 12.01 0.14 0.01 0.02 Open 0
2048 3720 3718 613 429.11 6.00 130.00 84.66 0.96 0.33 0.77 Open 0
2049 3722 3710 3723 475.00 8.00 130.00 143.80 0.92 0.24 0.50 Open 0
2050 3724 1316 3723 409.55 6.00 130.00 -56.34 0.64 0.15 0.36 Open 0
2051 3725 3723 1315 480.04 6.00 130.00 81.15 0.92 0.34 0.71 Open 0
2052 3728 396 3727 687.50 6.00 130.00 6.31 0.07 0.00 0.01 Open 0
2053 3732 395 3731 391.33 8.00 130.00 128.29 0.82 0.16 0.41 Open 0
2054 3734 3731 891 500.78 8.00 130.00 121.98 0.78 0.19 0.37 Open 0
2055 3737 923 3736 530.92 6.00 130.00 32.14 0.36 0.07 0.13 Open 0
2056 3738 3736 924 1,034.19 6.00 130.00 19.52 0.22 0.05 0.05 Open 0
2057 3740 3736 3739 295.22 6.00 130.00 6.31 0.07 0.00 0.01 Open 0
2058 3742 468 3741 1,560.47 8.00 130.00 6.31 0.04 0.00 0.00 Open 0
2059 3751 3748 3750 413.41 8.00 130.00 6.31 0.04 0.00 0.00 Open 0
2060 3753 3745 3752 1,192.41 12.00 130.00 -346.05 0.98 0.42 0.36 Open 0
2061 3754 3752 3743 286.46 8.00 130.00 6.31 0.04 0.00 0.00 Open 0
2062 3755 3748 3745 839.46 12.00 130.00 -127.50 0.36 0.05 0.06 Open 0
2063 3759 3758 J38 698.36 12.00 130.00 320.81 0.91 0.22 0.31 Open 0
2064 3760 3758 3745 560.93 12.00 130.00 -212.24 0.60 0.08 0.14 Open 0
2065 3761 3748 3758 730.19 12.00 130.00 114.88 0.33 0.03 0.05 Open 0
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Coon Rapids MN 2014 Water Distribution Model Data

ID From Node To Node Length
(ft)

Diameter
(in) Roughness Flow

(gpm)
Velocity

(ft/s)
Headloss

(ft)
HL/1000

(ft/kft) Status Flow Reversal Count

2066 3763 326 3762 752.20 18.00 130.00 -711.72 0.90 0.14 0.19 Open 0
2067 3766 J26 3765 857.97 8.00 130.00 6.31 0.04 0.00 0.00 Open 0
2068 3770 3768 3762 378.87 8.00 130.00 -44.17 0.28 0.02 0.06 Open 0
2069 3772 3768 J18 367.96 8.00 130.00 17.88 0.11 0.00 0.01 Open 0
2070 3774 3771 3773 532.82 6.00 130.00 6.83 0.08 0.00 0.01 Open 0
2071 3776 3773 3775 259.64 6.00 130.00 0.52 0.01 0.00 0.00 Open 0
2072 3777 3775 J22 220.39 6.00 130.00 -5.80 0.07 0.00 0.00 Open 0
2073 3779 3762 J28 249.44 18.00 130.00 -762.20 0.96 0.05 0.21 Open 0
2074 3780 3778 327 602.55 18.00 130.00 -793.75 1.00 0.14 0.23 Open 0
2075 3781 J28 J24 340.54 6.00 130.00 6.31 0.07 0.00 0.01 Open 0
2076 3783 330 3782 372.84 16.00 130.00 -560.77 0.89 0.08 0.21 Open 0
2077 3784 3782 J34 354.80 16.00 130.00 -567.08 0.90 0.08 0.22 Open 0
2078 3785 J32 J30 697.24 6.00 130.00 6.31 0.07 0.00 0.01 Open 0
2079 3789 J60 J10 1,860.80 8.00 130.00 -17.32 0.11 0.02 0.01 Open 0
2080 3790 3793 404 1,767.20 8.00 130.00 34.71 0.22 0.06 0.04 Open 0
2081 3792 476 3791 313.74 8.00 130.00 -6.94 0.04 0.00 0.00 Open 0
2082 3794 3791 3793 2,307.35 8.00 130.00 -13.25 0.08 0.01 0.01 Open 0
2083 3796 3793 3788 285.07 8.00 130.00 -54.27 0.35 0.02 0.08 Open 0
2084 3798 3797 J10 585.52 8.00 130.00 90.47 0.58 0.13 0.21 Open 0
2085 3800 404 3799 409.39 12.00 130.00 -259.59 0.74 0.09 0.21 Open 0
2086 3801 3788 3799 1,447.34 8.00 130.00 6.27 0.04 0.00 0.00 Open 0
2087 3804 3802 J60 463.72 12.00 130.00 262.19 0.74 0.10 0.21 Open 0
2088 3806 403 3805 544.87 16.00 130.00 598.21 0.95 0.13 0.24 Open 0
2089 3809 3807 3802 638.91 8.00 130.00 177.02 1.13 0.47 0.74 Open 0
2090 3811 3807 3810 165.14 12.00 130.00 6.31 0.02 0.00 0.00 Open 0
2091 3814 3807 3813 207.62 12.00 130.00 -189.65 0.54 0.02 0.12 Open 0
2092 3816 3813 3815 56.17 12.00 130.00 -127.71 0.36 0.00 0.06 Open 0
2093 3817 3815 J58 287.32 12.00 130.00 -286.68 0.81 0.07 0.25 Open 0
2094 3819 3805 3818 774.49 8.00 130.00 140.95 0.90 0.38 0.48 Open 0
2095 3822 3815 3821 559.69 8.00 130.00 152.66 0.97 0.31 0.56 Open 0
2096 3824 3821 3823 679.56 8.00 130.00 48.78 0.31 0.05 0.07 Open 0
2097 3826 3825 3797 295.28 8.00 130.00 26.17 0.17 0.01 0.02 Open 0
2098 3827 J46 3831 114.89 8.00 130.00 139.19 0.89 0.05 0.47 Open 0
2099 3829 J12 3828 506.21 8.00 130.00 77.10 0.49 0.08 0.16 Open 0
2100 3830 3828 3818 814.79 8.00 130.00 70.79 0.45 0.11 0.14 Open 0
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Coon Rapids MN 2014 Water Distribution Model Data

ID From Node To Node Length
(ft)

Diameter
(in) Roughness Flow

(gpm)
Velocity

(ft/s)
Headloss

(ft)
HL/1000

(ft/kft) Status Flow Reversal Count

2101 3832 3825 3831 410.60 8.00 130.00 -32.48 0.21 0.01 0.03 Open 0
2102 3835 3818 J44 169.13 8.00 130.00 205.42 1.31 0.16 0.97 Open 0
2103 3836 3834 3799 427.61 12.00 130.00 259.63 0.74 0.09 0.21 Open 0
2104 3837 3831 3834 282.99 8.00 130.00 100.40 0.64 0.07 0.26 Open 0
2105 3838 3823 J52 242.32 8.00 130.00 77.15 0.49 0.04 0.16 Open 0
2106 3840 3797 J52 412.10 8.00 130.00 -70.61 0.45 0.06 0.13 Open 0
2107 3841 3839 3802 461.81 8.00 130.00 91.48 0.58 0.10 0.22 Open 0
2108 3842 3821 3839 345.11 8.00 130.00 97.56 0.62 0.08 0.25 Open 0
2109 3844 3843 3813 250.91 8.00 130.00 68.25 0.44 0.03 0.13 Open 0
2110 3845 3843 J58 291.01 8.00 130.00 -74.56 0.48 0.04 0.15 Open 0
2111 3847 483 3846 499.30 12.00 130.00 475.85 1.35 0.32 0.64 Open 0
2112 3849 3846 3856 757.31 12.00 130.00 110.87 0.31 0.03 0.04 Open 0
2113 3851 3848 3850 632.62 12.00 130.00 68.49 0.19 0.01 0.02 Open 0
2114 3852 3850 1023 387.17 12.00 130.00 79.31 0.22 0.01 0.02 Open 0
2115 3854 3848 3853 612.01 6.00 130.00 8.74 0.10 0.01 0.01 Open 0
2116 3855 3853 3850 427.52 8.00 130.00 17.13 0.11 0.00 0.01 Open 0
2117 3857 3848 3856 219.14 12.00 130.00 -83.54 0.24 0.01 0.03 Open 0
2118 3859 3856 3858 767.08 8.00 130.00 21.01 0.13 0.01 0.01 Open 0
2119 3860 3858 3853 222.56 8.00 130.00 14.70 0.09 0.00 0.01 Open 0
2120 3861 1023 1203 1,063.31 8.00 130.00 207.18 1.32 1.05 0.99 Open 0
2121 3863 1203 3862 253.60 6.00 130.00 6.31 0.07 0.00 0.01 Open 0
2122 3865 196 3864 375.10 6.00 130.00 6.31 0.07 0.00 0.01 Open 0
2123 3869 196 3866 395.53 8.00 130.00 4.47 0.03 0.00 0.00 Open 0
2124 3871 196 3870 482.48 12.00 130.00 10.29 0.03 0.00 0.00 Open 0
2125 3872 3870 484 183.81 12.00 130.00 2.14 0.01 0.00 0.00 Open 0
2126 3873 3866 3870 431.54 8.00 130.00 -1.84 0.01 0.00 0.00 Open 0
2127 3875 271 3874 315.77 6.00 130.00 6.31 0.07 0.00 0.01 Open 0
2128 3877 271 3876 659.60 18.00 130.00 580.91 0.73 0.08 0.13 Open 0
2129 3878 3876 272 340.37 18.00 130.00 568.29 0.72 0.04 0.12 Open 0
2130 3880 3876 3879 656.58 8.00 130.00 6.31 0.04 0.00 0.00 Open 0
2131 3881 J138 1054 886.42 8.00 130.00 -6.31 0.04 0.00 0.00 Open 0
2132 3883 504 3882 233.92 12.00 130.00 12.62 0.04 0.00 0.00 Open 0
2133 3885 3882 3884 287.26 12.00 130.00 6.31 0.02 0.00 0.00 Open 0
2134 3887 267 3886 712.01 18.00 130.00 967.22 1.22 0.24 0.33 Open 0
2135 3888 3886 268 478.33 18.00 130.00 918.77 1.16 0.14 0.30 Open 0
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ID From Node To Node Length
(ft)

Diameter
(in) Roughness Flow

(gpm)
Velocity

(ft/s)
Headloss

(ft)
HL/1000

(ft/kft) Status Flow Reversal Count

2136 3889 504 3886 680.67 6.00 130.00 -42.13 0.48 0.14 0.21 Open 0
2137 3893 506 3892 358.88 12.00 130.00 79.04 0.22 0.01 0.02 Open 0
2138 3894 3892 507 855.28 12.00 130.00 50.05 0.14 0.01 0.01 Open 0
2139 3898 505 3897 206.94 10.00 130.00 84.23 0.34 0.01 0.06 Open 0
2140 3899 3897 569 672.41 10.00 130.00 77.92 0.32 0.04 0.05 Open 0
2141 3901 506 3900 253.01 8.00 130.00 36.90 0.24 0.01 0.04 Open 0
2142 3902 3900 570 604.23 8.00 130.00 30.58 0.20 0.02 0.03 Open 0
2143 3905 3904 3912 148.38 8.00 130.00 16.37 0.10 0.00 0.01 Open 0
2144 3906 3904 3892 931.68 8.00 130.00 -22.68 0.14 0.02 0.02 Open 0
2145 3910 3908 507 377.27 8.00 130.00 -22.33 0.14 0.01 0.02 Open 0
2146 3913 571 3912 312.31 8.00 130.00 -15.50 0.10 0.00 0.01 Open 0
2147 3914 3912 1057 545.22 8.00 130.00 -5.45 0.03 0.00 0.00 Open 0
2148 3939 3936 3938 204.79 8.00 130.00 6.31 0.04 0.00 0.00 Open 0
2149 3941 3936 3940 500.11 8.00 130.00 39.50 0.25 0.02 0.05 Open 0
2150 3943 3940 3942 286.51 6.00 130.00 6.31 0.07 0.00 0.01 Open 0
2151 3995 3936 3994 234.90 8.00 130.00 -52.12 0.33 0.02 0.08 Open 0
2152 3997 3994 3996 486.36 8.00 130.00 59.68 0.38 0.05 0.10 Open 0
2153 3998 3996 3940 309.45 8.00 130.00 -26.88 0.17 0.01 0.02 Open 0
2154 4000 3996 3999 328.29 6.00 130.00 6.31 0.07 0.00 0.01 Open 0
2155 4005 4003 3996 824.38 8.00 130.00 -73.94 0.47 0.12 0.15 Open 0
2156 4018 312 4003 292.58 18.00 130.00 -1,783.12 2.25 0.30 1.03 Open 0
2157 4020 J134 4003 621.66 18.00 130.00 1,554.29 1.96 0.49 0.80 Open 0
2158 4021 4019 J134 174.47 18.00 130.00 1,678.71 2.12 0.16 0.92 Open 0
2159 4023 4019 4022 365.43 8.00 130.00 -82.87 0.53 0.07 0.18 Open 0
2160 4025 4024 4022 615.67 8.00 130.00 95.49 0.61 0.15 0.24 Open 0
2161 4027 4026 4024 506.12 8.00 130.00 101.80 0.65 0.13 0.27 Open 0
2162 4029 4028 4026 842.94 8.00 130.00 108.11 0.69 0.25 0.30 Open 0
2163 4030 4028 4019 756.72 18.00 130.00 1,545.35 1.95 0.60 0.79 Open 0
2164 4032 4022 4031 324.43 6.00 130.00 6.31 0.07 0.00 0.01 Open 0
2165 4035 4003 4034 659.85 8.00 130.00 -161.20 1.03 0.41 0.62 Open 0
2166 4037 4034 4036 399.23 8.00 130.00 6.31 0.04 0.00 0.00 Open 0
2167 4039 4019 4038 817.63 8.00 130.00 -56.81 0.36 0.07 0.09 Open 0
2168 4040 4038 4034 445.20 8.00 130.00 173.82 1.11 0.32 0.72 Open 0
2169 4042 4038 4041 599.79 8.00 130.00 -236.94 1.51 0.76 1.27 Open 0
2170 4044 4041 4043 293.92 8.00 130.00 -84.59 0.54 0.06 0.19 Open 0
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ID From Node To Node Length
(ft)

Diameter
(in) Roughness Flow
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(ft/s)
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(ft)
HL/1000

(ft/kft) Status Flow Reversal Count

2171 4045 4043 4028 327.40 18.00 130.00 1,659.77 2.09 0.29 0.90 Open 0
2172 4047 4041 4046 512.45 8.00 130.00 6.31 0.04 0.00 0.00 Open 0
2173 4049 4048 4041 1,167.94 8.00 130.00 164.97 1.05 0.76 0.65 Open 0
2174 4051 4050 4081 655.21 8.00 130.00 -196.52 1.25 0.59 0.90 Open 0
2175 4053 4043 4052 336.34 8.00 130.00 -93.41 0.60 0.08 0.23 Open 0
2176 4055 4054 4052 1,184.79 8.00 130.00 106.03 0.68 0.34 0.29 Open 0
2177 4057 4056 4054 646.86 8.00 130.00 112.34 0.72 0.21 0.32 Open 0
2178 4058 4056 4043 693.17 18.00 130.00 1,657.26 2.09 0.62 0.90 Open 0
2179 4060 4052 4059 463.25 6.00 130.00 6.31 0.07 0.00 0.01 Open 0
2180 4061 1017 4056 541.75 18.00 130.00 1,775.91 2.24 0.55 1.02 Open 0
2181 4063 294 4062 215.01 8.00 130.00 12.62 0.08 0.00 0.01 Open 0
2182 4065 1017 4064 682.61 8.00 130.00 -32.54 0.21 0.02 0.03 Open 0
2183 4067 4064 4066 375.84 8.00 130.00 -38.85 0.25 0.02 0.04 Open 0
2184 4069 4068 4066 308.84 8.00 130.00 45.16 0.29 0.02 0.06 Open 0
2185 4071 4068 4070 211.96 8.00 130.00 -57.79 0.37 0.02 0.09 Open 0
2186 4073 4070 4072 366.23 6.00 130.00 6.31 0.07 0.00 0.01 Open 0
2187 4074 4070 1017 800.19 8.00 130.00 58.69 0.37 0.08 0.10 Open 0
2188 4076 4068 4075 140.84 6.00 130.00 6.31 0.07 0.00 0.01 Open 0
2189 4078 4077 4070 628.46 8.00 130.00 129.10 0.82 0.26 0.41 Open 0
2190 4079 4077 202 665.71 8.00 130.00 -150.83 0.96 0.37 0.55 Open 0
2191 4080 4077 294 392.17 8.00 130.00 15.43 0.10 0.00 0.01 Open 0
2192 4083 4081 295 1,027.32 8.00 130.00 -93.53 0.60 0.23 0.23 Open 0
2193 4084 296 4081 812.82 8.00 130.00 109.30 0.70 0.25 0.30 Open 0
2194 4086 4050 4085 177.08 8.00 130.00 18.93 0.12 0.00 0.01 Open 0
2195 4088 4085 4087 329.93 8.00 130.00 6.31 0.04 0.00 0.00 Open 0
2196 4090 4085 4089 234.87 8.00 130.00 6.31 0.04 0.00 0.00 Open 0
2197 4092 1260 4091 1,179.35 6.00 130.00 54.81 0.62 0.40 0.34 Open 0
2198 4093 4091 1259 659.09 6.00 130.00 -77.38 0.88 0.43 0.65 Open 0
2199 4095 4091 207 456.30 8.00 130.00 161.76 1.03 0.29 0.63 Open 0
2200 4097 1260 4096 299.43 6.00 130.00 48.50 0.55 0.08 0.27 Open 0
2201 4099 4096 4098 740.01 6.00 130.00 42.19 0.48 0.16 0.21 Open 0
2202 4101 4098 4091 1,062.41 6.00 130.00 35.88 0.41 0.17 0.16 Open 0
2203 4105 J130 J132 679.66 8.00 130.00 30.55 0.20 0.02 0.03 Open 0
2204 4111 4110 312 156.33 24.00 130.00 -3,055.36 2.17 0.11 0.68 Open 0
2205 4115 3718 3716 207.94 6.00 130.00 -78.96 0.90 0.14 0.67 Open 0
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2206 4171_D 4171 4171-B 0.29 99.00 150.00 5,056.98 0.21 0.00 0.00 Open 0
2207 4171_U 4171-A 4171 0.24 99.00 150.00 5,056.98 0.21 0.00 0.00 Open 0
2208 4172 1540 4171-A 315.50 24.00 130.00 5,056.98 3.59 0.55 1.74 Open 0
2209 4280_D 4280 4280-B 0.21 99.00 150.00 8,670.52 0.36 0.00 0.00 Open 0
2210 4280_U 4280-A 4280 0.22 99.00 150.00 8,670.52 0.36 0.00 0.00 Open 0
2211 4281 4277 4280-A 257.18 24.00 130.00 8,670.52 6.15 1.22 4.73 Open 0
2212 4282 4280-B 1540 280.07 24.00 130.00 8,670.52 6.15 1.32 4.73 Open 0
2213 4284_D 4284 4284-B 1.03 99.00 150.00 0.00 0.00 0.00 0.00 Open 0
2214 4284_U 4284-A 4284 1.25 99.00 150.00 0.00 0.00 0.00 0.00 Open 0
2215 4285 4283 4284-A 195.91 24.00 130.00 0.00 0.00 0.00 0.00 Open 0
2216 4286 4284-B 1539 194.84 24.00 130.00 0.00 0.00 0.00 0.00 Open 0
2217 4344 1543-B 160 153.79 12.00 130.00 2,415.92 6.85 2.00 12.98 Open 0
2218 4345 1544-B 160 137.87 12.00 130.00 2,421.42 6.87 1.80 13.04 Open 0
2219 4346 1545-B 160 151.95 16.00 130.00 -6.31 0.01 0.00 0.00 Open 0
2220 4347 1546-B 142 234.97 14.00 130.00 -6.31 0.01 0.00 0.00 Open 0
2221 4348 1547-B 142 174.64 14.00 130.00 2,442.28 5.09 1.09 6.25 Open 0
2222 4349 1548-B 142 179.86 14.00 130.00 4,921.11 10.26 4.12 22.88 Open 0
2223 4350 1549-B 1418 171.85 24.00 130.00 -6.31 0.00 0.00 0.00 Open 0
2224 4351 1550-B 1418 272.97 24.00 130.00 -6.31 0.00 0.00 0.00 Open 0
2225 4352 4171-B 1418 318.87 24.00 130.00 5,050.67 3.58 0.55 1.74 Open 0
2226 P101 J86 774 642.02 8.00 130.00 -79.09 0.50 0.11 0.17 Open 0
2227 P103 J86 J84 1,419.78 8.00 130.00 193.18 1.23 1.23 0.87 Open 0
2228 P105 J88 1381 1,321.27 6.00 130.00 -101.80 1.16 1.42 1.08 Open 0
2229 P107 J88 1382 335.51 6.00 130.00 -19.58 0.22 0.02 0.05 Open 0
2230 P109 J90 1286 180.24 6.00 130.00 -0.67 0.01 0.00 0.00 Open 0
2231 P11 J10 3788 129.77 8.00 130.00 66.85 0.43 0.02 0.12 Open 0
2232 P113 J92 849 66.06 8.00 130.00 -489.00 3.12 0.32 4.86 Open 0
2233 P115 J94 3676 298.52 8.00 130.00 92.94 0.59 0.07 0.22 Open 0
2234 P117 3676 3673 632.15 8.00 130.00 54.05 0.34 0.05 0.08 Open 0
2235 P119 J96 3593 1,178.97 8.00 130.00 -6.31 0.04 0.00 0.00 Open 0
2236 P121 J98 3613 305.60 6.00 130.00 2.86 0.03 0.00 0.00 Open 0
2237 P123 J100 553 239.89 8.00 130.00 -31.55 0.20 0.01 0.03 Open 0
2238 P125 J100 J98 378.01 8.00 130.00 9.17 0.06 0.00 0.00 Open 0
2239 P127 J102 740 347.49 8.00 130.00 37.58 0.24 0.01 0.04 Open 0
2240 P129 J104 3629 198.96 6.00 130.00 6.31 0.07 0.00 0.01 Open 0
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2241 P13 J12 3805 318.91 12.00 130.00 -450.95 1.28 0.18 0.58 Open 0
2242 P131 J106 179 669.62 6.00 130.00 -44.41 0.50 0.15 0.22 Open 0
2243 P133 J108 684 1,397.91 8.00 130.00 165.18 1.05 0.91 0.65 Open 0
2244 P135 J108 693 965.26 6.00 130.00 -86.88 0.99 0.78 0.80 Open 0
2245 P137 J110 710 974.75 8.00 130.00 6.31 0.04 0.00 0.00 Open 0
2246 P139 J112 711 495.04 8.00 130.00 -17.82 0.11 0.01 0.01 Open 0
2247 P141 J110 J112 696.40 8.00 130.00 -8.11 0.05 0.00 0.00 Open 0
2248 P143 J114 565 1,076.61 10.00 130.00 -270.40 1.10 0.59 0.55 Open 0
2249 P145 716 J118 771.53 6.00 130.00 69.49 0.79 0.41 0.53 Open 0
2250 P147 J118 J114 776.61 8.00 130.00 63.18 0.40 0.09 0.11 Open 0
2251 P149 567 568 909.96 6.00 130.00 -30.70 0.35 0.11 0.12 Open 0
2252 P15 J14 405 2,388.07 16.00 130.00 100.49 0.16 0.02 0.01 Open 0
2253 P151 J120 1502 188.02 6.00 130.00 67.40 0.76 0.09 0.50 Open 0
2254 P153 J120 241 447.33 6.00 130.00 26.21 0.30 0.04 0.09 Open 0
2255 P155 J124 261 487.29 18.00 130.00 2,635.13 3.32 1.03 2.12 Open 0
2256 P157 J124 J122 364.61 8.00 130.00 356.79 2.28 0.99 2.71 Open 0
2257 P159 J122 273 345.71 8.00 130.00 178.88 1.14 0.26 0.75 Open 0
2258 P161 J122 1123 1,863.10 8.00 130.00 171.60 1.10 1.30 0.70 Open 0
2259 P163 4062 J126 323.36 6.00 130.00 6.31 0.07 0.00 0.01 Open 0
2260 P165 J130 205 252.04 24.00 130.00 -1,796.48 1.27 0.06 0.26 Open 0
2261 P167 J132 1212 384.41 6.00 130.00 32.44 0.37 0.05 0.13 Open 0
2262 P169 4050 4048 409.72 8.00 130.00 171.28 1.09 0.29 0.70 Open 0
2263 P171 J134 3994 931.82 8.00 130.00 118.11 0.75 0.33 0.35 Open 0
2264 P173 J136 1008 405.83 8.00 130.00 6.63 0.04 0.00 0.00 Open 0
2265 P175 1176 J136 656.93 6.00 130.00 -10.69 0.12 0.01 0.02 Open 0
2266 P177 3908 1057 177.18 8.00 130.00 16.02 0.10 0.00 0.01 Open 0
2267 P179 J140 186 1,456.57 24.00 130.00 -2,218.59 1.57 0.55 0.38 Open 0
2268 P181 J142 J140 278.58 24.00 130.00 -2,150.35 1.53 0.10 0.36 Open 0
2269 P183 J140 3681 472.84 8.00 130.00 61.94 0.40 0.05 0.11 Open 0
2270 P185 J144 806 330.46 6.00 130.00 13.25 0.15 0.01 0.02 Open 0
2271 P187 J146 415 213.91 6.00 130.00 -61.22 0.69 0.09 0.42 Open 0
2272 P189 J148 J146 885.06 6.00 130.00 -28.69 0.33 0.09 0.10 Open 0
2273 P19 J18 3771 137.91 8.00 130.00 31.55 0.20 0.00 0.03 Open 0
2274 P191 J146 J148 1,045.23 6.00 130.00 26.22 0.30 0.09 0.09 Open 0
2275 P193 1363 J150 1,078.25 6.00 130.00 71.84 0.82 0.61 0.57 Open 0
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Coon Rapids MN 2014 Water Distribution Model Data

ID From Node To Node Length
(ft)

Diameter
(in) Roughness Flow

(gpm)
Velocity

(ft/s)
Headloss

(ft)
HL/1000

(ft/kft) Status Flow Reversal Count

2276 P195 802 148 1,783.53 8.00 130.00 25.61 0.16 0.04 0.02 Open 0
2277 P197 J152 1410 1,230.07 6.00 130.00 97.02 1.10 1.21 0.99 Open 0
2278 P199 J154 J156 1,046.90 6.00 130.00 -24.82 0.28 0.08 0.08 Open 0
2279 P201 J156 1459 790.09 6.00 130.00 -77.83 0.88 0.52 0.66 Open 0
2280 P203 J152 1525 342.68 6.00 130.00 135.98 1.54 0.63 1.84 Open 0
2281 P205 1525 1523 348.81 6.00 130.00 46.03 0.52 0.09 0.25 Open 0
2282 P207 J156 J158 1,104.99 6.00 130.00 46.69 0.53 0.28 0.25 Open 0
2283 P209 J158 J152 453.47 6.00 130.00 92.09 1.04 0.41 0.90 Open 0
2284 P211 J154 J158 645.74 6.00 130.00 51.71 0.59 0.20 0.31 Open 0
2285 P213 J42 401 231.35 16.00 130.00 1,318.01 2.10 0.24 1.04 Open 0
2286 P215 941 J32 406.31 8.00 130.00 -81.45 0.52 0.07 0.18 Open 0
2287 P217 T5000 225 523.14 24.00 130.00 -4,966.00 3.52 0.88 1.68 Open 0
2288 P221 3846 3752 1,950.76 12.00 100.00 358.67 1.02 1.20 0.62 Open 0
2289 P23 J20 J22 251.19 8.00 130.00 -6.31 0.04 0.00 0.00 Open 0
2290 P25 J14 J16 1,237.67 8.00 130.00 6.31 0.04 0.00 0.00 Open 0
2291 P29 J22 3771 240.44 8.00 130.00 -18.42 0.12 0.00 0.01 Open 0
2292 P31 3768 J18 299.43 8.00 130.00 19.98 0.13 0.00 0.01 Open 0
2293 P35 J26 3778 213.21 18.00 130.00 -787.44 0.99 0.05 0.23 Open 0
2294 P37 J28 J26 21.47 18.00 130.00 -774.82 0.98 0.00 0.22 Open 0
2295 P41 J34 404 188.72 16.00 130.00 -287.99 0.46 0.01 0.06 Open 0
2296 P43 986 316 366.73 8.00 130.00 8.51 0.05 0.00 0.00 Open 0
2297 P45 J38 333 811.11 18.00 130.00 -38.49 0.05 0.00 0.00 Open 0
2298 P49 J44 J46 924.60 8.00 130.00 75.62 0.48 0.14 0.15 Open 0
2299 P51 J46 J48 373.71 8.00 130.00 -69.88 0.45 0.05 0.13 Open 0
2300 P53 J48 J44 242.64 8.00 130.00 -123.49 0.79 0.09 0.38 Open 0
2301 P55 J34 J50 883.00 8.00 130.00 6.31 0.04 0.00 0.00 Open 0
2302 P57 J52 3839 664.12 8.00 130.00 0.22 0.00 0.00 0.00 Open 0
2303 P59 3823 J54 121.47 8.00 130.00 -34.68 0.22 0.00 0.04 Open 0
2304 P61 J54 J56 319.61 8.00 130.00 -25.36 0.16 0.01 0.02 Open 0
2305 P63 J56 J54 782.89 8.00 130.00 15.63 0.10 0.01 0.01 Open 0
2306 P65 J48 J56 287.03 8.00 130.00 47.30 0.30 0.02 0.06 Open 0
2307 P67 J58 J12 110.81 12.00 130.00 -367.54 1.04 0.04 0.40 Open 0
2308 P69 J60 476 154.62 12.00 130.00 273.20 0.77 0.04 0.23 Open 0
2309 P71 J62 912 691.17 8.00 130.00 -88.43 0.56 0.14 0.20 Open 0
2310 P73 624 J64 200.19 10.00 130.00 6.31 0.03 0.00 0.00 Open 0

Date: Tuesday, July 08, 2014, Time: 14:15:56, Page 66

You created this PDF from an application that is not licensed to print to novaPDF printer (http://www.novapdf.com)

http://www.novapdf.com


Coon Rapids MN 2014 Water Distribution Model Data

ID From Node To Node Length
(ft)

Diameter
(in) Roughness Flow

(gpm)
Velocity

(ft/s)
Headloss

(ft)
HL/1000

(ft/kft) Status Flow Reversal Count

2311 P75 J66 621 418.93 10.00 130.00 -788.91 3.22 1.66 3.97 Open 0
2312 P77 J70 1308 375.51 6.00 130.00 42.10 0.48 0.08 0.21 Open 0
2313 P79 J70 J68 524.51 6.00 130.00 57.02 0.65 0.19 0.37 Open 0
2314 P81 899 J68 851.47 8.00 130.00 69.82 0.45 0.11 0.13 Open 0
2315 P83 J72 395 222.10 16.00 130.00 1,386.78 2.21 0.25 1.14 Open 0
2316 P85 J74 3702 211.19 16.00 130.00 -493.67 0.79 0.04 0.17 Open 0
2317 P87 J72 J76 851.67 8.00 130.00 -129.06 0.82 0.35 0.41 Open 0
2318 P89 J76 J74 716.53 10.00 130.00 -135.37 0.55 0.11 0.15 Open 0
2319 P91 J78 612 140.18 10.00 130.00 352.00 1.44 0.12 0.89 Open 0
2320 P93 J80 881 156.40 8.00 130.00 -100.87 0.64 0.04 0.26 Open 0
2321 P95 J82 882 390.46 6.00 130.00 -36.28 0.41 0.06 0.16 Open 0
2322 P97 J80 J82 335.07 6.00 130.00 22.69 0.26 0.02 0.07 Open 0
2323 P99 J84 391 863.13 16.00 130.00 986.92 1.57 0.53 0.61 Open 0
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Coon Rapids, MN 2014 Water Distribution Model Data

ID Demand
(gpm)

Elevation
(ft)

Head
(ft)

Pressure
(psi)

1 1000 6.31 865.55 1,048.41 79.08
2 1001 6.31 872.90 1,048.43 75.91
3 1002 6.31 871.58 1,048.45 76.48
4 1003 6.31 889.39 1,047.19 68.24
5 1004 6.31 901.61 1,047.18 62.95
6 1005 6.31 888.94 1,047.18 68.43
7 1006 6.31 888.00 1,047.11 68.81
8 1007 6.31 889.53 1,047.10 68.14
9 1008 6.31 898.00 1,047.09 64.47
10 1009 6.31 896.30 1,047.09 65.21
11 1010 6.31 899.59 1,047.09 63.78
12 1011 6.31 903.25 1,047.08 62.20
13 1012 6.31 883.57 1,047.57 70.92
14 1013 6.31 882.00 1,047.48 71.56
15 1014 6.31 886.71 1,047.43 69.50
16 1015 6.31 884.71 1,047.41 70.36
17 1016 6.31 888.21 1,047.41 68.84
18 1017 6.31 896.29 1,049.43 66.22
19 1018 6.31 896.00 1,050.13 66.65
20 1019 6.31 864.15 1,052.26 81.35
21 1020 6.31 875.36 1,052.33 76.53
22 1021 6.31 864.03 1,052.49 81.50
23 1022 6.31 865.45 1,052.49 80.88
24 1023 6.31 865.44 1,051.82 80.60
25 1024 6.31 862.58 1,052.20 82.00
26 1025 6.31 860.03 1,052.45 83.21
27 1026 6.31 861.63 1,052.63 82.60
28 1027 6.31 863.83 1,052.72 81.68
29 1028 6.31 862.11 1,052.78 82.45
30 1029 6.31 863.65 1,052.87 81.83
31 1030 6.31 863.92 1,052.93 81.74
32 1031 6.31 859.39 1,053.09 83.76
33 1032 6.31 861.84 1,053.04 82.68
34 1033 6.31 863.95 1,052.93 81.72
35 1034 6.31 858.78 1,052.66 83.84
36 1035 6.31 860.18 1,052.66 83.24
37 1036 6.31 862.61 1,053.33 82.47
38 1037 6.31 863.96 1,053.33 81.89
39 1038 6.31 864.74 1,053.96 81.82
40 1039 6.31 862.00 1,053.97 83.02
41 1040 6.31 860.84 1,053.98 83.52
42 1041 6.31 863.41 1,054.05 82.44
43 1042 6.31 866.59 1,054.00 81.04
44 1043 6.31 877.88 1,053.99 76.16
45 1044 6.31 876.70 1,054.03 76.68
46 1045 6.31 877.31 1,054.09 76.44
47 1046 6.31 877.72 1,054.17 76.30
48 1047 6.31 874.00 1,054.93 78.24
49 1048 6.31 877.30 1,055.12 76.89
50 1049 6.31 876.00 1,055.18 77.48
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Coon Rapids, MN 2014 Water Distribution Model Data

ID Demand
(gpm)

Elevation
(ft)

Head
(ft)

Pressure
(psi)

51 1050 6.31 872.00 1,055.18 79.21
52 1051 6.31 872.56 1,055.23 78.99
53 1052 6.31 860.04 1,054.39 84.04
54 1053 6.31 860.00 1,054.31 84.03
55 1054 6.31 870.52 1,055.94 80.18
56 1055 6.31 872.00 1,055.15 79.20
57 1056 6.31 862.07 1,056.17 83.93
58 1057 6.31 870.03 1,056.17 80.49
59 1058 6.31 867.39 1,056.17 81.64
60 1059 6.31 864.73 1,056.17 82.79
61 1060 6.31 877.64 1,054.00 76.26
62 1061 6.31 901.99 1,053.93 65.70
63 1062 6.31 899.82 1,053.93 66.64
64 1063 6.31 901.88 1,053.93 65.75
65 1064 6.31 897.88 1,053.94 67.49
66 1065 6.31 900.85 1,053.92 66.19
67 1066 6.31 900.62 1,053.88 66.28
68 1067 6.31 898.80 1,053.15 66.74
69 1068 6.31 902.47 1,053.15 65.16
70 1069 6.31 904.58 1,053.16 64.25
71 1070 6.31 896.21 1,053.35 67.95
72 1071 6.31 890.00 1,053.41 70.66
73 1072 6.31 890.71 1,054.49 70.83
74 1073 6.31 882.30 1,054.64 74.53
75 1074 6.31 878.04 1,055.55 76.76
76 1075 6.31 879.92 1,055.55 75.95
77 1076 6.31 877.33 1,055.85 77.20
78 1077 6.31 886.14 1,055.98 73.44
79 1078 6.31 893.47 1,056.05 70.30
80 1079 6.31 891.78 1,056.05 71.04
81 1080 6.31 893.88 1,056.01 70.11
82 1081 6.31 892.04 1,054.50 70.25
83 1082 6.31 898.00 1,054.50 67.68
84 1083 6.31 900.06 1,054.52 66.79
85 1084 6.31 902.17 1,054.33 65.80
86 1085 6.31 905.07 1,054.30 64.53
87 1086 6.31 903.98 1,054.30 65.00
88 1087 6.31 900.63 1,054.03 66.34
89 1088 6.31 900.45 1,054.03 66.41
90 1089 6.31 901.22 1,054.04 66.08
91 1090 6.31 910.35 1,054.04 62.14
92 1091 6.31 895.58 1,054.63 68.78
93 1092 6.31 893.95 1,054.65 69.49
94 1093 6.31 895.69 1,054.68 68.75
95 1094 6.31 899.89 1,054.72 66.96
96 1095 6.31 895.91 1,054.92 68.76
97 1096 6.31 892.89 1,055.00 70.11
98 1097 6.31 890.38 1,055.21 71.28
99 1098 6.31 891.97 1,055.21 70.59

100 1099 6.31 893.96 1,055.21 69.73
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Coon Rapids, MN 2014 Water Distribution Model Data

ID Demand
(gpm)

Elevation
(ft)

Head
(ft)

Pressure
(psi)

101 1100 6.31 895.84 1,054.31 68.53
102 1101 6.31 908.02 1,054.42 63.30
103 1102 6.31 903.68 1,054.54 65.24
104 1103 6.31 905.99 1,054.56 64.25
105 1104 6.31 904.46 1,054.51 64.88
106 1105 6.31 901.61 1,054.47 66.10
107 1106 6.31 899.78 1,054.33 66.83
108 1107 6.31 901.53 1,054.33 66.07
109 1108 6.31 893.92 1,054.33 69.37
110 1109 6.31 897.81 1,054.33 67.68
111 1110 6.31 895.36 1,054.33 68.75
112 1111 6.31 902.97 1,054.32 65.45
113 1112 6.31 891.97 1,056.12 70.98
114 1113 6.31 890.01 1,056.42 71.96
115 1114 6.31 895.26 1,057.00 69.94
116 1115 6.31 893.69 1,056.95 70.60
117 1116 6.31 894.81 1,056.95 70.11
118 1117 6.31 895.97 1,056.97 69.62
119 1118 6.31 897.08 1,057.21 69.25
120 1119 6.31 893.55 1,056.69 70.55
121 1120 6.31 889.89 1,056.43 72.01
122 1121 6.31 881.72 1,056.45 75.56
123 1122 6.31 887.93 1,055.72 72.56
124 1123 6.31 899.50 1,057.10 68.15
125 1124 6.31 893.60 1,057.83 71.02
126 1125 6.31 888.19 1,057.85 73.37
127 1126 6.31 891.15 1,057.85 72.09
128 1127 6.31 887.72 1,057.88 73.58
129 1128 6.31 887.98 1,057.88 73.47
130 1129 6.31 909.12 1,058.06 64.40
131 1130 6.31 905.71 1,059.44 66.48
132 1131 6.31 903.73 1,059.11 67.19
133 1132 6.31 910.08 1,058.92 64.36
134 1133 6.31 901.98 1,059.23 68.00
135 1134 6.31 905.96 1,058.88 66.13
136 1135 6.31 893.93 1,059.63 71.65
137 1136 6.31 892.00 1,059.69 72.51
138 1137 6.31 887.83 1,060.12 74.51
139 1138 6.31 876.20 1,062.10 80.39
140 1139 6.31 877.27 1,063.11 80.36
141 1140 6.31 889.38 1,065.37 76.10
142 1141 6.31 875.61 1,049.34 75.13
143 1142 6.31 875.45 1,049.33 75.19
144 1143 6.31 878.40 1,049.33 73.92
145 1144 6.31 875.42 1,049.34 75.21
146 1145 6.31 874.36 1,049.36 75.67
147 1146 6.31 871.72 1,049.35 76.81
148 1147 6.31 876.02 1,049.45 75.00
149 1148 6.31 874.72 1,049.36 75.52
150 1149 6.31 878.02 1,049.45 74.13
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Coon Rapids, MN 2014 Water Distribution Model Data

ID Demand
(gpm)

Elevation
(ft)

Head
(ft)

Pressure
(psi)

151 1150 6.31 875.79 1,048.61 74.73
152 1151 6.31 873.99 1,048.61 75.51
153 1152 6.31 869.89 1,048.61 77.28
154 1153 6.31 875.93 1,048.62 74.67
155 1154 6.31 869.52 1,048.61 77.44
156 1155 6.31 867.53 1,048.61 78.30
157 1156 6.31 866.09 1,048.61 78.93
158 1157 6.31 873.79 1,048.61 75.60
159 1158 6.31 868.14 1,048.55 78.01
160 1159 6.31 875.37 1,048.41 74.83
161 1160 6.31 874.00 1,048.41 75.42
162 1161 6.31 877.41 1,048.40 73.94
163 1162 6.31 874.27 1,048.30 75.25
164 1163 6.31 881.37 1,048.36 72.21
165 1164 6.31 882.24 1,048.36 71.84
166 1165 6.31 883.36 1,048.38 71.36
167 1166 6.31 879.76 1,048.36 72.91
168 1167 6.31 882.61 1,048.36 71.68
169 1168 6.31 887.48 1,048.40 69.59
170 1169 6.31 882.80 1,048.26 71.55
171 1170 6.31 882.56 1,048.25 71.65
172 1171 6.31 881.76 1,048.26 72.00
173 1172 6.31 887.21 1,047.33 69.24
174 1173 6.31 887.91 1,047.42 68.98
175 1174 6.31 890.65 1,047.09 67.65
176 1175 6.31 896.47 1,047.09 65.13
177 1176 6.31 905.96 1,047.08 61.02
178 1177 6.31 890.83 1,047.57 67.78
179 1178 6.31 889.88 1,047.58 68.20
180 1179 6.31 882.38 1,047.99 71.62
181 1180 6.31 885.67 1,048.15 70.26
182 1181 6.31 902.36 1,048.14 63.04
183 1182 6.31 881.46 1,048.16 72.08
184 1183 6.31 903.71 1,048.15 62.46
185 1184 6.31 880.67 1,048.50 72.57
186 1185 6.31 885.01 1,048.37 70.64
187 1186 6.31 896.58 1,048.43 65.66
188 1187 6.31 896.00 1,048.43 65.92
189 1188 6.31 892.84 1,048.53 67.33
190 1189 6.31 885.14 1,048.55 70.66
191 1190 6.31 883.38 1,048.58 71.44
192 1191 6.31 889.92 1,048.67 68.65
193 1192 6.31 893.44 1,048.70 67.14
194 1193 6.31 889.14 1,048.59 68.95
195 1194 6.31 877.02 1,049.11 74.42
196 1195 6.31 881.51 1,048.52 72.22
197 1196 6.31 887.68 1,048.49 69.54
198 1197 6.31 890.47 1,048.40 68.29
199 1198 6.31 891.92 1,048.41 67.67
200 1199 6.31 887.76 1,048.44 69.48
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Coon Rapids, MN 2014 Water Distribution Model Data

ID Demand
(gpm)

Elevation
(ft)

Head
(ft)

Pressure
(psi)

201 1200 6.31 887.46 1,048.47 69.63
202 1201 6.31 883.99 1,048.56 71.17
203 1202 6.31 874.93 1,049.63 75.55
204 1203 6.31 875.84 1,050.77 75.64
205 1204 6.31 881.59 1,049.27 72.51
206 1205 6.31 880.00 1,048.40 72.82
207 1206 6.31 867.46 1,048.44 78.26
208 1207 6.31 865.32 1,048.88 79.38
209 1208 6.31 898.45 1,050.20 65.62
210 1209 6.31 886.47 1,050.28 70.84
211 1210 6.31 891.74 1,050.27 68.55
212 1211 6.31 887.86 1,050.35 70.26
213 1212 6.31 901.20 1,050.22 64.44
214 1213 6.31 897.92 1,053.93 67.46
215 1214 6.31 899.51 1,053.88 66.75
216 1215 6.31 901.13 1,053.86 66.05
217 1216 6.31 896.00 1,053.86 68.26
218 1217 6.31 902.91 1,053.86 65.27
219 1218 6.31 898.60 1,053.86 67.14
220 1219 6.31 896.61 1,053.96 68.04
221 1220 6.31 903.63 1,053.95 65.00
222 1221 6.31 909.14 1,053.94 62.61
223 1222 6.31 905.82 1,053.93 64.05
224 1223 6.31 897.97 1,053.92 67.44
225 1224 6.31 899.83 1,053.92 66.64
226 1225 6.31 898.00 1,053.93 67.43
227 1226 6.31 901.94 1,053.95 65.73
228 1227 6.31 899.18 1,053.84 66.88
229 1228 6.31 904.14 1,053.83 64.73
230 1229 6.31 895.91 1,053.72 68.24
231 1230 6.31 905.68 1,053.58 63.96
232 1231 6.31 895.48 1,053.00 68.12
233 1232 6.31 894.18 1,051.83 68.17
234 1233 6.31 891.59 1,053.60 70.06
235 1234 6.31 885.80 1,053.65 72.58
236 1235 6.31 885.84 1,053.72 72.60
237 1236 6.31 886.00 1,053.76 72.54
238 1237 6.31 878.05 1,053.86 76.03
239 1238 6.31 887.79 1,053.83 71.80
240 1239 6.31 881.62 1,054.06 74.57
241 1240 6.31 877.74 1,054.16 76.29
242 1241 6.31 884.74 1,054.10 73.24
243 1242 6.31 875.97 1,054.02 77.00
244 1243 6.31 879.19 1,054.03 75.60
245 1244 6.31 879.87 1,054.11 75.35
246 1245 6.31 874.01 1,053.71 77.71
247 1246 6.31 870.12 1,053.70 79.39
248 1247 6.31 869.99 1,053.75 79.46
249 1248 6.31 866.96 1,053.90 80.84
250 1249 6.31 867.86 1,053.93 80.46
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Coon Rapids, MN 2014 Water Distribution Model Data

ID Demand
(gpm)

Elevation
(ft)

Head
(ft)

Pressure
(psi)

251 1250 6.31 874.84 1,053.64 77.32
252 1251 6.31 877.59 1,053.64 76.13
253 1252 6.31 876.03 1,053.64 76.80
254 1253 6.31 883.88 1,052.61 72.96
255 1254 6.31 888.14 1,052.57 71.11
256 1255 6.31 889.99 1,052.25 70.17
257 1256 6.31 891.12 1,052.08 69.60
258 1257 6.31 893.99 1,051.75 68.22
259 1258 6.31 883.33 1,051.74 72.83
260 1259 6.31 888.74 1,051.19 70.25
261 1260 6.31 891.80 1,051.17 68.92
262 1261 6.31 890.28 1,052.34 70.08
263 1262 6.31 896.02 1,052.46 67.65
264 1263 6.31 879.65 1,052.70 74.83
265 1264 6.31 879.97 1,052.96 74.81
266 1265 6.31 878.21 1,053.16 75.65
267 1266 6.31 878.71 1,053.00 75.37
268 1267 6.31 875.95 1,053.08 76.60
269 1268 6.31 875.78 1,052.62 76.47
270 1269 6.31 887.98 1,052.10 70.97
271 1270 6.31 887.80 1,052.62 71.27
272 1271 6.31 872.40 1,051.49 77.44
273 1272 6.31 861.15 1,054.38 83.56
274 1273 6.31 869.86 1,049.97 77.89
275 1274 6.31 870.62 1,049.95 77.55
276 1275 6.31 873.99 1,049.94 76.08
277 1276 6.31 875.16 1,049.92 75.57
278 1277 6.31 870.95 1,049.93 77.40
279 1278 6.31 869.22 1,049.95 78.15
280 1279 6.31 865.96 1,049.94 79.56
281 1280 6.31 873.02 1,049.95 76.51
282 1281 6.31 871.84 1,049.95 77.02
283 1282 6.31 869.09 1,049.95 78.21
284 1283 6.31 871.93 1,049.96 76.98
285 1284 6.31 871.99 1,049.96 76.96
286 1285 6.31 873.56 1,049.95 76.28
287 1286 6.31 870.00 1,049.95 77.82
288 1287 6.31 867.66 1,050.59 79.10
289 1288 6.31 867.33 1,050.38 79.16
290 1289 6.31 873.96 1,053.93 77.82
291 1290 6.31 875.39 1,053.93 77.21
292 1291 6.31 872.65 1,053.56 78.23
293 1292 6.31 867.61 1,054.99 81.03
294 1293 6.31 869.30 1,054.93 80.28
295 1294 6.31 867.23 1,055.01 81.20
296 1295 6.31 861.37 1,055.09 83.77
297 1296 6.31 867.80 1,054.94 80.92
298 1297 6.31 865.65 1,055.47 82.08
299 1298 6.31 866.84 1,055.12 81.42
300 1299 6.31 871.46 1,055.44 79.56
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Coon Rapids, MN 2014 Water Distribution Model Data

ID Demand
(gpm)

Elevation
(ft)

Head
(ft)

Pressure
(psi)

301 1300 6.31 874.00 1,054.29 77.96
302 1301 6.31 876.00 1,054.06 77.00
303 1302 6.31 871.85 1,053.60 78.60
304 1303 6.31 874.79 1,056.50 78.58
305 1304 6.31 875.75 1,056.37 78.11
306 1305 6.31 877.49 1,056.33 77.34
307 1306 6.31 869.93 1,057.42 81.08
308 1307 6.31 854.59 1,057.51 87.75
309 1308 6.31 857.58 1,057.55 86.47
310 1309 6.31 861.94 1,058.60 85.04
311 1310 6.31 862.20 1,058.59 84.93
312 1311 6.31 857.96 1,057.63 86.34
313 1312 6.31 860.00 1,057.62 85.46
314 1313 6.31 858.19 1,057.63 86.24
315 1314 6.31 857.50 1,057.63 86.54
316 1315 6.31 866.45 1,056.72 82.28
317 1316 6.31 863.54 1,056.91 83.62
318 1317 6.31 874.03 1,054.92 78.23
319 1318 6.31 876.35 1,055.52 77.48
320 1319 6.31 875.71 1,055.68 77.82
321 1320 6.31 871.75 1,053.58 78.63
322 1321 6.31 869.30 1,052.98 79.43
323 1322 6.31 870.10 1,052.80 79.00
324 1323 6.31 873.86 1,052.73 77.35
325 1324 6.31 874.00 1,052.68 77.27
326 1325 6.31 869.52 1,052.17 78.98
327 1326 6.31 875.08 1,052.75 76.83
328 1327 6.31 871.83 1,052.76 78.24
329 1328 6.31 870.00 1,051.93 78.67
330 1329 6.31 866.04 1,052.07 80.45
331 1330 6.31 868.91 1,052.19 79.26
332 1331 6.31 869.98 1,052.79 79.05
333 1332 6.31 870.00 1,052.84 79.07
334 1333 6.31 871.54 1,055.23 79.43
335 1334 6.31 868.00 1,056.52 81.52
336 1335 6.31 866.09 1,056.79 82.46
337 1336 6.31 865.89 1,057.50 82.86
338 1337 6.31 868.00 1,056.69 81.60
339 1338 6.31 868.00 1,056.72 81.61
340 1339 6.31 865.41 1,057.69 83.15
341 1340 6.31 867.78 1,054.91 80.92
342 1341 6.31 871.86 1,054.65 79.05
343 1342 6.31 862.24 1,058.46 84.85
344 1343 6.31 865.89 1,058.60 83.34
345 1344 6.31 865.92 1,058.62 83.33
346 1345 6.31 861.21 1,058.73 85.42
347 1346 6.31 863.45 1,058.96 84.54
348 1347 6.31 862.05 1,059.30 85.30
349 1348 6.31 859.85 1,059.49 86.33
350 1349 6.31 869.49 1,054.17 79.86
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Coon Rapids, MN 2014 Water Distribution Model Data

ID Demand
(gpm)

Elevation
(ft)

Head
(ft)

Pressure
(psi)

351 1350 6.31 865.91 1,055.56 82.01
352 1351 6.31 867.76 1,055.55 81.21
353 1352 6.31 869.83 1,058.77 81.70
354 1353 6.31 867.70 1,058.77 82.63
355 1354 6.31 865.35 1,059.10 83.78
356 1355 6.31 872.00 1,062.54 82.40
357 1356 6.31 869.77 1,062.18 83.21
358 1357 6.31 869.76 1,062.05 83.15
359 1358 6.31 871.81 1,062.11 82.29
360 1359 6.31 869.96 1,061.18 82.69
361 1360 6.31 869.29 1,061.02 82.91
362 1361 6.31 864.41 1,059.84 84.51
363 1362 6.31 858.56 1,059.65 86.96
364 1363 6.31 863.66 1,060.83 85.26
365 1364 6.31 857.42 1,061.46 88.24
366 1365 6.31 851.70 1,061.50 90.72
367 1366 6.31 849.87 1,061.66 91.58
368 1367 6.31 850.50 1,061.69 91.32
369 1368 6.31 851.94 1,061.89 90.79
370 1369 6.31 853.99 1,062.09 89.99
371 1370 6.31 853.84 1,062.16 90.08
372 1371 6.31 851.97 1,062.33 90.97
373 1372 6.31 851.43 1,062.50 91.28
374 1373 6.31 849.18 1,063.09 92.50
375 1374 6.31 851.65 1,063.15 91.46
376 1375 6.31 854.02 1,063.70 90.67
377 1376 6.31 853.35 1,063.83 91.02
378 1377 6.31 853.35 1,064.03 91.11
379 1378 6.31 853.95 1,064.13 90.89
380 1379 6.31 866.54 1,059.55 83.46
381 1380 6.31 870.11 1,059.24 81.79
382 1381 6.31 865.79 1,064.95 86.13
383 1382 6.31 856.57 1,063.55 89.50
384 1383 6.31 858.01 1,062.96 88.63
385 1384 6.31 855.95 1,063.31 89.67
386 1385 6.31 853.80 1,062.62 90.30
387 1386 6.31 864.25 1,063.16 86.01
388 1387 6.31 853.86 1,063.85 90.81
389 1388 6.31 861.92 1,065.31 87.96
390 1389 6.31 861.54 1,064.51 87.77
391 1390 6.31 867.09 1,057.44 82.32
392 1391 6.31 854.00 1,063.86 90.75
393 1392 6.31 853.99 1,063.75 90.71
394 1393 6.31 855.91 1,053.48 85.44
395 1394 6.31 847.48 1,054.55 89.54
396 1395 6.31 853.60 1,053.93 86.63
397 1396 6.31 853.42 1,053.49 86.52
398 1397 6.31 895.59 1,059.62 70.93
399 1398 6.31 898.78 1,059.49 69.50
400 1399 6.31 889.59 1,059.49 73.47
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Coon Rapids, MN 2014 Water Distribution Model Data

ID Demand
(gpm)

Elevation
(ft)

Head
(ft)

Pressure
(psi)

401 1400 6.31 889.49 1,059.31 73.44
402 1401 6.31 895.65 1,059.30 70.77
403 1402 6.31 900.00 1,054.88 66.98
404 1403 6.31 904.43 1,058.61 66.67
405 1404 6.31 899.76 1,057.84 68.36
406 1405 6.31 855.92 1,058.55 87.62
407 1406 6.31 851.72 1,058.52 89.43
408 1407 6.31 834.40 1,049.19 92.88
409 1408 6.31 903.77 1,059.42 67.31
410 1409-A 0.00 903.30 928.44 10.87
411 1410 6.31 894.45 1,060.23 71.69
412 1411 6.31 885.88 1,062.11 76.21
413 1412 6.31 889.64 1,056.42 72.12
414 1413 6.31 888.70 1,056.43 72.53
415 1414 6.31 894.24 1,056.69 70.25
416 1415 6.31 895.90 1,056.38 69.40
417 1416 6.31 898.00 1,057.43 68.94
418 1417 6.31 899.99 1,056.75 67.79
419 1418 6.31 854.22 1,070.08 93.35
420 1419 6.31 859.56 1,058.49 86.03
421 142 6.31 868.20 1,069.93 87.23
422 1420 6.31 889.55 1,063.00 75.01
423 1421 6.31 889.56 1,059.45 73.47
424 1422 6.31 891.51 1,058.91 72.39
425 1423 6.31 913.46 1,058.48 62.71
426 1424 6.31 887.58 1,059.13 74.18
427 1425 6.31 886.01 1,059.13 74.86
428 1426 6.31 902.73 1,059.00 67.58
429 1427 6.31 906.00 1,058.68 66.02
430 1428 6.31 887.98 1,059.18 74.03
431 1429 6.31 895.03 1,057.58 70.29
432 143 6.31 870.13 1,061.30 82.67
433 1430 6.31 903.84 1,054.32 65.07
434 1431 6.31 895.86 1,056.38 69.42
435 1432 6.31 909.92 1,053.88 62.25
436 1433 6.31 903.87 1,053.99 64.92
437 1434 6.31 910.04 1,053.86 62.19
438 1435 6.31 908.40 1,053.98 62.96
439 1436 6.31 907.29 1,054.04 63.46
440 1437 6.31 905.29 1,054.39 64.48
441 1438 6.31 901.75 1,054.07 65.87
442 1439 6.31 903.94 1,054.50 65.11
443 144 6.31 866.00 1,061.22 84.42
444 1440 6.31 903.41 1,054.46 65.32
445 1441 6.31 899.97 1,055.72 67.35
446 1442 6.31 900.68 1,055.72 67.05
447 1443 6.31 902.79 1,055.40 65.99
448 1444 6.31 903.98 1,055.08 65.34
449 1445 6.31 905.37 1,054.97 64.69
450 1446 6.31 906.55 1,054.74 64.08
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Coon Rapids, MN 2014 Water Distribution Model Data

ID Demand
(gpm)

Elevation
(ft)

Head
(ft)

Pressure
(psi)

451 1447 6.31 902.43 1,056.22 66.51
452 1448 6.31 904.00 1,056.35 65.88
453 1449 6.31 909.39 1,056.86 63.77
454 145 6.31 867.15 1,061.18 83.91
455 1450 6.31 908.49 1,057.29 64.35
456 1451 6.31 907.74 1,057.54 64.78
457 1452 6.31 900.84 1,057.36 67.68
458 1453 6.31 883.95 1,057.44 75.02
459 1454 6.31 884.38 1,057.35 74.80
460 1455 6.31 897.41 1,056.81 68.93
461 1456 6.31 897.94 1,056.86 68.72
462 1457 6.31 867.51 1,062.93 84.51
463 1458 6.31 878.00 1,062.09 79.61
464 1459 6.31 869.87 1,062.65 83.37
465 146 6.31 865.76 1,061.12 84.48
466 1460 6.31 877.80 1,062.78 79.99
467 1461 6.31 877.29 1,062.92 80.27
468 1462 6.31 881.95 1,063.11 78.34
469 1463 6.31 891.55 1,062.89 74.09
470 1464 6.31 883.68 1,062.90 77.50
471 1465 6.31 889.99 1,063.66 75.10
472 1466 6.31 884.00 1,062.78 77.31
473 1467 6.31 883.60 1,062.15 77.21
474 1468 6.31 887.97 1,062.21 75.35
475 1469 6.31 879.90 1,062.79 79.09
476 147 6.31 865.99 1,060.94 84.30
477 1470 6.31 884.14 1,060.79 76.39
478 1471 6.31 880.57 1,059.73 77.47
479 1472 6.31 881.79 1,058.58 76.45
480 1473 6.31 885.86 1,059.14 74.93
481 1474 6.31 893.68 1,058.78 71.39
482 1475 6.31 886.80 1,060.90 75.29
483 1476 6.31 887.38 1,059.46 74.41
484 1477 6.31 890.56 1,053.37 70.41
485 1478 6.31 869.87 1,050.65 78.18
486 1479 6.31 869.79 1,067.35 85.43
487 148 6.31 865.69 1,060.71 84.34
488 1480 6.31 871.99 1,060.19 81.39
489 1481 6.31 898.64 1,055.15 67.68
490 1482 6.31 891.80 1,068.09 76.23
491 1483 6.31 911.99 1,055.85 62.21
492 1484 6.31 878.90 1,053.77 75.62
493 1485 6.31 899.74 1,055.66 67.42
494 1486 6.31 899.37 1,054.90 67.26
495 1487 6.31 902.00 1,054.86 66.10
496 1488 6.31 901.67 1,054.86 66.24
497 1489 6.31 904.56 1,054.55 64.86
498 149 6.31 865.38 1,060.57 84.40
499 1490 6.31 906.12 1,059.66 66.40
500 1491 6.31 873.99 1,048.59 75.50
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Coon Rapids, MN 2014 Water Distribution Model Data

ID Demand
(gpm)

Elevation
(ft)

Head
(ft)

Pressure
(psi)

501 1492 6.31 863.57 1,049.18 80.27
502 1493 6.31 873.68 1,049.34 75.96
503 1494 6.31 875.47 1,049.33 75.19
504 1495 6.31 875.93 1,049.33 74.99
505 1496 6.31 878.00 1,049.34 74.09
506 1497 6.31 889.21 1,057.35 72.71
507 1498 6.31 892.42 1,057.30 71.30
508 1499 6.31 897.99 1,057.60 69.02
509 150 6.31 866.71 1,060.20 83.67
510 1500 6.31 903.19 1,056.30 66.21
511 1501 6.31 906.08 1,056.29 64.96
512 1502 6.31 894.22 1,056.46 70.16
513 1503 6.31 901.76 1,056.26 66.81
514 1504 6.31 900.03 1,056.26 67.56
515 1505 6.31 896.00 1,056.26 69.30
516 1506 6.31 894.42 1,056.39 70.04
517 1507 6.31 883.98 1,053.76 73.42
518 1508 6.31 891.37 1,053.75 70.22
519 1509 6.31 865.49 1,053.75 81.41
520 151 6.31 865.69 1,060.05 84.05
521 1510 6.31 861.94 1,059.02 85.23
522 1511 6.31 861.78 1,060.11 85.77
523 1512 6.31 850.18 1,058.53 90.10
524 1513 6.31 869.61 1,053.74 79.62
525 1514 6.31 872.96 1,053.74 78.17
526 1515 6.31 873.75 1,050.01 76.22
527 1516 6.31 875.75 1,050.11 75.40
528 1517 6.31 879.93 1,050.21 73.63
529 1518 6.31 877.90 1,050.27 74.54
530 1519 6.31 839.72 1,052.05 91.82
531 152 6.31 866.00 1,059.83 83.82
532 1520 6.31 881.66 1,053.75 74.42
533 1521 6.31 885.89 1,053.75 72.59
534 1522 6.31 889.68 1,058.56 73.03
535 1523 6.31 879.74 1,060.73 78.27
536 1524 6.31 892.00 1,059.76 72.55
537 1525 6.31 881.99 1,060.81 77.33
538 1526 6.31 864.87 1,057.49 83.30
539 1527 6.31 869.37 1,049.38 77.84
540 1528 6.31 864.00 1,062.96 86.03
541 1529 6.31 882.02 1,049.08 72.24
542 153 6.31 866.14 1,059.74 83.72
543 154 6.31 863.51 1,059.45 84.73
544 1543-A 0.00 901.67 927.39 11.12
545 1543-B 6.31 901.67 1,062.06 69.36
546 1544-A 0.00 903.76 927.52 10.28
547 1544-B 6.31 903.76 1,061.86 68.37
548 1545-A 0.00 901.95 928.44 11.46
549 1545-B 6.31 901.95 1,060.06 68.37
550 1546-A 0.00 871.32 867.67 -1.58
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Coon Rapids, MN 2014 Water Distribution Model Data

ID Demand
(gpm)

Elevation
(ft)

Head
(ft)

Pressure
(psi)

551 1546-B 6.31 870.97 1,069.93 86.03
552 1547-A 0.00 865.20 866.57 0.59
553 1547-B 6.31 865.20 1,071.02 89.00
554 1548-A 0.00 865.21 864.90 -0.13
555 1548-B 6.31 865.28 1,074.04 90.27
556 1549-A 0.00 865.09 867.67 1.12
557 1549-B 6.31 864.89 1,070.08 88.73
558 155 6.31 864.07 1,059.31 84.43
559 1550-A 0.00 875.09 867.67 -3.21
560 1550-B 6.31 875.26 1,070.08 84.25
561 1551-A 0.00 892.63 838.00 -23.63
562 1551-B 6.31 892.38 1,051.12 68.64
563 1552-A 0.00 890.71 800.00 -39.23
564 1552-B 6.31 890.50 1,053.37 70.43
565 1553-A 0.00 869.95 692.82 -76.60
566 1553-B 6.31 869.97 1,051.87 78.66
567 1554-A 0.00 847.12 712.75 -58.11
568 1554-B 6.31 847.20 1,059.71 91.89
569 1555-A 0.00 870.04 801.76 -29.53
570 1555-B 6.31 870.00 1,067.47 85.39
571 1556-A 0.00 870.89 843.72 -11.75
572 1556-B 6.31 870.89 1,062.47 82.85
573 1557-A 0.00 889.10 804.85 -36.43
574 1557-B 6.31 889.10 1,072.98 79.52
575 1558-A 0.00 894.55 796.94 -42.21
576 1558-B 6.31 894.64 1,073.81 77.48
577 1559-A 0.00 911.99 691.05 -95.54
578 1559-B 6.31 912.00 1,058.70 63.44
579 156 6.31 865.96 1,058.94 83.45
580 157 6.31 867.65 1,058.59 82.57
581 158 6.31 903.01 1,059.86 67.83
582 159 6.31 901.66 1,059.94 68.44
583 160 6.31 903.98 1,060.06 67.50
584 161 6.31 871.37 1,060.90 81.96
585 162 6.31 866.32 1,062.25 84.73
586 163 16.38 869.97 1,063.19 83.55
587 164 6.31 869.81 1,064.07 84.01
588 165 6.31 869.70 1,064.43 84.21
589 166 6.31 870.74 1,067.54 85.10
590 167 6.31 871.11 1,064.83 83.77
591 168 6.31 863.94 1,060.80 85.13
592 169 6.31 864.00 1,060.21 84.85
593 170 6.31 863.17 1,059.79 85.02
594 171 6.31 861.75 1,059.40 85.47
595 172 6.31 853.88 1,059.40 88.88
596 173 6.31 850.25 1,059.42 90.45
597 174 6.31 850.24 1,053.22 87.77
598 175 6.31 850.49 1,053.15 87.64
599 176 6.31 881.77 1,051.98 73.60
600 177 6.31 879.97 1,051.38 74.13
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Coon Rapids, MN 2014 Water Distribution Model Data

ID Demand
(gpm)

Elevation
(ft)

Head
(ft)

Pressure
(psi)

601 178 6.31 882.18 1,051.11 73.05
602 179 6.31 879.44 1,050.41 73.93
603 180 6.31 878.00 1,050.22 74.47
604 181 6.31 879.75 1,049.98 73.61
605 182 6.31 881.46 1,049.81 72.80
606 183 6.31 867.97 1,058.10 82.22
607 184 6.31 870.03 1,057.21 80.94
608 185 6.31 865.92 1,057.08 82.66
609 186 6.31 866.02 1,056.80 82.50
610 187 6.31 859.04 1,056.11 85.22
611 188 6.31 860.59 1,055.93 84.47
612 189 6.31 855.47 1,055.93 86.69
613 190 6.31 860.96 1,055.93 84.31
614 191 6.31 856.01 1,055.14 86.11
615 192 6.31 870.80 1,054.89 79.61
616 193 6.31 861.59 1,053.96 83.19
617 194 6.31 862.99 1,053.90 82.56
618 195 6.31 869.79 1,053.66 79.51
619 196 6.31 872.04 1,053.57 78.50
620 197 6.31 864.06 1,053.40 81.88
621 198 6.31 861.11 1,053.33 83.12
622 199 6.31 861.14 1,053.33 83.11
623 200 6.31 901.90 1,059.77 68.27
624 201 6.31 897.20 1,050.06 66.10
625 202 6.31 895.56 1,050.13 66.84
626 203 6.31 888.58 1,050.21 69.89
627 204 6.31 889.94 1,050.27 69.33
628 205 6.31 892.33 1,050.35 68.33
629 206 6.31 885.86 1,050.44 71.17
630 207 6.31 880.21 1,050.48 73.63
631 208 6.31 885.85 1,050.90 71.37
632 209 6.31 870.63 1,049.21 77.22
633 210 6.31 874.02 1,049.22 75.76
634 211 6.31 875.87 1,049.22 74.96
635 212 6.31 878.60 1,049.25 73.79
636 213 6.31 879.95 1,049.27 73.22
637 214 6.31 879.39 1,049.30 73.48
638 215 6.31 878.76 1,049.31 73.75
639 216 6.31 874.12 1,049.32 75.76
640 217 6.31 870.00 1,049.35 77.56
641 218 6.31 873.59 1,049.38 76.02
642 219 6.31 880.10 1,049.49 73.25
643 220 6.31 883.88 1,049.66 71.69
644 221 6.31 851.98 1,054.87 87.74
645 222 6.31 853.94 1,055.53 87.18
646 223 6.31 859.69 1,057.53 85.55
647 224 6.31 860.34 1,058.37 85.63
648 225 6.31 881.35 1,047.18 71.71
649 226 6.31 881.23 1,047.94 72.09
650 227 6.31 881.39 1,048.70 72.35
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Coon Rapids, MN 2014 Water Distribution Model Data

ID Demand
(gpm)

Elevation
(ft)

Head
(ft)

Pressure
(psi)

651 228 6.31 886.00 1,049.72 70.80
652 229 6.31 889.66 1,050.52 69.56
653 230 6.31 894.38 1,051.01 67.73
654 231 6.31 906.57 1,052.98 63.31
655 232 6.31 901.82 1,053.58 65.63
656 233 6.31 903.98 1,053.66 64.72
657 234 6.31 890.06 1,054.25 71.00
658 235 6.31 903.74 1,054.73 65.29
659 236 6.31 900.89 1,055.08 66.68
660 237 6.31 898.72 1,055.41 67.76
661 238 6.31 897.37 1,055.66 68.45
662 239 6.31 899.93 1,055.93 67.46
663 240 6.31 901.33 1,056.20 66.97
664 241 6.31 900.29 1,056.52 67.56
665 242 6.31 899.01 1,056.83 68.25
666 243 6.31 904.10 1,057.18 66.20
667 244 6.31 905.58 1,057.47 65.68
668 245 6.31 904.24 1,057.60 66.32
669 246 6.31 905.24 1,057.77 65.96
670 247 6.31 905.05 1,057.79 66.05
671 248 6.31 903.69 1,057.90 66.69
672 249 6.31 906.15 1,058.02 65.68
673 250 6.31 907.21 1,058.13 65.26
674 251 6.31 901.95 1,058.31 67.62
675 252 6.31 901.17 1,058.48 68.03
676 253 6.31 897.79 1,058.64 69.56
677 254 6.31 897.98 1,058.73 69.51
678 255 6.31 897.54 1,058.82 69.74
679 256 6.31 897.29 1,058.97 69.92
680 257 6.31 896.60 1,059.12 70.28
681 258 6.31 903.79 1,059.30 67.25
682 259 6.31 903.55 1,059.46 67.42
683 260 6.31 905.91 1,059.66 66.49
684 261 6.31 902.43 1,058.35 67.43
685 262 6.31 899.75 1,058.04 68.45
686 263 6.31 897.93 1,057.44 68.98
687 264 6.31 897.71 1,057.41 69.06
688 265 6.31 899.13 1,057.07 68.30
689 266 6.31 898.56 1,057.07 68.54
690 267 6.31 886.48 1,056.73 73.62
691 268 6.31 878.65 1,056.35 76.84
692 269 6.31 878.49 1,056.29 76.89
693 270 6.31 873.51 1,056.13 78.97
694 271 6.31 874.42 1,056.07 78.55
695 272 6.31 867.01 1,055.94 81.70
696 273 6.31 899.17 1,058.14 68.74
697 274 6.31 897.88 1,056.76 68.71
698 275 6.31 899.81 1,056.53 67.77
699 276 6.31 899.77 1,056.26 67.67
700 277 6.31 896.92 1,055.89 68.75
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Coon Rapids, MN 2014 Water Distribution Model Data

ID Demand
(gpm)

Elevation
(ft)

Head
(ft)

Pressure
(psi)

701 278 6.31 899.74 1,055.48 67.35
702 279 6.31 895.65 1,055.28 69.03
703 280 6.31 898.35 1,055.03 67.75
704 281 6.31 898.00 1,054.94 67.87
705 282 6.31 899.99 1,054.78 66.94
706 283 6.31 901.11 1,054.57 66.36
707 284 6.31 902.31 1,054.39 65.77
708 285 6.31 899.97 1,053.97 66.59
709 286 6.31 893.19 1,053.74 69.43
710 287 6.31 890.00 1,053.43 70.67
711 288 6.31 890.00 1,053.41 70.67
712 289 6.31 888.74 1,053.18 71.11
713 290 6.31 886.12 1,053.01 72.17
714 291 6.31 889.83 1,051.83 70.05
715 292 6.31 888.00 1,051.58 70.74
716 293 6.31 887.10 1,051.12 70.93
717 294 6.31 898.19 1,049.76 65.55
718 295 6.31 897.99 1,050.06 65.76
719 296 6.31 906.04 1,050.07 62.28
720 297 6.31 906.54 1,050.08 62.07
721 298 6.31 904.12 1,050.09 63.12
722 299 6.31 889.18 1,050.10 69.59
723 300 6.31 878.43 1,049.63 74.03
724 301 6.31 896.01 1,049.36 66.31
725 302 6.31 881.39 1,049.11 72.53
726 303 6.31 877.22 1,048.97 74.27
727 304 6.31 879.42 1,048.85 73.27
728 305 6.31 885.51 1,048.67 70.56
729 306 6.31 884.32 1,048.44 70.97
730 307 6.31 882.91 1,048.36 71.54
731 308 6.31 885.36 1,048.26 70.44
732 309 6.31 883.90 1,047.67 70.82
733 310 6.31 894.01 1,047.27 66.27
734 311 6.31 909.12 1,047.03 59.64
735 312 6.31 916.05 1,046.41 56.37
736 313 6.31 891.72 1,048.32 67.72
737 314 6.31 883.25 1,048.36 71.40
738 315 6.31 883.24 1,048.41 71.42
739 316 6.31 873.77 1,048.44 75.54
740 317 6.31 870.37 1,048.48 77.02
741 318 6.31 869.23 1,048.49 77.52
742 319 6.31 868.54 1,048.52 77.83
743 320 6.31 867.93 1,048.55 78.11
744 321 6.31 866.31 1,048.62 78.84
745 322 6.31 879.43 1,048.70 73.20
746 323 6.31 868.63 1,048.84 77.93
747 324 6.31 871.72 1,048.93 76.63
748 325 6.31 873.53 1,049.06 75.90
749 326 6.31 873.85 1,049.11 75.79
750 327 6.31 874.00 1,049.49 75.89
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Coon Rapids, MN 2014 Water Distribution Model Data

ID Demand
(gpm)

Elevation
(ft)

Head
(ft)

Pressure
(psi)

751 328 6.31 876.03 1,049.71 75.10
752 329 6.31 876.21 1,049.71 75.03
753 330 6.31 879.41 1,049.81 73.69
754 331 6.31 877.38 1,049.87 74.59
755 332 6.31 872.33 1,049.93 76.80
756 333 6.31 872.00 1,049.96 76.96
757 334 6.31 873.01 1,049.96 76.52
758 335 6.31 872.24 1,049.96 76.85
759 336 6.31 872.88 1,049.96 76.57
760 337 6.31 873.37 1,049.99 76.38
761 338 6.31 871.86 1,049.96 77.01
762 339 6.31 873.89 1,049.96 76.14
763 340 6.31 870.00 1,049.96 77.82
764 341 6.31 874.00 1,050.46 76.31
765 342 6.31 873.87 1,051.22 76.69
766 343 6.31 870.02 1,054.83 79.92
767 344 6.31 874.88 1,058.35 79.34
768 345 6.31 871.99 1,059.39 81.04
769 346 6.31 870.02 1,060.46 82.35
770 347 6.31 861.66 1,053.26 82.85
771 348 6.31 861.93 1,053.14 82.68
772 349 6.31 860.62 1,053.04 83.21
773 350 6.31 861.98 1,052.92 82.57
774 351 6.31 860.05 1,052.84 83.37
775 352 6.31 859.80 1,052.78 83.45
776 353 6.31 861.50 1,052.73 82.70
777 3533 6.31 863.14 1,049.61 80.64
778 3535 6.31 894.46 1,053.86 68.93
779 3537 6.31 896.57 1,051.83 67.14
780 354 6.31 873.40 1,052.65 77.51
781 3543 6.31 906.74 1,053.73 63.56
782 3545 6.31 894.08 1,053.73 69.04
783 355 6.31 879.11 1,052.62 75.04
784 3550 6.31 900.06 1,054.49 66.78
785 3552 6.31 905.50 1,059.17 66.45
786 3555 6.31 911.13 1,058.56 63.75
787 3558 6.31 914.22 1,058.55 62.42
788 356 6.31 879.54 1,052.59 74.83
789 3560 6.31 889.59 1,059.26 73.37
790 3563 6.31 900.11 1,059.25 68.82
791 3569 6.31 852.20 1,053.74 87.15
792 357 6.31 873.97 1,052.56 77.23
793 3571 6.31 876.81 1,053.75 76.51
794 3575 6.31 877.98 1,053.75 76.01
795 3579 6.31 871.97 1,053.73 78.60
796 358 6.31 867.62 1,052.54 79.97
797 3586 6.31 880.77 1,050.68 73.47
798 359 6.31 863.92 1,052.51 81.56
799 3593 6.31 883.35 1,049.68 71.93
800 3597 6.31 855.21 1,049.34 83.95
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Coon Rapids, MN 2014 Water Distribution Model Data

ID Demand
(gpm)

Elevation
(ft)

Head
(ft)

Pressure
(psi)

801 360 6.31 863.27 1,052.49 81.83
802 3600 6.31 850.30 1,049.34 86.07
803 3603 6.31 823.94 1,049.18 97.40
804 3606 6.31 833.30 1,049.18 93.35
805 3608 6.31 833.05 1,049.17 93.46
806 361 6.31 865.46 1,053.02 81.10
807 3610 49.30 892.00 1,049.90 68.28
808 3613 6.31 900.19 1,049.57 64.60
809 3615 6.31 892.69 1,049.57 67.84
810 3617 6.31 892.22 1,049.57 68.04
811 362 6.31 866.95 1,052.92 80.42
812 3620 6.31 865.93 1,048.48 78.94
813 3622 6.31 872.14 1,048.23 76.15
814 3624 6.31 875.90 1,048.33 74.56
815 3629 6.31 874.01 1,048.33 75.38
816 363 6.31 865.85 1,052.75 80.82
817 3631 6.31 884.40 1,050.51 71.83
818 3633 6.31 912.11 1,053.86 61.30
819 3636 6.31 895.44 1,053.85 68.50
820 364 6.31 865.62 1,052.51 80.82
821 3642 6.31 889.41 1,055.20 71.69
822 3645 6.31 890.59 1,055.34 71.24
823 365 6.31 865.52 1,052.40 80.81
824 3651 6.31 892.05 1,055.20 70.55
825 3653 6.31 890.87 1,055.34 71.12
826 3655 6.31 870.41 1,049.20 77.31
827 3659 6.31 867.75 1,049.19 78.46
828 366 6.31 866.33 1,052.10 80.33
829 3661 6.31 860.03 1,063.97 88.19
830 3664 6.31 854.00 1,063.23 90.48
831 3668 6.31 873.06 1,059.24 80.51
832 367 6.31 860.64 1,051.88 82.70
833 3670 6.31 865.77 1,061.53 84.65
834 3673 6.31 869.91 1,061.60 82.89
835 3676 6.31 867.16 1,061.65 84.11
836 3679 6.31 854.51 1,055.90 87.09
837 368 6.31 869.38 1,051.39 78.71
838 3681 6.31 864.40 1,056.20 82.94
839 3683 6.31 860.35 1,056.20 84.69
840 3685 6.31 867.76 1,057.43 82.02
841 3688 6.31 866.53 1,056.99 82.36
842 369 6.31 882.00 1,050.69 72.95
843 3692 6.31 867.80 1,057.43 82.00
844 3694 6.31 868.01 1,057.24 81.83
845 3697 6.31 868.88 1,057.24 81.45
846 370 6.31 870.59 1,049.17 77.22
847 3700 6.31 862.00 1,057.15 84.39
848 3702 6.31 861.96 1,057.23 84.44
849 3705 6.31 862.01 1,057.15 84.39
850 3707 6.31 861.96 1,057.23 84.44
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Coon Rapids, MN 2014 Water Distribution Model Data

ID Demand
(gpm)

Elevation
(ft)

Head
(ft)

Pressure
(psi)

851 371 6.31 865.45 1,049.09 79.41
852 3710 6.31 862.78 1,057.30 84.12
853 3716 6.31 871.08 1,057.05 80.42
854 3718 6.31 865.84 1,056.91 82.62
855 372 6.31 867.94 1,049.05 78.32
856 3723 6.31 868.23 1,057.06 81.66
857 3727 6.31 864.09 1,056.22 83.08
858 373 6.31 858.72 1,061.21 87.57
859 3731 6.31 874.06 1,056.32 78.82
860 3736 6.31 869.67 1,053.57 79.52
861 3739 6.31 871.52 1,053.57 78.73
862 374 6.31 861.20 1,061.21 86.49
863 3741 6.31 873.79 1,054.20 78.02
864 3743 6.31 865.75 1,050.68 79.97
865 3745 6.31 863.76 1,050.26 80.65
866 3748 6.31 861.78 1,050.21 81.48
867 375 6.31 859.76 1,061.22 87.12
868 3750 6.31 862.39 1,050.21 81.22
869 3752 6.31 860.50 1,050.68 82.24
870 3758 6.31 864.69 1,050.17 80.21
871 376 6.31 863.65 1,061.22 85.44
872 3762 6.31 862.12 1,049.25 80.92
873 3765 6.31 858.65 1,049.31 82.45
874 3768 6.31 866.67 1,049.23 78.94
875 377 6.31 865.40 1,061.23 84.68
876 3771 6.31 870.20 1,049.22 77.42
877 3773 6.31 870.13 1,049.22 77.44
878 3775 6.31 872.00 1,049.22 76.63
879 3778 6.31 869.56 1,049.36 77.75
880 378 86.98 845.76 1,058.05 91.80
881 3782 6.31 873.97 1,049.89 76.08
882 3788 6.31 877.45 1,050.07 74.64
883 379 6.31 845.09 1,058.17 92.14
884 3791 6.31 876.56 1,050.03 75.02
885 3793 6.31 877.83 1,050.05 74.47
886 3797 6.31 876.00 1,050.21 75.33
887 3799 6.31 874.34 1,050.07 75.99
888 380 6.31 846.23 1,058.46 91.78
889 3802 6.31 873.98 1,050.17 76.19
890 3805 6.31 872.19 1,050.97 77.31
891 3807 6.31 871.80 1,050.64 77.34
892 381 6.31 852.41 1,058.49 89.11
893 3810 6.31 871.97 1,050.64 77.26
894 3813 6.31 873.84 1,050.66 76.47
895 3815 6.31 874.18 1,050.67 76.32
896 3818 6.31 874.89 1,050.59 75.98
897 382 6.31 851.96 1,058.50 89.31
898 3821 6.31 874.92 1,050.35 75.86
899 3823 6.31 874.01 1,050.30 76.23
900 3825 6.31 874.48 1,050.22 75.99
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Coon Rapids, MN 2014 Water Distribution Model Data

ID Demand
(gpm)

Elevation
(ft)

Head
(ft)

Pressure
(psi)

901 3828 6.31 874.55 1,050.70 76.17
902 383 6.31 858.45 1,058.52 86.52
903 3831 6.31 878.59 1,050.23 74.22
904 3834 6.31 872.01 1,050.16 77.04
905 3839 6.31 874.19 1,050.27 76.14
906 384 6.31 855.54 1,058.54 87.78
907 3843 6.31 873.90 1,050.69 76.45
908 3846 6.31 865.90 1,051.88 80.43
909 3848 6.31 883.73 1,051.84 72.70
910 385 6.31 858.01 1,058.56 86.72
911 3850 6.31 884.09 1,051.83 72.54
912 3853 6.31 890.81 1,051.84 69.63
913 3856 6.31 877.71 1,051.85 75.30
914 3858 6.31 894.94 1,051.84 67.85
915 386 6.31 858.15 1,058.58 86.67
916 3862 6.31 872.27 1,050.77 77.19
917 3864 6.31 879.37 1,053.57 75.33
918 3866 6.31 867.75 1,053.57 80.36
919 387 6.31 861.95 1,058.63 85.05
920 3870 6.31 872.95 1,053.57 78.10
921 3874 6.31 869.99 1,056.07 80.47
922 3876 6.31 872.46 1,055.99 79.36
923 3879 6.31 868.03 1,055.99 81.28
924 388 6.31 861.27 1,058.66 85.36
925 3882 6.31 875.90 1,056.36 78.03
926 3884 6.31 872.02 1,056.36 79.71
927 3886 6.31 881.20 1,056.50 75.80
928 389 6.31 859.84 1,058.69 85.99
929 3892 6.31 874.12 1,056.19 78.73
930 3897 6.31 873.64 1,056.20 78.95
931 390 6.31 854.50 1,059.02 88.44
932 3900 6.31 875.48 1,056.18 78.14
933 3904 6.31 870.02 1,056.17 80.50
934 3908 6.31 869.00 1,056.17 80.94
935 391 6.31 871.51 1,060.19 81.59
936 3912 6.31 868.85 1,056.17 81.00
937 392 6.31 872.30 1,059.26 80.85
938 393 6.31 874.07 1,057.68 79.40
939 3936 6.31 894.42 1,046.86 65.92
940 3938 6.31 900.08 1,046.86 63.47
941 394 6.31 865.48 1,057.13 82.87
942 3940 6.31 892.23 1,046.84 66.86
943 3942 6.31 895.71 1,046.83 65.35
944 395 6.31 865.92 1,056.48 82.40
945 396 6.31 866.64 1,056.22 81.98
946 397 14.98 867.19 1,055.49 81.43
947 398 6.31 869.98 1,054.82 79.93
948 399 6.31 871.92 1,054.27 78.85
949 3994 6.31 896.09 1,046.88 65.21
950 3996 6.31 895.82 1,046.83 65.30
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Coon Rapids, MN 2014 Water Distribution Model Data

ID Demand
(gpm)

Elevation
(ft)

Head
(ft)

Pressure
(psi)

951 3999 6.31 891.42 1,046.83 67.20
952 400 6.31 866.17 1,053.47 81.00
953 4003 6.31 915.07 1,046.71 56.93
954 401 6.31 870.35 1,051.80 78.47
955 4019 6.31 900.95 1,047.36 63.31
956 402 6.31 869.97 1,051.51 78.50
957 4022 6.31 906.15 1,047.43 61.09
958 4024 6.31 908.83 1,047.57 60.00
959 4026 6.31 905.81 1,047.71 61.36
960 4028 6.31 903.57 1,047.96 62.44
961 403 6.31 872.09 1,051.10 77.41
962 4031 6.31 907.59 1,047.43 60.47
963 4034 6.31 918.39 1,047.12 55.67
964 4036 6.31 903.52 1,047.12 62.09
965 4038 6.31 914.29 1,047.44 57.58
966 404 6.31 875.18 1,049.98 75.59
967 4041 6.31 909.94 1,048.20 59.79
968 4043 6.31 899.77 1,048.25 64.21
969 4046 6.31 901.77 1,048.20 63.32
970 4048 6.31 890.01 1,048.96 68.73
971 405 6.31 877.96 1,049.45 74.16
972 4050 6.31 891.65 1,049.24 68.15
973 4052 6.31 897.59 1,048.33 65.19
974 4054 6.31 897.72 1,048.67 65.27
975 4056 6.31 900.62 1,048.87 64.11
976 4059 6.31 905.89 1,048.33 61.59
977 406 6.31 878.00 1,049.45 74.14
978 4062 6.31 899.71 1,049.76 64.88
979 4064 6.31 903.28 1,049.45 63.21
980 4066 6.31 903.33 1,049.46 63.20
981 4068 6.31 899.85 1,049.48 64.71
982 407 6.31 874.21 1,049.45 75.78
983 4070 6.31 897.39 1,049.50 65.78
984 4072 6.31 891.35 1,049.50 68.39
985 4075 6.31 900.33 1,049.48 64.50
986 4077 6.31 896.01 1,049.76 66.49
987 408 6.31 873.21 1,049.45 76.21
988 4081 6.31 889.70 1,049.83 69.24
989 4085 6.31 879.12 1,049.24 73.56
990 4087 6.31 883.90 1,049.24 71.50
991 4089 6.31 877.59 1,049.24 74.22
992 409 6.31 873.69 1,049.45 76.00
993 4091 6.31 893.83 1,050.76 67.87
994 4096 6.31 888.13 1,051.09 70.47
995 4098 6.31 894.00 1,050.93 67.86
996 410 20.92 873.90 1,049.45 75.91
997 411 6.31 871.66 1,049.45 76.89
998 412 6.31 873.45 1,049.47 76.12
999 413 6.31 863.89 1,059.37 84.53
1000 414 6.31 861.96 1,059.22 85.30
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Coon Rapids, MN 2014 Water Distribution Model Data

ID Demand
(gpm)

Elevation
(ft)

Head
(ft)

Pressure
(psi)

1001 415 6.31 857.98 1,058.89 86.88
1002 416 6.31 849.23 1,058.56 90.52
1003 417 6.31 862.96 1,057.60 84.17
1004 4171-A 0.00 861.42 867.12 2.47
1005 4171-B 6.31 861.42 1,070.64 90.47
1006 418 6.31 871.83 1,057.50 80.29
1007 419 6.31 882.74 1,057.49 75.57
1008 420 6.31 882.22 1,057.49 75.79
1009 421 6.31 891.63 1,057.47 71.72
1010 422 6.31 896.46 1,057.47 69.63
1011 423 6.31 868.44 1,057.10 81.59
1012 424 6.31 867.99 1,056.94 81.71
1013 425 6.31 867.94 1,056.71 81.63
1014 426 6.31 868.15 1,056.59 81.49
1015 427 6.31 870.00 1,056.52 80.66
1016 428 6.31 868.56 1,056.03 81.07
1017 4280-A 0.00 870.02 788.78 -35.13
1018 4280-B 0.00 870.02 868.99 -0.44
1019 4284-A 0.00 903.71 830.00 -31.88
1020 4284-B 0.00 903.71 928.50 10.72
1021 429 6.31 863.78 1,055.90 83.08
1022 430 6.31 871.95 1,054.80 79.07
1023 431 6.31 869.98 1,053.92 79.54
1024 432 6.31 867.78 1,053.51 80.31
1025 433 6.31 869.60 1,053.05 79.33
1026 434 6.31 871.95 1,052.57 78.11
1027 435 6.31 870.00 1,051.42 78.45
1028 436 6.31 868.39 1,051.01 78.97
1029 437 6.31 876.42 1,048.94 74.61
1030 438 6.31 876.93 1,048.84 74.34
1031 439 6.31 874.64 1,048.77 75.30
1032 440 6.31 879.95 1,048.69 72.97
1033 441 6.31 878.10 1,048.67 73.76
1034 442 6.31 872.00 1,048.62 76.38
1035 443 6.31 873.61 1,048.56 75.65
1036 444 6.31 871.31 1,048.53 76.64
1037 445 6.31 871.58 1,048.52 76.51
1038 446 6.31 872.37 1,048.48 76.15
1039 447 6.31 874.18 1,048.23 75.27
1040 448 6.31 875.96 1,048.54 74.63
1041 449 6.31 875.71 1,048.55 74.74
1042 450 6.31 883.76 1,048.62 71.29
1043 451 6.31 884.16 1,048.66 71.13
1044 452 6.31 880.01 1,048.63 72.92
1045 453 6.31 884.93 1,048.70 70.82
1046 454 6.31 884.16 1,047.94 70.82
1047 455 6.31 885.20 1,054.25 73.10
1048 456 6.31 885.70 1,054.19 72.86
1049 457 6.31 857.98 1,060.51 87.58
1050 458 6.31 856.46 1,060.51 88.24
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Coon Rapids, MN 2014 Water Distribution Model Data

ID Demand
(gpm)

Elevation
(ft)

Head
(ft)

Pressure
(psi)

1051 459 6.31 867.96 1,056.22 81.41
1052 460 6.31 870.00 1,056.21 80.53
1053 461 6.31 865.09 1,056.23 82.66
1054 462 6.31 867.87 1,054.27 80.60
1055 463 6.31 866.30 1,054.27 81.28
1056 464 6.31 867.06 1,054.22 80.93
1057 465 6.31 867.76 1,054.20 80.62
1058 466 6.31 871.46 1,054.20 79.02
1059 467 6.31 871.93 1,054.20 78.82
1060 468 6.31 871.86 1,054.20 78.85
1061 469 6.31 867.03 1,050.84 79.48
1062 470 6.31 871.94 1,050.69 77.30
1063 471 6.31 867.80 1,050.60 79.05
1064 472 6.31 869.93 1,050.63 78.14
1065 473 6.31 872.04 1,050.09 77.00
1066 474 6.31 871.59 1,050.12 77.20
1067 475 6.31 869.31 1,050.13 78.20
1068 476 6.31 876.87 1,050.03 74.88
1069 477 6.31 873.00 1,049.65 76.39
1070 478 6.31 872.14 1,049.55 76.72
1071 479 6.31 873.87 1,049.61 76.00
1072 480 6.31 868.88 1,049.55 78.13
1073 481 6.31 870.09 1,053.47 79.30
1074 482 6.31 869.66 1,053.47 79.49
1075 483 6.31 863.75 1,052.20 81.49
1076 484 6.31 875.61 1,053.57 76.96
1077 485 6.31 876.57 1,053.58 76.54
1078 486 6.31 881.35 1,053.60 74.49
1079 487 6.31 884.51 1,053.60 73.12
1080 488 6.31 884.00 1,053.61 73.35
1081 489 6.31 879.74 1,053.64 75.20
1082 490 6.31 879.66 1,053.80 75.30
1083 491 6.31 884.70 1,053.81 73.13
1084 492 6.31 887.99 1,053.82 71.71
1085 493 6.31 886.43 1,053.82 72.39
1086 494 6.31 887.93 1,053.83 71.74
1087 495 6.31 886.00 1,053.76 72.54
1088 496 6.31 891.96 1,053.62 69.91
1089 497 6.31 895.85 1,053.45 68.15
1090 498 6.31 877.40 1,054.11 76.41
1091 499 6.31 877.95 1,054.42 76.31
1092 500 6.31 877.80 1,055.54 76.86
1093 501 6.31 882.64 1,056.02 74.98
1094 502 6.31 877.81 1,056.29 77.18
1095 503 6.31 879.08 1,056.45 76.70
1096 504 6.31 876.44 1,056.36 77.80
1097 505 6.31 873.76 1,056.21 78.90
1098 506 6.31 882.62 1,056.19 75.06
1099 507 6.31 870.99 1,056.18 80.08
1100 508 6.31 867.78 1,056.18 81.47
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Coon Rapids, MN 2014 Water Distribution Model Data

ID Demand
(gpm)

Elevation
(ft)

Head
(ft)

Pressure
(psi)

1101 509 24.66 865.85 1,056.43 82.41
1102 510 25.03 868.41 1,056.47 81.32
1103 511 6.31 865.92 1,056.58 82.45
1104 512 6.31 895.93 1,054.31 68.49
1105 513 6.31 895.83 1,054.31 68.53
1106 514 6.31 897.81 1,054.31 67.68
1107 515 6.31 895.47 1,054.31 68.69
1108 516 6.31 895.44 1,054.31 68.70
1109 517 6.31 914.00 1,054.05 60.56
1110 518 6.31 894.25 1,054.03 69.10
1111 519 6.31 893.16 1,054.02 69.56
1112 520 6.31 895.57 1,054.01 68.51
1113 521 6.31 895.51 1,053.98 68.53
1114 522 6.31 899.92 1,053.97 66.61
1115 523 6.31 895.87 1,053.95 68.36
1116 524 6.31 906.02 1,059.23 66.26
1117 525 6.31 896.01 1,059.23 70.58
1118 526 6.31 900.33 1,059.59 68.87
1119 527 6.31 904.58 1,059.12 66.83
1120 528 6.31 905.62 1,059.01 66.33
1121 529 6.31 907.91 1,058.86 65.28
1122 530 6.31 911.01 1,058.65 63.84
1123 531 6.31 913.87 1,058.57 62.57
1124 532 6.31 909.84 1,058.39 64.24
1125 533 6.31 913.35 1,058.39 62.72
1126 534 6.31 911.41 1,058.17 63.46
1127 535 6.31 905.19 1,058.10 66.12
1128 536 6.31 904.17 1,058.05 66.54
1129 537 6.31 871.96 1,049.19 76.64
1130 538 6.31 867.06 1,049.18 78.76
1131 539 6.31 877.76 1,049.07 74.08
1132 540 19.61 872.72 1,048.83 76.16
1133 541 6.31 872.96 1,048.77 76.02
1134 542 6.31 872.80 1,049.38 76.36
1135 543 6.31 882.41 1,049.36 72.19
1136 544 6.31 880.40 1,049.35 73.06
1137 545 6.31 872.49 1,049.35 76.48
1138 546 6.31 870.00 1,049.35 77.55
1139 547 6.31 875.14 1,048.62 75.02
1140 548 6.31 877.46 1,048.63 74.02
1141 549 6.31 880.82 1,048.63 72.56
1142 550 6.31 881.65 1,048.63 72.21
1143 551 17.58 881.76 1,048.63 72.16
1144 552 6.31 886.00 1,049.48 70.70
1145 553 6.31 888.13 1,049.58 69.82
1146 554 6.31 896.29 1,051.68 67.19
1147 555 6.31 907.90 1,053.52 62.97
1148 556 6.31 908.66 1,055.79 63.63
1149 557 6.31 899.52 1,055.79 67.58
1150 558 6.31 887.71 1,054.03 71.92
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Coon Rapids, MN 2014 Water Distribution Model Data

ID Demand
(gpm)

Elevation
(ft)

Head
(ft)

Pressure
(psi)

1151 559 6.31 885.93 1,053.92 72.65
1152 560 6.31 881.90 1,053.85 74.36
1153 561 6.31 881.90 1,053.80 74.33
1154 562 6.31 884.59 1,053.77 73.16
1155 563 6.31 881.44 1,053.76 74.51
1156 564 6.31 873.69 1,053.79 77.88
1157 565 6.31 873.14 1,055.37 78.80
1158 566 6.31 874.93 1,057.04 78.75
1159 567 6.31 873.42 1,057.16 79.46
1160 568 6.31 871.68 1,057.27 80.25
1161 569 32.03 870.50 1,056.16 80.29
1162 570 6.31 869.57 1,056.17 80.69
1163 571 6.31 867.12 1,056.17 81.75
1164 572 6.31 903.46 1,054.31 65.23
1165 573 6.31 896.27 1,053.94 68.18
1166 574 6.31 899.34 1,053.93 66.85
1167 575 6.31 899.88 1,053.93 66.62
1168 576 6.31 901.96 1,053.93 65.71
1169 577 6.31 901.75 1,053.91 65.80
1170 578 6.31 902.90 1,053.90 65.30
1171 579 6.31 896.61 1,053.86 68.00
1172 580 6.31 903.16 1,053.86 65.17
1173 581 6.31 866.16 1,056.50 82.31
1174 582 6.31 867.18 1,056.58 81.90
1175 583 6.31 865.16 1,056.54 82.76
1176 584 6.31 868.00 1,056.64 81.58
1177 585 6.31 866.00 1,056.64 82.44
1178 586 6.31 868.33 1,056.90 81.54
1179 587 6.31 868.00 1,058.59 82.42
1180 588 6.31 867.13 1,058.58 82.79
1181 589 6.31 862.80 1,058.58 84.66
1182 590 6.31 865.84 1,058.58 83.35
1183 591 6.31 868.01 1,057.31 81.86
1184 592 6.31 867.98 1,056.73 81.62
1185 593 6.31 868.02 1,056.08 81.32
1186 594 6.31 865.28 1,055.96 82.46
1187 595 6.31 867.85 1,054.48 80.71
1188 596 6.31 867.62 1,054.44 80.79
1189 597 6.31 865.67 1,054.64 81.72
1190 598 6.31 865.36 1,054.91 81.97
1191 599 6.31 865.33 1,055.33 82.16
1192 600 6.31 865.34 1,054.15 81.65
1193 601 6.31 865.64 1,054.05 81.48
1194 602 6.31 872.12 1,049.96 76.90
1195 603 6.31 871.83 1,049.96 77.03
1196 604 6.31 869.37 1,049.96 78.10
1197 605 6.31 869.63 1,049.97 77.98
1198 606 6.31 869.54 1,049.98 78.03
1199 607 6.31 867.42 1,050.04 78.97
1200 608 6.31 868.37 1,050.07 78.57
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Coon Rapids, MN 2014 Water Distribution Model Data

ID Demand
(gpm)

Elevation
(ft)

Head
(ft)

Pressure
(psi)

1201 609 6.31 871.80 1,053.47 78.56
1202 610 6.31 871.21 1,053.47 78.81
1203 611 6.31 874.89 1,057.25 78.86
1204 612 6.31 874.01 1,057.07 79.16
1205 613 6.31 870.12 1,056.58 80.63
1206 614 6.31 870.57 1,056.16 80.25
1207 615 6.31 871.60 1,055.92 79.71
1208 616 6.31 872.11 1,055.62 79.36
1209 617 6.31 873.92 1,055.52 78.53
1210 618 6.31 872.10 1,055.42 79.28
1211 619 6.31 867.95 1,055.33 81.03
1212 620 6.31 872.02 1,055.23 79.22
1213 621 6.31 873.96 1,058.98 80.01
1214 622 6.31 876.17 1,057.65 78.48
1215 623 6.31 876.17 1,057.40 78.37
1216 624 6.31 877.25 1,057.10 77.77
1217 625 6.31 854.78 1,059.59 88.57
1218 626 6.31 871.60 1,062.21 82.43
1219 627 6.31 853.56 1,062.94 90.54
1220 628 6.31 852.45 1,063.55 91.28
1221 629 6.31 869.02 1,066.08 85.22
1222 630 6.31 868.04 1,066.99 86.03
1223 631 6.31 863.97 1,065.51 87.15
1224 632 6.31 863.45 1,065.45 87.35
1225 633 6.31 858.12 1,063.96 89.01
1226 634 6.31 849.79 1,063.93 92.60
1227 635 6.31 851.25 1,063.93 91.97
1228 636 6.31 849.42 1,063.91 92.75
1229 637 6.31 851.08 1,063.86 92.02
1230 638 6.31 850.85 1,063.79 92.08
1231 639 6.31 852.78 1,063.71 91.21
1232 640 6.31 855.45 1,063.61 90.01
1233 641 6.31 853.87 1,063.58 90.69
1234 642 6.31 856.01 1,063.56 89.75
1235 643 6.31 849.22 1,058.41 90.46
1236 644 6.31 846.35 1,058.15 91.59
1237 645 6.31 872.06 1,049.56 76.76
1238 646 6.31 872.96 1,049.56 76.37
1239 647 6.31 860.66 1,049.16 81.51
1240 648 6.31 858.22 1,049.16 82.57
1241 649 6.31 861.25 1,049.16 81.26
1242 650 6.31 863.38 1,049.16 80.34
1243 651 6.31 865.75 1,049.16 79.31
1244 652 6.31 857.50 1,049.18 82.89
1245 653 6.31 837.99 1,049.18 91.32
1246 654 6.31 865.92 1,049.16 79.24
1247 655 6.31 869.99 1,049.18 77.49
1248 656 6.31 871.30 1,049.21 76.94
1249 657 6.31 873.92 1,049.21 75.80
1250 658 6.31 878.35 1,049.26 73.91
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Coon Rapids, MN 2014 Water Distribution Model Data

ID Demand
(gpm)

Elevation
(ft)

Head
(ft)

Pressure
(psi)

1251 659 6.31 878.68 1,049.26 73.76
1252 660 6.31 875.98 1,049.29 74.95
1253 661 6.31 874.00 1,049.29 75.80
1254 662 6.31 871.95 1,049.31 76.69
1255 663 6.31 873.12 1,049.31 76.19
1256 664 6.31 868.06 1,049.31 78.38
1257 665 6.31 877.53 1,049.49 74.36
1258 666 6.31 875.90 1,048.77 74.75
1259 667 20.90 872.68 1,048.77 76.15
1260 668 6.31 872.96 1,048.62 75.96
1261 669 6.31 873.37 1,048.62 75.79
1262 670 6.31 871.94 1,048.56 76.37
1263 671 6.31 875.97 1,048.53 74.62
1264 672 6.31 879.84 1,048.66 73.01
1265 673 6.31 880.99 1,048.69 72.52
1266 674 6.31 881.41 1,049.10 72.52
1267 675 6.31 881.72 1,049.11 72.38
1268 676 6.31 882.42 1,049.15 72.10
1269 677 6.31 881.50 1,049.15 72.50
1270 678 6.31 882.09 1,049.22 72.28
1271 679 6.31 888.92 1,049.30 69.35
1272 680 6.31 889.40 1,049.42 69.20
1273 681 6.31 887.45 1,049.42 70.04
1274 682 6.31 887.71 1,048.66 69.60
1275 683 6.31 883.70 1,048.64 71.33
1276 684 6.31 885.06 1,048.78 70.80
1277 685 6.31 891.10 1,048.68 68.14
1278 686 6.31 893.79 1,049.19 67.20
1279 687 6.31 877.85 1,048.47 73.78
1280 688 6.31 877.33 1,048.52 74.03
1281 690 6.31 881.13 1,048.63 72.43
1282 691 6.31 881.87 1,048.65 72.12
1283 692 6.31 892.00 1,051.67 69.05
1284 693 6.31 891.77 1,050.47 68.63
1285 694 6.31 892.14 1,050.73 68.58
1286 695 6.31 892.89 1,050.61 68.20
1287 696 6.31 893.58 1,050.48 67.85
1288 697 6.31 882.83 1,047.94 71.40
1289 698 6.31 901.69 1,054.11 65.91
1290 699 6.31 893.43 1,053.75 69.33
1291 700 6.31 885.92 1,053.79 72.59
1292 701 6.31 882.35 1,053.79 74.14
1293 702 6.31 881.33 1,053.79 74.58
1294 703 6.31 877.96 1,053.78 76.03
1295 704 6.31 874.02 1,053.77 77.73
1296 705 6.31 871.93 1,053.76 78.63
1297 706 6.31 867.54 1,053.75 80.52
1298 707 6.31 866.14 1,053.74 81.12
1299 708 6.31 867.95 1,053.73 80.34
1300 709 6.31 867.85 1,053.73 80.38
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Coon Rapids, MN 2014 Water Distribution Model Data

ID Demand
(gpm)

Elevation
(ft)

Head
(ft)

Pressure
(psi)

1301 710 6.31 847.92 1,053.73 89.00
1302 711 6.31 858.95 1,053.74 84.23
1303 712 6.31 856.61 1,053.74 85.24
1304 713 6.31 874.00 1,053.74 77.73
1305 714 6.31 878.00 1,053.75 76.00
1306 715 6.31 881.46 1,053.76 74.51
1307 716 6.31 879.49 1,055.27 76.01
1308 717 6.31 873.65 1,057.09 79.32
1309 718 6.31 871.04 1,057.10 80.46
1310 719 6.31 874.00 1,057.11 79.18
1311 720 6.31 872.44 1,057.12 79.86
1312 721 6.31 863.96 1,057.14 83.54
1313 722 6.31 854.88 1,057.28 87.52
1314 723 6.31 856.46 1,057.36 86.87
1315 724 6.31 857.93 1,057.40 86.26
1316 725 6.31 858.36 1,057.48 86.11
1317 726 6.31 859.70 1,057.40 85.49
1318 727 6.31 864.78 1,057.40 83.29
1319 728 6.31 867.65 1,057.40 82.05
1320 729 6.31 865.01 1,057.54 83.26
1321 730 6.31 862.68 1,057.50 84.25
1322 731 6.31 861.44 1,057.49 84.78
1323 732 6.31 861.32 1,057.49 84.83
1324 733 6.31 860.91 1,057.49 85.00
1325 734 6.31 863.98 1,057.48 83.68
1326 735 6.31 867.05 1,057.48 82.35
1327 736 6.31 861.95 1,057.48 84.56
1328 737 6.31 865.98 1,057.49 82.81
1329 738 6.31 862.84 1,057.50 84.18
1330 739 6.31 869.82 1,057.50 81.16
1331 740 6.31 897.70 1,054.40 67.76
1332 741 6.31 903.89 1,054.60 65.17
1333 742 6.31 879.04 1,051.11 74.41
1334 743 6.31 855.39 1,053.04 85.47
1335 744 6.31 853.18 1,053.59 86.66
1336 745 6.31 849.87 1,054.02 88.28
1337 746 6.31 848.08 1,054.56 89.29
1338 747 6.31 855.00 1,054.90 86.45
1339 748 6.31 855.69 1,055.08 86.22
1340 749 6.31 852.02 1,054.89 87.73
1341 750 6.31 855.31 1,058.01 87.66
1342 751 6.31 852.83 1,057.87 88.66
1343 752 6.31 859.85 1,057.89 85.64
1344 753 6.31 852.30 1,059.36 89.54
1345 754 6.31 848.13 1,060.56 91.86
1346 755 6.31 856.00 1,060.60 88.48
1347 756 6.31 853.13 1,060.73 89.77
1348 757 6.31 857.23 1,060.82 88.04
1349 758 6.31 857.89 1,060.83 87.76
1350 759 6.31 856.06 1,060.39 88.36
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Coon Rapids, MN 2014 Water Distribution Model Data

ID Demand
(gpm)

Elevation
(ft)

Head
(ft)

Pressure
(psi)

1351 760 6.31 857.38 1,060.29 87.74
1352 761 6.31 850.61 1,061.77 91.31
1353 762 6.31 853.16 1,062.09 90.35
1354 763 6.31 850.82 1,062.36 91.48
1355 764 6.31 853.86 1,063.13 90.50
1356 765 6.31 855.96 1,063.97 89.95
1357 766 6.31 853.45 1,064.10 91.10
1358 767 6.31 864.25 1,064.07 86.41
1359 768 6.31 863.66 1,064.03 86.65
1360 769 6.31 853.99 1,062.07 89.98
1361 770 6.31 857.74 1,060.28 87.58
1362 771 16.14 859.25 1,059.58 86.63
1363 772 6.31 853.75 1,062.18 90.14
1364 773 6.31 855.90 1,062.18 89.20
1365 774 6.31 870.30 1,062.06 82.92
1366 775 6.31 859.66 1,064.65 88.64
1367 776 6.31 857.76 1,064.36 89.34
1368 777 6.31 857.65 1,064.21 89.32
1369 778 6.31 859.89 1,064.16 88.33
1370 779 6.31 851.35 1,063.71 91.83
1371 780 6.31 854.20 1,062.71 90.16
1372 781 6.31 857.97 1,062.50 88.45
1373 782 6.31 860.04 1,062.39 87.50
1374 783 6.31 859.83 1,062.32 87.57
1375 784 6.31 859.46 1,062.23 87.69
1376 785 6.31 859.57 1,062.07 87.57
1377 786 6.31 859.72 1,061.89 87.43
1378 787 6.31 861.20 1,061.84 86.76
1379 788 6.31 862.01 1,061.52 86.28
1380 789 6.31 852.00 1,058.67 89.37
1381 790 6.31 864.00 1,059.54 84.56
1382 791 6.31 861.93 1,059.62 85.49
1383 792 6.31 863.51 1,059.67 84.83
1384 793 6.31 864.00 1,059.67 84.62
1385 794 6.31 858.54 1,059.77 87.02
1386 795 6.31 863.77 1,059.86 84.80
1387 796 6.31 867.30 1,059.95 83.31
1388 797 6.31 864.49 1,059.97 84.53
1389 798 6.31 861.97 1,060.13 85.69
1390 799 6.31 859.52 1,060.09 86.73
1391 800 6.31 859.87 1,059.91 86.50
1392 801 6.31 857.40 1,059.84 87.54
1393 802 6.31 864.50 1,060.75 84.86
1394 803 6.31 865.79 1,061.05 84.44
1395 804 6.31 849.96 1,058.59 90.22
1396 805 6.31 854.02 1,058.50 88.42
1397 806 6.31 851.76 1,058.50 89.40
1398 807 6.31 857.30 1,058.50 87.01
1399 808 6.31 856.01 1,058.52 87.57
1400 809 6.31 853.08 1,058.52 88.84
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Coon Rapids, MN 2014 Water Distribution Model Data

ID Demand
(gpm)

Elevation
(ft)

Head
(ft)

Pressure
(psi)

1401 810 6.31 857.63 1,058.49 86.86
1402 811 6.31 859.73 1,058.49 85.95
1403 812 6.31 858.00 1,058.49 86.70
1404 813 6.31 857.73 1,058.49 86.82
1405 814 6.31 856.00 1,058.49 87.57
1406 815 6.31 859.00 1,058.50 86.27
1407 816 6.31 857.86 1,058.51 86.77
1408 817 6.31 854.07 1,058.51 88.41
1409 818 6.31 861.70 1,058.58 85.14
1410 819 6.31 851.89 1,058.59 89.39
1411 820 6.31 860.40 1,058.62 85.72
1412 821 6.31 859.17 1,058.46 86.18
1413 822 6.31 860.29 1,058.02 85.51
1414 823 6.31 859.29 1,057.94 85.90
1415 824 6.31 860.67 1,057.55 85.14
1416 825 6.31 867.67 1,057.12 81.93
1417 826 6.31 862.08 1,057.54 84.53
1418 827 6.31 857.73 1,057.96 86.59
1419 828 6.31 860.01 1,057.99 85.62
1420 829 6.31 858.17 1,057.99 86.41
1421 830 6.31 860.00 1,058.63 85.89
1422 831 6.31 863.25 1,057.51 84.00
1423 832 6.31 869.95 1,057.63 81.16
1424 833 6.31 865.72 1,057.43 82.90
1425 834 6.31 863.63 1,060.20 85.00
1426 835 6.31 861.76 1,058.67 85.15
1427 836 6.31 864.80 1,058.67 83.84
1428 837 6.31 867.74 1,055.00 80.98
1429 838 6.31 867.50 1,054.92 81.05
1430 839 6.31 867.78 1,054.97 80.94
1431 840 6.31 865.89 1,054.49 81.56
1432 841 6.31 865.68 1,053.80 81.35
1433 842 6.31 865.59 1,053.45 81.24
1434 843 6.31 866.87 1,053.31 80.62
1435 844 6.31 867.06 1,053.24 80.51
1436 845 6.31 868.00 1,053.50 80.22
1437 846 6.31 867.71 1,053.81 80.47
1438 847 6.31 866.33 1,053.06 80.75
1439 848 6.31 867.85 1,052.61 79.90
1440 849 6.31 870.09 1,062.85 83.35
1441 850 6.31 863.65 1,060.68 85.20
1442 851 6.31 861.55 1,060.22 85.91
1443 852 6.31 860.02 1,059.37 86.21
1444 853 6.31 860.00 1,058.61 85.89
1445 854 6.31 861.46 1,058.50 85.21
1446 855 6.31 863.67 1,058.58 84.29
1447 856 6.31 865.58 1,057.77 83.11
1448 857 6.31 867.51 1,056.73 81.82
1449 858 6.31 869.59 1,058.12 81.52
1450 859 6.31 865.92 1,058.13 83.12
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Coon Rapids, MN 2014 Water Distribution Model Data

ID Demand
(gpm)

Elevation
(ft)

Head
(ft)

Pressure
(psi)

1451 860 6.31 868.00 1,058.22 82.26
1452 861 6.31 861.92 1,058.37 84.95
1453 862 6.31 869.53 1,062.24 83.33
1454 863 6.31 870.93 1,061.90 82.58
1455 864 6.31 870.94 1,060.51 81.98
1456 865 6.31 869.13 1,060.33 82.68
1457 866 6.31 867.17 1,060.27 83.50
1458 867 6.31 868.41 1,060.20 82.94
1459 868 6.31 871.13 1,053.03 78.66
1460 869 6.31 870.00 1,052.62 78.97
1461 870 6.31 870.46 1,052.56 78.74
1462 871 6.31 871.86 1,051.64 77.74
1463 872 6.31 871.99 1,052.68 78.13
1464 873 6.31 873.63 1,052.72 77.45
1465 874 6.31 873.96 1,052.74 77.31
1466 875 6.31 873.92 1,052.75 77.33
1467 876 6.31 873.64 1,052.76 77.46
1468 877 6.31 873.99 1,052.76 77.31
1469 878 6.31 871.99 1,052.58 78.10
1470 879 6.31 873.96 1,052.73 77.31
1471 880 6.31 874.00 1,052.90 77.36
1472 881 6.31 871.35 1,052.97 78.54
1473 882 6.31 871.33 1,052.97 78.55
1474 883 6.31 869.90 1,053.43 79.37
1475 884 6.31 871.19 1,049.95 77.30
1476 885 6.31 871.98 1,049.95 76.96
1477 886 6.31 855.66 1,057.65 87.35
1478 887 6.31 853.99 1,057.63 88.06
1479 888 6.31 861.89 1,057.63 84.64
1480 889 6.31 862.21 1,057.63 84.50
1481 890 6.31 865.75 1,059.88 83.95
1482 891 6.31 877.99 1,056.14 77.04
1483 892 6.31 878.01 1,055.96 76.95
1484 893 6.31 878.13 1,055.88 76.87
1485 894 6.31 874.01 1,055.86 78.64
1486 895 6.31 863.62 1,055.72 83.07
1487 896 6.31 875.82 1,055.89 77.87
1488 897 6.31 876.15 1,056.23 77.88
1489 898 6.31 869.40 1,056.86 81.06
1490 899 6.31 868.59 1,057.55 81.71
1491 900 6.31 867.67 1,056.18 81.52
1492 901 6.31 868.65 1,056.16 81.09
1493 902 6.31 872.27 1,056.13 79.51
1494 903 6.31 863.83 1,050.97 80.93
1495 904 6.31 867.14 1,050.79 79.42
1496 905 6.31 868.84 1,050.77 78.67
1497 906 6.31 869.47 1,050.77 78.40
1498 907 6.31 867.34 1,050.78 79.33
1499 908 6.31 869.83 1,050.77 78.24
1500 909 6.31 869.79 1,050.77 78.26
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Coon Rapids, MN 2014 Water Distribution Model Data

ID Demand
(gpm)

Elevation
(ft)

Head
(ft)

Pressure
(psi)

1501 910 6.31 872.63 1,050.77 77.03
1502 911 6.31 871.89 1,050.77 77.35
1503 912 6.31 865.33 1,050.41 80.04
1504 913 6.31 865.81 1,050.03 79.66
1505 914 6.31 864.12 1,050.00 80.38
1506 915 6.31 869.95 1,049.96 77.84
1507 916 6.31 871.28 1,054.25 79.12
1508 917 6.31 862.05 1,054.39 83.17
1509 918 6.31 863.41 1,054.62 82.68
1510 919 6.31 865.24 1,054.92 82.02
1511 920 6.31 863.54 1,055.00 82.80
1512 921 6.31 871.73 1,053.96 78.80
1513 922 6.31 869.98 1,053.80 79.49
1514 923 6.31 869.89 1,053.64 79.46
1515 924 6.31 867.66 1,053.52 80.37
1516 925 6.31 873.69 1,055.17 78.48
1517 926 6.31 872.21 1,055.17 79.12
1518 927 6.31 873.46 1,055.30 78.63
1519 928 6.31 878.01 1,055.30 76.66
1520 929 6.31 869.07 1,053.93 79.94
1521 930 6.31 871.96 1,053.47 78.49
1522 931 6.31 869.83 1,053.47 79.41
1523 932 6.31 869.82 1,053.47 79.42
1524 933 6.31 872.16 1,053.47 78.41
1525 934 6.31 876.66 1,053.47 76.46
1526 935 6.31 874.00 1,053.47 77.61
1527 936 6.31 873.09 1,053.47 78.00
1528 937 6.31 868.92 1,051.26 78.85
1529 938 6.31 869.53 1,051.26 78.58
1530 940 6.31 872.93 1,049.71 76.45
1531 941 6.31 869.41 1,050.02 78.10
1532 942 6.31 871.78 1,049.99 77.07
1533 943 6.31 863.51 1,049.06 80.23
1534 944 6.31 875.72 1,048.64 74.77
1535 945 6.31 872.57 1,048.62 76.13
1536 946 6.31 871.95 1,048.62 76.40
1537 947 6.31 873.77 1,049.39 75.94
1538 948 6.31 877.08 1,049.37 74.50
1539 949 6.31 877.66 1,049.35 74.24
1540 950 6.31 878.00 1,049.34 74.09
1541 951 6.31 873.44 1,049.34 76.07
1542 952 6.31 871.42 1,049.34 76.94
1543 953 6.31 873.80 1,049.34 75.91
1544 954 6.31 871.53 1,049.35 76.90
1545 955 6.31 877.47 1,049.35 74.33
1546 956 6.31 867.12 1,049.39 78.82
1547 957 6.31 875.31 1,049.45 75.30
1548 958 6.31 872.43 1,049.43 76.54
1549 959 6.31 871.07 1,049.39 77.11
1550 960 6.31 870.00 1,049.36 77.56

Date: Tuesday, July 08, 2014, Time: 14:10:56, Page 31

You created this PDF from an application that is not licensed to print to novaPDF printer (http://www.novapdf.com)

http://www.novapdf.com


Coon Rapids, MN 2014 Water Distribution Model Data

ID Demand
(gpm)

Elevation
(ft)

Head
(ft)

Pressure
(psi)

1551 961 6.31 873.22 1,049.35 76.16
1552 962 6.31 874.91 1,049.34 75.43
1553 963 6.31 871.97 1,049.34 76.70
1554 964 6.31 873.44 1,049.34 76.06
1555 965 6.31 874.16 1,049.34 75.75
1556 966 6.31 874.32 1,049.34 75.69
1557 967 6.31 875.11 1,049.34 75.34
1558 968 6.31 877.27 1,049.34 74.41
1559 969 6.31 871.62 1,049.35 76.85
1560 970 6.31 872.07 1,049.35 76.66
1561 971 6.31 871.78 1,049.35 76.79
1562 972 6.31 875.03 1,049.36 75.38
1563 973 6.31 873.92 1,049.37 75.87
1564 974 6.31 871.36 1,049.37 76.98
1565 975 6.31 873.03 1,049.37 76.26
1566 976 6.31 873.58 1,049.45 76.05
1567 977 6.31 876.87 1,049.45 74.63
1568 978 6.31 869.96 1,049.56 77.66
1569 979 6.31 870.81 1,049.55 77.30
1570 980 6.31 865.29 1,048.46 79.21
1571 981 6.31 865.24 1,048.45 79.22
1572 982 6.31 865.71 1,048.45 79.02
1573 983 6.31 868.00 1,048.45 78.03
1574 984 6.31 864.01 1,048.45 79.76
1575 985 6.31 868.62 1,048.45 77.76
1576 986 6.31 873.23 1,048.45 75.77
1577 987 6.31 879.95 1,048.40 72.84
1578 988 6.31 877.72 1,048.35 73.79
1579 989 6.31 881.65 1,048.30 72.07
1580 990 6.31 875.98 1,048.26 74.50
1581 991 6.31 882.05 1,048.26 71.87
1582 992 6.31 887.60 1,048.26 69.48
1583 993 6.31 881.52 1,048.39 72.16
1584 994 6.31 878.06 1,048.39 73.66
1585 995 6.31 877.93 1,048.39 73.71
1586 996 6.31 879.78 1,048.41 72.92
1587 997 6.31 889.42 1,048.43 68.76
1588 998 6.31 878.75 1,048.41 73.37
1589 999 6.31 869.92 1,048.41 77.18
1590 J10 6.31 877.46 1,050.09 74.65
1591 J100 6.31 890.05 1,049.57 68.98
1592 J102 6.31 898.70 1,054.42 67.34
1593 J104 6.31 874.32 1,048.33 75.25
1594 J106 6.31 877.77 1,050.26 74.59
1595 J108 6.31 885.81 1,049.69 70.87
1596 J110 6.31 865.24 1,053.73 81.51
1597 J112 6.31 858.75 1,053.73 84.32
1598 J114 6.31 884.00 1,054.78 73.85
1599 J118 6.31 886.26 1,054.86 72.91
1600 J12 6.31 874.92 1,050.78 76.05
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Coon Rapids, MN 2014 Water Distribution Model Data

ID Demand
(gpm)

Elevation
(ft)

Head
(ft)

Pressure
(psi)

1601 J120 6.31 894.58 1,056.56 70.05
1602 J122 6.31 900.15 1,058.40 68.43
1603 J124 6.31 901.91 1,059.38 68.10
1604 J126 6.31 902.08 1,049.76 63.86
1605 J130 6.31 890.73 1,050.29 69.00
1606 J132 6.31 893.92 1,050.27 67.61
1607 J134 6.31 897.99 1,047.20 64.52
1608 J136 6.31 900.77 1,047.09 63.27
1609 J138 6.31 877.48 1,055.94 77.17
1610 J14 6.31 879.51 1,049.47 73.50
1611 J140 6.31 859.67 1,056.25 85.01
1612 J142 6.31 859.08 1,056.15 85.22
1613 J144 6.31 855.74 1,058.51 87.68
1614 J146 6.31 857.24 1,058.80 87.16
1615 J148 6.31 853.25 1,058.71 88.85
1616 J150 6.31 864.00 1,060.22 84.85
1617 J152 6.31 883.64 1,061.45 76.89
1618 J154 6.31 875.97 1,062.05 80.47
1619 J156 6.31 870.26 1,062.13 82.97
1620 J158 6.31 879.46 1,061.85 78.87
1621 J16 6.31 879.73 1,049.47 73.40
1622 J18 6.31 871.22 1,049.23 76.98
1623 J20 6.31 873.47 1,049.22 76.00
1624 J22 6.31 876.36 1,049.22 74.75
1625 J24 6.31 866.99 1,049.30 78.84
1626 J26 6.31 863.84 1,049.31 80.20
1627 J28 6.31 863.98 1,049.30 80.14
1628 J30 6.31 871.76 1,050.09 77.12
1629 J32 6.31 869.79 1,050.10 77.97
1630 J34 6.31 870.12 1,049.97 77.77
1631 J38 6.31 862.40 1,049.96 81.11
1632 J42 6.31 873.34 1,052.04 77.28
1633 J44 6.31 878.21 1,050.43 74.47
1634 J46 6.31 874.49 1,050.28 76.02
1635 J48 6.31 877.11 1,050.33 74.91
1636 J50 6.31 874.15 1,049.97 76.03
1637 J52 6.31 873.99 1,050.27 76.23
1638 J54 6.31 874.00 1,050.31 76.24
1639 J56 6.31 874.52 1,050.32 76.02
1640 J58 6.31 875.94 1,050.74 75.59
1641 J60 6.31 877.78 1,050.07 74.50
1642 J62 6.31 864.77 1,050.27 80.22
1643 J64 6.31 878.03 1,057.10 77.44
1644 J66 6.31 865.87 1,057.32 82.79
1645 J68 126.84 862.89 1,057.43 84.13
1646 J70 6.31 857.69 1,057.63 86.46
1647 J72 6.31 867.57 1,056.74 81.80
1648 J74 6.31 861.48 1,057.19 84.63
1649 J76 6.31 864.00 1,057.09 83.50
1650 J78 6.31 874.68 1,057.20 78.92
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Coon Rapids, MN 2014 Water Distribution Model Data

ID Demand
(gpm)

Elevation
(ft)

Head
(ft)

Pressure
(psi)

1651 J80 6.31 874.07 1,052.93 77.34
1652 J82 6.31 873.98 1,052.91 77.38
1653 J84 6.31 869.98 1,060.72 82.48
1654 J86 6.31 856.69 1,061.95 88.76
1655 J88 6.31 855.30 1,063.53 90.04
1656 J90 6.31 869.60 1,049.95 77.99
1657 J92 6.31 868.12 1,062.53 84.07
1658 J94 6.31 862.20 1,061.72 86.28
1659 J96 6.31 884.01 1,049.68 71.64
1660 J98 6.31 903.54 1,049.57 63.15
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APPENDIX C:   

2.5 MG NORTH TOWER 

  



















 

 

 

 

 

 

 

 

 

 

APPENDIX D:   

5.5 MG RESERVIOR 

 




















