EXHIBIT A

Contractor Staging Area

A.R.C.C. WATER MAIN ALTERNATE B
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INSTALL NEW 8" R.W. VALVE (ALTERNATE B)
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INSTALL 1" SERVICE FOR TESTING, REMOVE AFTER
TESTING (INSTALL MECHANICAL CAP ON CORF.)
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REMOVE EXISTING WATER MAIN, FITTINGS, VALVES, HYDRANTS, WATER SERVICES, ETC. (UNLESS NOTED OTHERWISE)
THESE ITEMS WILL BECOME THE PROPERTY OF THE CONTRACTOR, THE CITY WILL NOT BE ACCEPTING ANY OF IT.

INSTALL NEW WATER MAIN, EPOXY FITTINGS, VALVES, HYDRANTS, WATER SERVICES, ETC. (MANUFACTURED IN

THE U.S.A.) (SEE SPECIFICATIONS FOR DETAILS)

ALL VALVE BOXES—INCLUDING HYDRANT VALVES WILL HAVE A VALVE BOX ADAPTER INSTALLED. (SEE
SPECIFICATIONS FOR DETAILS)

CONTRACTOR TO MAINTAIN CONDUCTIVITY THRU ENTIRE SYSTEM FOR LOCATING PURPOSES.

FOR PLASTIC PIPE, CONTRACTOR TO INSTALL SOLID COPPER 8 GAUGE UF TRACER WIRE ON MAIN
AND SERVICES—BLUE IN COLOR. 3 WAY DRYCONN (WATERPROOF CONNECTOR OR EQUAL) FOR
SPLICING TRACER WIRE AND FOR SERVICE LEAD WIRE. AND BRASS CONDUCTIVITY GROUND CLAMP
ONTO EXISTING COPPER SERVICE. (INCIDENTAL TO WATER MAIN INSTALLATION).

INSTALL NEW 8" TEE-LIVE TAP/ 8” R.W. VALVE
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NEW HYDRANTS SHALL BE RODDED TO NEW HYDRANT VALVE AND VALVE TO TEE. SET HYDRANT
ON SOLID CONCRETE BLOCK. BLOCK BEHIND HYDRANT WITH SOLID CONCRETE M.H. BLOCK TO
UNDISTURBED SOIL. TOP NUT OF HYDRANT TO BE 32.5" ABOVE EXISTING GROUND. IF HYDRANT IS
INSTALLED TOO HIGH, IT WMILL BE FIXED AT THE EXPENSE OF THE CONTRACTOR. IF HYDRANT HAS
AN EXTENSION INSTALLED, APPROPRIATE TAG NEEDS TO BE INSTALLED ON HYDRANT.

FOR HYDRANTS BURIED BELOW THE WATER TABLE, DRAIN HOLES TO BE PLUGGED, AND THE
HYDRANT MARKED BY PAINTING THE PUMPER NOZZLE BLACK AND NO DRAIN TAG INSTALLED

ON THE HYDRANT. (INCIDENTAL TO HYDRANT INSTALLATION).

ALL SLEEVES INSTALLED FOR WATER MAIN, SHALL BE MJ SOLID SLEEVE LONG (12" MIN. LENGTH).
MJ DUCTILE IRON MEGA LUG STYLE RETAINERS ARE REQUIRED AT ALL MECHANICAL JOINTS.

ONLY USE THE APPROPRIATE TYPE FOR THE TYPE OF PIPE MATERIAL BEING USED.

870

860

850

840

830

1 hereby

specifical

b o
/i

Date:

REVISIONS

100’

]”
)

R.L.S
R.L.S.
3/28/2016

DESIGNED BY:

DRAWN BY:

ORIGINAL DATE:
HORIZ.
VERT.

SCALE

S.A.P. 114-105-015
A.R.C.C. W.M. CONSTRUCTION

CITY PROJECT 16—2

City of Coon Rapids
11155 Robinson Drive
Coon Rapids, Mn.
55433-3761
763-755-2880
Fax 763-767-6491
www.coonrapidsmn.gov

Minnesota

2 COON
RAPIDS

(NE
N

N
@)



sgreene
Polygonal Line

sgreene
Line

sgreene
Typewritten Text
Contractor Staging Area




